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8.6.6.2
PRACH info and PRACH selection

The UE shall select a PRACH according to the following rule. The UE shall:

-
select a default PRACH from the ones indicated in the IE "PRACH info" in System Information Block type 5 (applicable in Idle Mode and Connected Mode)or System Information Block type 6 (applicable in Connected Mode only), as follows:

-
if both RACH with 10 ms and 20 ms TTI are indicated in System Information Block type 5 or System Information Block type 6:

-
select the appropriate TTI based on power requirements, as specified in subclause 8.6.6.3;

-
select a RACH randomly from the ones listed in System Information Block type 5 or System Information Block type 6 as follows:

"Index of selected PRACH" = floor (rand * K)

where K is equal to the number of listed PRACHs which carry an RACH with the above selected TTI, "rand" is a random number uniformly distributed in the range 0,...,1, and "floor" refers to rounding down to nearest integer. RACHs with 10 and 20 ms TTI shall be counted separately. These RACHs shall be indexed from 0 to K-1 in the order of their occurrence in SIB 5 or SIB 6. The random number generator is left to implementation. The scheme shall be implemented such that one of the available RACHs is randomly selected with uniform probability. At startup of the random number generator in the UE the seed shall be dependent on the IMSI of the UE or time, thereby avoiding that all UEs select the same RACH;

In UTRAN Connected mode, the UE shall select the Secondary CCPCH according to the following preference:

-
if SIB 6 is defined and PRACH info is included:

-
PRACH is selected from the PRACHs listed in SIB 6;

-
if SIB 6 is defined and no PRACH info is included: 

-
PRACH is selected from the PRACHs listed in SIB 5;

-
if no SIB 6 is defined:

-
PRACH is selected from the PRACHs listed in SIB 5.

-
reselect the default PRACH when a new cell is selected. RACH reselection may also be performed after each transmission of a Transport Block Set on RACH;

-
for emergency call, the UE is allowed to select any of the available RACHs.

8.6.6.5
Secondary CCPCH info

In UTRAN Connected mode, the UE shall select the Secondary CCPCH according to the following rules:

-
in Cell_DCH state:

-
select Secondary CCPCH according to subclause 8.6.6.4;

-
in Cell_FACH state:
-
select an SCCPCH from the SCCPCHs listed in SIB 5 or  SIB 6 based on U-RNTI as follows:

"Index of selected SCCPCH" = U-RNTI mod K, 


where K is equal to the number of listed SCCPCHs which carry a FACH (i.e., SCCPCHs carrying PCH only shall not be counted). These SCCPCHs shall be indexed from 0 to K-1 in the order of their occurrence in SIB 5 or SIB 6.  "Index of selected SCCPCH" identifies the selected SCCPCH. 
-
if SIB 6 is defined and SCCPCH info is included:

-
SCCPCH is selected from the SCCPCHs listed in SIB 6;
-
if SIB 6 is defined and no SCCPCH info is included: 

-
SCCPCH is selected from the SCCPCHs listed in SIB 5;
-
if no SIB 6 is defined:
-

SCCPCH is selected from the SCCPCHs listed in SIB 5.

-
in Cell_PCH and URA_PCH states:

-
select an SCCPCH from the SCCPCHs listed in SIB 5 or SIB 6 based on U-RNTI as follows:


"Index of selected SCCPCH" = U-RNTI mod K,


where K is equal to the number of listed SCCPCHs which carry a PCH (i.e., SCCPCHs carrying FACH only shall not be counted). These SCCPCHs shall be indexed in the order of their occurrence in system information from 0 to K-1, and "Index of selected SCCPCH" identifies the selected SCCPCH. 

-
if SIB 6 is defined and SCCPCH info is included:

-
SCCPCH is selected from the SCCPCHs listed in SIB 6;

-
if SIB 6 is defined and no SCCPCH info is included: 

-
SCCPCH is selected from the SCCPCHs listed in SIB 5;

-
if no SIB 6 is defined:

-

SCCPCH is selected from the SCCPCHs listed in SIB 5.

UE shall set CFN in relation to SFN of current cell according to subclause 8.5.15.
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