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Reason for change:
(

In TDD a Special Burst is used for fast initial DPCH establishment and avoiding erroneous out-of-sync detection during DTX. The TDD Special Burst is uniquely identified by a “known” TFCI. Therefore, it is proposed to maintain a reserved TFCI value, which shall not be specified in the TFCS. 




Summary of change:
(

In TDD mode TFC list in TFCS starts with TFCI = 1.




Consequences if 
(

not approved:
TDD DPCH Special Burst TFCI conflict with signalled DCH TFCS.
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10.3.5.15
TFCS Reconfiguration/Addition Information

When it is used in TFCI field 1, the calculation of CTFC ignores any DSCH transport channels which may be assigned. When it is used in TFCI field 2, the calculation of CTFC ignores any DCH transport channels. 

The CTFC size should be chosen based on the maximum CTFC size for the UE. The first instance of the parameter "CTFC information" corresponds to Transport format combination 0 in FDD and 1 in TDD, the second to transport format combination 1 in FDD and 2 in TDD, and so on when it is used besides the case of TFCS Addition. Integer number of CTFC calculated according to clause 14. In TDD the TFCI value = 0 is reserved for physical layer use.
In case of TFCS Addition, the integer number(s) is the CTFC that is added. The new additional TFC(s) is inserted into the first available position(s) in the TFCI. CTFC size should be same as the size used in Complete reconfiguration.
Information Element/Group name
Need
Multi
IE type and reference
Semantics description

CHOICE CTFC Size
MP




>2 bit CTFC 





>>CTFC information
MP
1 to <maxTFC>



>>>2bit CTFC
MP

Integer(0..3)


>>>Power offset Information 
OP

Power Offset Information 10.3.5.8
Needed only for uplink physical channels.

>4 bit CTFC 





>>CTFC information
MP
1 to <maxTFC>



>>>4bit CTFC
MP

Integer(0..15)


>>>Power offset Information 
OP

Power Offset Information 10.3.5.8
Needed only for uplink physical channels.

>6 bit CTFC 





>>CTFC information
MP
1 to <maxTFC>



>>>6 bit CTFC
MP

Integer(0..63)


>>>Power offset Information 
OP

Power Offset Information 10.3.5.8
Needed only for uplink physical channels.

>8 bit CTFC 





>>CTFC information
MP
1 to <MaxTFC>



>>>8 bit CTFC
MP

Integer(0..255)


>>>Power offset Information 
OP

Power Offset Information 10.3.5.8
Needed only for uplink physical channels.

>12 bit CTFC 





>>CTFC information
MP
1 to <maxTFC>



>>>12 bit CTFC
MP

Integer(0..4095)


>>>Power offset Information 
OP

Power Offset Information 10.3.5.8
Needed only for uplink physical channels.

>16 bit CTFC 





>>CTFC information
MP
1 to <maxTFC>



>>>16 bit CTFC
MP

Integer(0..65535)


>>>Power offset Information 
OP

Power Offset Information 10.3.5.8
Needed only for uplink physical channels.

>24 bit CTFC 





>>CTFC information
MP
1 to <MaxTFC>



>>>24 bit CTFC
MP

Integer(0..16777215)


>>>Power offset Information 
OP

Power Offset Information 10.3.5.8
Needed only for uplink physical channels.

10.3.5.16
TFCS Removal Information

The integer number(s) is a reference to the transport format combinations to be removed.
Information Element/Group name
Need
Multi
IE type and reference
Semantics description

Removal TFCI information
MP
1 to <maxTFC>



>TFCI
MP

Integer(0.. 1023)
In TDD 0 is a reserved value

Range Bound
Explanation

MaxDelTFCcount
Maximum number of Transport Format Combinations to be removed.
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