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Title: 
IE PRACH TFCS in dedicated messages

Agenda Point:    
6.13

The IE "PRACH info (for RACH)" was removed from all dedicated RRC messages. 
However, the information element PRACH TFCS still exists in the IE " UL Transport channel information common for all transport channels". Additionally, the information element "PRACH TFCS" exists in system information blocks 5 and 6 and it is understood that no inconsistency shall occur between both of the instances of "PRACH TFCS".

Since the interactions between the IE "PRACH TFCS" in system information and in dedicated messages are unclear it is proposed to do not use the information that are received in the dedicated message. In order to avoid changes in the signalling it is proposed to state in the procedural text that the UE shall set the variable INVALID_CONFIGURATION to TRUE if the IE "PRACH TFCS" is included in a dedicated message. The handling may be changed in later releases of the protocol.
Another possibility to address this problem would be to remove the IE "PRACH TFCS" from the dedicated messages. However, this would cause changes to the message encodings.
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Reason for change:
(

In CR597r2 the IE “PRACH info(for RACH)” was removed from dedicated messages, but the IE “PRACH TFCS” is still present in dedicated messages. The proposal is to remove this IE.
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The IE “PRACH TFCS” is removed.
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The UE does not know how to react on this IE
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8.6.5.9
UL Transport channel information common for all transport channels

If the IE "UL Transport channel information common for all transport channels" is included the UE shall:

-
perform actions for the IE "TFC subset" as specified in subclause 8.6.5.3;

-
if the IE "PRACH TFCS" is included:

-
set the variable INVALID_CONFIGURATION to TRUE
-
if the IE has the choice "mode" set to FDD:

-
perform actions for the IE "UL DCH TFCS" as specified in subclause 8.6.5.2;

-
if the IE has the choice "mode" set to TDD:

-
if the IE "Individual UL CCTRCH information" is included:

-
for each TFCS identified by IE "UL TFCS id":

-
perform actions for the IE "UL TFCS" as specified in subclause 8.6.5.2.

10.3.5.24
UL Transport channel information common for all transport channels

Information Element/Group name
Need
Multi
Type and reference
Semantics description

TFC subset
MD

Transport Format Combination Subset

10.3.5.22
Default value is the complete existing set of transport format combinations

PRACH TFCS
OP

Transport format combination set 10.3.5.20
This IE should be absent within IE "Predefined RB configuration"

CHOICE mode
OP




>FDD





>>UL DCH TFCS
MP

Transport formation combination set 10.3.5.20


>TDD





>>Individual UL CCTrCH information
OP
1 to <maxCCTrCH>



>>>UL TFCS Identity
MP

Transport format combination set identity 10.3.5.21
Identifies a special CCTrCH for shared or dedicated channels.

>>>UL TFCS
MP

Transport format combination set 10.3.5.20
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