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	Reason for change:
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	The IE “Uplink DPCH Info” contains the IE spreading factor, which is defined as “SF of the channelisation code for data part”. However, the spreading factor can change from frame to frame in the uplink depending on the amount of data to be sent. Therefore it is not clear, what is meant by this IE. This IE certainly refers to the smallest permitted spreading factor, as this is the case for the RACH and stated in 10.3.6.52 (PRACH info)
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	It is clarified that the spreading factor is the minimum allowed spreading factor
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not approved:
	Incorrect description of FDD mode.
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10.3.6.88
Uplink DPCH info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Uplink DPCH power control info
	OP
	
	Uplink DPCH power control info 10.3.6.91
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Scrambling code type
	MP
	
	Enumerated(short, long)
	

	>>Scrambling code number
	MP
	
	Integer(0..16777215)
	

	>>Number of DPDCH
	MD
	
	Integer(2..maxDPDCH)
	Default value is 1.

Number of DPDCH is 1 in HANDOVER TO UTRAN COMMAND

	>>Spreading factor
	MP
	
	Integer(4, 8, 16, 32, 64, 128, 256)
	Smallest permitted SF of the channelisation code for data part

	>>TFCI existence
	MD
	
	Boolean
	TRUE means existence. Default value is "TRUE"

	>>Number of FBI bits
	CH
	
	Integer (1, 2)
	In bits. Number of FBI bits is needed if SSDT or FB Mode Transmit Signalling is supported.



	>>Puncturing Limit
	MP
	
	Real(0.40 ..1 by step of 0.04)
	

	>TDD
	
	
	
	

	>>Uplink Timing Advance Control
	OP
	
	Uplink Timing Advance Control 10.3.6.96
	

	>>UL CCTrCH List
	MP 
	1 to <maxCCTrCH>
	
	

	>>>TFCS ID
	MD
	
	Integer(1..8)
	Default value is 1. 

	>>>Time info
	MP
	
	Time info 10.3.6.83
	

	>>>Common timeslot info
	MD
	
	Common timeslot info 10.3.6.10
	Default is the current Common timeslot info

	>>>Uplink DPCH timeslots and codes
	MD
	
	Uplink Timeslots and Codes 10.3.6.94
	Default is to use the old timeslots and codes.


	Condition
	Explanation

	Single
	This IE is included if IE "Number of DPDCH" is "1"
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