Page 1



3GPP TSG-RAN WG2 Meeting #21
Tdoc R2-011439

Busan, South Korea, 21st–25th May 2001

	CR-Form-v4

	CHANGE REQUEST

	

	(

	25.331
	CR
	789
	(

rev
	-
	(

Current version:
	4.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	X
	Radio Access Network
	X
	Core Network
	

	

	Title:
(

	Correction to UE timers and constants in idle mode

	
	

	Source:
(

	Nokia

	
	

	Work item code:
(

	
	
	Date: (

	23rd May 2001

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	REL-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(
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10.3.3.44
UE Timers and Constants in idle mode

This information element specifies timer- and constant values used by the UE in idle mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	T300
	MP
	
	Integer(100, 200... 2000 by step of 200, 3000, 4000, 6000, 8000)
	Value in milliseconds. Default value is 1000.

	N300
	MP
	
	Integer(0..7)
	Default value is 3.

	T312
	MP
	
	Integer(0 .. 15)
	Value in seconds. Default value is 1.

	N312
	MP
	
	Integer (1, 50, 100, 200, 400, 600, 800, 1000)
	Default value is 1.
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