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… <NEXT MODIFIED SECTION> …

10.3.7.105
UE positioning OTDOA measurement

The purpose of the OTDOA Measurement Information element is to provide OTDOA measurements of signals sent from the reference and neighbour cells.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	SFN
	MP
	
	Integer(0..4095)
	SFN during which the last measurement was performed

	CHOICE mode
	
	
	
	

	>FDD
	
	
	
	

	>>Reference cell id
	MP
	
	Primary CPICH info 10.3.6.60
	

	>> UE Rx-Tx time difference type 2 info
	MP
	
	
	

	>>>UE Rx-Tx time difference type 2
	MP
	
	UE Rx-Tx time difference type 2 10.3.7.84
	

	>>>UE positioning OTDOA quality
	MP
	
	UE positioning OTDOA quality 10.3.7.107
	Quality of the UE Rx-Tx time difference type 2 measurement from the reference cell.

	>TDD
	
	
	
	(no data)

	>>Reference cell id
	MP
	
	Cell parameters ID 10.3.6.9
	

	Neighbours
	MP
	0 to <maxCellMeas>
	
	





	>>>Neighbour Identity
	MD
	
	Primary CPICH info 10.3.6.60
	Default value is the same as in the first set of multiple sets.

	>> UE Rx-Tx time difference type 2 info
	OP
	
	
	Included if the neighbour is in the active set

	>>>>UE Rx-Tx time difference type 2
	MP
	
	UE Rx-Tx time difference type 2 10.3.7.84
	

	>>>>UE positioning OTDOA quality
	MP
	
	UE positioning OTDOA quality 10.3.7.107
	Quality of the UE Rx-Tx time difference type 2 measurement from the neighbour cell.





	>UE positioning OTDOA quality 
	MP
	
	UE positioning OTDOA quality 10.3.7.107
	Quality of the SFN-SFN observed time difference type 2 measurement from the neighbour cell.

	>SFN-SFN observed time difference type 2
	MP
	
	SFN-SFN observed time difference 10.3.7.63 
	Gives the timing relative to the reference cell. Only type 2 is allowed.


… <INCLUDED FOR REFERENCE> …

10.3.7.107
UE positioning OTDOA quality

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	Std Resolution
	MP
	
	Bit string(2)
	Std Resolution field includes the resolution used in Std of OTDOA Measurements field. Encoding on two bits as follows:

'00'        10 meters

'01'        20 meters

'10'        30 meters

'11'        Reserved

	Number of OTDOA Measurements
	MP
	
	Bit string(3)
	Number of measurements field is used together with Std of OTDOA Measurements field to define quality of a reported OTDOA measurement. The field indicates how many OTDOA measurements have been used in the UE to define the standard deviation of the measurements. Following 3 bit encoding is used:

'000'        0-4

'001'        5-9

'010'      10-14

'011'      15-24

'100'      25-34

'101'      35-44

'110'      45-54

'111'      55 or more

	Std of OTDOA Measurements
	MP
	
	Bit string(5)
	Std of OTDOA Measurements field includes standard deviation of OTDOA measurements. Following linear 5 bit encoding is used:

'00000' 0 - (R*1-1) meters

'00001' R*1 – (R*2-1) meters

'00010' R*2 – (R*3-1) meters

…

'11111' R*31 meters or more

where R is the resolution defined by Std Resolution field. E.g. R=20 m corresponds to 0-19 m, 20-39 m,…,620+ m. 


-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************

… <NEXT MODIFIED SECTION> …
Neighbour ::=





SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




neighbourIdentity




PrimaryCPICH-Info




OPTIONAL,




uE-RX-TX-TimeDifferenceType2Info

UE-RX-TX-TimeDifferenceType2Info

OPTIONAL



},



tdd







SEQUENCE {




neighbourAndChannelIdentity

CellAndChannelIdentity




OPTIONAL



}


},



neighbourQuality




NeighbourQuality,


sfn-SFN-ObsTimeDifference2


SFN-SFN-ObsTimeDifference2

}

NeighbourList ::=




SEQUENCE (SIZE (1..maxCellMeas)) OF











Neighbour

NeighbourQuality ::=



SEQUENCE {


uE-Positioning-OTDOA-Quality

UE-Positioning-OTDOA-Quality

}

… <NEXT MODIFIED SECTION> …
UE-RX-TX-TimeDifferenceType1 ::=


INTEGER (768..1280)

-- Actual value = IE value * 0.0625 + 768

UE-RX-TX-TimeDifferenceType2 ::=
INTEGER (0..8191)
UE-RX-TX-TimeDifferenceType2Info ::=
SEQUENCE {


ue-RX-TX-TimeDifferenceType2


UE-RX-TX-TimeDifferenceType2,


neighbourQuality





NeighbourQuality

}
… <NEXT MODIFIED SECTION> …
UE-Positioning-OTDOA-Measurement ::=


SEQUENCE {


sfn








INTEGER (0..4095),


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




referenceCellIDentity



PrimaryCPICH-Info,




ue-RX-TX-TimeDifferenceType2Info

UE-RX-TX-TimeDifferenceType2Info


},



tdd







SEQUENCE {




referenceCellIdentity


CellParametersID



}
},


neighbourList





NeighbourList





OPTIONAL

}
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