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8.3.1.3
CELL UPDATE / URA UPDATE message contents to set

In case of cell update procedure the UE shall transmit a CELL UPDATE message.

In case of URA update procedure the UE shall transmit a URA UPDATE message.

The UE shall set the IEs in the CELL UPDATE message as follows:

-
set the IE "Cell update cause" corresponding to the cause specified in subclause 8.3.1.2 that is valid when the CELL UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a cell update procedure is initiated by the UE until when the procedure ends, additional CELL UPDATE messages may be transmitted by the UE with different causes.

-
set the IE "U-RNTI" to the value of the variable U_RNTI;

-
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
include and set the IE "failure cause" to the cause value "protocol error";

-
set the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION;

-
if the value of the variable FAILURE_INDICATOR is TRUE:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS;

-
include and set the IE "failure cause" to the value of the variable FAILURE_CAUSE;

-
include the START values for each CN domain, calculated according to subclause 8.5.9;
-
if an unrecoverable error [16] in any of the AM RLC entities for the signalling radio bearers RB2, RB3 or RB4 is detected:

-
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to TRUE;

-
otherwise:

-
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to FALSE;

-
if an unrecoverable error [16] in any of the AM RLC entities for the RB5 or upward is detected:

-
set the IE "AM_RLC error indication (RB>4)" to TRUE;

-
otherwise:

-
set the IE "AM_RLC error indication (RB>4)" to FALSE;

-
set the IE "RB Timer indicator" to the value of the variable RB_TIMER_INDICATOR;

-
include an intra-frequency measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in system information block type 12 (or System Information Block type 11, if System Information Block type 12 is not being broadcast).
The UE shall set the IEs in the URA UPDATE message as follows:

-
set the IE "U-RNTI" to the value of the variable U_RNTI;

-
set the IE "URA update cause" corresponding to which cause as specified in subclause 8.3.1.2 that is valid when the URA UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a URA update procedure is initiated by the UE until when the procedure ends, additional URA UPDATE messages may be transmitted by the UE with different causes, depending on which causes are valid for the respective URA UPDATE message.

-
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
set the IE "Protocol error indicator" to TRUE;

-
include the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION.

-
if the value of the variable PROTOCOL_ERROR_INDICATOR is FALSE:

-
if the value of the variable INVALID_CONFIGURATION is TRUE:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS;

-
set the IE "Protocol error indicator" to TRUE;

-
include the IE "Protocol error information" set to "Information element value not comprehended";

-
if the value of the variable INVALID_CONFIGURATION is FALSE:

-
set the IE "Protocol error indicator" to FALSE.

[…]

8.3.1.5
Reception of an CELL UPDATE/URA UPDATE message by the UTRAN

When the UTRAN receives a CELL UPDATE/URA UPDATE message, it may either:

-
in case the procedure was triggered by reception of a CELL UPDATE:

-

update the START value for each CN domain as maintained in UTRAN (refer to subclause 8.5.9) with "START" in the IE "START list" for the CN domain as indicated by "CN domain identity" in the IE "START list";

-
if this procedure was triggered while the UE was not in CELL_DCH state, then for each CN domain as indicated by "CN domain identity" in the IE "START list":

-
set the 20 MSB of the MAC-d HFN with the corresponding START value in the IE "START list";

-
set the remaining LSB of the MAC-d HFN to zero;

-
transmit a CELL UPDATE CONFIRM message on the downlink DCCH or optionally on the CCCH but only if ciphering is not required; and

-
optionally include the IE "RLC re-establish indicator" to request a RLC re-establishment in the UE, in which case the corresponding RLC entities should also be re-established in UTRAN; or

-
in case the procedure was triggered by reception of a URA UPDATE:

-
transmit a URA UPDATE CONFIRM message to the lower layers for transmission on the downlink CCCH or DCCH in which case the UTRAN should include the IE "URA identity" in the URA UPDATE CONFIRM message in a cell where multiple URA identifiers are broadcast; or

-
initiate an RRC connection release procedure (see subclause 8.1.4) by transmitting an RRC CONNECTION RELEASE message on the downlink CCCH. In particular UTRAN should:
 -
if the CELL UPDATE message was sent because of an unrecoverable error in RB2, RB3 or RB4:

-
initiate an RRC connection release procedure (see subclause 8.1.4) by transmitting an RRC CONNECTION RELEASE message on the downlink CCCH.
8.3.1.6
Reception of the CELL UPDATE CONFIRM/URA UPDATE CONFIRM message by the UE

When the UE receives a CELL UPDATE CONFIRM/URA UPDATE CONFIRM message; and

-
if the message is received on the CCCH, and IE "U-RNTI" is present and has the same value as the variable U_RNTI, or;

-
if the message is received on DCCH;

the UE shall:

-
stop timer T302;

-
set the variable CELL_UPDATE_STARTED to FALSE;

-
in case of a cell update procedure and the CELL UPDATE CONFIRM message:

-
includes "RB information elements"; and/or

-
includes "Transport channel information elements"; and/or

-
includes "Physical channel information elements"; and

-
if the variable ORDERED_RECONFIGURATION is set to FALSE:

-
set the variable ORDERED_RECONFIGURATION to TRUE;

-
act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following:

-
use the transport channel(s) applicable for the physical channel types that is used; and

-
if the IE "TFS" is neither included nor previously stored in the UE for that transport channel(s):

-
use the TFS given in system information.

-
if none of the TFS stored is compatible with the physical channel:

-
delete the stored TFS;

-
use the TFS given in system information.

-
perform the physical layer synchronisation procedure as specified in [29];

-
if the CELL UPDATE CONFIRM message includes the IE "RLC re-establish indicator (RB2, RB3 and RB4)":

-
re-establish the RLC entities for signalling radio bearer RB2, signalling radio bearer RB3, and signalling radio bearer RB4 (if established);
-
if the variable CIPHERING_STATUS is set to "Started":

-
set the HFN values for AM RLC entities with RB identity 2, 3, and RB identity 4 (if established) equal to the START value included in the latest transmitted CELL UPDATE message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

-
if the CELL UPDATE CONFIRM message includes the IE "RLC re-establish indicator (RB>4)":

-
re-establish the AM RLC entities for RB with RB identity equal to or larger than 5;

-
if the variable CIPHERING_STATUS is set to "Started":

-
set the HFN values for AM RLC entities with RB identity equal to or larger than 4 equal to the START value included in the latest transmitted CELL UPDATE message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

-
enter a state according to subclause 8.6.3.3 applied on the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message.

If the UE after state transition enters CELL_DCH state, it shall:

-
not prohibit periodical status transmission in RLC.

If the UE after state transition remains in CELL_FACH state, it shall

-
start the timer T305 using its initial value if timer T305 is not running and periodical cell update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity";

-
select PRACH according to subclause 8.5.17;

-
select Secondary CCPCH according to subclause 8.5.19;

-
not prohibit periodical status transmission in RLC;

-
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

-
ignore that IE and stop using DRX;

If the UE after state transition enters URA_PCH or CELL_PCH state, it shall

-
prohibit periodical status transmission in RLC;

-
clear the variable C_RNTI;

-
stop using that C_RNTI just cleared from the variable C_RNTI in MAC;

-
start the timer T305 using its initial value if timer T305 is not running and periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity";

-
select Secondary CCPCH according to subclause 8.5.19;

-
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

-
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging Occasion and PICH Monitoring Occasion as specified in 8.6.3.2 in CELL_PCH state.

If the UE after the state transition remains in CELL_FACH state and;

-
the contents of the variable C_RNTI are empty;

it shall check the value of V302 and

-
If V302 is equal to or smaller than N302:

-
if, caused by the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message,

-
the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to TRUE; and/or

-
the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO is set to TRUE:

-
abort the ongoing integrity and/or ciphering reconfiguration;

-
if the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message contained the IE "Ciphering mode info":

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message contained the IE "Integrity protection mode info":

-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
in case of a URA update procedure:

-
stop the URA update procedure; and

-
continue with a cell update procedure;

-
set the contents of the CELL UPDATE message according to subclause 8.3.1.3, except for the IE "Cell update cause" which shall be set to "cell reselection";

-
submit the CELL UPDATE message for transmission on the uplink CCCH;

-
increment counter V302;

-
restart timer T302 when the MAC layer indicates success or failure to transmit the message;

-
If V302 is greater than N302:

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
in case of a cell update procedure:

-
clear the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
in case of a URA update procedure:

-
clear the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
release all its radio resources;

-
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

-
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

-
clear the variable ESTABLISHED_RABS;

-
enter idle mode;

-
other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2;

-
and the procedure ends.

If the UE after the state transition remains in CELL_FACH state and

-
a C-RNTI is stored in the variable C_RNTI;

or

the UE after the state transition moves to another state than the CELL_FACH state;

the UE shall:

-
if the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message contained the IE "Ciphering mode info":

-
include and set the IE "Radio bearer uplink ciphering activation time info" in any response message transmitted below to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO.

-
if the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message contained the IE "Integrity protection mode info" with the IE "Integrity protection mode command" set to "Modify":

-
include and set the IE "Integrity protection activation info" in any response message transmitted below to the value of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
in case of a cell update procedure:

-
set the IE "RRC transaction identifier" in any response message transmitted below to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry.

-
in case of a cell update procedure:

-
set the IE "RRC transaction identifier" in any response message transmitted below to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
if the variable PDCP_SN_INFO is non-empty:

-
include the IE "RB with PDCP information list" in any response message transmitted below and set it to the value of the variable PDCP_SN_INFO;

-
if the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message included the IE "Downlink counter synchronisation info":

-
calculate the START value according to subclause 8.5.9;

-
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info" in any response message transmitted below;

-
transmit a response message as specified in subclause 8.3.1.7;

-
if the IE "Integrity protection mode info" was present in the CELL UPDATE CONFIRM or URA UPDATE CONFIRM message:

-
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted response message;

-
clear the variable PDCP_SN_INFO;

-
if the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message contained the IE "Ciphering mode info":

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message contained the IE "Integrity protection mode info":

-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
in case of a cell update procedure:

-
clear the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
in case of a URA update procedure:

-
clear the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

The procedure ends.

 […]

8.6.4.3
RB information to setup

If the IE "RB information to setup" is included, the UE shall apply the following actions on the radio bearer identified with the value of the IE "RB identity". The UE shall:

-
use the same START value to initialise the hyper frame number components of COUNT-C and COUNT-I variables for all the new radio bearers to setup;

-
perform the actions for the IE "PDCP info", if present, according to subclause 8.6.4.10, applied for the radio bearer;

-
perform the actions for the IE "RLC info", according to subclause 8.6.4.9, applied for the radio bearer;

-
perform the actions for the IE "RB mapping info", according to subclause 8.6.4.8, applied for the radio bearer;

-
if the IE "Downlink RLC mode" in the IE "RLC info" is set to "TM RLC":
-
configure delivery of erroneous SDUs in lower layers according to indication from upper layer [5].
-
if the variable CIPHERING_STATUS is set to "Started"; and

-
if the IE "Uplink RLC mode" or the IE "Downlink RLC mode" in the IE "RLC info" is set to "AM RLC" or "UM RLC":

-
initialise the 20 MSB of the hyper frame number component of COUNT-C for this radio bearer with the START value for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" part of the IE "RAB information to setup";

-
set the remaining LSB of the hyper frame number component of COUNT-C for this radio bearer to zero;

-
if the IE "Uplink RLC mode" and the IE "Downlink RLC mode" in the IE "RLC info" is set to "TM RLC":

-
if no other transparent mode RLC radio bearers exist in the variable ESTABLISHED_RABS:

-
initialise the 20 MSB of the hyper frame number component of COUNT-C for this radio bearer with the START value for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" part of the IE "RAB information to setup";

-
set the remaining LSB of the hyper frame number component of COUNT-C for this radio bearer to zero;

-
if at least one transparent mode RLC radio bearers or signalling radio bearers exist in the variable ESTABLISHED_RABS:

-
set the MAC-d HFN component of the COUNT-C for this radio bearer with the MAC-d HFN that is common (refer to subclause 8.5.8) for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" part of the IE "RAB information to setup";
-
start to perform ciphering on the radio bearer in lower layers, using the value of the IE "RB identity" minus one as the value of BEARER in the ciphering algorithm.

Note: UTRAN should not use the IE "RB information to setup" to setup radio bearers with RB identity in the range 1-4.
[…]

10.2.7
CELL UPDATE

This message is used by the UE to initiate a cell update procedure.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE information elements
	
	
	
	

	U-RNTI
	MP
	
	U-RNTI 10.3.3.47
	

	RRC transaction identifier
	CV-Failure
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.

	>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	

	>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.

	AM_RLC error indication(RB2, RB3 or RB4)
	MP
	
	Boolean
	TRUE indicates AM_RLC unrecoverable error [16] occurred on RB2, RB3 or RB4 in the UE

	AM_RLC error indication(RB>4)
	MP
	
	Boolean
	TRUE indicates AM_RLC unrecoverable error [16] occurred on RB>4 in the UE

	Cell update cause
	MP
	
	Cell update cause 10.3.3.3
	

	Failure cause
	OP
	
	Failure cause and error information 10.3.3.14
	

	RB timer indicator
	MP
	
	RB timer indicator 10.3.3.28
	

	Measurement information elements
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	


	Condition
	Explanation

	Failure
	This IE is mandatory if the IE "Failure cause" is present. Otherwise it is absent.


10.2.8
CELL UPDATE CONFIRM

This message confirms the cell update procedure and can be used to reallocate new RNTI information for the UE valid in the new cell.


RLC-SAP: UM


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE Information Elements
	
	
	
	

	U-RNTI
	CV-CCCH
	
	U-RNTI 10.3.3.47
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.10
	

	UTRAN DRX cycle length coefficient
	MD
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	Default value is the existing DRX cycle length coefficient

	RLC re-establish indicator (RB2, RB3 and RB4) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	

	RLC re-establish indicator (RB5 and upwards) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	

	CN Information Elements
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	

	UTRAN Information Elements
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	

	RB information elements
	
	
	
	

	RB information to release list
	OP
	1 to <maxRB>
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	

	RB information to reconfigure list
	OP
	1 to <maxRB>
	
	

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	

	RB information to be affected list
	OP
	1 to <maxRB>
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	

	Downlink counter synchronisation info
	OP
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	

	TrCH Information Elements
	
	
	
	

	Uplink transport channels
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>CPCH set ID
	OP
	
	CPCH set ID 10.3.5.3
	

	>>Added or Reconfigured TrCH 
information for DRAC list
	OP
	1 to <maxTrCH>
	
	

	>>>DRAC static information
	MP
	
	DRAC static information 10.3.5.7
	

	>TDD
	
	
	
	(no data)

	Downlink transport channels
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	

	PhyCH information elements
	
	
	
	

	Frequency info
	MD
	
	Frequency info 10.3.6.36
	Default value is the existing value of frequency information

	Uplink radio resources
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power

	CHOICE channel requirement
	OP
	
	
	

	>Uplink DPCH info 
	
	
	Uplink DPCH info 10.3.6.88.
	

	>CPCH SET Info
	
	
	CPCH SET Info 10.3.6.13
	

	Downlink radio resources
	
	
	
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Downlink PDSCH information
	OP
	
	Downlink PDSCH information 10.3.6.30
	

	>TDD
	
	
	
	(no data)

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	


	Condition
	Explanation

	CCCH
	This IE is mandatory when CCCH is used and ciphering is not required. Otherwise it is absent.


[…]

11.2
PDU definitions

[…]

-- ***************************************************

--

-- CELL UPDATE

--

-- ***************************************************

CellUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



startList

STARTList,



am-RLC-ErrorIndicationRb2-3or4
BOOLEAN,



am-RLC-ErrorIndicationRb5orAbove
BOOLEAN,



cellUpdateCause




CellUpdateCause,



failureCause




FailureCauseWithProtErrTrId


OPTIONAL,



-- TABULAR: RRC transaction identifier is nested in FailureCauseWithProtErrTrId



rb-timer-indicator



Rb-timer-indicator,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}
OPTIONAL

}

-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= CHOICE {


r3







SEQUENCE {



cellUpdateConfirm-r3


CellUpdateConfirm-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



SEQUENCE {}


}

}

CellUpdateConfirm-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4
BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove
BOOLEAN,

 -- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= CHOICE {


r3







SEQUENCE {



cellUpdateConfirm-r3


CellUpdateConfirm-r3-IEs,



nonCriticalExtensions


SEQUENCE {




cellUpdateConfirm-r3-r4-ext

CellUpdateConfirm-r3-r4-ext-IEs,




nonCriticalExtensions


SEQUENCE {} OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





cellUpdateConfirm-r4


CellUpdateConfirm-r4-IEs,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL




},




criticalExtensions



SEQUENCE {}



}


}

}

CellUpdateConfirm-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4
BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove
BOOLEAN,

 -- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

CellUpdateConfirm-r3-r4-ext-IEs ::= SEQUENCE {


-- Physical channel IEs


-- The following IE extends SSDT-Information, which is included in


-- DL-CommonInformation. FDD only.


ssdt-UL







SSDT-UL-r4






OPTIONAL

}

CellUpdateConfirm-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-ResetIndicatorC-Plane

BOOLEAN,



rlc-ResetIndicatorU-Plane

BOOLEAN,

 -- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r4


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}
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