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TSG CN1 thanks TSG T1 for their “LS on aborting of RRC connection during CN procedures”, which requests CN1 to explain the procedure to be followed by the UE to abort the RRC connection.

CN1 would like to inform T1 that the procedure for the UE to abort the RRC connection is described in clause 8.1.14 (Signalling connection release request procedure) of TS 25.331 v3.7.0.  
Clause 8.1.14.2 of TS 25.331 states that “the UE shall, on receiving a request to release (abort) the signalling connection from upper layers, initiate the signalling connection release request procedure”. The remainder of clause 8.1.14 in TS 25.331 describes the signalling connection release request procedure, as defined by TSG RAN2.

Regarding the 25.331 section reference in 24.008 quoted in T1’s LS, CN1 acknowledges that the section number given in 24.008 is incorrect; TS 24.008 has been amended.

For background information, the original T1 liaison statement, T1-010222 [LS on aborting of RRC connection during CN procedures], is appended to this LS.

The dates for the next CN1 meetings are:

· CN1_19bis
2nd-4th October 2001

To-Be-Determined location

· CN1_20

15th – 19th October 2001

Brighton, U.K.

CN1 thanks T1 for any feedback that may be provided.
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During TSG T1_SIG#17 in Melbourne and at the review of a test case for Mobility Management, questions were raised about the meaning of aborting the RRC connection. 

TS 24.008 section 4.4.4.8,
Release of RR connection after location updating, states that:

“Any release of the RR connection shall be initiated by the network according to section 3.5 in GSM 04.18, and section 8.2.1 in 3GPP TS 25.331. If the RR connection is not released within a given time controlled by the timer T3240, the mobile station shall abort the RR connection. In both cases, either after a RR connection release triggered from the network side or after a RR connection abort requested by the MS-side, the MS shall return to state MM IDLE.”

TS 25.331 does not describe the procedure for UE to abort the RRC connection. TSG T1_SIG requests TSG CN1 to explain the procedure to be followed by the UE to abort the RRC connection.







