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1. Overall Description:

RAN2 thanks SA2 for their LS on Cell ID in SIP messages. The proposed solutions raised some questions in RAN2, and RAN2 would like to get the full understanding of what are the intentions by SA2.

2. Actions:

To SA2 group.

ACTION: 
RAN2 asks SA2 to clarify the understanding in RAN2 by answering and comment on the following:

1. The understanding in RAN2 is that the current model of the split between UTRAN and CN is that cells are only known within the radio access network. The outlined proposal does not seem to be aligned with that model. Is this the intention or should e.g. service area be used instead?

2. What is the intended use of the cell id, is it only to indicate UE position in case of emergency call or have SA2 though of other scenarios when this should be applicable? RAN2 would like to get a clarification on how and for what cell id would be used.

3. If the intention is indeed positioning of the UE during emergency call, cell id is the most rough position estimation that is currently available in UTRAN. RAN2 then think the selection of only this method for positioning the UE could be reconsidered.

4. Currently a UE in CELL_DCH state might be unaware of MCC and MNC. This means that the cell id currently available in UTRAN would not be a global cell identity. The proposal outlined would then not meet the requirement of providing a global cell identity.

3. Date of Next RAN2 Meetings:

RAN2_25
26 – 30 November 2001
Makuhari, Japan.

RAN2_26
7 – 11 January 2002
Sophia Antipolis, France.

