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Reason for change:
(

The CTFC calculation should be clarified when “Rate Matching Restriction Information” IE is presented. Rate matching restriction may result in gaps in the TFCI to CTFC mapping which is not consistent with the NBAP signalling to the BTS which requiring mappings with TFCI running from 0 to TFCImax. The CR is proposed in order to prevent misunderstanding




Summary of change:
(

 Add “whilst preserving the TFCI to CTFC mapping” to the behaviour.

Isolated Impact Change Analysis. 

This change affects the use of the " Downlink rate matching restriction information" IE. 

It would not affect implementations behaving as indicated in the CR, it would affect implementations supporting the corrected functionality otherwise.
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not approved:
 Potential misunderstanding leading to a compatibility issue.
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8.6.6.27
Downlink information common for all radio links

If the IE "Downlink information common for all radio links " is included the UE shall:

-
if the IE "Downlink DPCH info common for all radio links " is included:

-
perform actions as specified in subclause 8.6.6.28;

-
if the IE choice "mode" is set to 'FDD':

-
perform actions for the IE "DPCH compressed mode info" as specified in subclause 8.6.6.15;

-
perform actions for the IE "Tx Diversity mode" as specified in subclause 8.6.6.24;

-
if the IE "SSDT information" is included:

-
perform actions as specified in subclause 8.6.6.25;

-
if the IE "Default DPCH Offset value" is included:

-
perform actions as specified in the subclause 8.6.6.21.

8.6.6.28
Downlink DPCH info common for all radio links

If the IE "Downlink DPCH info common for all radio links" is included the UE shall:

-
perform actions for the IE "Timing indicator" as specified in subclause 8.5.15.2;

-
ignore the value received in IE "CFN-targetSFN frame offset";

-
if the IE "Downlink DPCH power control information" is included:

-
perform actions for the IE "DPC Mode" according to [29];

-
if the IE choice "mode" is set to 'FDD':

-
if the IE "Downlink rate matching restriction information" is included:

-
perform downlink rate matching based on the TFCs composed of 'all the TFIs of the non-restricted Transport channel' and 'allowed TFIs in the restricted Transport channel' within given TFCS whilst preserving the TFCI to CTFC mapping;
-
if the IE "Downlink rate matching restriction information" is not included:

-
cancel all the transport format restrictions if any and initiate the downlink rate matching based on all the TFCs in given TFCS;
-
perform actions for the IE "spreading factor";

-
perform actions for the IE "Fixed or Flexible position";

-
perform actions for the IE "TFCI existence";

-
if the IE choice "SF" is set to 256:

-
store the value of the IE "Number of bits for pilot bits";

-
if the IE choice "SF" set to 128:

-
store the value of the IE "Number of bits for pilot bits";

-
if the IE choice "mode" is set to 'TDD':

-
perform actions for the IE "Common timeslot info".

If the IE "Downlink DPCH info common for all radio links " is included in a message used to perform a Timing re-initialised hard handover, and ciphering is active for any radio bearer using RLC-TM, the UE shall, after having activated the dedicated physical channels indicated by that IE:

-
increment HFN for RLC-TM by '1'.
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