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Reason for change:
(

It is not specified how the UE should behave in Measurement Control procedure in the case where the configuration is invalid.

Note: This CR originates from R2-012559 (CR 1185) which intends to correct UE Positioning procedures in RRC. As the change below is not specific to UE Positioning, it was decided to create a separate CR. This was seen beneficial for CR tracking purposes.
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A new chapter on invalid configuration has been added to Measurement Control procedure.
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8.4.1.4
Unsupported measurement in the UE

If UTRAN instructs the UE to perform a measurement that is not supported by the UE, the UE shall:

-
retain the measurement configuration that was valid before the MEASUREMENT CONTROL message was received;

-
set the IE "RRC transaction identifier" in the MEASUREMENT CONTROL FAILURE message to the value of "RRC transaction identifier" in the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry.

-
set the cause value in IE "failure cause" to "unsupported measurement";

-
submit the MEASUREMENT CONTROL FAILURE message to lower layers for transmission on the DCCH using AM RLC;

-
continue with any ongoing processes and procedures as if the invalid MEASUREMENT CONTROL message has not been received;

-
and the procedure ends.

8.4.1.4a
Configuration Incomplete

If the variable CONFIGURATION_INCOMPLETE is set to TRUE, the UE shall:

-
retain the measurement configuration that was valid before the MEASUREMENT CONTROL message was received;

-
set the IE "RRC transaction identifier" in the MEASUREMENT CONTROL FAILURE message to the value of "RRC transaction identifier" in the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS and clear that entry;

-
clear the variable CONFIGURATION_INCOMPLETE;

-
set the cause value in IE "failure cause" to "Configuration incomplete";

-
submit the MEASUREMENT CONTROL FAILURE message to lower layers for transmission on the DCCH using AM RLC;

-
continue with any ongoing processes and procedures as if the invalid MEASUREMENT CONTROL message has not been received;

-
and the procedure ends.

8.4.1.4b
Configuration Invalid

If the variable INVALID_CONFIGURATION is set to TRUE, the UE shall:

-
retain the measurement configuration that was valid before the MEASUREMENT CONTROL message was received;

-
set the IE "RRC transaction identifier" in the MEASUREMENT CONTROL FAILURE message to the value of "RRC transaction identifier" in the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS and clear that entry;

-
clear the variable INVALID_CONFIGURATION;

-
set the cause value in IE "failure cause" to "invalid configuration";

-
submit the MEASUREMENT CONTROL FAILURE message to lower layers for transmission on the DCCH using AM RLC;

-
continue with any ongoing processes and procedures as if the invalid MEASUREMENT CONTROL message has not been received;

-
and the procedure ends.
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