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1. Overall Description:

RAN WG2 would like to thank RAN WG3 for the LS on SFN-SFN and Tutran-gps drift rate granularity and range. 

During RAN2 #25 a change request to TS 25.331 R99 was agreed to correct UE-Positioning related topics (R2-012755). This CR was then subsequently approved during RAN #14. As part of this CR, the SFN-SFN Drift IE (subclause 10.3.7.106) was modified so that it is better aligned with the proposed values in the RAN3 liaison.

To be specific, the values of the SFN-SFN Drift IE were changed from (0, +0.33, +0.66, +1, +1.33, +1.66, +2, +2.5, +3, +4, +5, +7, +9, +11, +13, +15, -0.33, -0.66, -1, -1.33, -1.66, -2, -2.5, -3, -4, -5, -7, -9, -11, -13, -15) meters/sec to (0, -1, -2, -3, -4, -5, -8, -10, -15, -25, -35, -50, -65, -80, -100, 1, 2, 3, 4, 5, 8, 10, 15, 25, 35, 50, 65, 80, 100) 1/256 chip/sec.

In addition, as part of this CR, the Tutran-gps drift rate IE (subclause 10.3.7.96) was also modified so that it is better aligned with the proposed values in the RAN3 liaison.

To be specific, the values of the Tutran-gps drift rate IE were changed from (-0.09375..0.09375) ppm in step of 0.0125 ppm to (0, 1, 2, 5, 10, 15, 25, 50, -1, -2, -5, -10, -15, -25, -50) 1/256 chip/sec.
2. Actions:

None

3. Date of Next RAN2 Meetings:

RAN2_27
18 – 22 February 2002
Orlando, FL, USA.

RAN2_28
08 – 12 April 2002
Kobe, Japan.

