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Reason for change:
(

The changes in this CR are proposed for the following reasons:

· In IE “SIBSb-TypeAndTag” one undefined code points was overlooked in a previous CR on spare values. This has been corrected by introducing a spare value for this undefined code point

· For IE “Paging record type identifier” the tabular was not aligned with the ASN.1 concerning the needed for spare values. This has been corrected by aligning the tabular to the ASN.1
· A previous CR mistakenly changed a general comment in the ASN.1 regarding the actual size for IE “TPC step size” into a comment for TDD only. This has been corrected by changing the comment from a TDD specific comment into a FDD specific comment again






Summary of change:
(

The following changes are included in the original version of this CR:

· One missing spare value has been added for SIBSb-TypeAndTag

· For IE “Paging record type identifier” the statement that two spare values are needed has been removed from the tabular
· The comment that the actual value TPC-StepSizeTDD = IE value + 1 has been changed from a TDD specific comment into an FDD specific comment

Impact analysis:

Impacted functionality: Power control both for FDD and TDD. Future extension of system information with an additional SIB type


Correction type: Clarification of a function where the specification is incorrect. Would not affect implementations behaving like indicated in the CR, would affect implementations supporting the corrected functionality otherwise

Interoperability: 
· Isolated impact: the impact is isolated; only the corrected functionality is affected

· Spare: the impact is not noted until the 3rd new SIB types is introduced. In that case all UEs will support the new SIB type except for the UEs conforming to the 3.10.0 version of 25.331. These UEs will ignore the new SIB type

· TPC step size: it is most likely that implementations will support the change proposed in this CR since the error was introduced in the 3.10.0 version of 25.331. Furthermore, the error is obvious from the value ranges in tabular in ASN.1. However, if the UE and UTRAN are misaligned regarding the actual value of the signalled IE power control may not work (TPC step size is interpret to be 0) or may not work very well

Impact on test specifications: no impact is foreseen on the test specifications






Consequences if 
(

not approved:
An extension option for system information is waisted and a specification error remains that may result in no or poor power control
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10.3.1.10
Paging record type identifier

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Paging record type identifier
MP

Enumerated (IMSI (GSM-MAP), TMSI (GSM-MAP)/ P-TMSI, IMSI (DS-41), TMSI (DS-41))


11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

<Cut until the next modified version>
-- ***************************************************

--

--     PHYSICAL CHANNEL INFORMATION ELEMENTS (10.3.6)

--

-- ***************************************************

<Cut until the next modified version>
TPC-CombinationIndex ::=


INTEGER (0..5)

-- Actual value TPC-StepSizeFDD = IE value + 1
TPC-StepSizeFDD ::=




INTEGER (0..1)


TPC-StepSizeTDD ::=




INTEGER (1..3)

-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************

<Cut until the next modified version>
SIBSb-TypeAndTag ::=




CHOICE {


sysInfoType1





PLMN-ValueTag,


sysInfoType2





CellValueTag,


sysInfoType3





CellValueTag,


sysInfoType4





CellValueTag,


sysInfoType5





CellValueTag,


sysInfoType6





CellValueTag,


sysInfoType7





NULL,


sysInfoType8





CellValueTag,


sysInfoType9





NULL,


sysInfoType10





NULL,


sysInfoType11





CellValueTag,


sysInfoType12





CellValueTag,


sysInfoType13





CellValueTag,


sysInfoType13-1





CellValueTag,


sysInfoType13-2





CellValueTag,


sysInfoType13-3





CellValueTag,


sysInfoType13-4





CellValueTag,


sysInfoType14





NULL,


sysInfoType15





CellValueTag,


sysInfoType16





PredefinedConfigIdentityAndValueTag,


sysInfoType17





NULL,


sysInfoTypeSB1





CellValueTag,


sysInfoTypeSB2





CellValueTag,


sysInfoType15-1





CellValueTag,


sysInfoType15-2





SIBOccurrenceIdentityAndValueTag,


sysInfoType15-3





SIBOccurrenceIdentityAndValueTag,


sysInfoType15-4





CellValueTag,


sysInfoType18





CellValueTag,


sysInfoType15-5





CellValueTag,

spare3







NULL,

spare2







NULL,


spare1







NULL

}
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