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10.3.3.24
PDCP capability

Indicates which algorithms and which value range of their parameters are supported by the UE.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Support for lossless SRNS relocation
	MP
	
	Boolean
	TRUE means supported
	

	Support for RFC2507
	MP
	
	Boolean
	TRUE means supported
	

	>Max HC context space
	
	
	Integer(512, 1024, 2048, 4096, 8192)
	
	

	Support for RFC 3095
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>Maximum number of ROHC context sessions
	MD
	
	Integer( 2, 4, 8, 12, 16, 24, 32, 48, 64, 128, 256, 512, 1024, 16384)
	Default value is 16.
	REL-4

	>Reverse decompression depth
	MD
	
	Integer (0..65535)
	Default value is 0 (reverse decompression shall not be used).
	REL-4

	>Profiles
	MP
	1 to <maxROHC-Profiles>
	
	Profiles supported by the decompressor.
	REL-4

	>>Profile instance
	MP
	
	Integer(1 .. 3)
	Supported profile types. At least four spare values.
	REL-4

	>MRRU
	MD
	
	Integer (0 .. 65535)
	Maximum reconstructed reception unit.

Default value is 0. (no segmentation)
	REL-4

	>Support for RFC 3095 context relocation
	MP
	
	Boolean
	TRUE means supported
	REL-5


10.3.4.2
PDCP info

The purpose of the PDCP info IE is to indicate which algorithms shall be established and to configure the parameters of each of the algorithms.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Support for lossless SRNS relocation
	CV-LosslessCriteria
	
	Boolean
	TRUE means support
	

	Max PDCP SN window size
	CV-Lossless
	
	Enumerated(sn255, sn65535)
	Maximum PDCP sequence number window size. The handling of sequence number when the Max PDCP SN window size is 255 is specified in [23].
	

	PDCP PDU header
	MD
	
	Enumerated (present, absent)
	Whether a PDCP PDU header is existent or not. Default value is "present"
	

	Header compression information
	OP
	1 to <maxPDCPAlgoType>
	
	
	

	>CHOICE algorithm type
	MP
	
	
	
	

	>>RFC 2507
	
	
	
	Header compression according to IETF standard RFC 2507
	

	>>>F_MAX_PERIOD
	MD
	
	Integer (1..65535)
	Largest number of compressed non-TCP headers that may be sent without sending a full header. Default value is 256.
	

	>>>F_MAX_TIME
	MD
	
	Integer (1..255)
	Compressed headers may not be sent more than F_MAX_TIME seconds after sending last full header. Default value is 5.
	

	>>>MAX_HEADER
	MD
	
	Integer (60..65535)
	The largest header size in octets that may be compressed. Default value is 168.
	

	>>>TCP_SPACE
	MD
	
	Integer (3..255)
	Maximum CID value for TCP connections. Default value is 15.
	

	>>>NON_TCP_SPACE
	MD
	
	Integer (3..65535)
	Maximum CID value for non-TCP connections. Default value is 15.
	

	>>>EXPECT_REORDERING
	MD
	
	Enumerated (reordering not expected, reordering expected)
	Whether the algorithm shall reorder PDCP SDUs or not. Default value is "reordering not expected".
	

	>>RFC 3095
	
	
	
	Header compression according to IETF standard RFC 3095
	REL-4

	>>> CHOICE Uplink
	OP
	
	
	Indicates the necessary information elements for Uplink.
	REL-4

	>>>>CID inclusion info
	MP
	
	Enumerated (PDCP header, RFC3095 packet format)
	Configures which method shall be used to carry RFC3095 CID values.
	REL-4

	>>>>Max_CID
	MD
	
	Integer (1.. 16383)
	Highest context ID number to be used by the compressor.

Default value is 15.
	REL-4

	>>>>Profiles
	MP
	1 to <maxROHC- Profiles>
	
	Profiles supported by the decompressor.


	REL-4

	>>>>>Profile instance
	MP
	
	Integer(1 .. 3)
	Supported profile types. At least four spare values.
	REL-4

	>>>>MRRU
	MD
	
	Integer (0 .. 65535)
	Maximum reconstructed reception unit. Default value is 0 (no segmentation).
	REL-4

	>>>>Packet _Sizes_Allowed
	OP
	1 to <maxROHC- PacketSizes>
	
	List of packet sizes that are allowed to be produced by RFC 3095.
	REL-4

	>>>>>Packet size
	MP
	
	Integer (2 .. 1500)
	Packet size as defined in RFC 3095.
	REL-4

	>>> CHOICE Downlink
	OP
	
	
	Indicates the necessary information elements for Downlink.
	REL-4

	>>>>CID inclusion info
	MP
	
	Enumerated (PDCP header, RFC3095 packet format)
	Configures which method shall be used to carry RFC3095 CID values.
	REL-4

	>>>>Max_CID
	MD
	
	Integer (1.. 16383)
	Highest context ID number to be used by the decompressor.

Default value is 15.
	REL-4

	>>>>MRRU
	MD
	
	Integer (0 .. 65535)
	Maximum reconstructed reception unit. Default value is 0 (no segmentation).
	REL-4

	>>>Reverse_Decompression_Depth
	MD
	
	Integer (0..65535)
	Determines whether reverse decompression should be used or not and the maximum number of packets that can be reverse decompressed by the decompressor. Default value is 0 (reverse decompression shall not be used).
	REL-4


	Condition
	Explanation

	LosslessCriteria
	This IE is mandatory present if the IE "RLC mode" is "Acknowledged", the IE "In-sequence delivery " is "True" and the IE "SDU Discard Mode" is "No discard" and not needed otherwise.

	Lossless
	This IE is mandatory present if the IE "Support for lossless SRNS relocation" Is TRUE, otherwise it is not needed.


-- ***************************************************

--

--     USER EQUIPMENT INFORMATION ELEMENTS (10.3.3)

--

-- ***************************************************

-------------------------------------------------------------//--------------------------------------------------------------------

PDCP-Capability ::=




SEQUENCE {


losslessSRNS-RelocationSupport

BOOLEAN,


supportForRfc2507




CHOICE {



notSupported





NULL,



supported






MaxHcContextSpace


}

}

PDCP-Capability-r4-ext ::=


SEQUENCE {


supportForRfc3095



CHOICE {



notSupported





NULL,



supported






SEQUENCE {




maxROHC-ContextSessions



MaxROHC-ContextSessions-r4
DEFAULT s16,




reverseCompressionDepth



INTEGER (0..65535)


DEFAULT 0,



rohcProfileList





ROHC-ProfileList-r4,



mrru







INTEGER (0..65535)




DEFAULT 0


}


}

}

PDCP-Capability-r5-ext ::=


SEQUENCE {


supportForRfc3095ContextRelocation

BOOLEAN

}
PhysicalChannelCapability ::=

SEQUENCE {



fddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityFDD,




uplinkPhysChCapability



UL-PhysChCapabilityFDD



}










OPTIONAL,



-- tddPhysChCapability describes the 3.84Mcps TDD physical channel capability



tddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD,




uplinkPhysChCapability



UL-PhysChCapabilityTDD



}










OPTIONAL

}

-------------------------------------------------------------//--------------------------------------------------------------------
RLC-Capability ::=




SEQUENCE {


totalRLC-AM-BufferSize



TotalRLC-AM-BufferSize,


maximumRLC-WindowSize



MaximumRLC-WindowSize,


maximumAM-EntityNumber



MaximumAM-EntityNumberRLC-Cap

}

ROHC-Profile-r4 ::=




INTEGER (1..3)

ROHC-ProfileList-r4 ::=



SEQUENCE (SIZE
(1..maxROHC-Profile-r4))
OF











ROHC-Profile-r4
RRC-MessageSequenceNumber ::=

INTEGER (0..15)

RRC-MessageSequenceNumberList ::=
SEQUENCE (SIZE (4..5)) OF











RRC-MessageSequenceNumber

RRC-StateIndicator ::=



ENUMERATED {











cell-DCH, cell-FACH, cell-PCH, ura-PCH }
-------------------------------------------------------------//--------------------------------------------------------------------
-- ***************************************************

--

--     RADIO BEARER INFORMATION ELEMENTS (10.3.4)

--

-- ***************************************************
-------------------------------------------------------------//--------------------------------------------------------------------

DL-CounterSynchronisationInfo ::=

SEQUENCE {


rB-WithPDCP-InfoList




RB-WithPDCP-InfoList
OPTIONAL

}

DL-LogicalChannelMapping ::=

SEQUENCE {


-- TABULAR: DL-TransportChannelType contains TransportChannelIdentity as well.


dl-TransportChannelType



DL-TransportChannelType,


logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL

}

DL-LogicalChannelMappingList ::=
SEQUENCE (SIZE (1..maxLoCHperRLC)) OF











DL-LogicalChannelMapping

DL-RFC3095-r4 ::=




SEQUENCE {

cid-InclusionInfo




CID-InclusionInfo-r4,


max-CID







INTEGER (1..16383)




DEFAULT 15,


mrru







INTEGER (0..65535)




DEFAULT 0,


reverseDecompressionDepth


INTEGER (0..65535)




DEFAULT 0

}

DL-RLC-Mode
::=





CHOICE {


dl-AM-RLC-Mode





DL-AM-RLC-Mode,


dl-UM-RLC-Mode





NULL,


dl-TM-RLC-Mode





DL-TM-RLC-Mode

}

DL-RLC-StatusInfo ::=



SEQUENCE {


timerStatusProhibit




TimerStatusProhibit




OPTIONAL,


timerEPC






TimerEPC






OPTIONAL,


missingPDU-Indicator




BOOLEAN,


timerStatusPeriodic




TimerStatusPeriodic




OPTIONAL

}

DL-TM-RLC-Mode ::=




SEQUENCE {


segmentationIndication




BOOLEAN

}

----------------------------------------------------------------//-----------------------------------------------------------------

RFC2507-Info ::=




SEQUENCE {


f-MAX-PERIOD





INTEGER (1..65535)




DEFAULT 256,


f-MAX-TIME






INTEGER (1..255)




DEFAULT 5,


max-HEADER






INTEGER (60..65535)




DEFAULT 168,


tcp-SPACE






INTEGER (3..255)




DEFAULT 15,


non-TCP-SPACE





INTEGER (3..65535)




DEFAULT 15,


-- TABULAR: expectReordering has only two possible values, so using Optional or Default


-- would be wasteful


expectReordering




ExpectReordering

}

RFC3095-Info-r4 ::=



SEQUENCE {

ul-RFC3095






UL-RFC3095-r4





OPTIONAL,

dl-RFC3095






DL-RFC3095-r4





OPTIONAL






}

RLC-Info ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode






DL-RLC-Mode






OPTIONAL

}

RLC-InfoChoice ::=




CHOICE {


rlc-Info






RLC-Info,


same-as-RB






RB-Identity

}

--------------------------------------------------------------------//---------------------------------------------------------------

UL-LogicalChannelMappingList ::=
SEQUENCE {


-- rlc-LogicalChannelMappingIndicator shall be set to TRUE in this version


-- of the specification


rlc-LogicalChannelMappingIndicator
BOOLEAN,


ul-LogicalChannelMapping


SEQUENCE (SIZE (maxLoCHperRLC)) OF











UL-LogicalChannelMapping

}

UL-LogicalChannelMappings ::=

CHOICE {


oneLogicalChannel




UL-LogicalChannelMapping,


twoLogicalChannels




UL-LogicalChannelMappingList

}

UL-RFC3095-r4 ::=




SEQUENCE {

cid-InclusionInfo




CID-InclusionInfo-r4,


max-CID







INTEGER (1..16383)




DEFAULT 15,


rohcProfileList





ROHC-ProfileList-r4,


mrru







INTEGER (0..65535)




DEFAULT 0,


rohcPacketSizeList




ROHC-PacketSizeList-r4

}

UL-RLC-Mode ::=





CHOICE {


ul-AM-RLC-Mode





UL-AM-RLC-Mode,


ul-UM-RLC-Mode





UL-UM-RLC-Mode,


ul-TM-RLC-Mode





UL-TM-RLC-Mode,


spare







NULL

}

UL-TM-RLC-Mode ::=




SEQUENCE {


transmissionRLC-Discard



TransmissionRLC-Discard



OPTIONAL,


segmentationIndication



BOOLEAN

}
--------------------------------------------------------------------//---------------------------------------------------------------
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