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8.5.19 Secondary CCPCH selection
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Clarification is added that a UE in CELL_PCH and URA_PCH states shall only consider the SCCPCH information in SIB 6 for performing SCCPCH selection if it includes an SCCPCH carrying a PCH. A similar correction has been performed for CELL_FACH state
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<Start of modified section>

8.5.19
Secondary CCPCH selection

In UTRAN Connected mode, the UE shall select the Secondary CCPCH according to the following rules:

1>
in Cell_DCH state:

2>
select Secondary CCPCH according to subclause 8.6.6.4.

1>
in Cell_FACH state:

2> if SIB 6 is defined and includes one or more SCCPCH that carry a FACH, (the UE shall) compile a list of candidate SCCPCH that consists of these SCCPCH, in the order of appearance in SIB 6

NOTE 1:
An SCCPCH carries a FACH if the size of the “FACH/PCH information” list within the IE “Secondary CCPCH system information” exceeds 1 or if the size of this list equals 1 while IE “Secondary CCPCH system information” does not contain an IE “PICH info”
2> otherwise (the UE shall) compile a list of candidate SCCPCH that consists of the SCCPCH(s) included in SIB 5 that that carry a FACH, in the order of appearance in SIB 5

2>
select an SCCPCH from the list of candidate SCCPCHs based on U-RNTI as follows:


"Index of selected SCCPCH" = U-RNTI mod K,


where K is equal to the number of candidate SCCPCHs.







1>
in Cell_PCH and URA_PCH states:

2> if SIB 6 is defined and includes one or more SCCPCH that carry a PCH,  (the UE shall) compile a list of candidate SCCPCH that consists of these SCCPCH, in the order of appearance in SIB 6

NOTE 2:
An SCCPCH carries a PCH if the IE “Secondary CCPCH system information” contains IE “PICH info”
2> otherwise (the UE shall) compile a list of candidate SCCPCH that consists of the SCCPCH(s) included in SIB 5 that that carry a PCH , in the order of appearance in SIB 5

2>
select an SCCPCH from the list of candidate SCCPCHs based on U-RNTI as follows:


"Index of selected SCCPCH" = U-RNTI mod K,


where K is equal to the number of candidate SCCPCHs.







UE shall set CFN in relation to SFN of current cell according to subclause 8.5.15.

The UE shall support reception of all transport formats on all FACHs multiplexed on the selected S-CCPCH.
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