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8.5.7
Open loop power control

For FDD and prior to PRACH or PCPCH transmission the UE shall:

1>
read the IEs "Primary CPICH Tx power" and "Constant value" in System Information Block type 6 (or System Information Block type 5, if system information block type 6 is not being broadcast) and the IE "UL interference" in System Information Block type 7;

1>
measure the value for the CPICH_RSCP;

1>
calculate the power for the first preamble as:

Preamble_Initial_Power = Primary CPICH TX power – CPICH_RSCP + UL interference + Constant Value

Where,


Primary CPICH TX power shall have the value of IE "Primary CPICH Tx power",


UL interference shall have the value of IE "UL interference"; and


Constant Value shall have the value of IE "Constant value".

1>
as long as the physical layer is configured for PRACH or PCPCH transmission:

2>
continuously recalculate the Preamble_Initial_Power when any of the broadcast parameters used in the above formula changes; and

2>
resubmit to the physical layer the new calculated Preamble_Initial_Power.

For 3.84 Mcps TDD the UE shall:

1>
if in the IE "Uplink DPCH Power Control info" the "CHOICE UL OL PC info" has the value "Broadcast UL OL PC info":

3>
acquire Reference Power, Constant Values from System Information Block type 6 (or System Information Block type 5, according to subclause 8.1.1.6.5), and IBTS for all active UL timeslots from System Information Block type 14 on the BCH.

1>
otherwise:

2>
acquire Reference Power, Constant Values and IBTS for all active UL timeslots from the IE "Uplink DPCH Power Control info".
1>
for PUSCH, PRACH and HS-SICH power control:

2>
acquire Reference Power, Constant Values and IBTS for all active UL timeslots from System Information Block type 6 (or System Information Block type 5, according to subclause 8.1.1.6.5) and System Information Block type 14 on the BCH.

calculate the UL transmit power according to the following formula for the PRACH continuously while the physical channel is active:


PPRACH = LPCCPCH + IBTS + PRACH Constant value,

2>
3dB shall be added to RACH Constant Value in the above equation for the case where RACH Spreading Factor = 8.

1>
calculate the UL transmit power according to the following formula for the DPCH continuously while the physical channel is active:

PDPCH = (LPCCPCH+(1-()L0 + IBTS + SIRTARGET+ DPCH Constant value
1>
calculate the UL transmit power according to the following formula for the PUSCH continuously while the physical channel is active:

PPUSCH = (LPCCPCH+(1-()L0 + IBTS + SIRTARGET+ PUSCH Constant value
1>
calculate the initial UL transmit power for HS-SICH according to the following formulae:

2>
when transmitting a Negative Acknowledgement;


PHS-SICH = (LPCCPCH+(1-()L0 + IBTS + SIRTARGET+ HS-SICH Constant value 
2>
when transmitting an Acknowledgement


PHS-SICH = (LPCCPCH+(1-()L0 + IBTS + SIRTARGET+ HS-SICH Constant value + Ack_Nack power offset
Where, for all the above equations for 3.84 Mcps TDD the following apply:

-
PPRACH, PDPCH, PPUSCH , & PHS-SICH:
Transmitter power level in dBm;

-
Pathloss values:

-
LPCCPCH: Measurement representing path loss in dB based on beacon channels (the reference transmit power is signalled as the value of the IE "Primary CCPCH Tx Power" on BCH in System Information Block type 6 (or System Information Block type 5, according to subclause 8.1.1.6.5), or individually signalled in the IE" Uplink DPCH Power Control info").

-
L0: Long term average of path loss in dB;

-
If the midamble is used in the evaluation of LPCCPCH and L0, and the Tx diversity scheme used for the P-CCPCH involves the transmission of different midambles from the diversity antennas, the received power of the different midambles from the different antennas shall be combined prior to evaluation of the variables.

-
IBTS: Interference signal power level at cell's receiver in dBm. IBTS shall have the value of the IE "UL Timeslot Interference" (IE "UL Timeslot Interference" is broadcast on BCH in System Information Block type 14 or individually signalled to each UE in the IE "Uplink DPCH Power Control info" for each active uplink timeslot).

-
(:
( is a weighting parameter, which represents the quality of path loss measurements. ( may be a function of the time delay between the uplink time slot and the most recent down link PCCPCH time slot. ( is calculated at the UE. ( shall be smaller or equal to the value of the IE "Alpha". If the IE "Alpha" is not explicitly signalled to the UE ( shall be set to 1. If UE is capable of estimating its position by using the OTDOA IPDL method, the UE shall use the IPDL-( parameter.
-
SIRTARGET: Target SNR in dB. This value is individually signalled to UEs in IE "UL target SIR" in IE "Uplink DPCH Power Control Info" or in IE "PUSCH Power Control Info" respectively.

-
PRACH Constant value: PRACH Constant value shall have the value of the IE "PRACH Constant value".

-
DPCH Constant value: DPCH Constant value shall have the value of the IE "DPCH Constant value".

· PUSCH Constant value: PUSCH Constant value shall have the value of the IE "PUSCH Constant value".
· HS-SICH Constant value: HS-SICH Constant value shall have the value of the IE "HS-SICH Constant value".
-
Values received by dedicated signalling shall take precedence over broadcast values.
· If IPDLs are applied, the UE may increase UL Tx power by the value given in the IE "Max power increase". This power increase is only allowed in the slots between an idle slot and the next beacon slot.
· Ack-Nack Power Offset: Difference in the desired RX power between HS-SICH transmissions conveying an acknowledgement and transmissions conveying a negative acknowledgement signalled to the UE in IE "HS-SCCH Info".

For 1.28 Mcps TDD the UE shall:

1>
calculate the UL transmit power according to the following formula for each UpPCH code transmission:


PUpPCH = LPCCPCH + PRXUpPCHdes + (i-1)* Pwrramp
NOTE:
When i equals 1, the initial signature power "Signature_Initial_Power" defined in [33] corresponds to PUpPCH with i set to 1.

1>
calculate the UL transmit power according to the following formula for each PRACH transmission:


PPRACH = LPCCPCH + PRXPRACHdes + (iUpPCH-1) * Pwrramp
1>
calculate the initial UL transmit power according to the following formula for the PUSCH. Once the UE receives TPC bits relating to the PUSCH then it transitions to closed loop power control. If successive PUSCH resource allocations are contiguous then no return is made to open loop power control at the beginning of the succeeding resource allocation.


PUSCH = PRXPUSCHdes + LPCCPCH

1>
calculate the initial UL transmit power for HS-SICH according to the following formulae:

2>
when transmitting a Negative Acknowledgement;


PHS-SICH = PRXHS-SICH + LPCCPCH 

2>
when transmitting an Acknowledgement


PHS-SICH = PRXHS-SICH + LPCCPCH + Ack-Nack Power Offset

2>
Once the UE receives TPC bits relating to the HS-SICH, it transitions to closed loop power control. If no TPC command for the HS-SICH is detected between successive HS-SICH transmissions, the UE should revert to open loop power control until the next TPC command is detected.

1>
calculate the initial UL transmit power according to the following formula for the DPCH. Once the UE receives TPC bits relating to the uplink DPCH then it transitions to closed loop power control.


PDPCH = PRXPDPCHdes + LPCCPCH
Where:

-
PUpPCH, PPRACH, PDPCH, PHS-SICH & PUSCH:
Transmitter power level in dBm.

-
LPCCPCH: Measurement representing path loss in dB (reference transmit power "Primary CCPCH Tx Power" is broadcast on BCH in System Information Block type 5 and System Information Block type 6, or individually signalled to each UE in the IE" Uplink DPCH Power Control info").

-
i is the number of transmission attempts on UpPCH, i=1…Mmax.

-
iUpPCH is the final value of i.

-
PRXPRACHdes: Desired PRACH RX power at the cell's receiver in dBm signalled to the UE by the network in the FPACH response to the UE's successful SYNC_UL transmission.

-
PRXUpPCHdes: Desired UpPCH RX power at the cell's receiver in dBm. The value is broadcast in "PRXUpPCHdes" in IE "SYNC_UL info" on BCH and shall be read on System Information Block type 5 and System Information Block type 6. It can also be signalled directly to the UE in a protocol message triggering a hard handover.

-
PRXPUSCHdes: Desired PUSCH RX power at the cell's receiver in dBm signalled to the UE in IE "PUSCH Power Control Info".

-
PRXPDPCHdes: Desired PDPCH RX power at the cell's receiver in dBm signalled to the UE in IE "Uplink DPCH Power Control Info".

-
Pwrramp: The UE shall increase its transmission power by the value of the IE "Power Ramp step" by every UpPCH transmission.

-
PRXHS-SICH: Desired HS-SICH RX power at the cell's receiver in dBm signalled to the UE in IE "Downlink HS-PDSCH Information".

· Ack-Nack Power Offset: Difference in the desired RX power between HS-SICH transmissions conveying an acknowledgement and transmissions conveying a negative acknowledgement signalled to the UE in IE "HS-SCCH Info".

8.2.10.3
Reception of UPLINK PHYSICAL CHANNEL CONTROL message by the UE

Upon reception of the UPLINK PHYSICAL CHANNEL CONTROL message, the UE shall:

1>
act upon all received information elements as specified in subclause 8.6.

In 1.28 Mcps TDD, if the IE "Uplink DPCH Power Control Info" is transmitted, this information shall be taken into account by the UE for uplink open loop power control as specified in subclause 8.5.7 and for uplink closed loop power control.

In 3.84 Mcps TDD, if the IEs "Uplink DPCH Power Control Info", "PRACH Constant Value", "PUSCH Constant Value", “HS-SICH Power Control Info”, "Alpha" or IE group "list of UL Timeslot Interference" are transmitted, this information shall be taken into account by the UE for uplink open loop power control as specified in subclause 8.5.7. If the UE is capable of using IPDLs for UE positioning, the IE "IPDL-Alpha" shall be used instead of the IE "Alpha". If the IE "IPDL-Alpha" parameter is not present, the UE shall use IE "Alpha".
If the IE Special Burst Scheduling is transmitted the UE shall:

1>
use the new value for the "Special Burst Generation Period".

The UE shall:

1>
clear the entry for the UPLINK PHYSICAL CHANNEL CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS;

1>
and the procedure ends.

10.3.6.36a
HS-SCCH Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	REL-5

	>FDD
	
	
	
	
	REL-5

	>>HS-SCCH Channelisation Code Information
	MP
	<1 to maxHSSCCHcodes>
	
	
	REL-5

	>>>HS-SCCH Channelisation Code
	MP
	
	Integer

(0..127)
	
	REL-5

	>TDD
	
	
	
	
	REL-5

	>>CHOICE TDD option
	MP
	
	
	
	REL-5

	>>>3.84 Mcps
	
	
	
	
	REL-5

	>>>> Ack-Nack Power Offset 
	MP
	
	Integer (-7..8 by step of 1) 
	dB
	REL-5

	>>>> HS-SICH Power Control Info

	MP
	
	HS-SICH Power Control Info 10.3.6.36b 
	
	REL-5 

	>>>>HS-SCCH Set Configuration
	MP
	1 to <maxHS-SCCHs>
	
	
	REL-5

	>>>>>Timeslot number
	MP
	
	Integer

(0..14)
	
	REL-5

	>>>>>Channelisation code
	MP
	
	Enumerated

((16/1) ..(16/16))
	
	REL-5

	>>>>>Midamble Allocation mode
	MP
	
	Enumerated (Default midamble, Common midamble)
	HS-SCCH always uses burst type 1.
	REL-5

	>>>>>Midamble configuration
	MP
	
	Integer

(4, 8, 16)
	
	REL-5

	>>>>>BLER target
	MP
	
	Real

(-3.15..0 by step of 0.05)
	Signalled value is Log10(HS-SCCH BLER quality target)
	REL-5

	>>>>> Excluded timeslot 1
	MP
	
	Integer

(0..14)
	Timeslot not to be considered in TFRI signalling
	REL-5

	>>>>> Excluded timeslot 2
	MP
	
	Integer

(0..14)
	Timeslot not to be considered in TFRI signalling
	REL-5

	>>>>>HS-SICH configuration
	
	
	
	
	REL-5

	>>>>>>Timeslot number
	MP
	
	Integer

(0..14)
	
	REL-5

	>>>>>>Channelisation code
	MP
	
	Enumerated

((16/1) ..(16/16))
	
	REL-5

	>>>>>>Midamble Allocation mode
	MP
	
	Enumerated

(Default midamble, UE specific midamble)
	HS-SICH always uses burst type 1.
	REL-5

	>>>>>>Midamble configuration
	MP
	
	Integer

(4, 8, 16)
	
	REL-5

	>>>>>>Midamble Shift
	CV-UE
	
	Integer

(0..15)
	
	REL-5

	
	
	
	
	
	

	
	
	
	

	
	

	>>>1.28 Mcps
	
	
	
	
	REL-5

	>>>>HS-SCCH Set Configuration
	MP
	1 to <maxHS-SCCHs>
	
	
	REL-5

	>>>>>Timeslot number
	MP
	
	Integer

(0..6)
	
	REL-5

	>>>>>First Channelisation code
	MP
	
	Enumerated

((16/1) ..(16/16))
	
	REL-5

	>>>>>Second Channelisation code
	MP
	
	Enumerated

((16/1) ..(16/16))
	
	REL-5

	>>>>>Midamble Allocation mode
	MP
	
	Enumerated

(Default midamble, Common midamble)
	
	REL-5

	>>>>>Midamble configuration
	MP
	
	Integer

(2, 4, 6, 8, 10, 12, 14, 16)
	
	REL-5

	>>>>>BLER target
	MP
	
	Real

(-3.15..0 by step of 0.05)
	Signalled value is Log10(HS-SCCH BLER quality target)
	REL-5

	>>>>>HS-SICH configuration
	
	
	
	
	REL-5

	>>>>>>Timeslot number
	MP
	
	Integer

(0..6)
	
	REL-5

	>>>>>>Channelisation code
	MP
	
	Enumerated

((16/1) ..(16/16))
	
	REL-5

	>>>>>>Midamble Allocation mode
	MP
	
	Enumerated (Default midamble, UE specific midamble)
	
	REL-5

	>>>>>>Midamble configuration
	MP
	
	Integer

(2, 4, 6, 8, 10, 12, 14, 16)
	
	REL-5

	>>>>>>Midamble Shift
	CV-UE
	
	Integer

(0..15)
	
	REL-5

	>>>>>> Ack-Nack Power OffsetNAck-Ack Power Offset
	MP
	
	Integer

(-7..8 by step of 1)
	dB.
	REL-5

	>>>>>>PRXHS-SICH
	MP
	
	Integer

(-120..-58 by step of 1)
	dBm. Desired power level for HS-SICH. 
	REL-5

	>>>>>>TPC step size
	MP
	
	Integer

(1, 2, 3)
	dB.
	REL-5


	Condition
	Explanation

	UE
	This IE is mandatory present when the value of the IE “Midamble Allocation Mode” is “UE specific midamble” and not needed otherwise.


10.3.6.36b HS-SICH Power Control Info

This IE is used to transfer HS-SICH power control info to the UE and only applied to TDD 3.84 Mcps.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	UL target SIR
	MP
	
	Real

(-11..20 by step of 0.5 )
	dB
	REL-5

	HS-SICH Constant value
	MP 
	
	Constant value TDD 11.3.6.11a
	
	REL-5


10.2.59
UPLINK PHYSICAL CHANNEL CONTROL

NOTE:
Only for TDD.

This message is used to transfer uplink physical channel parameters to the UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	OP
	
	Integrity check info 10.3.3.16
	
	

	PhyCH information elements
	
	
	
	
	

	CCTrCH power control info
	OP
	
	CCTrCH power control info 10.3.6.8
	Power control information for one CCTrCH
	

	CHOICE TDD option
	MP
	
	
	
	REL-4

	>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>Alpha
	OP
	
	Alpha 10.3.6.5
	
	

	>>Special Burst Scheduling
	OP
	
	Special Burst Scheduling 10.3.6.75a
	UL Special Burst generation period in radio frames
	

	>>Timing Advance Control
	OP
	
	UL Timing Advance Control 10.3.6.96
	
	

	>>PRACH Constant Value
	OP
	
	Constant value TDD 10.3.6.11a
	Operator controlled PRACH Margin
	

	>>PUSCH Constant Value
	OP
	
	Constant value TDD 10.3.6.11a
	Operator controlled PUSCH Margin
	

	>>UE positioning related parameters
	CV-IPDLs
	
	
	
	REL-4

	>>>IPDL-Alpha
	MP
	
	Alpha 10.3.6.5
	
	REL-4

	>>>Max power increase
	MP
	
	Integer (0..3)
	In dB
	REL-4

	>> HS-SICH power control info 
	MP
	
	HS-SICH Power Control Info 10.3.6.36b
	Only applied to  TDD 3.84 Mcps
	REL-5

	>1.28 Mcps TDD
	
	
	
	
	REL-4

	>>Uplink synchronisation parameters
	MD
	
	
	Default: Uplink synchronisation step size 1.
Uplink synchronisation frequency 1.
	REL-4

	>>>Uplink synchronisation step size
	MP
	
	Integer(1..8)
	This parameter specifies the step size to be used for the adjustment of the uplink transmission timing
	REL-4

	>>>Uplink synchronisation frequency
	MP
	
	Integer(1..8)
	This parameter specifies the frequency of the adjustment of the uplink transmission timing
	REL-4


	Condition
	Explanation

	IPDLs
	This IE is present only if idle periods are applied


10.3.6.11a
Constant value TDD

NOTE:
Only for 3.84 Mcps TDD.

3.84 Mcps TDD constant values are used for open loop power control of PRACH, USCH, HS-SICH and UL DPCH as defined in subclause 8.5.7.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	TDD Constant value
	MP
	
	Integer (-35..+10)
	In dB


11.1
General message structure

Class-definitions DEFINITIONS AUTOMATIC TAGS ::=
BEGIN

***********    UNAFFECTED PARTS OMITTED     ************************

-- ***************************************************

--

--     PHYSICAL CHANNEL INFORMATION ELEMENTS (10.3.6)

--

-- ***************************************************

ACK-NAK-repetitionFactor ::=

INTEGER(1..4)
AC-To-ASC-Mapping ::=



INTEGER (0..7)

AC-To-ASC-MappingTable ::=


SEQUENCE (SIZE (maxASCmap)) OF











AC-To-ASC-Mapping

AccessServiceClass-FDD ::=


SEQUENCE {


availableSignatureStartIndex

INTEGER (0..15),


availableSignatureEndIndex


INTEGER (0..15),


assignedSubChannelNumber


BIT STRING {












b3(0),












b2(1),












b1(2),












b0(3)












}
 (SIZE(4))

}

AccessServiceClass-TDD ::=


SEQUENCE {


channelisationCodeIndices


BIT STRING
{












chCodeIndex7(0),












chCodeIndex6(1),












chCodeIndex5(2),












chCodeIndex4(3),












chCodeIndex3(4),












chCodeIndex2(5),












chCodeIndex1(6),












chCodeIndex0(7)












} (SIZE(8))



OPTIONAL,


subchannelSize





CHOICE {



size1







NULL,



size2







SEQUENCE {




-- subch0 means bitstring '01' in the tabular, subch1 means bitsring '10'




subchannels






ENUMERATED
{ subch0, subch1 }
OPTIONAL



},



size4







SEQUENCE {




subchannels






BIT STRING
{














subCh3(0), 














subCh2(1), 














subCh1(2), 














subCh0(3) 














} (SIZE(4))

OPTIONAL



},



size8







SEQUENCE {




subchannels






BIT STRING
{














subCh7(0), 














subCh6(1), 














subCh5(2), 














subCh4(3), 














subCh3(4), 














subCh2(5), 














subCh1(6), 














subCh0(7) 














} (SIZE(8))

OPTIONAL



}


}

}

AccessServiceClass-TDD-LCR-r4 ::=
SEQUENCE {


availableSYNC-UlCodesIndics

    BIT STRING {












sulCodeIndex7(0),












sulCodeIndex6(1),












sulCodeIndex5(2),












sulCodeIndex4(3),












sulCodeIndex3(4),












sulCodeIndex2(5),












sulCodeIndex1(6),












sulCodeIndex0(7)












} (SIZE(8))               OPTIONAL,

subchannelSize





CHOICE {



size1







NULL,



size2







SEQUENCE {




-- subch0 means bitstring '01' in the tabular, subch1 means bitsring '10'.




subchannels






ENUMERATED
{ subch0, subch1 }
OPTIONAL



},



size4







SEQUENCE {




subchannels






BIT STRING
{














subCh3(0), 














subCh2(1), 














subCh1(2), 














subCh0(3) 














} (SIZE(4))


OPTIONAL



},



size8







SEQUENCE {




subchannels






BIT STRING
{














subCh7(0), 














subCh6(1), 














subCh5(2), 














subCh4(3), 














subCh3(4), 














subCh2(5), 














subCh1(6), 














subCh0(7) 














} (SIZE(8))


OPTIONAL



}


}

}

AICH-Info ::=





SEQUENCE {


channelisationCode256



ChannelisationCode256,


sttd-Indicator





BOOLEAN,


aich-TransmissionTiming



AICH-TransmissionTiming

}

AICH-PowerOffset ::=



INTEGER (-22..5)

AICH-TransmissionTiming ::=


ENUMERATED {











e0, e1 }

AllocationPeriodInfo ::=


SEQUENCE {


allocationActivationTime


INTEGER (0..255),


allocationDuration




INTEGER (1..256)

}

-- Actual value Alpha = IE value * 0.125

Alpha ::=






INTEGER (0..8)

AP-AICH-ChannelisationCode ::=

INTEGER (0..255)

AP-PreambleScramblingCode ::=

INTEGER (0..79)

AP-Signature ::=




INTEGER (0..15)

AP-Signature-VCAM ::=



SEQUENCE {


ap-Signature





AP-Signature,


availableAP-SubchannelList


AvailableAP-SubchannelList OPTIONAL

}

AP-Subchannel ::=




INTEGER (0..11)

ASCSetting-FDD ::=





SEQUENCE {


-- TABULAR: accessServiceClass-FDD is MD in tabular description


-- Default value is previous ASC


-- If this is the first ASC, the default value is all available signature and sub-channels


accessServiceClass-FDD




AccessServiceClass-FDD
OPTIONAL

}

ASCSetting-TDD ::=





SEQUENCE {


-- TABULAR: accessServiceClass-TDD is MD in tabular description


-- Default value is previous ASC


-- If this is the first ASC, the default value is all available channelisation codes and


-- all available sub-channels with subchannelSize=size1.


accessServiceClass-TDD




AccessServiceClass-TDD
OPTIONAL

}

ASCSetting-TDD-LCR-r4 ::=





SEQUENCE {


-- TABULAR: accessServiceClass-TDD-LCR is MD in tabular description


-- Default value is previous ASC


-- If this is the first ASC, the default value is all available SYNC_UL codes and


-- all available sub-channels with subchannelSize=size1. 


accessServiceClass-TDD-LCR




AccessServiceClass-TDD-LCR-r4  
OPTIONAL

}

AvailableAP-Signature-VCAMList ::=
SEQUENCE (SIZE (1..maxPCPCH-APsig)) OF











AP-Signature-VCAM

AvailableAP-SignatureList ::=

SEQUENCE (SIZE (1..maxPCPCH-APsig)) OF











AP-Signature

AvailableAP-SubchannelList ::=

SEQUENCE (SIZE (1..maxPCPCH-APsubCh)) OF











AP-Subchannel

AvailableMinimumSF-ListVCAM ::=

SEQUENCE (SIZE (1..maxPCPCH-SF)) OF











AvailableMinimumSF-VCAM

AvailableMinimumSF-VCAM ::=


SEQUENCE {


minimumSpreadingFactor



MinimumSpreadingFactor,


nf-Max







NF-Max,


maxAvailablePCPCH-Number


MaxAvailablePCPCH-Number,


availableAP-Signature-VCAMList

AvailableAP-Signature-VCAMList

}

AvailableSignatures ::=


BIT STRING {










signature15(0),










signature14(1),










signature13(2),










signature12(3),










signature11(4),










signature10(5),










signature9(6),










signature8(7),










signature7(8),










signature6(9),










signature5(10),










signature4(11),










signature3(12),










signature2(13),










signature1(14),










signature0(15)










}
 (SIZE(16))
AvailableSubChannelNumbers ::=

BIT STRING {











subCh11(0),











subCh10(1),










 
subCh9(2),










 
subCh8(3),










 
subCh7(4),










 
subCh6(5),










 
subCh5(6),










 
subCh4(7),










 
subCh3(8),










 
subCh2(9),










 
subCh1(10),










 
subCh0(11)











} 
 (SIZE(12))
BurstType ::=





ENUMERATED {











short1, long2 }

-- Actual value Bler-Target = IE value * 0.05

Bler-Target ::=





INTEGER (-63..0)

CCTrCH-PowerControlInfo ::=


SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo

}

CCTrCH-PowerControlInfo-r4 ::=

SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo-r4

}

CD-AccessSlotSubchannel ::=


INTEGER (0..11)

CD-AccessSlotSubchannelList ::=

SEQUENCE (SIZE (1..maxPCPCH-CDsubCh)) OF











CD-AccessSlotSubchannel

CD-CA-ICH-ChannelisationCode ::=
INTEGER (0..255)

CD-PreambleScramblingCode ::=

INTEGER (0..79)

CD-SignatureCode ::=



INTEGER (0..15)

CD-SignatureCodeList ::=


SEQUENCE (SIZE (1..maxPCPCH-CDsig)) OF











CD-SignatureCode

CellAndChannelIdentity ::=


SEQUENCE {


burstType






BurstType,


midambleShift





MidambleShiftLong,


timeslot






TimeslotNumber,


cellParametersID




CellParametersID


}

CellParametersID ::=



INTEGER (0..127)

Cfntargetsfnframeoffset ::=



INTEGER(0..255)

ChannelAssignmentActive ::=


CHOICE {


notActive






NULL,


isActive






AvailableMinimumSF-ListVCAM

}

ChannelisationCode256 ::=


INTEGER (0..255)

ChannelReqParamsForUCSM ::=


SEQUENCE {


availableAP-SignatureList


AvailableAP-SignatureList,


availableAP-SubchannelList


AvailableAP-SubchannelList


OPTIONAL

}

ClosedLoopTimingAdjMode ::=


ENUMERATED {











slot1, slot2 }

CodeNumberDSCH ::=




INTEGER (0..255)

CodeRange ::=





SEQUENCE {


pdsch-CodeMapList




PDSCH-CodeMapList

}

CodeWordSet ::=





ENUMERATED {











longCWS,











mediumCWS,











shortCWS,











ssdtOff }

CommonTimeslotInfo ::=



SEQUENCE {


-- TABULAR: secondInterleavingMode is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodAndLength


RepetitionPeriodAndLength


OPTIONAL

}

CommonTimeslotInfoSCCPCH ::=

SEQUENCE {


-- TABULAR: secondInterleavingMode is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodLengthAndOffset

RepetitionPeriodLengthAndOffset

OPTIONAL

}

ConstantValue ::=




INTEGER (-35..-10)

ConstantValueTdd ::=



INTEGER (-35..10)

CPCH-PersistenceLevels ::=


SEQUENCE {


cpch-SetID






CPCH-SetID,


dynamicPersistenceLevelTF-List

DynamicPersistenceLevelTF-List


}

CPCH-PersistenceLevelsList ::=

SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-PersistenceLevels

CPCH-SetInfo ::=




SEQUENCE {


cpch-SetID






CPCH-SetID,


transportFormatSet




TransportFormatSet,


tfcs







TFCS,


ap-PreambleScramblingCode


AP-PreambleScramblingCode,


ap-AICH-ChannelisationCode


AP-AICH-ChannelisationCode,


cd-PreambleScramblingCode


CD-PreambleScramblingCode,


cd-CA-ICH-ChannelisationCode

CD-CA-ICH-ChannelisationCode,


cd-AccessSlotSubchannelList


CD-AccessSlotSubchannelList


OPTIONAL,


cd-SignatureCodeList



CD-SignatureCodeList



OPTIONAL,


deltaPp-m






DeltaPp-m,


ul-DPCCH-SlotFormat




UL-DPCCH-SlotFormat,


n-StartMessage





N-StartMessage,


n-EOT







N-EOT,


-- TABULAR: VCAM info has been nested inside ChannelAssignmentActive,


-- which in turn is mandatory since it's only a binary choice.


channelAssignmentActive



ChannelAssignmentActive,


cpch-StatusIndicationMode


CPCH-StatusIndicationMode,


pcpch-ChannelInfoList



PCPCH-ChannelInfoList

}

CPCH-SetInfoList ::=



SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-SetInfo

CPCH-StatusIndicationMode ::=

ENUMERATED {











pa-mode,











pamsf-mode }

--FFS

CQI-RepetitionFactor ::=


INTEGER(1..4)

CSICH-PowerOffset ::=



INTEGER (-10..5)

-- DefaultDPCH-OffsetValueFDD and DefaultDPCH-OffsetValueTDD corresponds to 

-- IE "Default DPCH Offset Value" depending on the mode.

-- Actual value DefaultDPCH-OffsetValueFDD = IE value * 512 

DefaultDPCH-OffsetValueFDD ::=

INTEGER (0..599)

DefaultDPCH-OffsetValueTDD ::=

INTEGER (0..7)

DeltaPp-m ::=





INTEGER (-10..10)
--FFS

DeltaCQI ::=





INTEGER (0..7)

DeltaPNAN ::=





INTEGER (0..7)

DeltaPAN ::=





INTEGER (0..7)
-- Actual value DeltaSIR = IE value * 0.1

DeltaSIR ::=





INTEGER (0..30)

DL-CCTrCh ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


dl-CCTrCH-TimeslotsCodes


DownlinkTimeslotsCodes



OPTIONAL,


ul-CCTrChTPCList




UL-CCTrChTPCList




OPTIONAL


}

DL-CCTrCh-r4 ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,

tddOption






CHOICE {



tdd384







SEQUENCE {




dl-CCTrCH-TimeslotsCodes


DownlinkTimeslotsCodes
OPTIONAL



},



tdd128







SEQUENCE {




dl-CCTrCH-TimeslotsCodes


DownlinkTimeslotsCodes-LCR-r4
OPTIONAL



}


},


ul-CCTrChTPCList




UL-CCTrChTPCList

OPTIONAL

}

DL-CCTrChList ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











DL-CCTrCh

DL-CCTrChList-r4 ::=



SEQUENCE (SIZE (1..maxCCTrCH)) OF











DL-CCTrCh-r4

DL-CCTrChTPCList ::=



SEQUENCE (SIZE (0..maxCCTrCH)) OF












TFCS-Identity
DL-ChannelisationCode ::=


SEQUENCE {


secondaryScramblingCode



SecondaryScramblingCode



OPTIONAL,


sf-AndCodeNumber




SF512-AndCodeNumber,


scramblingCodeChange



ScramblingCodeChange



OPTIONAL

}

DL-ChannelisationCodeList ::=

SEQUENCE (SIZE (1..maxDPCH-DLchan)) OF











DL-ChannelisationCode

DL-CommonInformation ::=


SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommon


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueFDD
OPTIONAL,




dpch-CompressedModeInfo



DPCH-CompressedModeInfo

OPTIONAL,




tx-DiversityMode




TX-DiversityMode


OPTIONAL,




ssdt-Information




SSDT-Information


OPTIONAL



},



tdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueTDD
OPTIONAL



}


}

}

DL-CommonInformation-r4 ::=


SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommon


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueFDD
OPTIONAL,




dpch-CompressedModeInfo



DPCH-CompressedModeInfo

OPTIONAL,




tx-DiversityMode




TX-DiversityMode


OPTIONAL,




ssdt-Information




SSDT-Information-r4


OPTIONAL



},



tdd








SEQUENCE {




tddOption






CHOICE {





tdd384







NULL,





tdd128







SEQUENCE {






tstd-Indicator





BOOLEAN





}




},




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueTDD
OPTIONAL



}


}

}

DL-CommonInformationPost ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPost

}

DL-CommonInformationPredef ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPredef
OPTIONAL

}

DL-CompressedModeMethod ::=


ENUMERATED {











puncturing, sf-2,











higherLayerScheduling }

DL-DPCH-InfoCommon ::=



SEQUENCE {


cfnHandling






CHOICE {



maintain






NULL,



initialise






SEQUENCE {




cfntargetsfnframeoffset



Cfntargetsfnframeoffset



OPTIONAL



}


},


modeSpecificInfo




CHOICE {



fdd 







SEQUENCE {




dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL,




powerOffsetPilot-pdpdch



PowerOffsetPilot-pdpdch,



dl-rate-matching-restriction

Dl-rate-matching-restriction

OPTIONAL,




-- TABULAR: The number of pilot bits is nested inside the spreading factor.




spreadingFactorAndPilot



SF512-AndPilot,




positionFixedOrFlexible



PositionFixedOrFlexible,




tfci-Existence





BOOLEAN



},



tdd








SEQUENCE {




dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL


}


}

}

DL-DPCH-InfoCommonPost ::=


SEQUENCE {


dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo



OPTIONAL

}

DL-DPCH-InfoCommonPredef ::=

SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




-- TABULAR: The number of pilot bits is nested inside the spreading factor.




spreadingFactorAndPilot



SF512-AndPilot,




positionFixedOrFlexible



PositionFixedOrFlexible,




tfci-Existence





BOOLEAN



},



tdd








SEQUENCE {




commonTimeslotInfo




CommonTimeslotInfo



}


}

}

DL-DPCH-InfoPerRL ::=



CHOICE {


fdd








SEQUENCE {



pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,



dpch-FrameOffset




DPCH-FrameOffset,



secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,



dl-ChannelisationCodeList


DL-ChannelisationCodeList,



tpc-CombinationIndex



TPC-CombinationIndex,



ssdt-CellIdentity




SSDT-CellIdentity



OPTIONAL,



closedLoopTimingAdjMode



ClosedLoopTimingAdjMode


OPTIONAL


},


tdd








DL-CCTrChList

}

DL-DPCH-InfoPerRL-r4 ::=


CHOICE {


fdd








SEQUENCE {



pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,



dpch-FrameOffset




DPCH-FrameOffset,



secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,



dl-ChannelisationCodeList


DL-ChannelisationCodeList,



tpc-CombinationIndex



TPC-CombinationIndex,



ssdt-CellIdentity




SSDT-CellIdentity



OPTIONAL,



closedLoopTimingAdjMode



ClosedLoopTimingAdjMode


OPTIONAL


},


tdd








DL-CCTrChList-r4

}

DL-DPCH-InfoPerRL-PostFDD ::=







SEQUENCE {



pCPICH-UsageForChannelEst



PCPICH-UsageForChannelEst,



dl-ChannelisationCode




DL-ChannelisationCode,



tpc-CombinationIndex




TPC-CombinationIndex

}

DL-DPCH-InfoPerRL-PostTDD ::=



SEQUENCE {


dl-DPCH-TimeslotsCodes





DownlinkTimeslotsCodes

}

DL-DPCH-InfoPerRL-PostTDD-LCR-r4 ::=

SEQUENCE {


dl-CCTrCH-TimeslotsCodes




DownlinkTimeslotsCodes-LCR-r4

}

DL-DPCH-PowerControlInfo ::=


SEQUENCE {


modeSpecificInfo





CHOICE {



fdd









SEQUENCE {




dpc-Mode







DPC-Mode



},



tdd









SEQUENCE {




tpc-StepSizeTDD






TPC-StepSizeTDD


OPTIONAL



}


}

}

DL-FrameType ::=




ENUMERATED {











dl-FrameTypeA, dl-FrameTypeB }

DL-HSPDSCH-Information ::=


SEQUENCE {


hs-scch-Info




HS-SCCH-Info,


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




measurement-feedback-Info

Measurement-Feedback-Info
OPTIONAL



},



tdd







NULL


}

}

DL-InformationPerRL ::=



SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




pdsch-SHO-DCH-Info




PDSCH-SHO-DCH-Info


OPTIONAL,




pdsch-CodeMapping




PDSCH-CodeMapping


OPTIONAL



},



tdd








PrimaryCCPCH-Info


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL




OPTIONAL,


sccpch-InfoforFACH




SCCPCH-InfoForFACH




OPTIONAL

}

DL-InformationPerRL-r4 ::=


SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




pdsch-SHO-DCH-Info




PDSCH-SHO-DCH-Info


OPTIONAL,




pdsch-CodeMapping




PDSCH-CodeMapping


OPTIONAL



},



tdd








PrimaryCCPCH-Info-r4


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-r4



OPTIONAL,


sccpch-InfoforFACH




SCCPCH-InfoForFACH-r4



OPTIONAL,


cell-id







CellIdentity





OPTIONAL

}

DL-InformationPerRL-r5 ::=


SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




pdsch-SHO-DCH-Info




PDSCH-SHO-DCH-Info


OPTIONAL,




pdsch-CodeMapping




PDSCH-CodeMapping


OPTIONAL,




servingHSDSCH-RL-indicator


BOOLEAN



},



tdd








PrimaryCCPCH-Info-r4


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-r4



OPTIONAL,


sccpch-InfoforFACH




SCCPCH-InfoForFACH-r4



OPTIONAL,


cell-id







CellIdentity





OPTIONAL

}

DL-InformationPerRL-List ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL

DL-InformationPerRL-List-r4 ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-r4

DL-InformationPerRL-List-r5 ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-r5

DL-InformationPerRL-ListPostFDD ::=
SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-PostFDD

DL-InformationPerRL-PostFDD ::=

SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-PostFDD

}

DL-InformationPerRL-PostTDD ::=

SEQUENCE {


primaryCCPCH-Info




PrimaryCCPCH-InfoPost,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-PostTDD

}

DL-InformationPerRL-PostTDD-LCR-r4 ::=
SEQUENCE {


primaryCCPCH-Info




PrimaryCCPCH-InfoPostTDD-LCR-r4,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-PostTDD-LCR-r4

}

DL-PDSCH-Information ::=


SEQUENCE {


pdsch-SHO-DCH-Info




PDSCH-SHO-DCH-Info




OPTIONAL,


pdsch-CodeMapping




PDSCH-CodeMapping




OPTIONAL

}

Dl-rate-matching-restriction ::=
SEQUENCE {


restrictedTrCH-InfoList



RestrictedTrCH-InfoList



OPTIONAL

}

DL-TS-ChannelisationCode ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

DL-TS-ChannelisationCodesShort ::=
SEQUENCE {


codesRepresentation




CHOICE {



consecutive






SEQUENCE {




firstChannelisationCode



DL-TS-ChannelisationCode,




lastChannelisationCode



DL-TS-ChannelisationCode



},



bitmap







BIT STRING {













chCode16-SF16(0),













chCode15-SF16(1),













chCode14-SF16(2),













chCode13-SF16(3),













chCode12-SF16(4),













chCode11-SF16(5),













chCode10-SF16(6),













chCode9-SF16(7),













chCode8-SF16(8),













chCode7-SF16(9),













chCode6-SF16(10),













chCode5-SF16(11),













chCode4-SF16(12),













chCode3-SF16(13),













chCode2-SF16(14),













chCode1-SF16(15)













} 
(SIZE (16))


}

}

DownlinkAdditionalTimeslots ::=

SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber



},



newParameters





SEQUENCE {




individualTimeslotInfo



IndividualTimeslotInfo,




dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort



}


}

}

DownlinkAdditionalTimeslots-LCR-r4 ::=
SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber-LCR-r4



},



newParameters





SEQUENCE {




individualTimeslotInfo



IndividualTimeslotInfo-LCR-r4,




dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort



}


}

}

DownlinkTimeslotsCodes ::=

SEQUENCE {


firstIndividualTimeslotInfo


IndividualTimeslotInfo,


dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






INTEGER (1..maxTS-1),




timeslotList





SEQUENCE (SIZE (1..maxTS-1)) OF














DownlinkAdditionalTimeslots



}


}

}

DownlinkTimeslotsCodes-LCR-r4 ::=
SEQUENCE {


firstIndividualTimeslotInfo


IndividualTimeslotInfo-LCR-r4,


dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






INTEGER (1..maxTS-LCR-1),




timeslotList





SEQUENCE (SIZE (1..maxTS-LCR-1)) OF














DownlinkAdditionalTimeslots-LCR-r4



}


}

}

DPC-Mode ::=





ENUMERATED {











singleTPC,











tpcTripletInSoft }


-- Actual value DPCCH-PowerOffset = IE value * 2

DPCCH-PowerOffset ::=



INTEGER (-82..-3)

-- Actual value DPCCH-PowerOffset = 2 + (IE value * 4)

DPCCH-PowerOffset2 ::=



INTEGER (-28..-13)

DPCH-CompressedModeInfo ::=


SEQUENCE {


tgp-SequenceList




TGP-SequenceList

}

DPCH-CompressedModeStatusInfo ::=
SEQUENCE {


tgps-Reconfiguration-CFN


TGPS-Reconfiguration-CFN,


tgp-SequenceShortList




SEQUENCE (SIZE (1..maxTGPS)) OF












TGP-SequenceShort

}

-- Actual value DPCH-FrameOffset = IE value * 256

DPCH-FrameOffset::=




INTEGER (0..149)

DSCH-Mapping ::=




SEQUENCE {


maxTFCI-Field2Value




MaxTFCI-Field2Value,


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

DSCH-MappingList ::=



SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











DSCH-Mapping

DSCH-RadioLinkIdentifier ::=

INTEGER (0..511)

DurationTimeInfo ::=



INTEGER (1..4096)

DynamicPersistenceLevel ::=


INTEGER (1..8)

DynamicPersistenceLevelList ::=

SEQUENCE (SIZE (1..maxPRACH)) OF











DynamicPersistenceLevel

DynamicPersistenceLevelTF-List ::= SEQUENCE (SIZE (1..maxTF-CPCH)) OF











DynamicPersistenceLevel

FACH-PCH-Information ::=


SEQUENCE {


transportFormatSet




TransportFormatSet,


transportChannelIdentity


TransportChannelIdentity,


ctch-Indicator





BOOLEAN

}

FACH-PCH-InformationList ::=

SEQUENCE (SIZE (1..maxFACHPCH)) OF











FACH-PCH-Information

--Range of Feedback-cycle is FFS.

Feedback-cycle ::=




ENUMERATED {











fc0, fc1, fc5, fc10, fc20, fc40, fc80 }

--Range of Feedback-offset is FFS.

Feedback-offset ::=





INTEGER (1..5)

FPACH-Info-r4 ::=





SEQUENCE {


timeslot






TimeslotNumber-LCR-r4,


channelisationCode




TDD-FPACH-CCode16-r4,


midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,

    wi                                  Wi-LCR

}

FrequencyInfo ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








FrequencyInfoFDD,



tdd








FrequencyInfoTDD
}

}

FrequencyInfoFDD ::=



SEQUENCE {


uarfcn-UL






UARFCN



OPTIONAL,


uarfcn-DL






UARFCN

}

FrequencyInfoTDD ::=



SEQUENCE {


uarfcn-Nt






UARFCN

}

HS-ChannelisationCode ::=


ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

HS-ChannelisationCode-LCR ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

HS-SCCH-Info ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE (SIZE (1..maxHSSCCHs)) OF













HS-SCCH-Codes,



tdd








CHOICE {




tdd384








                                       nack-ack-power-offset      INTEGER (-7..8), 

                                       HS-SICH-PowerControl-Info  HS-SICH-Power-Contorl-Info-TDD384,
                                       SEQUENCE (SIZE (1..maxHSSCCHs)) OF










HS-SCCH-TDD384,




tdd128







SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-TDD128



}


}

}

HS-SCCH-Codes ::=




INTEGER (0..127)

HS-SCCH-TDD128 ::=




SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-TDD128List

HS-SCCH-TDD128List ::=



SEQUENCE {


timeslotNumber





TimeslotNumber-LCR-r4,


firstChannelisationCode



HS-ChannelisationCode-LCR,


secondChannelisationCode


HS-ChannelisationCode-LCR,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



commonMidamble





NULL


},


-- Actual value midambleConfiguration = IE value * 2


midambleConfiguration



INTEGER (1..8),


bler-target






Bler-Target,


hs-sich-configuration



HS-SICH-Configuration-TDD384

}

HS-SICH-Configuration-TDD128 ::=
SEQUENCE {


timeslotNumber





TimeslotNumber-LCR-r4,


channelisationCode




HS-ChannelisationCode-LCR,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



ueSpecificMidamble




SEQUENCE {




midambleShift





MidambleShiftLong



}


},


-- Actual value midambleConfiguration = IE value * 2


midambleConfiguration



INTEGER (1..8),


nack-ack-power-offset



INTEGER (0..7),


power-level-HSSICH




INTEGER (-120..-58),


tpc-step-size





ENUMERATED { s1, s2, s3 , spare1}

}

HS-SCCH-TDD384 ::=




SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-TDD384List

HS-SCCH-TDD384List ::=



SEQUENCE {


timeslotNumber





TimeslotNumber,


channelisationCode




HS-ChannelisationCode,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



commonMidamble





NULL


},


midambleconfiguration



MidambleConfiguration,


bler-target






Bler-Target,


excludetimeslot1




INTEGER(0..14),


excludetimeslot2




INTEGER(0..14),


hs-sich-configuration



HS-SICH-Configuration-TDD384

}

HS-SICH-Configuration-TDD384 ::=
SEQUENCE {


timeslotNumber





TimeslotNumber,


channelisationCode




HS-ChannelisationCode,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



ueSpecificMidamble




SEQUENCE {




midambleShift





MidambleShiftLong



}


},


midambleconfiguration



MidambleConfiguration,




 
}

HS-SICH-Power-Contorl-Info-TDD384 ::= SEQUENCE {


-- Actual value ul-target-SIR = IE value * 0.5


ul-target-SIR





INTEGER (-22..40),

    hs-sich-ConstantValue


    ConstantValue

}   
IndividualTimeslotInfo ::=


SEQUENCE {


timeslotNumber





TimeslotNumber,


tfci-Existence





BOOLEAN,


midambleShiftAndBurstType


MidambleShiftAndBurstType

}

IndividualTimeslotInfo-LCR-r4 ::=
SEQUENCE {


timeslotNumber





TimeslotNumber-LCR-r4,


tfci-Existence





BOOLEAN,


midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,


modulation






ENUMERATED { mod-QPSK, mod-8PSK },


ss-TPC-Symbols





ENUMERATED { zero, one, sixteenOverSF }

}

IndividualTimeslotInfo-LCR-r4-ext ::=

SEQUENCE {

-- timeslotNumber and tfci-Existence is taken from IndividualTimeslotInfo.

-- midambleShiftAndBurstType in IndividualTimeslotInfo shall be ignored.


midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,


modulation






ENUMERATED { mod-QPSK, mod-8PSK },


ss-TPC-Symbols





ENUMERATED { zero, one, sixteenOverSF }

}

IndividualTS-Interference ::=

SEQUENCE {


timeslot






TimeslotNumber,


ul-TimeslotInterference



TDD-UL-Interference

}

IndividualTS-Interference-LCR-r4 ::=

SEQUENCE {


timeslot






TimeslotNumber-LCR-r4,


ul-TimeslotInterference



UL-Interference

}

IndividualTS-InterferenceList ::=
SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-Interference

IndividualTS-InterferenceList-r4 ::=
CHOICE {


tdd384








SEQUENCE (SIZE (1..maxTS)) OF













IndividualTS-Interference,


tdd128








SEQUENCE (SIZE (1..maxTS-LCR)) OF













IndividualTS-Interference-LCR-r4

}

ITP ::=







ENUMERATED {











mode0, mode1 }

NidentifyAbort ::=
INTEGER (1..128)

MaxAllowedUL-TX-Power ::=


INTEGER (-50..33)

MaxAvailablePCPCH-Number ::=

INTEGER (1..64)

MaxPowerIncrease-r4 ::=



INTEGER (0..3)

MaxTFCI-Field2Value ::=



INTEGER (1..1023)

Measurement-Feedback-Info ::=

SEQUENCE {

--
bler-threshold








modeSpecificInfo



CHOICE {



fdd







SEQUENCE {

--


pohsdsch





Po-hsdsch

--


feedback-cycle




Feedback-cycle

--


feedback-offset




Feedback-offset,




cqi-RepetitionFactor


CQI-RepetitionFactor,




deltaCQI





DeltaCQI



},



tdd







NULL


}

}

MidambleConfiguration ::=


ENUMERATED {ms4, ms8, ms16}

MidambleConfigurationBurstType1and3 ::= ENUMERATED {ms4, ms8, ms16}

MidambleConfigurationBurstType2 ::=

ENUMERATED {ms3, ms6}

MidambleShiftAndBurstType ::=

SEQUENCE {


burstType






CHOICE {




type1







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



},



type2







SEQUENCE {




midambleConfigurationBurstType2

MidambleConfigurationBurstType2,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftShort





}




}



},



type3







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



}


}

}

MidambleShiftAndBurstType-LCR-r4 ::=
SEQUENCE {


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



commonMidamble





NULL,


ueSpecificMidamble




SEQUENCE {




midambleShift





INTEGER (0..15)



}


},


-- Actual value midambleConfiguration = IE value * 2


midambleConfiguration



INTEGER (1..8)

}

MidambleShiftLong ::=



INTEGER (0..15)

MidambleShiftShort ::=



INTEGER (0..5)

MinimumSpreadingFactor ::=


ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

MultiCodeInfo ::=




INTEGER (1..16)

N-EOT ::=






INTEGER (0..7)

N-GAP ::=






ENUMERATED {











f2, f4, f8 }

N-PCH ::=






INTEGER (1..8)

N-StartMessage ::=




INTEGER (1..8)

NB01 ::=






INTEGER (0..50)

NF-Max ::=






INTEGER (1..64)

NumberOfDPDCH ::=




INTEGER (1..maxDPDCH-UL)

NumberOfFBI-Bits ::=



INTEGER (1..2)

OpenLoopPowerControl-TDD ::=

SEQUENCE {


primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power,


-- alpha, prach-ConstantValue, dpch-ConstantValue and pusch-ConstantValue

-- shall be ignored in 1.28Mcps TDD mode.


alpha







Alpha





OPTIONAL,


prach-ConstantValue




ConstantValueTdd,


dpch-ConstantValue




ConstantValueTdd,


pusch-ConstantValue




ConstantValueTdd


OPTIONAL

}

OpenLoopPowerControl-IPDL-TDD-r4 ::=
SEQUENCE {


ipdl-alpha






Alpha,


maxPowerIncrease




MaxPowerIncrease-r4

}

PagingIndicatorLength ::=


ENUMERATED {











pi4, pi8, pi16 }

PC-Preamble ::=





INTEGER (0..7)

PCP-Length ::=





ENUMERATED {











as0, as8 }

PCPCH-ChannelInfo ::=



SEQUENCE {


pcpch-UL-ScramblingCode



INTEGER (0..79),


pcpch-DL-ChannelisationCode


INTEGER (0..511),


pcpch-DL-ScramblingCode



SecondaryScramblingCode



OPTIONAL,


pcp-Length






PCP-Length,


ucsm-Info






UCSM-Info






OPTIONAL

}

PCPCH-ChannelInfoList ::=


SEQUENCE (SIZE (1..maxPCPCHs)) OF











PCPCH-ChannelInfo

PCPICH-UsageForChannelEst ::=

ENUMERATED {











mayBeUsed,











shallNotBeUsed }

PDSCH-CapacityAllocationInfo ::=
SEQUENCE {


-- pdsch-PowerControlInfo is conditional on new-configuration branch below, if this


-- selected the IE is OPTIONAL otherwise it should not be sent


pdsch-PowerControlInfo



PDSCH-PowerControlInfo



OPTIONAL,


pdsch-AllocationPeriodInfo


AllocationPeriodInfo,


configuration





CHOICE {



old-Configuration




SEQUENCE {




tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,




pdsch-Identity





PDSCH-Identity



},



new-Configuration




SEQUENCE {




pdsch-Info






PDSCH-Info,




pdsch-Identity





PDSCH-Identity



OPTIONAL



}


}

}

PDSCH-CapacityAllocationInfo-r4 ::=
SEQUENCE {


pdsch-AllocationPeriodInfo


AllocationPeriodInfo,


configuration





CHOICE {



old-Configuration




SEQUENCE {




tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,




pdsch-Identity





PDSCH-Identity



},



new-Configuration




SEQUENCE {




pdsch-Info






PDSCH-Info-r4,




pdsch-Identity





PDSCH-Identity



OPTIONAL,




pdsch-PowerControlInfo



PDSCH-PowerControlInfo

OPTIONAL



}


}

}

PDSCH-CodeInfo ::=




SEQUENCE {


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

PDSCH-CodeInfoList ::=



SEQUENCE (SIZE (1..maxTFCI-2-Combs)) OF











PDSCH-CodeInfo

PDSCH-CodeMap ::=




SEQUENCE {


spreadingFactor





SF-PDSCH,


multiCodeInfo





MultiCodeInfo,


codeNumberStart





CodeNumberDSCH,


codeNumberStop





CodeNumberDSCH

}

PDSCH-CodeMapList ::=



SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











PDSCH-CodeMap

PDSCH-CodeMapping ::=



SEQUENCE {


dl-ScramblingCode




SecondaryScramblingCode



OPTIONAL,


signallingMethod




CHOICE {



codeRange






CodeRange,



tfci-Range






DSCH-MappingList,



explicit-config





PDSCH-CodeInfoList,



replace







ReplacedPDSCH-CodeInfoList


}

}


PDSCH-Identity ::=




INTEGER (1..hiPDSCHidentities)

PDSCH-Info ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pdsch-TimeslotsCodes



DownlinkTimeslotsCodes



OPTIONAL

}

PDSCH-Info-r4 ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




pdsch-TimeslotsCodes



DownlinkTimeslotsCodes

OPTIONAL



},



tdd128







SEQUENCE {




pdsch-TimeslotsCodes



DownlinkTimeslotsCodes-LCR-r4
OPTIONAL



}


}

}

PDSCH-Info-LCR-r4 ::=



SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pdsch-TimeslotsCodes



DownlinkTimeslotsCodes-LCR-r4

OPTIONAL

}

PDSCH-PowerControlInfo ::=


SEQUENCE {


tpc-StepSizeTDD





TPC-StepSizeTDD





OPTIONAL,


ul-CCTrChTPCList




UL-CCTrChTPCList




OPTIONAL

}

PDSCH-SHO-DCH-Info ::=



SEQUENCE {


dsch-RadioLinkIdentifier


DSCH-RadioLinkIdentifier,


rl-IdentifierList




RL-IdentifierList




OPTIONAL

}

PDSCH-SysInfo ::=




SEQUENCE {


pdsch-Identity





PDSCH-Identity,


pdsch-Info






PDSCH-Info,


dsch-TFS






TransportFormatSet




OPTIONAL,


dsch-TFCS






TFCS







OPTIONAL

}

PDSCH-SysInfo-LCR-r4 ::=


SEQUENCE {


pdsch-Identity





PDSCH-Identity,


pdsch-Info






PDSCH-Info-LCR-r4,


dsch-TFS






TransportFormatSet




OPTIONAL,


dsch-TFCS






TFCS







OPTIONAL

}

PDSCH-SysInfoList ::=



SEQUENCE (SIZE (1..maxPDSCH)) OF











PDSCH-SysInfo

PDSCH-SysInfoList-LCR-r4 ::=

SEQUENCE (SIZE (1..maxPDSCH)) OF











PDSCH-SysInfo-LCR-r4

PDSCH-SysInfoList-SFN ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF











SEQUENCE {


pdsch-SysInfo






PDSCH-SysInfo,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PDSCH-SysInfoList-SFN-LCR-r4 ::=
SEQUENCE (SIZE (1..maxPDSCH)) OF











SEQUENCE {


pdsch-SysInfo






PDSCH-SysInfo-LCR-r4,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PersistenceScalingFactor ::=

ENUMERATED {











psf0-9, psf0-8, psf0-7, psf0-6,











psf0-5, psf0-4, psf0-3, psf0-2 }

PersistenceScalingFactorList ::=
SEQUENCE (SIZE (1..maxASCpersist)) OF











PersistenceScalingFactor

PI-CountPerFrame ::=



ENUMERATED {











e18, e36, e72, e144 }

PichChannelisationCodeList-LCR-r4
::=



SEQUENCE (SIZE (1..2)) OF
DL-TS-ChannelisationCode

PICH-Info ::=





CHOICE {


fdd








SEQUENCE {



channelisationCode256



ChannelisationCode256,



pi-CountPerFrame




PI-CountPerFrame,



sttd-Indicator





BOOLEAN


},


tdd








SEQUENCE {



channelisationCode




TDD-PICH-CCode




OPTIONAL,



timeslot






TimeslotNumber




OPTIONAL,



midambleShiftAndBurstType


MidambleShiftAndBurstType,



repetitionPeriodLengthOffset

RepPerLengthOffset-PICH


OPTIONAL,



pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi4,



n-GAP







N-GAP






DEFAULT f4,



n-PCH







N-PCH






DEFAULT 2


}


}

PICH-Info-LCR-r4 ::=



SEQUENCE {


timeslot






TimeslotNumber-LCR-r4



OPTIONAL,


pichChannelisationCodeList-LCR-r4
PichChannelisationCodeList-LCR-r4,

midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,


repetitionPeriodLengthOffset

RepPerLengthOffset-PICH



OPTIONAL,


pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi4,


n-GAP







N-GAP






DEFAULT f4,


n-PCH







N-PCH






DEFAULT 2

}

PICH-PowerOffset ::=



INTEGER (-10..5)

PilotBits128 ::=




ENUMERATED {











pb4, pb8 }

PilotBits256 ::=




ENUMERATED {











pb2, pb4, pb8 }

--Range of po-hsdsch is FFS.

Po-hsdsch ::=





INTEGER (-10..0)

PositionFixedOrFlexible ::=


ENUMERATED {











fixed,











flexible }

PowerControlAlgorithm ::=


CHOICE {


algorithm1






TPC-StepSizeFDD,


algorithm2






NULL

}

PowerOffsetPilot-pdpdch ::=


INTEGER (0..24)
PowerRampStep ::=




INTEGER (1..8)

PRACH-ChanCodes-LCR-r4 ::=


SEQUENCE (SIZE (1..4)) OF











TDD-PRACH-CCode-LCR-r4

PRACH-Definition-LCR-r4 ::=


SEQUENCE {


timeslot






TimeslotNumber-PRACH-LCR-r4,


prach-ChanCodes-LCR




PRACH-ChanCodes-LCR-r4,


midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,


fpach-Info






FPACH-Info-r4

}

PRACH-Midamble ::=




ENUMERATED {











direct,











direct-Inverted }

PRACH-Partitioning ::=



CHOICE {


fdd








SEQUENCE (SIZE (1..maxASC)) OF












ASCSetting-FDD,


tdd








SEQUENCE (SIZE (1..maxASC)) OF












ASCSetting-TDD

}


PRACH-Partitioning-LCR-r4 ::=

SEQUENCE (SIZE (1..maxASC)) OF












ASCSetting-TDD-LCR-r4

PRACH-PowerOffset ::=



SEQUENCE {


powerRampStep





PowerRampStep,


preambleRetransMax




PreambleRetransMax

}

PRACH-RACH-Info ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




availableSignatures




AvailableSignatures,




availableSF






SF-PRACH,




preambleScramblingCodeWordNumber
PreambleScramblingCodeWordNumber,




puncturingLimit





PuncturingLimit,




availableSubChannelNumbers


AvailableSubChannelNumbers



},



tdd








SEQUENCE {




timeslot






TimeslotNumber,




channelisationCodeList



TDD-PRACH-CCodeList,




prach-Midamble





PRACH-Midamble



}


}

}

PRACH-RACH-Info-LCR-r4 ::=


SEQUENCE {


sync-UL-Info





SYNC-UL-Info-r4,


prach-DefinitionList



SEQUENCE (SIZE (1..maxPRACH-FPACH)) OF












PRACH-Definition-LCR-r4
}

PRACH-SystemInformation ::=


SEQUENCE {


prach-RACH-Info





PRACH-RACH-Info,


transportChannelIdentity


TransportChannelIdentity,


rach-TransportFormatSet



TransportFormatSet




OPTIONAL,


rach-TFCS






TFCS







OPTIONAL,


prach-Partitioning




PRACH-Partitioning




OPTIONAL,


persistenceScalingFactorList

PersistenceScalingFactorList

OPTIONAL,


ac-To-ASC-MappingTable



AC-To-ASC-MappingTable



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




constantValue





ConstantValue



OPTIONAL,




prach-PowerOffset




PRACH-PowerOffset


OPTIONAL,




rach-TransmissionParameters


RACH-TransmissionParameters
OPTIONAL,




aich-Info






AICH-Info




OPTIONAL



},



tdd








NULL


}


}

PRACH-SystemInformation-LCR-r4 ::=
SEQUENCE {


prach-RACH-Info-LCR




PRACH-RACH-Info-LCR-r4,


rach-TransportFormatSet-LCR


TransportFormatSet-LCR


OPTIONAL,


prach-Partitioning-LCR



PRACH-Partitioning-LCR-r4

OPTIONAL

}

PRACH-SystemInformationList ::=

SEQUENCE (SIZE (1..maxPRACH)) OF











PRACH-SystemInformation

PRACH-SystemInformationList-LCR-r4 ::=
SEQUENCE (SIZE (1..maxPRACH)) OF












PRACH-SystemInformation-LCR-r4

PreambleRetransMax ::=



INTEGER (1..64)

PreambleScramblingCodeWordNumber ::=
INTEGER (0..15)

PreDefPhyChConfiguration ::=

SEQUENCE {


ul-DPCH-InfoPredef




UL-DPCH-InfoPredef,


dl-CommonInformationPredef


DL-CommonInformationPredef
OPTIONAL

}

PrimaryCCPCH-Info ::=



CHOICE {


fdd








SEQUENCE {



tx-DiversityIndicator



BOOLEAN


},


tdd








SEQUENCE {



-- syncCase should be ignored for 1.28Mcps TDD mode



syncCase 






CHOICE {




syncCase1






SEQUENCE {





timeslot






TimeslotNumber









},




syncCase2






SEQUENCE {





timeslotSync2





TimeslotSync2




}



}
















OPTIONAL,



cellParametersID




CellParametersID



OPTIONAL,



sctd-Indicator





BOOLEAN


}

}

PrimaryCCPCH-Info-r4 ::=


CHOICE {


fdd








SEQUENCE {



tx-DiversityIndicator



BOOLEAN


},


tdd








SEQUENCE {



tddOption






CHOICE {




tdd384







SEQUENCE {





syncCase 






CHOICE {






syncCase1






SEQUENCE {







timeslot






TimeslotNumber






},






syncCase2






SEQUENCE {







timeslotSync2





TimeslotSync2






}





}














OPTIONAL




},




tdd128







SEQUENCE {





tstd-Indicator





BOOLEAN




}



},



cellParametersID




CellParametersID



OPTIONAL,



blockSTTD-Indicator




BOOLEAN


}

}

PrimaryCCPCH-Info-LCR-r4 ::=

SEQUENCE {


tstd-Indicator





BOOLEAN,


cellParametersID




CellParametersID



OPTIONAL,


blockSTTD-Indicator




BOOLEAN

}

-- For 1.28Mcps TDD, the following IE includes elements for the PCCPCH Info additional to those

-- in PrimaryCCPCH-Info

PrimaryCCPCH-Info-LCR-r4-ext ::=
SEQUENCE {


tstd-Indicator





BOOLEAN

}

PrimaryCCPCH-InfoPost ::=


SEQUENCE {


syncCase 






CHOICE {



syncCase1






SEQUENCE {




timeslot






TimeslotNumber








},



syncCase2






SEQUENCE {




timeslotSync2





TimeslotSync2



}


},


cellParametersID




CellParametersID,


sctd-Indicator





BOOLEAN

}

PrimaryCCPCH-InfoPostTDD-LCR-r4 ::=
SEQUENCE {


tstd-Indicator





BOOLEAN,


cellParametersID




CellParametersID,


blockSTTD-Indicator




BOOLEAN

}

PrimaryCCPCH-TX-Power ::=


INTEGER (6..43)

PrimaryCPICH-Info ::=



SEQUENCE {


primaryScramblingCode



PrimaryScramblingCode

}

PrimaryCPICH-TX-Power ::=


INTEGER (-10..50)

PrimaryScramblingCode ::=


INTEGER (0..511)

PuncturingLimit ::=




ENUMERATED {











pl0-40, pl0-44, pl0-48, pl0-52, pl0-56,











pl0-60, pl0-64, pl0-68, pl0-72, pl0-76,











pl0-80, pl0-84, pl0-88, pl0-92, pl0-96, pl1 }

PUSCH-CapacityAllocationInfo ::=
SEQUENCE {


pusch-Allocation




CHOICE {



pusch-AllocationPending



NULL,



pusch-AllocationAssignment


SEQUENCE {




pusch-AllocationPeriodInfo


AllocationPeriodInfo,




pusch-PowerControlInfo



UL-TargetSIR



OPTIONAL,




configuration





CHOICE {





old-Configuration




SEQUENCE {






tfcs-ID







TFCS-IdentityPlain


DEFAULT 1,






pusch-Identity





PUSCH-Identity





},





new-Configuration




SEQUENCE {






pusch-Info






PUSCH-Info,






pusch-Identity





PUSCH-Identity

OPTIONAL





}




}



}


}

}

PUSCH-CapacityAllocationInfo-r4 ::=
SEQUENCE {


pusch-Allocation




CHOICE {



pusch-AllocationPending



NULL,



pusch-AllocationAssignment


SEQUENCE {




pusch-AllocationPeriodInfo


AllocationPeriodInfo,




pusch-PowerControlInfo



PUSCH-PowerControlInfo-r4
OPTIONAL,




configuration





CHOICE {





old-Configuration




SEQUENCE {






tfcs-ID







TFCS-IdentityPlain


DEFAULT 1,





pusch-Identity





PUSCH-Identity





},





new-Configuration




SEQUENCE {






pusch-Info






PUSCH-Info-r4,






pusch-Identity





PUSCH-Identity

OPTIONAL





}




}



}


}

}

PUSCH-Identity ::=




INTEGER (1..hiPUSCHidentities)

PUSCH-Info ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pusch-TimeslotsCodes



UplinkTimeslotsCodes



OPTIONAL

}

PUSCH-Info-r4 ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




pusch-TimeslotsCodes



UplinkTimeslotsCodes

OPTIONAL



},



tdd128







SEQUENCE {




pusch-TimeslotsCodes



UplinkTimeslotsCodes-LCR-r4
OPTIONAL



}


}

}

PUSCH-Info-LCR-r4 ::=



SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pusch-TimeslotsCodes



UplinkTimeslotsCodes-LCR-r4


OPTIONAL

}

PUSCH-PowerControlInfo-r4 ::=

SEQUENCE {


-- The IE ul-TargetSIR corresponds to PRX-PUSCHdes for 1.28Mcps TDD


-- Actual value PRX-PUSCHdes = (value of IE "ul-TargetSIR" – 120)


ul-TargetSIR





UL-TargetSIR,


tddOption






CHOICE {



tdd384







NULL,



tdd128







SEQUENCE {




tpc-StepSize





TPC-StepSizeTDD



OPTIONAL,




dl-CCTrChTPCList




DL-CCTrChTPCList


OPTIONAL


}


}

}

PUSCH-SysInfo ::=




SEQUENCE {


pusch-Identity





PUSCH-Identity,


pusch-Info






PUSCH-Info,


usch-TFS






TransportFormatSet




OPTIONAL,


usch-TFCS






TFCS







OPTIONAL

}

PUSCH-SysInfo-LCR-r4 ::=


SEQUENCE {


pusch-Identity





PUSCH-Identity,


pusch-Info






PUSCH-Info-LCR-r4,


usch-TFS






TransportFormatSet




OPTIONAL,


usch-TFCS






TFCS







OPTIONAL

}

PUSCH-SysInfoList ::=



SEQUENCE (SIZE (1..maxPUSCH)) OF











PUSCH-SysInfo

PUSCH-SysInfoList-LCR-r4 ::=

SEQUENCE (SIZE (1..maxPUSCH)) OF











PUSCH-SysInfo-LCR-r4

PUSCH-SysInfoList-SFN ::=


SEQUENCE (SIZE (1..maxPUSCH)) OF











SEQUENCE {


pusch-SysInfo






PUSCH-SysInfo,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PUSCH-SysInfoList-SFN-LCR-r4 ::=

SEQUENCE (SIZE (1..maxPUSCH)) OF











SEQUENCE {


pusch-SysInfo






PUSCH-SysInfo-LCR-r4,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

RACH-TransmissionParameters ::=

SEQUENCE {


mmax







INTEGER (1..32),


nb01Min







NB01,


nb01Max







NB01

}

ReducedScramblingCodeNumber ::=

INTEGER (0..8191)

RepetitionPeriodAndLength ::=

CHOICE {


repetitionPeriod1




NULL,


-- repetitionPeriod2 could just as well be NULL also.


repetitionPeriod2




INTEGER (1..1),


repetitionPeriod4




INTEGER (1..3),


repetitionPeriod8




INTEGER (1..7),


repetitionPeriod16




INTEGER (1..15),


repetitionPeriod32




INTEGER (1..31),


repetitionPeriod64




INTEGER (1..63)

}

RepetitionPeriodLengthAndOffset ::= CHOICE {


repetitionPeriod1




NULL,


repetitionPeriod2




SEQUENCE {



length







NULL,



offset







INTEGER (0..1)


},


repetitionPeriod4




SEQUENCE {



length







INTEGER (1..3),



offset







INTEGER (0..3)


},


repetitionPeriod8




SEQUENCE {



length







INTEGER (1..7),



offset







INTEGER (0..7)


},


repetitionPeriod16




SEQUENCE {



length







INTEGER (1..15),



offset







INTEGER (0..15)


},


repetitionPeriod32




SEQUENCE {



length







INTEGER (1..31),



offset







INTEGER (0..31)


},


repetitionPeriod64




SEQUENCE {



length







INTEGER (1..63),



offset







INTEGER (0..63)


}

}

ReplacedPDSCH-CodeInfo ::=


SEQUENCE {


tfci-Field2






MaxTFCI-Field2Value,


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

ReplacedPDSCH-CodeInfoList ::=

SEQUENCE (SIZE (1..maxTFCI-2-Combs)) OF











ReplacedPDSCH-CodeInfo

RepPerLengthOffset-PICH ::=


CHOICE {


rpp4-2







INTEGER (0..3), 


rpp8-2







INTEGER (0..7), 


rpp8-4







INTEGER (0..7),


rpp16-2







INTEGER (0..15), 


rpp16-4







INTEGER (0..15), 


rpp32-2







INTEGER (0..31), 


rpp32-4







INTEGER (0..31), 


rpp64-2







INTEGER (0..63), 


rpp64-4







INTEGER (0..63)

}

RestrictedTrCH ::=




SEQUENCE {


dl-restrictedTrCh-Type



DL-TrCH-Type,

restrictedDL-TrCH-Identity


TransportChannelIdentity,


allowedTFIList





AllowedTFI-List
}

RestrictedTrCH-InfoList ::=


SEQUENCE (SIZE(1..maxTrCH)) OF











RestrictedTrCH
RL-AdditionInformation ::=


SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL,


tfci-CombiningIndicator



BOOLEAN,


sccpch-InfoforFACH




SCCPCH-InfoForFACH




OPTIONAL

}

RL-AdditionInformationList ::=

SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation

RL-IdentifierList ::=



SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

RL-RemovalInformationList ::=

SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

RPP ::=







ENUMERATED {











mode0, mode1 }

S-Field ::=






ENUMERATED {











e1bit, e2bits }

SCCPCH-ChannelisationCode ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

SCCPCH-ChannelisationCodeList ::=
SEQUENCE (SIZE (1..16)) OF











SCCPCH-ChannelisationCode

SCCPCH-InfoForFACH ::=



SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info,


tfcs







TFCS,


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




fach-PCH-InformationList


FACH-PCH-InformationList,




sib-ReferenceListFACH



SIB-ReferenceListFACH



},



tdd







SEQUENCE {




fach-PCH-InformationList


FACH-PCH-InformationList



}


}

}

SCCPCH-InfoForFACH-r4 ::=



SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info-r4,


tfcs







TFCS,


fach-PCH-InformationList


FACH-PCH-InformationList,


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




sib-ReferenceListFACH


SIB-ReferenceListFACH



},



tdd







NULL


}

}

SCCPCH-SystemInformation ::=

SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


pich-Info






PICH-Info






OPTIONAL

}

SCCPCH-SystemInformation-LCR-r4-ext ::=
SEQUENCE {


secondaryCCPCH-LCR-Extensions
SecondaryCCPCH-Info-LCR-r4-ext,


-- pich-Info in the SCCPCH-SystemInformation IE shall be absent,


-- and instead the following used.


pich-Info





PICH-Info-LCR-r4





OPTIONAL

}

SCCPCH-SystemInformationList ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF











SCCPCH-SystemInformation

-- SCCPCH-SystemInformationList-LCR-r4-ext includes elements additional to those in

-- SCCPCH-SystemInformationList for the 1.28Mcps TDD. The order of the IEs

-- indicates which SCCPCH-SystemInformation-LCR-r4-ext IE extends which

-- SCCPCH-SystemInformation IE.

SCCPCH-SystemInformationList-LCR-r4-ext ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF













SCCPCH-SystemInformation-LCR-r4-ext

ScramblingCodeChange ::=


ENUMERATED {











codeChange, noCodeChange }

ScramblingCodeType ::=



ENUMERATED {











shortSC,











longSC }

SecondaryCCPCH-Info ::=



SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




-- dummy1 is not used in this version of the specification and should be ignored.




dummy1






PCPICH-UsageForChannelEst,




-- dummy2 is not used in this version of the specification.  It should not




-- be sent and if received it should be ignored.




dummy2






SecondaryCPICH-Info



OPTIONAL,




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




individualTimeslotInfo


IndividualTimeslotInfo,




channelisationCode



SCCPCH-ChannelisationCodeList



}


}

}

SecondaryCCPCH-Info-r4 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




tddOption





CHOICE {





tdd384






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo





},





tdd128






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo-LCR-r4





}




},




channelisationCode



SCCPCH-ChannelisationCodeList



}


}

}

SecondaryCCPCH-Info-LCR-r4-ext ::=
SEQUENCE {


individualTimeslotLCR-Ext


IndividualTimeslotInfo-LCR-r4-ext

}

SecondaryCPICH-Info ::=



SEQUENCE {


secondaryDL-ScramblingCode


SecondaryScramblingCode



OPTIONAL,


channelisationCode




ChannelisationCode256

}

SecondaryScramblingCode ::=


INTEGER (1..15)

SecondInterleavingMode ::=


ENUMERATED {











frameRelated, timeslotRelated }

-- SF256-AndCodeNumber encodes both "Spreading factor" and "Code Number"

SF256-AndCodeNumber ::=



CHOICE {


sf4








INTEGER (0..3),


sf8








INTEGER (0..7),


sf16







INTEGER (0..15),


sf32







INTEGER (0..31),


sf64







INTEGER (0..63),


sf128







INTEGER (0..127),


sf256







INTEGER (0..255)

}

-- SF512-AndCodeNumber encodes both "Spreading factor" and "Code Number"

SF512-AndCodeNumber ::=



CHOICE {


sf4








INTEGER (0..3),


sf8








INTEGER (0..7),


sf16







INTEGER (0..15),


sf32







INTEGER (0..31),


sf64







INTEGER (0..63),


sf128







INTEGER (0..127),


sf256







INTEGER (0..255),


sf512







INTEGER (0..511)

}

-- SF512-AndPilot encodes both "Spreading factor" and "Number of bits for Pilot bits"

SF512-AndPilot ::=




CHOICE {


sfd4







NULL, 


sfd8







NULL, 


sfd16







NULL, 


sfd32







NULL,


sfd64







NULL, 


sfd128







PilotBits128, 


sfd256







PilotBits256, 


sfd512







NULL

}

SF-PDSCH ::=





ENUMERATED {











sfp4, sfp8, sfp16, sfp32,











sfp64, sfp128, sfp256 }

SF-PRACH ::=





ENUMERATED {











sfpr32, sfpr64, sfpr128, sfpr256 }

SFN-TimeInfo ::=




SEQUENCE {


activationTimeSFN




INTEGER (0..4095),


physChDuration




DurationTimeInfo

}

SpecialBurstScheduling ::=



INTEGER (0..7)
SpreadingFactor::=




ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

SRB-delay ::=





INTEGER (0..7)

SSDT-CellIdentity ::=



ENUMERATED {











ssdt-id-a, ssdt-id-b, ssdt-id-c,











ssdt-id-d, ssdt-id-e, ssdt-id-f,











ssdt-id-g, ssdt-id-h }

SSDT-Information ::=



SEQUENCE {


s-Field







S-Field,


codeWordSet






CodeWordSet

}

SSDT-Information-r4 ::=



SEQUENCE {


s-Field







S-Field,


codeWordSet






CodeWordSet,


ssdt-UL







SSDT-UL-r4







OPTIONAL

}

-- SSDT-UL-r4 is used to extend the

-- SSDT-Information IE from Release 4 onwards.

SSDT-UL-r4 ::=





ENUMERATED {











ul, ul-AndDL }

SynchronisationParameters-r4 ::=
SEQUENCE {


sync-UL-CodesBitmap




BIT STRING {












code7(0),












code6(1),












code5(2),












code4(3),












code3(4),












code2(5),












code1(6),












code0(7)












} (SIZE (8))




OPTIONAL,


fpach-Info






FPACH-Info-r4,


sync-UL-Procedure




SYNC-UL-Procedure-r4




OPTIONAL

}

SYNC-UL-Procedure-r4 ::=


SEQUENCE {


max-SYNC-UL-Transmissions


ENUMERATED { tr1, tr2, tr4, tr8 },


powerRampStep





INTEGER (0..3)

}

SYNC-UL-Info-r4 ::=




SEQUENCE {


sync-UL-Codes-Bitmap



BIT STRING {












code7(0),












code6(1),












code5(2),












code4(3),












code3(4),












code2(5),












code1(6),












code0(7)












} ( SIZE (8)),


-- Actual value prxUpPCHdes = IE value - 120


prxUpPCHdes






INTEGER (0..62),

powerRampStep





INTEGER (0..3),


max-SYNC-UL-Transmissions


ENUMERATED { tr1, tr2, tr4, tr8 } ,

    mmax                                INTEGER(1..32)

}

TDD-FPACH-CCode16-r4 ::=


ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-UL-Interference ::=



INTEGER (-110..-52)
TDD-PICH-CCode ::=




ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCode8 ::=



ENUMERATED {











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8 }

TDD-PRACH-CCode16 ::=



ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCode-LCR-r4 ::=


ENUMERATED {











cc4-1, cc4-2, cc4-3, cc4-4,











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8,











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCodeList ::= 


CHOICE {


sf8








SEQUENCE (SIZE (1..8)) OF 












TDD-PRACH-CCode8,


sf16







SEQUENCE (SIZE (1..8)) OF












TDD-PRACH-CCode16

}

TFC-ControlDuration ::=



ENUMERATED {











tfc-cd1, tfc-cd2, tfc-cd4, tfc-cd8,











tfc-cd16, tfc-cd24, tfc-cd32,











tfc-cd48, tfc-cd64, tfc-cd128,











tfc-cd192, tfc-cd256, tfc-cd512 }

TFCI-Coding ::=





ENUMERATED { 











tfci-bits-4, tfci-bits-8,











tfci-bits-16, tfci-bits-32 }

TGCFN ::=






INTEGER (0..255)

-- In TGD, value 270 represents "undefined" in the tabular description.

TGD ::=







INTEGER (15..270)

TGL ::=







INTEGER (1..14)

TGMP ::=






ENUMERATED {











tdd-Measurement, fdd-Measurement,











gsm-CarrierRSSIMeasurement, 











gsm-initialBSICIdentification, gsmBSICReconfirmation,











multi-carrier }

TGP-Sequence ::=




SEQUENCE {


tgpsi







TGPSI,


tgps-Status






CHOICE {



activate






SEQUENCE {




tgcfn







TGCFN



},



deactivate






NULL


},


tgps-ConfigurationParams


TGPS-ConfigurationParams


OPTIONAL

}

TGPS-Reconfiguration-CFN ::=

INTEGER (0..255)

TGP-SequenceList ::=



SEQUENCE (SIZE (1..maxTGPS)) OF











TGP-Sequence

TGP-SequenceShort ::=



SEQUENCE {


tgpsi







TGPSI,


tgps-Status






CHOICE {



activate






SEQUENCE {




tgcfn







TGCFN



},



deactivate






NULL


}

}

TGPL ::=






INTEGER (1..144)

-- TABULAR: In TGPRC, value 0 represents "infinity" in the tabular description.

TGPRC ::=






INTEGER (0..511)

TGPS-ConfigurationParams ::=

SEQUENCE {


tgmp







TGMP,


tgprc







TGPRC,


tgsn







TGSN,


tgl1







TGL,


tgl2







TGL








OPTIONAL,


tgd








TGD,


tgpl1







TGPL,


tgpl2







TGPL







OPTIONAL,


rpp








RPP,


itp








ITP,


-- TABULAR: Compressed mode method is nested inside UL-DL-Mode


ul-DL-Mode






UL-DL-Mode,


dl-FrameType





DL-FrameType,


deltaSIR1






DeltaSIR,


deltaSIRAfter1





DeltaSIR,


deltaSIR2






DeltaSIR






OPTIONAL,


deltaSIRAfter2





DeltaSIR






OPTIONAL,


nidentifyAbort





NidentifyAbort





OPTIONAL,


treconfirmAbort





TreconfirmAbort





OPTIONAL
}

TGPSI ::=






INTEGER (1..maxTGPS)

TGSN ::=






INTEGER (0..14)

TimeInfo ::=





SEQUENCE {


activationTime





ActivationTime





OPTIONAL,


durationTimeInfo




DurationTimeInfo




OPTIONAL

}

TimeslotList ::=




SEQUENCE (SIZE (1..maxTS)) OF











TimeslotNumber

TimeslotList-r4 ::=




CHOICE {


tdd384







SEQUENCE (SIZE (1..maxTS)) OF












TimeslotNumber,


tdd128







SEQUENCE (SIZE (1..maxTS-LCR)) OF












TimeslotNumber-LCR-r4

}

-- If TimeslotNumber is included for a 1.28Mcps TDD description, it shall take values from 0..6

TimeslotNumber ::=





INTEGER (0..14)

TimeslotNumber-LCR-r4 ::=



INTEGER (0..6)

TimeslotNumber-PRACH-LCR-r4 ::=

INTEGER (1..6)

TimeslotSync2 ::=



INTEGER (0..6)

-- Actual value TimingOffset = IE value * 256

TimingOffset ::=




INTEGER (0..149)

TPC-CombinationIndex ::=


INTEGER (0..5)

TPC-StepSizeFDD ::=




INTEGER (0..1)

-- Actual value TPC-StepSizeTDD = IE value + 1

TPC-StepSizeTDD ::=




INTEGER (1..3)

-- Actual value TreconfirmAbort = IE value * 0.5 seconds

TreconfirmAbort ::=
INTEGER (1..20)

TX-DiversityMode ::=



ENUMERATED {











noDiversity,











sttd,











closedLoopMode1,











closedLoopMode2 }

UARFCN ::=





INTEGER (0..16383)

UCSM-Info ::=





SEQUENCE {


minimumSpreadingFactor



MinimumSpreadingFactor,


nf-Max







NF-Max,


channelReqParamsForUCSM



ChannelReqParamsForUCSM

}

UL-CCTrCH ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


ul-TargetSIR





UL-TargetSIR,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes



OPTIONAL

}

UL-CCTrCH-r4 ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


ul-TargetSIR





UL-TargetSIR,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes

OPTIONAL



},



tdd128







SEQUENCE {




ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes-LCR-r4
OPTIONAL



}


}

}

UL-CCTrCHList ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











UL-CCTrCH

UL-CCTrCHList-r4 ::=



SEQUENCE (SIZE (1..maxCCTrCH)) OF











UL-CCTrCH-r4

UL-CCTrChTPCList ::=



SEQUENCE (SIZE (0..maxCCTrCH)) OF












TFCS-Identity
UL-ChannelRequirement ::=


CHOICE {


ul-DPCH-Info





UL-DPCH-Info,


cpch-SetInfo





CPCH-SetInfo

}

UL-ChannelRequirement-r4 ::=

CHOICE {


ul-DPCH-Info





UL-DPCH-Info-r4,


cpch-SetInfo





CPCH-SetInfo

}

UL-ChannelRequirement-r5 ::=

CHOICE {


ul-DPCH-Info





UL-DPCH-Info-r5,


cpch-SetInfo





CPCH-SetInfo

}

UL-ChannelRequirementWithCPCH-SetID ::=
CHOICE {


ul-DPCH-Info





UL-DPCH-Info,


cpch-SetInfo





CPCH-SetInfo,


cpch-SetID






CPCH-SetID

}

UL-ChannelRequirementWithCPCH-SetID-r4 ::=
CHOICE {


ul-DPCH-Info





UL-DPCH-Info-r4,


cpch-SetInfo





CPCH-SetInfo,


cpch-SetID






CPCH-SetID

}

UL-ChannelRequirementWithCPCH-SetID-r5 ::=
CHOICE {


ul-DPCH-Info





UL-DPCH-Info-r5,


cpch-SetInfo





CPCH-SetInfo,


cpch-SetID






CPCH-SetID

}

UL-CompressedModeMethod ::=


ENUMERATED {











sf-2, 











higherLayerScheduling }

UL-DL-Mode ::=





CHOICE {


ul








UL-CompressedModeMethod,


dl








DL-CompressedModeMethod,


ul-and-dl







SEQUENCE {



ul








UL-CompressedModeMethod,



dl








DL-CompressedModeMethod


}}

UL-DPCCH-SlotFormat ::=



ENUMERATED {











slf0, slf1, slf2 }

UL-DPCH-Info ::=




SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




scramblingCode





UL-ScramblingCode,




numberOfDPDCH





NumberOfDPDCH



DEFAULT 1,




spreadingFactor





SpreadingFactor,




tfci-Existence





BOOLEAN,




-- numberOfFBI-Bits is conditional based on history




numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,




puncturingLimit





PuncturingLimit



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvanceControl

OPTIONAL,




ul-CCTrCHList





UL-CCTrCHList



}


}

}

UL-DPCH-Info-r4 ::=




SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo-r4


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




scramblingCode





UL-ScramblingCode,




numberOfDPDCH





NumberOfDPDCH



DEFAULT 1,




spreadingFactor





SpreadingFactor,




tfci-Existence





BOOLEAN,




-- numberOfFBI-Bits is conditional based on history




numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,




puncturingLimit





PuncturingLimit



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvanceControl-r4
OPTIONAL,




ul-CCTrCHList





UL-CCTrCHList-r4



}


}

}

UL-DPCH-Info-r5 ::=




SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo-r5


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




scramblingCode





UL-ScramblingCode,




numberOfDPDCH





NumberOfDPDCH



DEFAULT 1,




spreadingFactor





SpreadingFactor,




tfci-Existence





BOOLEAN,




-- numberOfFBI-Bits is conditional based on history




numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,




puncturingLimit





PuncturingLimit



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvanceControl-r4
OPTIONAL,




ul-CCTrCHList





UL-CCTrCHList-r4



}


}

}

UL-DPCH-InfoPostFDD ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPostFDD,




scramblingCodeType




ScramblingCodeType,




reducedScramblingCodeNumber


ReducedScramblingCodeNumber,




spreadingFactor





SpreadingFactor

}

UL-DPCH-InfoPostTDD ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPostTDD,


ul-TimingAdvance




UL-TimingAdvanceControl




OPTIONAL,


ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes

}

UL-DPCH-InfoPostTDD-LCR-r4 ::=

SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPostTDD-LCR-r4,


ul-TimingAdvance




UL-TimingAdvanceControl-LCR-r4



OPTIONAL,


ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes-LCR-r4

}

UL-DPCH-InfoPredef ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPredef,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




tfci-Existence





BOOLEAN,




puncturingLimit





PuncturingLimit



},



tdd








SEQUENCE {




commonTimeslotInfo




CommonTimeslotInfo



}


}

}

UL-DPCH-PowerControlInfo ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble,



sRB-delay






SRB-delay,



-- TABULAR: TPC step size nested inside PowerControlAlgorithm



powerControlAlgorithm



PowerControlAlgorithm


},


tdd








SEQUENCE {



ul-TargetSIR





UL-TargetSIR



OPTIONAL,



ul-OL-PC-Signalling




CHOICE {




broadcast-UL-OL-PC-info



NULL,




handoverGroup





SEQUENCE {





individualTS-InterferenceList

IndividualTS-InterferenceList,





dpch-ConstantValue




ConstantValueTdd,





primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power





}




}















OPTIONAL


}

}

UL-DPCH-PowerControlInfo-r4 ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble,



-- TABULAR: TPC step size nested inside PowerControlAlgorithm



powerControlAlgorithm



PowerControlAlgorithm


},


tdd








SEQUENCE {



-- The IE ul-TargetSIR corresponds to PRX-PDPCHdes for 1.28Mcps TDD



-- Actual value PRX-PDPCHdes = (value of IE "ul-TargetSIR" – 120)



ul-TargetSIR





UL-TargetSIR



OPTIONAL,



ul-OL-PC-Signalling




CHOICE {




broadcast-UL-OL-PC-info



NULL,




handoverGroup





SEQUENCE {





tddOption






CHOICE {






tdd384







SEQUENCE {







individualTS-InterferenceList

IndividualTS-InterferenceList,







dpch-ConstantValue




ConstantValue






},






tdd128







SEQUENCE {







tpc-StepSize





TPC-StepSizeTDD






}





},





primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power




}



}


}

}

UL-DPCH-PowerControlInfo-r5 ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble,



-- TABULAR: TPC step size nested inside PowerControlAlgorithm



powerControlAlgorithm



PowerControlAlgorithm,



deltaPAN






DeltaPAN
OPTIONAL,



deltaPNAN






DeltaPNAN
OPTIONAL,



ack-NAK-repetition-factor


ACK-NAK-repetitionFactor
OPTIONAL



dpcch-2-offset





INTEGER (-164 ..-6)


},


tdd








SEQUENCE {



-- The IE ul-TargetSIR corresponds to PRX-PDPCHdes for 1.28Mcps TDD



-- Actual value PRX-PDPCHdes = (value of IE "ul-TargetSIR" – 120)



ul-TargetSIR





UL-TargetSIR



OPTIONAL,



ul-OL-PC-Signalling




CHOICE {




broadcast-UL-OL-PC-info



NULL,




handoverGroup





SEQUENCE {





tddOption






CHOICE {






tdd384







SEQUENCE {







individualTS-InterferenceList

IndividualTS-InterferenceList,







dpch-ConstantValue




ConstantValue






},






tdd128







SEQUENCE {







tpc-StepSize





TPC-StepSizeTDD






}





},





primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power




}



}


}

}

UL-DPCH-PowerControlInfoPostFDD ::=
SEQUENCE {


-- DPCCH-PowerOffset2 has a smaller range to save bits


dpcch-PowerOffset




DPCCH-PowerOffset2,


pc-Preamble






PC-Preamble,


sRB-delay






SRB-delay

}

UL-DPCH-PowerControlInfoPostTDD ::=
SEQUENCE {


ul-TargetSIR





UL-TargetSIR,


ul-TimeslotInterference



TDD-UL-Interference

}

UL-DPCH-PowerControlInfoPostTDD-LCR-r4 ::=
SEQUENCE {


ul-TargetSIR





UL-TargetSIR

}

UL-DPCH-PowerControlInfoPredef ::=

CHOICE {


fdd








SEQUENCE {



-- TABULAR: TPC step size nested inside PowerControlAlgorithm



powerControlAlgorithm



PowerControlAlgorithm


},


tdd








SEQUENCE {



-- dpch-ConstantValue shall be ignored if in 1.28Mcps TDD mode.


dpch-ConstantValue




ConstantValueTdd


}

}

UL-Interference ::=




INTEGER (-110..-70)

UL-ScramblingCode ::=



INTEGER (0..16777215)

UL-SynchronisationParameters-r4 ::=
SEQUENCE {


stepSize






INTEGER (1..8),


frequency






INTEGER (1..8)

}

-- Actual value UL-TargetSIR = (IE value * 0.5) - 11

UL-TargetSIR ::=




INTEGER (0..62)

UL-TimingAdvance ::=



INTEGER (0..63)

UL-TimingAdvanceControl ::=


CHOICE {


disabled






NULL,


enabled







SEQUENCE {



ul-TimingAdvance




UL-TimingAdvance



OPTIONAL,



activationTime





ActivationTime




OPTIONAL


}

}

UL-TimingAdvanceControl-r4 ::=

CHOICE {


disabled






NULL,


enabled







SEQUENCE {



tddOption






CHOICE {




tdd384







SEQUENCE {





ul-TimingAdvance




UL-TimingAdvance



OPTIONAL,





activationTime





ActivationTime




OPTIONAL




},




tdd128







SEQUENCE {





ul-SynchronisationParameters

UL-SynchronisationParameters-r4
OPTIONAL,





synchronisationParameters


SynchronisationParameters-r4
OPTIONAL




}



}


}

}

UL-TimingAdvanceControl-LCR-r4 ::=
CHOICE {


disabled






NULL,


enabled







SEQUENCE {



ul-SynchronisationParameters

UL-SynchronisationParameters-r4
OPTIONAL,



synchronisationParameters


SynchronisationParameters-r4
OPTIONAL


}

}

UL-TS-ChannelisationCode ::=

ENUMERATED {











cc1-1, cc2-1, cc2-2,











cc4-1, cc4-2, cc4-3, cc4-4,











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8,











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

UL-TS-ChannelisationCodeList ::= 
SEQUENCE (SIZE (1..2)) OF











UL-TS-ChannelisationCode

UplinkAdditionalTimeslots ::=

SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber



},



newParameters





SEQUENCE {




individualTimeslotInfo





IndividualTimeslotInfo,




ul-TS-ChannelisationCodeList



UL-TS-ChannelisationCodeList



}


}

}

UplinkAdditionalTimeslots-LCR-r4 ::=
SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber



},



newParameters





SEQUENCE {




individualTimeslotInfo





IndividualTimeslotInfo-LCR-r4,




ul-TS-ChannelisationCodeList



UL-TS-ChannelisationCodeList



}


}

}

UplinkTimeslotsCodes ::=


SEQUENCE {


dynamicSFusage





BOOLEAN,


firstIndividualTimeslotInfo


IndividualTimeslotInfo,


ul-TS-ChannelisationCodeList

UL-TS-ChannelisationCodeList,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






SEQUENCE {





numAdditionalTimeslots



INTEGER (1..maxTS-1)




},




timeslotList





SEQUENCE (SIZE (1..maxTS-1)) OF














UplinkAdditionalTimeslots



}


}

}

UplinkTimeslotsCodes-LCR-r4 ::=

SEQUENCE {


dynamicSFusage





BOOLEAN,


firstIndividualTimeslotInfo


IndividualTimeslotInfo-LCR-r4,


ul-TS-ChannelisationCodeList

UL-TS-ChannelisationCodeList,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






SEQUENCE {





numAdditionalTimeslots



INTEGER (1..maxTS-LCR-1)




},




timeslotList





SEQUENCE (SIZE (1..maxTS-LCR-1)) OF














UplinkAdditionalTimeslots-LCR-r4



}


}

}

Wi-LCR ::=                                                               INTEGER(1..4)

***********    UNAFFECTED PARTS OMITTED     ************************
-- ***************************************************

--

-- UPLINK PHYSICAL CHANNEL CONTROL

--

-- ***************************************************

UplinkPhysicalChannelControl ::= CHOICE {


r3







SEQUENCE {



uplinkPhysicalChannelControl-r3
UplinkPhysicalChannelControl-r3-IEs,



v4xyNonCriticalExtensions

SEQUENCE {




uplinkPysicalChannelControl-v4xyext

UplinkPhysicalChannelControl-v4xyext-IEs,




-- Extension mechanism for non- release4 information




noncriticalExtensions


SEQUENCE {}





OPTIONAL



}
OPTIONAL


},


later-than-r3



    SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





uplinkPhysicalChannelControl-r4
UplinkPhysicalChannelControl-r4-IEs,





nonCriticalExtensions


SEQUENCE {}
OPTIONAL




},




criticalExtensions


SEQUENCE {}                        



}   


}, 

        -- Extension for Rel-5 TDD384 

        uplinkPhysicalChannelControl-r5
UplinkPhysicalChannelControl-r5-IEs OPTIONAL 
}

UplinkPhysicalChannelControl-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier, 


-- Physical channel IEs



ccTrCH-PowerControlInfo


CCTrCH-PowerControlInfo



OPTIONAL,



timingAdvance




UL-TimingAdvanceControl



OPTIONAL,



alpha






Alpha







OPTIONAL,



specialBurstScheduling


SpecialBurstScheduling



OPTIONAL,



prach-ConstantValue



ConstantValueTdd




OPTIONAL,



pusch-ConstantValue



ConstantValueTdd




OPTIONAL

}

UplinkPhysicalChannelControl-v4xyext-IEs ::= SEQUENCE {


-- In case of TDD, openLoopPowerControl-IPDL-TDD is included instead of IE


-- up-IPDL-Parameters in up-OTDOA-AssistanceData


openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL

}

UplinkPhysicalChannelControl-r4-IEs ::= SEQUENCE {


-- Physical channel IEs



ccTrCH-PowerControlInfo


CCTrCH-PowerControlInfo-r4


OPTIONAL,



tddOption





CHOICE {




tdd384






SEQUENCE {





timingAdvance




UL-TimingAdvanceControl-r4
OPTIONAL,





alpha






Alpha





OPTIONAL,





prach-ConstantValue



ConstantValueTdd


OPTIONAL,





pusch-ConstantValue



ConstantValueTdd


OPTIONAL,





openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL




},




tdd128






SEQUENCE {





ul-SynchronisationParameters
UL-SynchronisationParameters-r4
OPTIONAL




}



}

}

UplinkPhysicalChannelControl-r5-IEs ::= SEQUENCE {
                HS-SICH-PowerControl 
     HS-SICH-Power-Control-Info-TDD384                      
}
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