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7.2.1
Scheduler

The scheduler performs the following functions:

-
Schedules all UEs within a cell.

-
Services priority class queues:

-
The scheduler receives MAC-hs SDUs based on information from the Iub frame protocol. One UE may be associated with one or more Iub logical flows. Each Iub logical flow contains HS-DSCH MAC-d PDUs for one priority class.

-
There is a delay attribute associated with each priority class queue. The delay attribute is provided from RNC to Node B (e.g. signalled in the control plane by NBAP).

-
Information about the available bit rate for each priority class queue may be provided from Node B to RNC.

-
Determines the HARQ Entity and the queue to be served.

-
Schedules new transmissions and retransmissions:

-
Based on the status reports from HARQ Processes the scheduler determines either new transmission or retransmission. A new transmission can be initiated on an HARQ process at any time.
-
Flow control for Radio Bearers carrying data to be relayed by the UE to external wireless interfaces (e.g. bluetooth or infrared) in the UE: For details see [2]
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8.2.2.4
Transmission of a response message by the UE, normal case

In case the procedure was triggered by reception of a RADIO BEARER SETUP message, the UE shall:

1>
transmit a RADIO BEARER SETUP COMPLETE as response message on the uplink DCCH using AM RLC.

In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1>
transmit a RADIO BEARER RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.

In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

1>
transmit a RADIO BEARER RELEASE COMPLETE as response message on the uplink DCCH using AM RLC.

In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.

In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.

If the new state is CELL_DCH or CELL_FACH, the response message shall be transmitted using the new configuration after the state transition, and the UE shall:

1>
if the IE "Downlink counter synchronisation info" was included in the reconfiguration message; or

1>
if the received reconfiguration message is a RADIO BEARER RECONFIGURATION and the IE "New U-RNTI" is included:

2>
when RLC has confirmed the successful transmission of the response message:

3>
re-establish all AM and UM RLC entities with RB identities larger than 4 and set the first 20 bits of all the HFN component of the respective COUNT-C values to the START value included in the response message for the corresponding CN domain;

3>
re-establish the RLC entities with RB identities 1, 3 and 4 and set the first 20 bits of all the HFN component of the respective COUNT-C values to the START value included in the response message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

3>
set the remaining bits of the HFN component of COUNT-C values of all UM RLC entities to zero;

3>
re-initialise the PDCP header compression entities of each radio bearer in the variable ESTABLISHED_RABS as specified in [36].

1>
if the variable PDCP_SN_INFO is empty:

2>
if the received reconfiguration message contained the IE "Ciphering mode info":

3>
when RLC has confirmed the successful transmission of the response message:

4>
notify upper layers upon change of the security configuration;

4>
perform the actions below.

2>
if the received reconfiguration message did not contain the IE "Ciphering mode info":

3>
when RLC has been requested to transmit the response message:

4>
perform the actions below.

1>
if the variable PDCP_SN_INFO is non-empty:

2>
when RLC has confirmed the successful transmission of the response message:

3>
for each radio bearer in the variable PDCP_SN_INFO:

4>
if the IE "RB started" in the variable ESTABLISHED_RABS is set to "started":

5>
configure the RLC entity for that radio bearer to "continue".

3> perform the actions below.

1> if the received message is a RADIO BEARER SETUP message or a RADIO BEARER RECONFIGURATION message or a RADIO BEARER RELEASE message and the message contains a Radio Bearer mapped to the HS-DSCH:

2> determine those Radio Bearers mapped to the HS-DSCH, which should be flow-controlled by means of a  STOP command carried via the HS-DPCCH, since they carry data destined for an external wireless interface (e.g. bluetooth or infrared)
2> include, in the corresponding RADIO BEARER SETUP COMPLETE message or RADIO BEARER RECONFIGURATION COMPLETE message or RADIO BEARER RELEASE COMPLETE message, for each STOP command, the list of Radio Bearers to be flow-controlled using the STOP command. 
If the new state is CELL_PCH or URA_PCH, the response message shall be transmitted using the old configuration before the state transition, but the new C-RNTI shall be used if the IE "New C-RNTI" was included in the received reconfiguration message, and the UE shall:

1>
when RLC has confirmed the successful transmission of the response message:

2>
for each radio bearer in the variable PDCP_SN_INFO:

3>
if the IE "RB started" in the variable ESTABLISHED_RABS is set to "started":

4>
configure the RLC entity for that radio bearer to "continue".

2>
enter the new state (CELL_PCH or URA_PCH, respectively);

2>
perform the actions below.

The UE shall:

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
if the received reconfiguration message contained the IE "Ciphering mode info":

2>
resume data transmission on any suspended radio bearer and signalling radio bearer mapped on RLC-AM or RLC-UM;

2>
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

2>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO.

1>
if the received reconfiguration message contained the IE "Integrity protection mode info":

2>
allow the transmission of RRC messages on all signalling radio bearers with any RRC SN;

2>
set "Uplink RRC Message sequence number" for signalling radio bearer RB0 in the variable INTEGRITY_PROTECTION_INFO to a value such that next RRC message to be sent on uplink RB0 will use the new integrity protection configuration;

2>
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

2>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO.

1>
clear the variable PDCP_SN_INFO;

1>
clear the variable START_VALUE_TO_TRANSMIT;

1>
clear the variable SECURITY_MODIFICATION.

8.2.2.5
Reception of a response message by the UTRAN, normal case

When UTRAN has received

-
the RADIO BEARER SETUP COMPLETE message; or

-
the RADIO BEARER RECONFIGURATION COMPLETE message; or

-
the RADIO BEARER RELEASE COMPLETE message; or

-
the TRANSPORT CHANNEL RECONFIGURATION COMPLETE message; or

-
the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

UTRAN may:

1>
delete the old configuration.

If the procedure caused the UE to leave the CELL_FACH state, UTRAN may:

1>
delete the C-RNTI of the UE.

If the IE "UL Timing Advance" is included in TDD, UTRAN should:

1>
evaluate the timing advance value that the UE has to use in the new cell after handover.

If the IE "START" or the IE "START list " is included, UTRAN should:

1>
set the START value for each CN domain with the corresponding values as received in this response message;

1>
consequently, then use the START values to initialise the hyper frame numbers, in the same way as specified for the UE in subclause 8.2.2.3, for any new radio bearers that are established.

If UTRAN has ordered a ciphering reconfiguration by including the IE "Ciphering mode info", UTRAN should:

1>
for radio bearers using RLC-AM or RLC-UM:

2>
use the old ciphering configuration for received RLC PDUs with RLC sequence number less than the RLC sequence number indicated in the IE "Radio bearer uplink ciphering activation time info" sent by the UE;

2>
use the new ciphering configuration for received RLC PDUs with RLC sequence number greater than or equal to the RLC sequence number indicated in the IE "Radio bearer uplink ciphering activation time info" sent by the UE;

2>
if an RLC reset or re-establishment occurs after this response message has been received by UTRAN before the activation time for the new ciphering configuration has been reached:

3>
ignore the activation time; and

3>
apply the new ciphering configuration immediately after the RLC reset or RLC re-establishment.

1>
for radio bearers using RLC-TM:

2>
begin incrementing the COUNT-C at the CFN only as indicated in:

3>
the IE "Ciphering activation time for DPCH" in the IE "Ciphering mode info", if included in the message that triggered the radio bearer control procedure; or

2> the IE "COUNT-C activation time", if included in the response message for this procedure.

1>
and the procedure ends on the UTRAN side.
If the RADIO BEARER SETUP COMPLETE message or the RADIO BEARER RECONFIGURATION COMPLETE message contains a list of Radio Bearers to be flow-controlled by means of a STOP command sent via the HS-DPCCH, UTRAN should:

1> configure [52, 53]
 MAC-hs in NodeB such that it can suspend transmission for those logical channels, which are used by the Radio Bearers in the list, if a STOP command for these Radio Bearers is received. 

NOTE: Criteria for resuming transmission, after a STOP command was received, are described in [15]

1> and the procedure ends on UTRAN side.
[ … ]

10.2.28
RADIO BEARER RECONFIGURATION COMPLETE

This message is sent from the UE when a RB and signalling link reconfiguration has been done.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Uplink integrity protection activation info
	OP
	
	Integrity protection activation info 10.3.3.17
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	(no data)
	

	>TDD
	
	
	
	
	

	>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>>>Uplink Timing Advance
	OP
	
	Uplink Timing Advance 10.3.6.95
	
	

	>>>1.28 Mcps TDD
	
	
	
	(no data)
	REL-4

	RB Information elements
	
	
	
	
	

	COUNT-C activation time
	OP
	
	Activation time

10.3.3.1
	Used for radio bearers mapped on RLC-TM.
	

	Radio bearer uplink ciphering activation time info
	OP
	
	RB activation time info

10.3.4.13
	
	

	Uplink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	
	

	>START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	HS-DSCH Flow Control InfoList
	OP
	1 to 2
	
	First entry refers to STOP command 1, second entry refers to STOP command 2.
	REL-5

	>> Flow-controlled RBs list
	MP
	1 to <maxRBallRABs>
	
	This IE is needed to indicate, which RBs carried via the HS-DSCH are flow-controlled by means of this STOP command
	REL-5

	>>> RB identity
	MP
	
	RB identity, 10.3.4.16
	
	REL-5


[ … ]

10.2.31
RADIO BEARER RELEASE COMPLETE

This message is sent from the UE when radio bearer release has been completed.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	Integrity check info is included if integrity protection is applied
	

	Uplink integrity protection activation info
	OP
	
	Integrity protection activation info 10.3.3.17
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	(no data)
	

	>TDD
	
	
	
	
	

	>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>>>Uplink Timing Advance
	OP
	
	Uplink Timing Advance 10.3.6.95
	This information element shall be present in case of handover procedure if timing advance is enabled. Calculated timing advance value for the new cell after handover in a synchronous TDD network
	

	>>>1.28 Mcps TDD
	
	
	
	(no data)
	REL-4

	RB Information elements
	
	
	
	
	

	COUNT-C activation time
	OP
	
	Activation time

10.3.3.1
	Used for radio bearers mapped on RLC-TM.
	

	Radio bearer uplink ciphering activation time info
	OP
	
	RB activation time info

10.3.4.13
	
	

	Uplink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	
	

	>START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	HS-DSCH Flow Control InfoList
	OP
	1 to 2
	
	First entry refers to STOP command 1, second entry refers to STOP command 2.
	REL-5

	>> Flow-controlled RBs list
	MP
	1 to <maxRBallRABs>
	
	This IE is needed to indicate, which RBs carried via the HS-DSCH are flow-controlled by means of this STOP command
	REL-5

	>>> RB identity
	MP
	
	RB identity, 10.3.4.16
	
	REL-5


[…]

10.2.34
RADIO BEARER SETUP COMPLETE

This message is sent by the UE to confirm the establishment of the radio bearer.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Uplink integrity protection activation info
	OP
	
	Integrity protection activation info 10.3.3.17
	
	

	CHOICE mode
	OP
	
	
	
	

	>FDD
	
	
	
	(no data)
	

	>TDD
	
	
	
	
	

	>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>>>Uplink Timing Advance
	OP
	
	Uplink Timing Advance 10.3.6.95
	This information element shall be present in case of handover procedure if timing advance is enabled. Calculated timing advance value for the new cell after handover in a synchronous TDD network
	

	>>>1.28 Mcps TDD
	
	
	
	(No data)
	REL-4

	START
	OP
	
	START 10.3.3.38
	This information element is not needed for transparent mode RBs if prior to this procedure there exists one RB using RLC-TM.
	

	RB Information elements
	
	
	
	
	

	COUNT-C activation time
	OP
	
	Activation time

10.3.3.1
	Used for radio bearers mapped on RLC-TM.
	

	Radio bearer uplink ciphering activation time info
	OP
	
	RB activation time info

10.3.4.13
	
	

	Uplink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	
	

	>START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	HS-DSCH Flow Control InfoList
	OP
	1 to 2
	
	First entry refers to STOP command 1, second entry refers to STOP command 2.
	REL-5

	>> Flow-controlled RBs list
	MP
	1 to <maxRBallRABs>
	
	This IE is needed to indicate, which RBs carried via the HS-DSCH are flow-controlled by means of this STOP command
	REL-5

	>>> RB identity
	MP
	
	RB identity, 10.3.4.16
	
	REL-5


[ … ASN.1 …]

11.2
PDU definitions

[…]

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION COMPLETE

--

-- ***************************************************

RadioBearerReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



count-C-ActivationTime


ActivationTime





OPTIONAL,



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfoList


OPTIONAL,



ul-CounterSynchronisationInfo
UL-CounterSynchronisationInfo

OPTIONAL,


hs-DSCH-FlowControlInfoList

HS-DSCH-FlowControlInfoList


OPTIONAL,

-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}
OPTIONAL

}

[…]

-- ***************************************************

--

-- RADIO BEARER RELEASE COMPLETE

--

-- ***************************************************

RadioBearerReleaseComplete ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



count-C-ActivationTime


ActivationTime





OPTIONAL,



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfoList


OPTIONAL,



ul-CounterSynchronisationInfo
UL-CounterSynchronisationInfo

OPTIONAL,



hs-DSCH-FlowControlInfoList

HS-DSCH-FlowControlInfoList


OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

[…]

-- ***************************************************

--

-- RADIO BEARER SETUP COMPLETE

--

-- ***************************************************

RadioBearerSetupComplete ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,



start-Value



START-Value








OPTIONAL,


-- Radio bearer IEs



count-C-ActivationTime


ActivationTime





OPTIONAL,



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfoList


OPTIONAL,



ul-CounterSynchronisationInfo
UL-CounterSynchronisationInfo

OPTIONAL,



hs-DSCH-FlowControlInfoList

HS-DSCH-FlowControlInfoList


OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

[…]

HS-DSCH-FlowControlInfoList ::=

SEQUENCE (SIZE (1..2)) OF








RB-ToFlowControl-List


RB-ToFlowControl-List ::=
SEQUENCE (SIZE (1..maxRBallRABs)) OF











RB-Identity
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11.6.1
Network operation

The following are the functions of the various functional entities at the network in support of the HARQ protocol used on HS-DSCH.

11.6.1.1
Scheduler

The scheduler performs the following functions:

-
Schedules all UEs within a cell;

-
Services priority queues:

-
The scheduler schedules MAC-hs SDUs based on information from upper layers. One UE may be associated with one or more MAC-d flows. Each MAC-d flow contains HS-DSCH MAC-d PDUs for one or more priority queues.

-
Determines the HARQ Entity and the queue to be serviced;

· Sets the TSN for the new data blocks being transferred from the selected queue;

-
set the TSN to value 0 for the first MAC-hs PDU transmitted for one HS-DSCH and each Queue ID within an HS-DSCH;

-
increment the TSN with one for each transmitted MAC-hs PDU on a HS-DSCH and each Queue ID within an HS-DSCH.

-
Indicates the Queue ID and TSN to the HARQ entity for each MAC-hs PDU to be transmitted;

-
Schedules new transmissions and retransmissions:

-
Based on the status reports from HARQ Processes the scheduler determines if either a new transmission or a retransmission should be made. A new transmission can however be initiated on a HARQ process at any time. Based on a delay attribute provided by upper layers, the scheduler may decide to discard any 'out-of-date' MAC-hs SDU.
-
Determines the redundancy version:

· The scheduler determines a suitable redundancy version for each transmitted and retransmitted MAC-hs PDU and indicates the redundancy version to lower layer.

- 
Flow control for Radio Bearers carrying data to be relayed to external wireless interfaces (e.g. bluetooth or infrared) in the UE:

· Based on a mapping table between a STOP command carried via the HS-DPCCH and the list of logical channels used by the Radio Beares to be flow-controlled, the scheduler decides, for which logical channels it should not send any MAC-d PDUs in a MAC-hs PDU from the point-in-time on, when it receives this STOP command and starts a timer T2, until the expiry of a timer T2. 
Two different STOP commands are supported.
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9.2.1 Common parameters

[…]

9.2.1.31H
HS-DSCH To Modify
The HS-DSCH to modify provides information for HS-DSCH to be modified.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.131I
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Logical Channel Information
	O
	
	9.2.1.38a
	For FDD only
	-
	

	>Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>>Priority Queue ID
	M
	
	9.2.1.49C
	
	–
	

	>>Scheduling Priority Indicator
	O
	
	9.2.1.53H
	
	–
	

	>>MAC-d PDU Size Index
	
	0..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>SID
	M
	
	9.2.1.53I
	
	–
	

	>>>MAC-d PDU Size
	O
	
	9.2.1.38A
	
	–
	

	CQI Feedback Cycle k
	O
	
	9.2.2.21B
	For FDD only
	–
	

	CQI Repetition Factor
	O
	
	9.2.2.4Cb
	For FDD only
	–
	

	ACK-NACK Repetition Factor
	O
	
	9.2.2.a
	For FDD only
	–
	

	CQI Power Offset
	O
	
	9.2.2.4Ca
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.23a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	For FDD only
	–
	


9.2.1.38a Logical channel Information
The IE “STOP command index” indicates by which STOP command the UE indicates that the scheduler should suspend transmission for a specific logical channel for one UE.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Logical channel list
	
	1..<maxnroflogicalchannels
	
	

	>Mac-d C/T field
	M
	
	INTEGER (0..15)
	

	>STOP command index
	M
	
	
INTEGER (1..2)
	


	Range bound
	Explanation

	Maxnroflogicalchannels
	Maximum number of logical channels.


[…] 
9.2.2.18D
HS-DSCH FDD Information
The HS-DSCH Information provides information for HS-DSCH MAC-d flows to be established.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	1..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.31I
	
	–
	

	>Allocation/Retention

Priority
	M
	
	9.2.1.1A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Priority Queue Information
	M
	1..<maxnoofPrioQueues>
	
	
	–
	

	>>Priority Queue ID
	M
	
	9.2.1.49C
	
	–
	

	>>Scheduling Priority

Indicator
	M
	
	9.2.1.53H
	
	–
	

	>>MAC-d PDU Size Index
	
	1..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>SID
	M
	
	9.2.1.53I
	
	–
	

	>>>MAC-d PDU Size
	M
	
	9.2.1.38A
	
	–
	

	>Logical Channel information
	
	
	9.2.1.38a
	
	-
	

	UE Capabilities Information
	
	1
	
	
	–
	

	>Max TrCH Bits Per HS-DSCH TTI
	M
	
	ENUMERATED (7300, 14600, 20456, 28800,...)
	
	–
	

	>HS-DSCH Multi-Code Capability
	M
	
	ENUMERATED 

(5, 10, 15,...)
	
	–
	

	>Min Inter-TTI Interval
	M
	
	INTEGER (1..3,...)
	
	–
	

	>MAC-hs Reordering Buffer Size
	M
	
	INTEGER (1..300,...)
	Total combined receiving buffer capability in RLC and MAC-hs in kBytes
	–
	

	HARQ Memory Partitioning
	
	1..<maxnoofHARQprocesses>
	
	
	
	

	>Process Memory Size
	M
	
	INTEGER

(1..172800,...)
	
	–
	

	CQI Feedback  Cycle k
	M
	
	9.2.2.21B
	
	–
	

	CQI Repetition Factor
	C-CQICyclek 
	
	9.2.2.4Cb
	
	–
	

	ACK-NACK Repetition Factor
	M
	
	9.2.2.a
	
	–
	

	CQI Power Offset 
	M
	
	9.2.2.4Ca
	
	–
	

	ACK Power Offset
	M
	
	9.2.2.b
	
	–
	

	NACK Power Offset
	M
	
	9.2.2.23a
	
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	
	–
	


	Condition
	Explanation

	CQICyclek
	The IE shall be present if the CQI Feedback  Cycle k IE is set to a value greater than 0.


	Range Bound
	Explanation

	MaxnoofMACdFlows
	Maximum number of HS-DSCH MAC-d flows

	MaxnoofPrioQueues
	Maximum number of Priority Queues

	MaxnoofHARQprocesses
	Maximum number of HARQ processes for one UE

	MaxnoofMACdPDUindexes
	Maximum number of different MAC-d PDU SIDs

	MaxAllowedinterTTI
	Maximum Inter-TTI Interval that should be supported by any UE

	MaxRecordBuffSize
	Maximum MAC-hs re-ordering buffer size

	MaxProcessMemSize
	Maximum HARQ process memory size


HSDSCH-FDD-Information ::= SEQUENCE {


hsDSCH-MACdFlow-Specific-Info

HSDSCH-MACdFlow-Specific-InfoList,


ueCapability-Info




UE-Capability-InformationFDD,


harqMemoryPartitioningFDD


HARQMemoryPartitioningFDD,


cqiFeedback-CycleK




CQI-Feedback-Cycle,


cqiRepetitionFactor




CQI-RepetitionFactor


OPTIONAL,


-- This IE shall be present if the CQI Feedback Cycle k is greater than 0


ackNackRepetitionFactor



AckNack-RepetitionFactor,


cqiPowerOffset





CQI-Power-Offset,

ackPowerOffset





Ack-Power-Offset,


nackPowerOffset





Nack-Power-Offset,


hsscch-PowerOffset




HSSCCH-PowerOffset



OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { HSDSCH-FDD-Information-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-FDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-TDD-Information ::= SEQUENCE {


hsDSCH-MACdFlow-Specific-Info

HSDSCH-MACdFlow-Specific-InfoList,


ueCapability-Info




UE-Capability-InformationTDD,


harqMemoryPartitioningTDD


HARQMemoryPartitioningTDD,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-TDD-Information-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-TDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HSDSCH-MACdFlow-Specific-InfoList ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem

HSDSCH-MACdFlow-Specific-InfoItem ::= SEQUENCE {


hsDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


allocationRetentionPriority


AllocationRetentionPriority,


bindingID






BindingID




OPTIONAL,


transportLayerAddress



TransportLayerAddress

OPTIONAL,

priorityQueueInfo




PriorityQueue-InfoList,


logicalChannelInfo




LogicalChannelInfo


OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-MACdFlow-Specific-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-Information-to-Modify ::= SEQUENCE {


hsDSCH-MACdFlow-Specific-Info-to-Modify


HSDSCH-MACdFlow-Specific-InfoList-to-Modify

OPTIONAL,


cqiFeedback-CycleK







CQI-Feedback-Cycle



OPTIONAL,
-- For FDD only


cqiRepetitionFactor







CQI-RepetitionFactor


OPTIONAL,
-- For FDD only


ackNackRepetitionFactor






AckNack-RepetitionFactor

OPTIONAL,
-- For FDD only


cqiPowerOffset








CQI-Power-Offset



OPTIONAL,
-- For FDD only


ackPowerOffset








Ack-Power-Offset



OPTIONAL,
-- For FDD only


nackPowerOffset








Nack-Power-Offset



OPTIONAL,
-- For FDD only

hsscch-PowerOffset







HSSCCH-PowerOffset



OPTIONAL, -- only for FDD

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Information-to-Modify-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-Information-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlow-Specific-InfoList-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem-to-Modify

HSDSCH-MACdFlow-Specific-InfoItem-to-Modify ::= SEQUENCE {


hsDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


allocationRetentionPriority


AllocationRetentionPriority




OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,

bindingID






BindingID








OPTIONAL,


transportLayerAddress



TransportLayerAddress





OPTIONAL,

priorityQueueInfotoModify


PriorityQueue-InfoList-to-Modify


OPTIONAL,


logicalChannelInfo




LogicalChannelInfo






OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
 […]
-- ==========================================

--
L

-- ==========================================

LimitedPowerIncrease ::= ENUMERATED {


used,


not-used

}
Local-Cell-ID ::= INTEGER (0..268435455)

LogicalChannelInfoList ::= SEQUENCE (SIZE(1..maxNrOfLogChannel)) OF LogicalChannelInfo
LogicalChannelInfo ::= SEQUENCE{



MacD-CT-Field

INTEGER(0..15),



STOP-command-index
INTEGER(1..2)
}

[...]

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfCodes



INTEGER ::= 10
maxNrOfDLTSs



INTEGER ::= 15
maxNrOfDLTSLCRs



INTEGER ::= 6
maxNrOfErrors



INTEGER ::= 256

maxNrOfTFs




INTEGER ::= 32

maxNrOfTFCs




INTEGER ::= 1024

maxNrOfLogChannel


INTEGER ::= 15


maxNrOfRLs




INTEGER ::= 16

maxNrOfRLs-1



INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2



INTEGER ::= 14
-- maxNrOfRLs – 2
maxNrOfRLSets



INTEGER ::= maxNrOfRLs
maxNrOfDPCHs



INTEGER ::= 240

maxNrOfDPCHLCRs



INTEGER ::= 240

maxNrOfSCCPCHs



INTEGER ::= 8

maxNrOfCPCHs



INTEGER ::= 16

maxNrOfPCPCHs



INTEGER ::= 64
maxNrOfDCHs




INTEGER ::= 128

maxNrOfDSCHs



INTEGER ::= 32

maxNrOfFACHs



INTEGER ::= 8

maxNrOfCCTrCHs



INTEGER ::= 16

maxNrOfPDSCHs



INTEGER ::= 256

maxNrOfPUSCHs



INTEGER ::= 256

maxNrOfPDSCHSets


INTEGER ::= 256

maxNrOfPRACHLCRs


INTEGER ::= 8
maxNrOfPUSCHSets


INTEGER ::= 256

maxNrOfSCCPCHLCRs


INTEGER ::= 8
maxNrOfULTSs



INTEGER ::= 15
maxNrOfULTSLCRs



INTEGER ::= 6

maxNrOfUSCHs



INTEGER ::= 32

maxAPSigNum




INTEGER ::= 16
maxNrOfSlotFormatsPRACH

INTEGER ::= 8

maxCellinNodeB



INTEGER ::= 256

maxCCPinNodeB



INTEGER ::= 256

maxCPCHCell




INTEGER ::= maxNrOfCPCHs
maxCTFC





INTEGER ::= 16777215
maxLocalCellinNodeB


INTEGER ::= maxCellinNodeB
maxNoofLen




INTEGER ::= 7
maxFPACHCell



INTEGER ::= 8
maxRACHCell




INTEGER ::= maxPRACHCell
maxPRACHCell



INTEGER ::= 16

maxPCPCHCell



INTEGER ::= 64
maxSCCPCHCell



INTEGER ::= 32

maxSCPICHCell



INTEGER ::= 32

maxTTI-count



INTEGER ::= 4

maxIBSEG




INTEGER ::= 16

maxIB





INTEGER ::= 64

maxFACHCell 



INTEGER ::= 256
-- maxNrOfFACHs * maxSCCPCHCell
maxRateMatching



INTEGER ::= 256

maxCodeNrComp-1



INTEGER ::= 256

maxNrOfCellSyncBursts

INTEGER
::=
10
maxNrOfCodeGroups


INTEGER ::= 256

maxNrOfReceptsPerSyncFrame
INTEGER
::=
16
maxNrOfMeasNCell


INTEGER ::= 96

maxNrOfMeasNCell-1


INTEGER ::= 95
-- maxNrOfMeasNCell – 1
maxNrOfTFCIGroups


INTEGER ::= 256

maxNrOfTFCI1Combs


INTEGER ::= 512

maxNrOfTFCI2Combs


INTEGER ::= 1024

maxNrOfTFCI2Combs-1


INTEGER ::= 1023
maxNrOfSF




INTEGER ::= 8

maxTGPS





INTEGER ::= 6
maxCommunicationContext

INTEGER ::= 1048575
maxNrOfLevels



INTEGER ::= 256
maxNoSat                    INTEGER ::= 16

maxNoGPSItems               INTEGER ::= 8
maxNrOfHSSCCHs



INTEGER ::= 32
maxNrOfSyncFramesLCR

INTEGER ::=
512

maxNrOfReceptionsperSyncFrameLCR
INTEGER ::=
8
maxNrOfSyncDLCodesLCR

INTEGER ::= 32
maxNrOfHSSCCHCodes


INTEGER ::= 4

maxNrOfMACdFlows


INTEGER ::= 8

maxNrOfMACdFlows-1


INTEGER ::= 7
-- maxNrOfMACdFlows - 1

maxNrOfMACdPDUIndexes

INTEGER ::= 8

maxNrOfMACdPDUIndexes-1

INTEGER ::= 7
-- maxNoOfMACdPDUIndexes - 1

maxNrOfPriorityQueues

INTEGER ::= 8

maxNrOfPriorityQueues-1

INTEGER ::= 7
-- maxNoOfPriorityQueues - 1

maxNrOfHARQProcesses

INTEGER ::= 8
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9.2.1.30Q
HS-DSCH Information To Modify
The HS-DSCH Information To Modify IE provides information for HS-DSCH to be modified.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	

	>Allocation/Retention

Priority
	O
	
	9.2.1.1A
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Logical channel information
	O
	
	9.2.1.33B
	
	
	

	>Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>>Priority Queue ID
	M
	
	9.2.1.45A
	
	–
	

	>>Scheduling Priority

Indicator
	O
	
	9.2.1.51A
	
	–
	

	>>MAC-d PDU Size Index
	
	0..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>SID
	M
	
	9.2.1.52D
	
	–
	

	>>>MAC-d PDU Size
	O
	
	9.2.1.34A
	
	–
	

	CQI Feedback  Cycle k
	O
	
	9.2.2.24a
	For FDD only
	–
	

	CQI Repetition Factor
	O
	
	9.2.2.24c
	For FDD only
	–
	

	ACK-NACK Repetition Factor
	O
	
	9.2.2.a
	For FDD only
	–
	

	CQI Power Offset
	O
	
	9.2.2.24b
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.26a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	For FDD only
	–
	


	Range bound
	Explanation

	MaxnoofMACdFlows
	Maximum number of MAC-d flows.

	MaxnoofPrioQueues
	Maximum number of Priority Queues.

	MaxnoofMACdPDUindexes
	Maximum number of MAC-d PDU Size Indexes (SIDs).


[…]
9.2.1.33B Logical channel Information

The IE “STOP command index” indicates by which STOP command the UE indicates that the scheduler should suspend transmission for a specific logical channel for one UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Logical channel list
	
	1..<maxnroflogicalchannels>
	
	

	>Mac-d C/T field
	M
	
	INTEGER (0..15)
	

	>STOP command index 
	M
	
	
INTEGER(1..2)
	


	Range bound
	Explanation

	Maxnroflogicalchannels
	Maximum number of logical channels.


[…]

9.2.2.19a
HS-DSCH FDD Information
The HS-DSCH FDD Information IE provides information for HS-DSCH MAC-d flows to be established.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	1..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	

	>Allocation/Retention

Priority
	M
	
	9.2.1.1A
	
	–
	

	>Traffic Class
	M
	
	9.2.1.58A
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Logical channel information
	O
	
	9.2.1.33B
	
	
	

	>Priority Queue Information
	
	1..<maxnoofPrioQueues>
	
	
	–
	

	>>Priority Queue ID
	M
	
	9.2.1.45A
	
	–
	

	>>Scheduling Priority

Indicator
	M
	
	9.2.1.51A
	
	–
	

	>>MAC-d PDU Size Index
	
	1..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>SID
	M
	
	9.2.1.52D
	
	–
	

	>>>MAC-d PDU Size
	M
	
	9.2.1.34A
	
	–
	

	UE Capabilities information
	
	1
	
	
	–
	

	>HS-DSCH TrCH Bits per HS-DSCH TTI
	M
	
	ENUMERATED

(7300, 14600, 20456, 28800,…)
	
	–
	

	>HS-DSCH multi-code capability
	M
	
	ENUMERATED

(5, 10, 15,…)
	
	–
	

	>Min Inter-TTI Interval
	M
	
	INTEGER

(1..3,…)
	
	–
	

	>MAC-hs reordering buffer size
	M
	
	INTEGER

(1..300,…)
	The total buffer size defined in UE capability minus the RLC AM buffer
	–
	

	HARQ Information
	
	1..<maxnoofHARQprocesses>
	
	
	–
	

	>Process memory size
	M
	
	INTEGER

(1..172800,…)
	Number of soft channel bits per process.
	–
	

	CQI Feedback  Cycle k
	M
	
	9.2.2.24a
	
	–
	

	CQI Repetition Factor
	C-CQICyclek
	
	9.2.2.24c
	
	–
	

	ACK-NACK Repetition Factor
	M
	
	9.2.2.a
	
	–
	

	CQI Power Offset 
	M
	
	9.2.2.24b
	
	–
	

	ACK Power Offset
	M
	
	9.2.2.b
	
	–
	

	NACK Power Offset
	M
	
	9.2.2.26a
	
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	
	–
	


	Condition
	Explanation

	CQICyclek
	The IE shall be present if the CQI Feedback  Cycle k IE is set to a value greater than 0.


	Range bound
	Explanation

	MaxnoofMACdFlows
	Maximum number of MAC-d flows.

	MaxnoofPrioQueues
	Maximum number of Priority Queues.

	MaxnoofMACdPDUindexes
	Maximum number of MAC-d PDU Size Indexes (SIDs).

	MaxnoofHARQprocesses
	Maximum number of HARQ processes.


[…]

HSDSCH-FDD-Information ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-Info


HSDSCH-MACdFlow-Specific-InfoList,


uE-Capabilities-InfoFDD




UE-Capabilities-InfoFDD,


hARQ-FDD-Info






HARQ-FDD-InfoList,


cqiFeedback-CycleK





CQI-Feedback-Cycle,


cqiRepetitionFactor





CQI-RepetitionFactor


OPTIONAL,


-- This IE shall be present if the CQI Feedback Cycle k is greater than 0


cqiPowerOffset






CQI-Power-Offset,

ackNackRepetitionFactor




AckNack-RepetitionFactor,


ackPowerOffset






Ack-Power-Offset,


nackPowerOffset






Nack-Power-Offset,


hsscch-PowerOffset





HSSCCH-PowerOffset



OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { HSDSCH-FDD-Information-ExtIEs } }


OPTIONAL,

...

}

HSDSCH-FDD-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-FDD-Information-Response ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-InfoList-Response

HSDSCH-MACdFlow-Specific-InfoList-Response,


hSSCCH-Specific-InfoList-Response



HSSCCH-FDD-Specific-InfoList-Response,


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-FDD-Information-Response-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-FDD-Information-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-Information-to-Modify ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-InfoList-to-Modify

HSDSCH-MACdFlow-Specific-InfoList-to-Modify




OPTIONAL,


cqiFeedback-CycleK







CQI-Feedback-Cycle



OPTIONAL, 
-- For FDD only


cqiRepetitionFactor







CQI-RepetitionFactor


OPTIONAL, 
-- For FDD only


ackNackRepetitionFactor






AckNack-RepetitionFactor

OPTIONAL, 
-- For FDD only


cqiPowerOffset








CQI-Power-Offset



OPTIONAL,
-- For FDD only


ackPowerOffset








Ack-Power-Offset



OPTIONAL,
-- For FDD only


nackPowerOffset








Nack-Power-Offset



OPTIONAL,
-- For FDD only

hsscch-PowerOffset







HSSCCH-PowerOffset



OPTIONAL,
-- Only for FDD

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Information-to-Modify-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-Information-to-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlow-ID ::= INTEGER (0..maxNrOfMACdFlows-1)

HSDSCH-MACdFlow-Specific-InfoList ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem

HSDSCH-MACdFlow-Specific-InfoItem ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


allocationRetentionPriority


AllocationRetentionPriority,


trafficClass





TrafficClass,

bindingID






BindingID







OPTIONAL,


transportLayerAddress



TransportLayerAddress




OPTIONAL,

priorityQueue-Info




PriorityQueue-InfoList,


logicalChannelInfo




LogicalChannelInfo





OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-MACdFlow-Specific-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlow-Specific-InfoList-Response ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem-Response

HSDSCH-MACdFlow-Specific-InfoItem-Response ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


bindingID






BindingID







OPTIONAL,


transportLayerAddress



TransportLayerAddress




OPTIONAL,


hSDSCH-Initial-Capacity-Allocation
HSDSCH-Initial-Capacity-Allocation

OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-Response-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-MACdFlow-Specific-InfoItem-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlow-Specific-InfoList-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem-to-Modify

HSDSCH-MACdFlow-Specific-InfoItem-to-Modify ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


allocationRetentionPriority


AllocationRetentionPriority



OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,


trafficClass





TrafficClass






OPTIONAL,

bindingID






BindingID







OPTIONAL,


transportLayerAddress



TransportLayerAddress




OPTIONAL,

priorityQueue-Info-to-Modify

PriorityQueue-InfoList-to-Modify

OPTIONAL,


logicalChannelInfo




LogicalChannelInfo





OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
[…]
-- L

LAC




::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFE'H))

LengthOfTFCI2 ::= INTEGER(1..10)
LimitedPowerIncrease ::= ENUMERATED {


used,


not-used

}
L3-Information



::= BIT STRING

Load-Value-IncrDecrThres ::= INTEGER(0..100)

Load-Value ::= INTEGER(0..100)

LoadValue ::= SEQUENCE {



uplinkLoadValue

INTEGER(0..100),



downlinkLoadValue
INTEGER(0..100)

}
LogicalChannelInfoList ::= SEQUENCE (SIZE(1
..maxNrOfLogChannel)) OF LogicalChannelInfo

LogicalChannelInfo ::= SEQUENCE{



MacD-CT-Field

INTEGER(0..15),



STOP-command-index
INTEGER(1..2)
}

[...]

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxCodeNumComp-1





INTEGER ::= 255
maxRateMatching






INTEGER ::= 256

maxNoCodeGroups






INTEGER ::= 256
maxNoOfDSCHs






INTEGER ::= 10

maxNoOfDSCHsLCR






INTEGER ::= 10maxNoOfRB







INTEGER ::= 32

maxNoOfUSCHs






INTEGER ::= 10

maxNoOfUSCHsLCR






INTEGER ::= 10
maxNoTFCIGroups






INTEGER ::= 256
maxNrOfTFCs







INTEGER ::= 1024

maxNrOfTFs







INTEGER ::= 32

maxNrOfCCTrCHs






INTEGER ::= 16

maxNrOfCCTrCHsLCR





INTEGER ::= 16

maxNrOfDCHs







INTEGER ::= 128

maxNrOfDL-Codes






INTEGER ::= 8

maxNrOfDPCHs






INTEGER ::= 240

maxNrOfDPCHsLCR






INTEGER ::= 240

maxNrOfErrors






INTEGER ::= 256

maxNrOfLogChannel





INTEGER ::= 15
maxNrOfMACcshSDU-Length




INTEGER ::= 16

maxNrOfPoints






INTEGER ::= 15
maxNrOfRLs







INTEGER ::= 16

maxNrOfRLSets






INTEGER ::= maxNrOfRLs
maxNrOfRLSets-1





INTEGER ::= 15
-- maxNrOfRLSets - 1

maxNrOfRLs-1






INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2






INTEGER ::= 14
-- maxNrOfRLs – 2

maxNrOfULTs







INTEGER ::= 15
maxNrOfULTsLCR






INTEGER ::= 6
maxNrOfDLTs







INTEGER ::= 15
maxNrOfDLTsLCR






INTEGER ::= 6
maxRNCinURA-1






INTEGER ::= 15

maxTTI-Count






INTEGER ::= 4

maxCTFC








INTEGER ::= 16777215
maxNrOfNeighbouringRNCs




INTEGER ::= 10

maxNrOfFDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfGSMNeighboursPerRNC



INTEGER ::= 256

maxNrOfTDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfFACHs






INTEGER
::=
8
maxNrOfLCRTDDNeighboursPerRNC


INTEGER ::= 256

maxFACHCountPlus1





INTEGER ::= 10

maxIBSEG







INTEGER ::= 16

maxNrOfSCCPCHs






INTEGER
::=
8
maxTFCI1Combs






INTEGER ::= 512

maxTFCI2Combs






INTEGER ::= 1024
maxTFCI2Combs-1






INTEGER ::= 1023
maxTGPS








INTEGER ::= 6
maxNrOfTS







INTEGER ::= 15
maxNrOfLevels






INTEGER ::= 256
maxNoOfDSCHs-1






INTEGER ::= 9
maxNrOfTsLCR






INTEGER ::= 6
maxNoSat







INTEGER ::= 16

maxNoGPSTypes






INTEGER ::= 8
maxNrOfMeasNCell





INTEGER ::= 96

maxNrOfMeasNCell-1





INTEGER ::= 95
-- maxNrOfMeasNCell – 1

maxResetContext






INTEGER ::= 250
maxNrOfHARQProc






INTEGER ::= 8

maxNrOfHSSCCHCodes





INTEGER ::= 4
maxNrOfMACdFlows





INTEGER ::= 8

maxNrOfMACdFlows-1





INTEGER ::= 7
-- maxNrOfMACdFlows - 1

maxNrOfPDUIndexes





INTEGER ::= 8

maxNrOfPDUIndexes-1





INTEGER ::= 7
-- maxNrOfPDUIndexes - 1

maxNrOfPrioQueues





INTEGER ::= 8

maxNrOfPrioQueues-1





INTEGER ::= 7
-- maxNrOfPrioQueues - 1

maxNrOfSNAs







INTEGER ::= 65535
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