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14.2
Inter-frequency measurements

14.2.0a
Inter-frequency measurement quantities

The two first measurement quantities listed below are used by the UE to evaluate whether an inter-frequency measurement event has occurred or not, through the computation of a frequency quality estimate. The quantity to use to compute the frequency quality estimate for an inter-frequency measurement is given in the "Inter-frequency measurement quantity" stored for that measurement. In the FDD case, all three measurement quantities can be used for the update of the virtual active set of the non-used frequencies as described in subclause 14.11.

1
Downlink Ec/No (FDD)
2
Downlink received signal code power (RSCP) after despreading.

3
Downlink path loss.


For FDD:


Pathloss in dB = Primary CPICH Tx power - CPICH RSCP.

-
For Primary CPICH Tx power the IE "Primary CPICH Tx power" shall be used. The unit is dBm.

· CPICH RSCP is the result of the CPICH RSCP measurement. The unit is dBm.
For TDD:


Pathloss in dB = Primary CCPCH TX power - Primary CCPCH RSCP.

-
For Primary CCPCH TX power the IE "Primary CCPCH TX Power" shall be used. The unit is dBm.
-
Primary CCPCH RSCP is the result of the Primary CCPCH RSCP measurement. The unit is dBm.

A description of those values can be found in [7] and [8].

14.2.0b
Frequency quality estimate

14.2.0b.1
FDD cells

The frequency quality estimate used in events 2a, 2b 2c, 2d, 2e and 2f is defined as:
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The variables in the formula are defined as follows ("the virtual active set on frequency j" should be understood as the active set if frequency j is the used frequency. If frequency j is a non-used frequency, the way the virtual active set is initiated and updated is described in subclause 14.11):

Qfrequency j is the estimated quality of the virtual active set on frequency j.

Mfrequency j is the estimated quality of the virtual active set on frequency j.

Mi j is a measurement result of cell i in the virtual active set on frequency j.

NA j is the number of cells in the virtual active set on frequency j.

MBest j is the measurement result of the cell in the virtual active set on frequency j with the highest measurement result.

Wj is a parameter sent from UTRAN to UE and used for frequency j.

If the measurement result is CPICH-Ec/No then MFrequency, Mi j and MBest are expressed as ratios.

If the measurement result is CPICH-RSCP or PCCPCH-RSCP then MFrequency, Mi j and MBest are expressed in mW.

14.2.0b.2
TDD cells
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Qi ,frequency j is the estimated quality of cell i on frequency j.

Mfrequency j is the measurement result for Primary CCPCH RSCP of cell i on frequency j expressed in mW.

Oi,j is the cell individual offset of the currently evaluated cell i on frequency j. Oij is set by IE " Cell individual offset"

14.2.0c
Inter-frequency reporting quantities

The quantities that the UE shall report for each cell to UTRAN when the event is triggered for an inter-frequency measurement is given by the "Inter-frequency reporting quantity" IE stored for this measurement and can be the following, from 1 to 8. The quantity number 9 can be reported for each frequency that triggered the report.

1
Cell identity

2
SFN-SFN observed time difference

3
Cell synchronisation information

4
Downlink Ec/No (FDD)

5
Downlink path loss.


For FDD:


Pathloss in dB = Primary CPICH Tx power - CPICH RSCP.

-
For Primary CPICH Tx power the IE "Primary CPICH Tx power" shall be used. The unit is dBm.

-
CPICH RSCP is the result of the CPICH RSCP measurement. The unit is dBm.

For TDD:


Pathloss in dB = Primary CCPCH TX power - Primary CCPCH RSCP.

-
For Primary CCPCH TX power the IE "Primary CCPCH TX Power" shall be used. The unit is dBm.
-
Primary CCPCH RSCP is the result of the Primary CCPCH RSCP measurement. The unit is dBm.


If necessary Pathloss shall be rounded up to the next higher integer.
Results higher than 158 shall be reported as 158.
Results lower than 46 shall be reported as 46.

6
Downlink received signal code power (RSCP) after despreading (of a primary CPICH for FDD, and of a primary CCPCH for TDD).

7
ISCP measured on Timeslot basis. (TDD)

8
Proposed TGSN (TDD)

9
UTRA carrier RSSI

A description of those values can be found in [7] and [8].
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