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	The note in section 8.6.5.4 correctly describes the cases in which the UE can adjust its SIR target. However, the note implies that it is not possible for the UE to maintain an quality target in the case that the UE is configured to use blind transport format detection and the transport channel does not have a CRC in every transport format. This implication is not immediately obvious from the existing note and so it is proposed that this is also captured.
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	The following sentence is added to the existing note in section 8.6.5.4:
The UE can not maintain the quality target of a transport channel in the case that a CRC does not exist in all transport formats and blind transport format detection is used..
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Functionality corrected: Downlink outer loop power control

Isolated impact statement: Correction to a function where specification was not sufficiently explicit. Would not affect implementations behaving like indicated in the CR, would affect implementations supporting the corrected functionality otherwise.
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8.6.5.4
DCH quality target
If the IE "DCH quality target" is included, the UE shall:

1>
set, at physical channel establishment, an initial downlink target SIR value based on the received IE "DCH quality target";

1>
adjust the target SIR for the downlink power control to meet the quality target received in the IE "DCH quality target".

NOTE:
Adjusting the target SIR is possible to do continuously by the UE if a CRC exists in all transport formats in the downlink TFS for a DCH. If a CRC does not exist in all transport formats, the UE can only adjust the target SIR when receiving transport formats containing a CRC and the UE has knowledge about the transport format according to [27].
NOTE:
If the UTRAN configures a UE to use blind transport format detection, and configures a transport channel such that single transport format detection [27] must be used to detect the TF then it is not possible for the UE to maintain a quality target for that transport channel.
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