Page 1



3GPP TSG-RAN2 Meeting #33
Tdoc (
R2-023137
Sophia Antipolis, France, 12-15 November, 2002
	CR-Form-v7

	CHANGE REQUEST

	

	(

	25.331
	CR
	1772
	(

rev
	-
	(

Current version:
	5.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Numbering of "ASC Setting" IEs included in "PRACH partitioning" IE

	
	

	Source:
(

	Qualcomm

	
	

	Work item code:
(

	
	
	Date: (

	12 November 2002

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	1. The UE behaviour is not clear when UTRAN tries to use an ASC which is undefined (the number of ASCs is lower than 8)

2. The numbering of ASCs could be implicitly defined by the order in the IE "PRACH partitioning" or by the ordering of the valid ASCs included in the "AC-to-ASC mapping" IE.

	
	

	Summary of change:
(

	1. It is clarified that if UTRAN uses (AC-to-ASC mapping) an undefined ASC, the UE behaviour is uspecified.

2. It is clarified that the numbering of the ASCs is defined by the order in which the IEs "ASC Setting" appear in the the IE "PRACH partitioning".
Isolated Impact Change Analysis.

These changes clarify the RACH procedures.
1. If UTRAN does not implement the PRACH procedure according to this CR, it could assign unspecified ASCs to a compliant UE. The UE could in these cases behave erratically.
2. If UTRAN does not implement this CR and the UE does, the ASC settings assigned to a particular UE could not be the intended ones, resulting in a QoS degradation while in CELL_FACH state. The different interpretation of the numbering could also lead to the issue 1 above, which could result in erratic UE behaviour.
It would not affect implementations behaving like indicated in the CR, it would affect implementations supporting the corrected functionality otherwise.
Impact on Test Specifications

None. The tests currently defined for ASC testing (TS 34.123-1) are not affected by these changes.   

	
	

	Consequences if 
(

not approved:
	1. UTRAN implementations may try to assign undefined ASCs in the erroneous understanding that a default configuration should be used in such cases. The UE that have correctly implemented the specs would behave erratically in such cases.

2.  If UTRAN and UE have a different understanding of the ASC numbering, the UE may not use the intended ASC settings, resulting in a degraded QoS when in CELL_FACH state. Moreover, if the ASC numbering is not univocous, it is more likely that an invalid ASC could be assigned, resulting in the problem of issue 1 above.

	
	

	Clauses affected:
(

	8.5.12, 8.5.13, 10.3.6.53, 11.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

[…]

8.5.12
Establishment of Access Service Classes
The PRACH resources (i.e. access slots and preamble signatures for FDD), timeslot (with specific frame allocation and channelisation code for 3.84 Mcps TDD and SYNC_UL codes (with specific frame allocation) for 1.28 Mcps TDD) may be divided between different Access Service Classes in order to provide different priorities of RACH usage. It is possible for more than one ASC or for all ASCs to be assigned to the same access slot/signature space in FDD or frame allocation/channelisation codes in 3.84 Mcps TDD or frame allocation/SYNC_UL codes in 1.28 Mcps TDD.

Access Service Classes shall be numbered in the range 0 ( i ( NumASC ( 7 (i.e. the maximum number of ASCs is 8). An ASC is defined by an identifier, i, that defines a certain partition of the PRACH resources (SYNC_UL resources in 1.28 Mcps TDD) and an associated persistence value Pi. A set of ASC parameters consists of "NumASC+1" such parameters (i, Pi), i = 0, …, NumASC.

PRACH partitions shall be established using the information element "PRACH partitioning". The persistence values Pi to be associated with each ASC shall be derived from the dynamic persistence level N = 1,…, 8 which is broadcast in SIB 7, and the persistence scaling factors si, broadcast in System Information Block Type 5 and possibly also in System Information Block Type 6, as follows:

P(N) = 2((N ( 1)
	ASC # i
	0
	1
	2
	3
	4
	5
	6
	7

	Pi
	1
	P(N)
	s2 P(N)
	s3 P(N)
	s4 P(N)
	s5 P(N)
	s6P(N)
	s7 P(N)


Scaling factors si are provided optionally for i = 2,…, NumASC, where NumASC+1 is the number of ASCs as defined by PRACH partitioning. If no scaling factors are broadcast, default value 1 shall be used if NumASC ( 2.

If k ( 1 scaling factors are broadcast and NumASC ( k+2 then the last scaling factor sk+1 shall be used as default for the ASCs where i > k +1.

The set of ASC parameters is provided to MAC with the CMAC-Config-REQ primitive (see [15]), the PRACH partitioning is provided to PHY using the CPHY-RL-Setup-REQ primitive (see [34]).

The ASC enumeration shall be such that it corresponds to the order of priority (ASC 0 = highest priority, ASC 7 = lowest priority). ASC 0 shall be used in case of Emergency Call or for reasons with equivalent priority.

ASCs are numbered according to order in which the IEs "ASC Setting" appear in the IE "PRACH partitioning", where the first IE "ASC Setting" describes ASC 0, the second IE "ASC Setting" describes ASC 1, etc.
At radio bearer setup/reconfiguration each involved logical channel is assigned a MAC Logical channel Priority (MLP) in the range 1,…,8. When the MAC sublayer is configured for RACH transmission in the UE, these MLP levels shall be employed for ASC selection on MAC.

8.5.13
Mapping of Access Classes to Access Service Classes
Access Classes shall only be applied at initial access, i.e. when sending an RRC CONNECTION REQUEST message. A mapping between Access Class (AC) and Access Service Class (ASC) shall be indicated by the information element "AC-to-ASC mapping" in System Information Block type 5. The correspondence between AC and ASC shall be indicated as follows.

	AC
	0 - 9
	10
	11
	12
	13
	14
	15

	ASC
	1st IE
	2nd IE
	3rd IE
	4th IE
	5th IE
	6th IE
	7th IE


In the table, "nth IE" designates an ASC number i in the range 0 - 7 to AC. If the ASC indicated by the "nth IE" is undefined, the UE behaviour is unspecified.
For the random access, the parameters implied by the respective ASC shall be employed. In case the UE is member of several ACs it shall select the ASC for the highest AC number. In connected mode, AC shall not be applied.

8.5.12
Establishment of Access Service Classes
The PRACH resources (i.e. access slots and preamble signatures for FDD), timeslot (with specific frame allocation and channelisation code for TDD) may be divided between different Access Service Classes in order to provide different priorities of RACH usage. It is possible for more than one ASC or for all ASCs to be assigned to the same access slot/signature space in FDD or frame allocation in TDD.

Access Service Classes shall be numbered in the range 0 ( i ( NumASC ( 7 (i.e. the maximum number of ASCs is 8). An ASC is defined by an identifier, i, that defines a certain partition of the PRACH resources and an associated persistence value Pi. A set of ASC parameters consists of "NumASC+1" such parameters (i, Pi), i = 0, …, NumASC.

PRACH partitions shall be established using the information element "PRACH partitioning". The persistence values Pi to be associated with each ASC shall be derived from the dynamic persistence level N = 1,…, 8 which is broadcast in SIB 7, and the persistence scaling factors si, broadcast in System Information Block Type 5 and possibly also in System Information Block Type 6, as follows:

P(N) = 2((N ( 1)
	ASC # i
	0
	1
	2
	3
	4
	5
	6
	7

	Pi
	1
	P(N)
	s2 P(N)
	s3 P(N)
	s4 P(N)
	s5 P(N)
	s6P(N)
	s7 P(N)


Scaling factors si are provided optionally for i = 2,…, NumASC, where NumASC+1 is the number of ASCs as defined by PRACH partitioning. If no scaling factors are broadcast, default value 1 shall be used if NumASC ( 2.

If k ( 1 scaling factors are broadcast and NumASC ( k+2 then the last scaling factor sk+1 shall be used as default for the ASCs where i > k +1.

The set of ASC parameters is provided to MAC with the CMAC-Config-REQ primitive (see [15]), the PRACH partitioning is provided to PHY using the CPHY-RL-Setup-REQ primitive (see [34]).

The ASC enumeration shall be such that it corresponds to the order of priority (ASC 0 = highest priority, ASC 7 = lowest priority). ASC 0 shall be used in case of Emergency Call or for reasons with equivalent priority.
ASCs are numbered according to order in which the IEs "ASC Setting" appear in the IE "PRACH partitioning", whereas the first IE "ASC Setting" describes ASC 0, the second IE "ASC Setting" describes ASC 1, etc.
At radio bearer setup/reconfiguration each involved logical channel is assigned a MAC Logical channel Priority (MLP) in the range 1,…,8. When the MAC sublayer is configured for RACH transmission in the UE, these MLP levels shall be employed for ASC selection on MAC.

[…]

10.3.6.53
PRACH partitioning

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Access Service class
	MP
	1 to maxASC
	
	If only "NumASC+1" (with, NumASC+1 < maxASC) ASCs are listed, the remaining (NumASC+2 through maxASC) ASCs are unspecified.

	ASC Setting
	MD
	
	ASC setting 10.3.6.6
	The default values are same as the previous ASC.

If the "default" is used for the first ASC, the default values are all available signatures

and "all available sub-channels" for FDD and "all available channelisation codes" and "all available subchannels" with "subchannel size=Size 1" in TDD.



[…]

11.3
Information element definitions

[…]

PRACH-Partitioning ::=



CHOICE {


fdd








SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-FDD are listed, 

-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.











ASCSetting-FDD,


tdd








SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-TDD are listed, 

-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.











ASCSetting-TDD

}


PRACH-Partitioning-LCR-r4 ::=

SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-TDD-LCR-r4 are listed, 

-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.











ASCSetting-TDD-LCR-r4

[…]
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