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	During SRNS Relocation procedure, if UE receives an invalid UTRAN MOBILITY INFORMATION message, according to 8.3.3.6, UE will not re-establish SRB2, and then directly transmit a UTRAN MOBILITY INFORMATION FAILURE message on the uplink DCCH using AM RLC. There maybe some incompatibility between UE and the new SRNC’s AM RLC SN, and so this new SRNC may not be able to receive this message.
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	In case of SRNS relocation, before send UTRAN MOBILITY INFORMATION FAILURE to the new SRNC, UE must check the UTRAN MOBILITY INFORMATION and decide whether to re-establish SRB2.
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8.3.3.6
Invalid UTRAN MOBILITY INFORMATION message

If the UTRAN MOBILITY INFORMATION message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 9, the UE shall perform procedure specific error handling as follows. The UE shall:
1>
if the received UTRAN MOBILITY INFORMATION message included the IE "Downlink counter synchronisation info":

2>
re-establish RB2;

2>
for the downlink and the uplink, apply the ciphering configuration as follows:

3>
if the received re-configuation message included the IE "Ciphering Mode Info":

4>
use the ciphering configuration in the received message when transmitting the response message.

3>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because the activation times not having been reached:

4>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

5>
consider the new ciphering configuration to include the received new keys.

4>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because of the corresponding activation times not having been reached and the previous SECURITY MODE COMMAND caused a change in LATEST_CONFIGURED_CN_DOMAIN:

5>
consider the new ciphering configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN.

4>
apply the new ciphering configuration immediately following RLC re-establishment.

3>
else:

4>
continue using the current ciphering configuration.
2>
set the new uplink and downlink HFN component of COUNT-C of RB2 to MAX(uplink HFN component of COUNT-C of RB2, downlink HFN component of COUNT-C of RB2);

2>
increment by one the downlink and uplink values of the HFN component of COUNT-C for RB2;

1>
transmit a UTRAN MOBILITY INFORMATION FAILURE message on the uplink DCCH using AM RLC;

1>
set the IE "RRC transaction identifier" in the UTRAN MOBILITY INFORMATION FAILURE message to the value of "RRC transaction identifier" in the entry for the UTRAN MOBILITY INFORMATION message in the table "Rejected transactions" in the variable TRANSACTIONS, and;

1>
clear that entry.

1>
set the IE "failure cause" to the cause value "protocol error";

1>
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION;

1>
when the UTRAN MOBILITY INFORMATION FAILURE message has been submitted to lower layers for transmission:

2>
continue with any ongoing processes and procedures as if the invalid UTRAN MOBILITY INFORMATION message has not been received;

2>
and the procedure ends.
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