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8.2.2.8
Cell re-selection

If the UE performs cell re-selection during the reconfiguration procedure, the UE shall:

1>
initiate a cell update procedure, as specified in subclause 8.3.1;

1>
continue with the reconfiguration procedure.

8.2.2.14
Radio link failure
If the criteria for radio link failure are met in the old configuration during the reconfiguration procedure as specified in subclause 8.5.6, or in the case of RLC unrecoverable error the UE should:

1>
if the UE would have entered CELL_PCH or URA_PCH as a result of this reconfiguration procedure and the UE has already submitted a response message to lower layers:

2>
act as if the reconfiguration message was not received;

2>
initiate a cell update procedure according to subclause 8.3.1, using the cause "radio link failure"; and

2>
the procedure ends.
NOTE:
UTRAN should consider the reconfiguration procedure as unsuccessful in this case even if a response message had been received.
1>
if the UE would have remained in CELL_DCH state or entered CELL_DCH state, i.e. in TDD if RLC unrecoverable error, as a result of this reconfiguration procedure and the value of the IE “Activation time” is different from Now; or

1>
if the UE would have entered CELL_FACH state or remained in CELL_FACH state, i.e. in TDD if RLC unrecoverable error, as a result of this reconfiguration procedure and the value of the IE “Activation time” is different Now:

2>
initiate a cell update procedure according to subclause 8.3.1, using the appropriate cause, i.e.  "radio link failure" or “RLC unrecoverable error”;

2>
after the cell update procedure has completed successfully:

3>
transmit a failure response message as specified in subclause 8.2.2.9, setting the information elements as specified below:

4>
include the IE "RRC transaction identifier";

4>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; 

4>
clear that entry; and
4>
set the IE "failure cause" to "physical channel failure".
3>
act as if the reconfiguration message was not received; and

3>
the procedure ends.
If the criteria for radio link failure are met in the new configuration during the reconfiguration procedure (i.e. while the UE is waiting for RLC acknowledgement for a response message) as specified in subclause 8.5.6, the UE shall:

1>
if the received reconfiguration causes either:

-
the IE "Reconfiguration" in the variable CIPHERING_STATUS to be set to TRUE; and/or

-
the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to be set to TRUE:

2>
perform the actions specified in subclause 8.2.2.12b.

1>
else, the UE should:

2>
release all its radio resources;

2>
indicate the release of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

2>
clear any entry for the RRC CONNECTION RELEASE message in the tables "Accepted transactions" and "Rejected transactions" in the variable TRANSACTIONS;

2>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

2>
clear the variable ESTABLISHED_RABS;

2>
enter idle mode;

2>
perform the actions specified in subclause 8.5.2 when entering idle mode; and

2>
the procedure ends.
8.6.3.1
Activation time

If the UE receives a message in which presence is needed for the IE "Activation time", and the value is other than the default value "Now", the UE shall:

1>
let the "reference CCTrCH" be defined as the CCTrCh that includes any transport or is associated with any physical channel which is being added, re-configured or removed, or, in the case of DSCH (FDD only), the CCTrCh including the associated DCH;

1>
if the frame boundary immediately before the frame with the CFN (Connection Frame Number) value indicated by the IE "Activation Time" is at the TTI boundary common to all the transport channels that are multiplexed onto the reference CCTrCh:

2>
select that frame boundary as the activation time T.

1>
else:

2>
select the next TTI boundary, which is common to all the transport channels that are multiplexed onto the reference CCTrCh, after the frame with the CFN (Connection Frame Number) value indicated by the IE "Activation Time", as the activation time T.

1>
at the activation time T:

2>
for a physical channel reconfiguration caused by the received message:

3>
release the physical channel configuration, which was present before T;

3>
initiate the establishment of the physical channel configuration as specified for the physical channel information elements in the received message as specified elsewhere.

2>
for actions, other than a physical channel reconfiguration, caused by the received message:

3>
perform the actions for the information elements in the received message as specified elsewhere.

If the UE receives a message in which presence is needed for the IE "Activation time", and the value is the default value "Now", the UE shall:

1>
choose an activation time T as soon as possible after the reception of the message, respecting the performance requirements in subclause 13.5;

1>
at the activation time T:

2>
perform the actions for the information elements in the received message as specified elsewhere.

NOTE:
In FDD, if the UE was in idle mode or CELL_FACH state upon reception of the message, regardless of the state the UE enters after reception of the message, and the value of the IE "Activation time" in the received message is different from "Now", the UE behaviour is unspecified. In TDD, if the UE was in idle mode or CELL_FACH state upon reception of the message, the value of the IE "Activation time" in the received message is relative to the CFN associated with the cell from which the message was received.

NOTE:
In FDD, if the UE was in CELL_DCH state upon reception of the message, regardless of the state the UE enters after reception of the message, the value of the IE “Activation time” in the received message should not be too far into the future with respect to Cell Update response times. 
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