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Discussion
This contribution highlights some misalignments between R99 ASN.1 and the R99 branch of R5 ASN.1. The issues found fall into two categories:
· “structure” misalignments

· naming misalignments (e.g. field/type names, extension names) and editorial corrections.

The general approach that is proposed to solve these issues is to align the R5 to R99 ASN.1.  A draft CR is attached for discussion.
For an easy reading the “structure” misalignments are listed below:

	1
	R99
	ReceivedMessageType ::=



ENUMERATED {











activeSetUpdate,











cellChangeOrderFromUTRAN,











cellUpdateConfirm,











counterCheck,











downlinkDirectTransfer,











interRATHandoverCommand,











measurementControl,











pagingType2,











physicalChannelReconfiguration,











physicalSharedChannelAllocation,











radioBearerReconfiguration,











radioBearerRelease,











radioBearerSetup,











rrcConnectionRelease,











rrcConnectionReject,











rrcConnectionSetup,











securityModeCommand,











signallingConnectionRelease,











transportChannelReconfiguration,











transportFormatCombinationControl,











ueCapabilityEnquiry,











ueCapabilityInformationConfirm,











uplinkPhysicalChannelControl,











uraUpdateConfirm,











utranMobilityInformation,











assistanceDataDelivery,











spare6, spare5, spare4, spare3, spare2,











spare1

 
	

	
	R5
	ReceivedMessageType ::=



ENUMERATED {











activeSetUpdate,











cellChangeOrderFromUTRAN,











cellUpdateConfirm,











counterCheck,











downlinkDirectTransfer,











interRATHandoverCommand,











measurementControl,











pagingType2,











physicalChannelReconfiguration,











physicalSharedChannelAllocation,











radioBearerReconfiguration,











radioBearerRelease,











radioBearerSetup,











rrcConnectionRelease,











rrcConnectionReject,











rrcConnectionSetup,











securityModeCommand,











signallingConnectionRelease,











transportChannelReconfiguration,











transportFormatCombinationControl,











ueCapabilityEnquiry,











ueCapabilityInformationConfirm,











uplinkPhysicalChannelControl,











uraUpdateConfirm,











utranMobilityInformation,











assistanceDataDelivery,











spare5, spare4, spare3, spare2,











spare1


	Align to R99

	2
	R99
	Target-RNC-ToSourceRNC-Container ::= CHOICE {


radioBearerSetup




RadioBearerSetup,


radioBearerReconfiguration


RadioBearerReconfiguration,


radioBearerRelease




RadioBearerRelease,


transportChannelReconfiguration

TransportChannelReconfiguration,


physicalChannelReconfiguration

PhysicalChannelReconfiguration,


rrc-FailureInfo





RRC-FailureInfo,


dL-DCCHmessage





OCTET STRING,

extension






NULL

}
	

	
	R5
	Target-RNC-ToSourceRNC-Container ::= CHOICE {


radioBearerSetup




RadioBearerSetup,


radioBearerReconfiguration


RadioBearerReconfiguration,


radioBearerRelease




RadioBearerRelease,


transportChannelReconfiguration

TransportChannelReconfiguration,


physicalChannelReconfiguration

PhysicalChannelReconfiguration,


rrc-FailureInfo





RRC-FailureInfo-r3-IEs,


dL-DCCHmessage





OCTET STRING,

extension






NULL

}
	Align to R99

	3
	R99
	SRNC-RelocationInfo-v3a0ext-IEs ::= SEQUENCE {



cipheringInfoForSRB1-v3a0ext

CipheringInfoPerRB-List-v3a0ext,


ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL,


-- cn-domain identity for IE startValueForCiphering-v3a0ext is specified



-- in subsequent extension (SRNC-RelocationInfo-v3b0ext-IEs)


startValueForCIphering-v3a0ext

START-Value

}
	

	
	R5
	SRNC-RelocationInfo-v3a0ext-IEs ::= SEQUENCE {



-- cn-domain identity for IE startValueForCiphering-v3a0ext is specified



-- in subsequent extension (SRNC-RelocationInfo-v3b0ext-IEs)


startValueForCIphering-v3a0ext

START-Value,



cipheringInfoForSRB1-v3a0ext

CipheringInfoForSRB1-v3a0ext,



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL
}
	Align to R99

	4
	R99
	HandoverFromUTRANCommand-CDMA2000 ::= CHOICE {


r3







SEQUENCE {



handoverFromUTRANCommand-CDMA2000-r3











HandoverFromUTRANCommand-CDMA2000-r3-IEs,



laterNonCriticalExtensions


SEQUENCE {




-- Container for additional R99 extensions 




handoverFromUTRANCommand-CDMA2000-r3-add-ext















BIT STRING

OPTIONAL,




nonCriticalExtensions



SEQUENCE {}

OPTIONAL



}
OPTIONAL

},
	

	
	R5
	HandoverFromUTRANCommand-CDMA2000 ::= CHOICE {


r3







SEQUENCE {



handoverFromUTRANCommand-CDMA2000-r3











HandoverFromUTRANCommand-CDMA2000-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL

},
	Align to R99
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