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8.1.16.3
INTER RAT HANDOVER INFO message contents to set

The UE shall:

1>
include the IE "UE security information"; and

1>
not include the IE "UE Specific Behaviour Information 1 interRAT".

1>
in case support for the compressed version of the inter RAT handover info is indicated via the other radio access technology:


2>
include of the following IEs the IE that after encoding has the smallest size: IE "Predefined configuration status information compressed" or the IE "Predefined configuration status information";

2>
include the IE "UE radio access capability compressed". 
1>
else:

2>
include the IE "Predefined configuration status information";

2>
include the IE "UE capability container", containing the IE "UE radio access capability" and the IE "UE radio access capability extension", in accordance with the following:

3>
if the UE supports multiple UTRA FDD Frequency Bands; or

3>
if the UE supports a single UTRA FDD Frequency Band different from Band I [21]:

4>
include the IE "UE radio access capability", excluding IEs "RF capability FDD" and "Measurement capability";

4>
include the IE "UE radio access capability extension", including the IEs "RF capability FDD extension" and the "Measurement capability extension" associated with each supported UTRA FDD frequency band indicated in the IE "Frequency band".

3>
else:

4>
include the IE "UE radio access capability", including the IEs "RF capability FDD" and "Measurement capability" associated with the Band I [21];

4>
include the IE "UE radio access capability extension", including the IEs "RF capability FDD extension" and the "Measurement capability extension" associated with each supported UTRA FDD frequency band indicated in the IE "Frequency band".

1>
initiate the transfer of the INTER RAT HANDOVER INFO message via the other radio access technology, using radio access technology-specific procedures;

1>
store the following in the variable INTER_RAT_HANDOVER_INFO_TRANSFERRED if they were included in the INTER RAT HANDOVER INFO message:

2>
the IE "Predefined configuration status information";

2>
the IE "Predefined configuration status information compressed";

2>
the IE "UE security information";

2>
the IE "UE radio access capability";

2>
the IE "UE radio access capability extension"; and

2> the IE "UE radio access capability compressed".
2> if the IE "UE radio access capability compressed" were included in the INTER RAT HANDOVER INFO message 

3> set the IE “Security Capability” to the mandatory values.
1>
and the procedure ends.

[…]
13.4.28
UE_CAPABILITY_TRANSFERRED

This variable stores information about which UE capabilities that have been transferred to UTRAN.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	UE radio access capability
	OP
	
	UE radio access capability 10.3.3.42
	Cleared when entering UTRA RRC connected mode when not stated otherwise in the procedure.

Cleared when leaving UTRA RRC connected mode.

	UE radio access capability extension
	OP
	
	UE radio access capability extension 10.3.3.42a
	Cleared when entering UTRA RRC connected mode when not stated otherwise in the procedure.

Cleared when leaving UTRA RRC connected mode.

	UE system specific capability
	OP
	1 to <maxSystemCapability>
	
	

	>Inter-RAT UE radio access capability 
	MP
	
	Inter-RAT UE radio access capability 10.3.8.7
	Includes inter-RAT classmark.

Cleared when entering UTRA RRC connected mode when not stated otherwise in the procedure.

Cleared when leaving UTRA RRC connected mode.

	UE radio access capability compressed
	OP
	
	UE radio access capability compressed

10.3.3.42o
	

	Security capability
	OP
	
	Security capability 10.3.3.37
	


[…]

10.3.3.32a
RF Capability Compressed

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE FDD
	MP
	
	
	
	REL-5

	>Supported
	
	
	
	
	REL-5

	>>RF capability band FDD list Compressed
	MP
	1..<maxfreqbandsFDD>
	
	
	REL-5

	>>>RF Capability Band FDD Compressed
	MP
	
	Enumerated (not supported, 190, 174.8-205.2, 134.8-245.2)
	In MHz as defined in [21].

NOTE1: This IE is the frequency separation

NOTE2:
Not applicable if UE is not operating in frequency band I (as defined in [21]).


	REL-5

	>Not supported
	
	
	NULL
	
	REL-5

	CHOICE TDD-3.84Mcps
	MP
	
	
	
	REL-5

	>Supported
	
	
	
	
	REL-5

	>>Radio Frequency Band TDD List
	MP
	
	Enumerated (a, b, c, a+b, a+c, b+c, a+b+c)
	As defined in [22].

One spare value needed
	REL-5

	>Not supported
	
	
	NULL
	
	REL-5

	CHOICE TDD-1.28Mcps
	MP
	
	
	
	REL-5

	>Supported
	
	
	
	
	REL-5

	>>Radio Frequency Band TDD List
	MP
	
	Enumerated (a, b, c, a+b, a+c, b+c, a+b+c)
	As defined in [22].

One spare value needed
	REL-5

	>Not supported
	
	
	NULL
	
	REL-5


[…]

RF-CapabBandFDDComp ::=
ENUMERATED { notSupported, mhz190,











mhz174-8-205-2,
mhz134-8-245-2 }

-- NOTE: This IE is the frequency separation in MHz
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