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	Reason for change:
(

	For some IEs and UE variables with SatID, inconsistency of description exists in the type of SatID. In ASN.1, the definition of SatID is as follows: “-- Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12]. SatID ::= INTEGER (0..63)” . but the type of SatID is described as Enumerated(0..63) in some IEs and UE variables.
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	The type of SatID in some IEs and UE variables is changed from Enumerated(0..63) to Integer(0..63). The IEs are as follows:

1. System Information Block type 15 in subclause 10.2.48.8.18.
2. System Information Block type 15.2 in subclause 10.2.48.8.18.2.
3. UE positioning GPS almanac in subclause 10.3.7.89.
4. UE positioning GPS DGPS corrections in subclause 10.3.7.91.
5. UE positioning GPS navigation model in subclause 10.3.7.94.
6. UE positioning GPS real-time integrity in subclause 10.3.7.95.
7. UE positioning GPS reference time in subclause 10.3.7.96.
The UE variables are as follows:

1. UE_POSITIONING_GPS_DATA in subclause 13.4.28a.
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10.2.48.8.18
System Information Block type 15

The system information block type 15 contains information useful for UE-based or UE-assisted positioning methods.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	GPS Data ciphering info
	OP
	
	UE positioning Cipher info 10.3.7.86
	If this IE is present then the SIB types 15.1, 15.2 & 15.3 are ciphered in accordance with the Data Assistance Ciphering Algorithm specified in [18]

	Reference position
	MP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	approximate position where the UE is located

	GPS reference time
	MP
	
	UE positioning GPS reference time 10.3.7.96
	

	Satellite information
	OP
	1 to <maxSat>
	
	This IE is present whenever bad (failed/failing) satellites are detected by UTRAN [18].

	>BadSatID
	MP
	
	Integer (0..63)
	


10.2.48.8.18.2
System Information Block type 15.2

The system information block type 15.2 contains information useful for GPS Navigation Model. These IE fields are based on information extracted from the subframes 1 to 3 of the GPS navigation message [12].

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	Transmission TOW
	MP
	
	Integer (0..604799)
	The approximate GPS time-of-week when the message is broadcast.

in seconds

	SatID
	MP
	
	Integer (0..63)
	Satellite ID

	GPS Ephemeris and Clock Correction Parameters
	MP
	
	UE positioning GPS Ephemeris and Clock Correction parameters 10.3.7.91a
	


10.3.7.89
UE positioning GPS almanac

This IE contains a reduced-precision subset of the ephemeris and clock correction parameters.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	WNa
	MP
	
	Bit string(8)
	Almanac Reference Week [12]

	Satellite information
	MP
	1 to <maxSat>
	
	

	>DataID
	MP
	
	Integer(0..3)
	See [12]

	>SatID
	MP
	
	Integer (0..63)
	 Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].

	>e
	MP
	
	Bit string(16)
	Eccentricity [12]

	>toa
	MP
	
	Bit string(8)
	Reference Time of Almanac [12]

	>(i
	MP
	
	Bit string(16)
	

	>OMEGADOT
	MP
	
	Bit string(16)
	Longitude of Ascending Node of Orbit Plane at Weekly Epoch (semi-circles/sec) [12]

	>SV Health
	MP
	
	Bit string(8)
	

	>A1/2
	MP
	
	Bit string(24)
	Semi-Major Axis (meters)1/2 [12]

	>OMEGA0
	MP
	
	Bit string(24)
	Longitude of Ascending Node of Orbit Plane at Weekly Epoch (semi-circles) [12]

	>M0
	MP
	
	Bit string(24)
	Mean Anomaly at Reference Time (semi-circles) [12]

	>(
	MP
	
	Bit string(24)
	Argument of Perigee (semi-circles) [12]

	>af0
	MP
	
	Bit string(11)
	apparent clock correction [12]

	>af1
	MP
	
	Bit string(11)
	apparent clock correction [12]

	SV Global Health
	OP
	
	Bit string(364)
	This enables GPS time recovery and possibly extended GPS correlation intervals. It is specified in page 25 of subframes 4 and 5 [12]


10.3.7.91
UE positioning GPS DGPS corrections

This IE contains DGPS corrections to be used by the UE.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	GPS TOW sec
	MP
	
	Integer(0..604799)
	seconds

GPS time-of-week when the DGPS corrections were calculated

	Status/Health
	MP
	
	Enumerated(UDRE scale 1.0, UDRE scale 0.75, UDRE scale 0.5, UDRE scale 0.3, UDRE scale 0.2, UDRE scale 0.1, no data, invalid data)
	

	DGPS information
	CV-Status/Health
	1 to <maxSat>
	
	If the Cipher information is included these fields are ciphered.

	>SatID
	MP
	
	Integer (0…63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].

	>IODE
	MP
	
	Integer(0..255)
	

	>UDRE
	MP
	
	Enumerated(UDRE  1.0 m,

1.0m < UDRE  4.0m,

4.0m < UDRE  8.0m,

8.0m < UDRE)
	The value in this field shall be multiplied by the UDRE Scale Factor in the IE Status/Health to determine the final UDRE estimate for the particular satellite.

	>PRC
	MP
	
	Real(-655.04..655.04 by step of 0.32)
	meters (different from [13])

	>RRC
	MP
	
	Real(-4.064..4.064 by step of 0.032)
	meters/sec (different from [13])

	>Delta PRC2
	MP
	
	Integer(-127..127)
	In this version of the protocol this IE should be set to zero and the UE shall ignore it

	>Delta RRC2
	MP
	
	Real(-0.224..0.224 by step of 0.032)
	In this version of the protocol this IE should be set to zero and the UE shall ignore it 

	>Delta PRC3
	OP
	
	Integer(-127..127)
	This IE should not be included in this version of the protocol and if received the UE shall ignore it 

	>Delta RRC3
	OP
	
	Real(-0.224..0.224 by step of 0.032)
	This IE should not be included in this version of the protocol and if received the UE shall ignore it 


	Condition
	Explanation

	Status/Health
	This IE is mandatory present if "status" is not equal to "no data" or "invalid data", otherwise the IE is not needed.


10.3.7.94
UE positioning GPS navigation model

This IE contain information required to manage the transfer of precise navigation data to the GPS-capable UE.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	Satellite information
	MP
	1 to <maxSat>
	
	

	>SatID
	MP
	
	Integer (0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].

	>Satellite Status
	MP
	
	Enumerated(NS_NN,

ES_SN,

ES_NN,

REVD)
	NOTE

	>GPS Ephemeris and Clock Correction parameters
	CV-Satellite status
	
	UE positioning GPS Ephemeris and Clock Correction parameters 10.3.7.91a
	


10.3.7.95
UE positioning GPS real-time integrity

This IE contains parameters that describe the real-time status of the GPS constellation.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	Satellite information
	MP
	1 to <maxSat>
	
	

	>BadSatID
	MP
	
	Integer (0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].


10.3.7.96
UE positioning GPS reference time

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	GPS Week
	MP
	
	Integer(0..1023)
	

	GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit).

	UTRAN GPS reference time
	OP
	
	
	

	>UTRAN GPS timing of cell frames
	MP
	
	Integer(0.. 2322431999999)
	UTRAN GPS timing of cell frames in steps of 1 chip

	>CHOICE mode
	OP
	
	
	

	>>FDD
	
	
	
	

	>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GPS TOW-SFN relationship

	>>TDD
	
	
	
	

	>>>cell parameters id 
	MP
	
	Cell parameters id 10.3.6.9 
	Identifies the reference cell for the GPS TOW-SFN relationship

	>SFN
	MP
	
	Integer(0..4095)
	The SFN which the UTRAN GPS timing of cell frames time stamps.

	SFN-TOW Uncertainty
	OP
	
	Enumerated (lessThan10, moreThan10)
	This field indicates the uncertainty of the relation GPS TOW/SFN. lessThan10 means the relation is accurate to at least 10 ms.

	TUTRAN-GPS drift rate
	OP
	
	Integer (0, 1, 2, 5, 10, 15, 25, 50, -1, -2, -5, -10, -15, -25, -50)
	in 1/256 chips per sec.

	GPS TOW Assist
	OP
	1 to <maxSat>
	
	

	>SatID
	MP
	
	Integer (0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].

	>TLM Message
	MP
	
	Bit string(14)
	

	>TLM Reserved
	MP
	
	Bit string(2)
	

	>Alert
	MP
	
	Boolean
	

	>Anti-Spoof 
	MP
	
	Boolean


	


13.4.28a
UE_POSITIONING_GPS_DATA

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	GPS Data ciphering info
	OP
	
	UE positioning Ciphering info 10.3.7.86
	

	GPS Deciphering Keys
	OP
	
	
	

	>Current deciphering key
	MP
	
	Bit string(56)
	

	>Next deciphering key
	MP
	
	Bit string(56)
	

	UE positioning GPS reference time
	OP
	
	UE positioning GPS reference time
10.3.7.96
	

	UE positioning GPS reference UE position
	OP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	A priori knowledge of UE 3-D position.

	UE positioning GPS DGPS corrections
	OP
	
	UE positioning GPS DGPS corrections 10.3.7.91
	

	UE positioning GPS navigation model
	OP
	1 to <maxSat>
	
	

	>SatID
	MP
	
	Integer (0..63)
	Satellite ID

	>GPS Ephemeris and Clock Correction parameters
	MP
	
	UE positioning GPS Ephemeris and Clock Correction parameters 10.3.7.91a
	

	UE positioning GPS ionospheric model
	OP
	
	UE positioning GPS ionospheric model 10.3.7.92
	

	UE positioning GPS UTC model
	OP
	
	UE positioning GPS UTC model
10.3.7.97
	

	UE positioning GPS almanac
	OP
	
	
	

	>SatID 
	MP
	1 to <maxSatAlmanacStorage>
	
	

	>>WNa
	MP
	
	
	Same as IE in 10.3.7.89

	>>DataID
	MP
	
	
	Same as IE in 10.3.7.89

	>>e
	MP
	
	
	Same as IE in 10.3.7.89

	>>toa
	MP
	
	
	Same as IE in 10.3.7.89

	>>(I
	MP
	
	
	Same as IE in 10.3.7.89

	>>OMEGADOT
	MP
	
	
	Same as IE in 10.3.7.89

	>>SV Health
	MP
	
	
	Same as IE in 10.3.7.89

	>>A1/2
	MP
	
	
	Same as IE in 10.3.7.89

	>>OMEGA0
	MP
	
	
	Same as IE in 10.3.7.89

	>>M0
	MP
	
	
	Same as IE in 10.3.7.89

	>>(
	MP
	
	
	Same as IE in 10.3.7.89

	>>af0
	MP
	
	
	Same as IE in 10.3.7.89

	>>af1
	MP
	
	
	Same as IE in 10.3.7.89

	>SV Global Health
	OP
	
	
	Same as IE in 10.3.7.89

	UE positioning GPS acquisition assistance
	OP
	
	UE positioning GPS acquisition assistance 10.3.7.88
	

	UE positioning GPS real-time integrity
	OP
	
	UE positioning GPS real-time integrity 10.3.7.95
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