3GPP TSG RAN WG2 #46
Tdoc R2-050412
14-18 February 2005

Scottsdale, USA

(T1-050490, to RAN2). Reply LS (to R1-041457) on modified parameters for 5.9 speech radio bearer 6.10.2.4.1.9 in 34.108.

3GPP TSGT WG1 #26
 T1-050490
Bangalore, India, 31 January – 4 February 2005

Title:
LS on modified parameters for 5.9 speech radio bearer 6.10.2.4.1.9 in 34.108
Response to:
LS from RAN1 in T1-050253 (R2-041457)
Source:
T1

To:
RAN1, RAN2

Cc:
-

Release:
R99

Work Item:
TEI

Contact Person:


Name:
Leif Mattisson, Ericsson

E-mail Address:
leif.mattisson@ericsson.com

1. Overall Description: 

T1 thanks TSG RAN WG1 for the LS in T1-050253 (R1-041457).

T1 has discussed the comments given by RAN1 that the usage of SF256 instead of SF128 results in an increased amount of puncturing. T1 has considered the possibility to use the alternative with 1.7kbps SRB, which would give less puncturing. However, as the 1.7 kbps SRB, due to the increased signalling delay, is not foreseen to be used in real networks then T1 has decided to keep the 3.4 kbps SRB.

T1 has also discussed the alternative of testing both SF128 and SF256 for the 5.9 speech radio bearer, but could not see any reason for this from a test coverage perspective.

T1 would like to inform RAN2 that the spreading factor for the speech 5.9 kbps radio bearer, which is defined in 34.108 section 6.10.2.4.1.9 and is referenced from TR 25.993 section 7.1.12, has been changed from SF128 to SF256. T1 would like RAN2 to consider if there is a need to add the alternative configuration using SF128 to TR 25.993.

2. Actions: 

To TSG RAN2:

ACTION:

1. T1 kindly ask RAN2 to consider if there is a need to add an alternative configuration for the 5.9 speech radio bearer using SF 128 to TR 25.993 section 7.1.12 due to the change of SF from 128 to 256 in 34.108 section 6.10.2.4.1.9.
3. Date of Next TSG-T WG1 Meetings  (to become TSG-RAN WG5 in March 2005):

TSG-RAN WG5 #27 
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Bath, England (Aeroflex)

TSG-RAN WG5 #28 
22 – 26 August 2005
Berlin, Germany (ETS)

