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10.3.4.2
PDCP info

The purpose of the PDCP info IE is to indicate which algorithms shall be established and to configure the parameters of each of the algorithms.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Support for lossless SRNS relocation or for lossless DL RLC PDU size change
	CV-LosslessCriteria
	
	Boolean
	TRUE means support
	

	Max PDCP SN window size
	CV-Lossless
	
	Enumerated(sn255, sn65535)
	Maximum PDCP sequence number window size. The handling of sequence number when the Max PDCP SN window size is 255 is specified in [23].
	

	PDCP PDU header
	MD
	
	Enumerated (present, absent)
	Whether a PDCP PDU header is existent or not. Default value is "present"
	

	Header compression information
	OP
	1 to <maxPDCPAlgoType>
	
	
	

	>CHOICE algorithm type
	MP
	
	
	
	

	>>RFC 2507
	
	
	
	Header compression according to IETF standard RFC 2507
	

	>>>F_MAX_PERIOD
	MD
	
	Integer (1..65535)
	Largest number of compressed non-TCP headers that may be sent without sending a full header. Default value is 256.
	

	>>>F_MAX_TIME
	MD
	
	Integer (1..255)
	Compressed headers may not be sent more than F_MAX_TIME seconds after sending last full header. Default value is 5.
	

	>>>MAX_HEADER
	MD
	
	Integer (60..65535)
	The largest header size in octets that may be compressed. Default value is 168.
	

	>>>TCP_SPACE
	MD
	
	Integer (3..255)
	Maximum CID value for TCP connections. Default value is 15.
	

	>>>NON_TCP_SPACE
	MD
	
	Integer (3..65535)
	Maximum CID value for non-TCP connections. Default value is 15.
	

	>>>EXPECT_REORDERING
	MD
	
	Enumerated (reordering not expected, reordering expected)
	Whether the algorithm shall reorder PDCP SDUs or not. Default value is "reordering not expected".
	

	>>RFC 3095
	
	
	
	Header compression according to IETF standard RFC 3095
	REL-4

	>>>Profiles
	MP
	1 to <maxROHC- Profiles>
	
	Profiles supported by both compressor and decompressor in both UE and UTRAN. Profile 0 shall always be supported.
	REL-4

	>>>>Profile instance
	MP
	
	Integer(1.. 3)
	1 = 0x0001, 2 = 0x0002, 3 = 0x0003 (see [52])
	REL-4

	>>>Uplink
	OP
	
	
	Indicates the necessary information elements for Uplink.
	REL-4

	>>>>CID inclusion info
	MP
	
	Enumerated (PDCP header, RFC3095 packet format)
	Configures which method shall be used to carry RFC3095 CID values.
	REL-4

	>>>>Max_CID
	MD
	
	Integer (1.. 16383)
	Highest context ID number to be used by the UE compressor.

Default value is 15.
	REL-4

	>>>>Packet_Sizes_Allowed
	OP
	1 to <maxROHC- PacketSizes>
	
	List of packet sizes that are allowed to be produced by the UE compressor.
	REL-4

	>>>>>Packet size
	MP
	
	Integer (2 .. 1500)
	Packet size as defined in RFC 3095.
	REL-4

	>>>Downlink
	OP
	
	
	Indicates the necessary information elements for Downlink.
	REL-4

	>>>>CID inclusion info
	MP
	
	Enumerated (PDCP header, RFC3095 packet format)
	Configures which method shall be used to carry RFC3095 CID values.
	REL-4

	>>>>Max_CID
	MD
	
	Integer (1.. 16383)
	Highest context ID number to be used by the UE decompressor.

Default value is 15.
	REL-4

	>>>>Reverse_Decompression_Depth
	MD
	
	Integer (0..65535)
	Determines whether reverse decompression should be used or not and the maximum number of packets that can be reverse decompressed by the UE decompressor. Default value is 0 (reverse decompression shall not be used).
	REL-4


	Condition
	Explanation

	LosslessCriteria
	This IE is mandatory present if the IE "RLC mode" is "Acknowledged", the IE "In-sequence delivery " is "True" and one of the following conditions is true and not needed otherwise.

(1) The IE “SendMrw” is “TRUE” when the IE "SDU Discard Mode" is not "No discard" or 

(2) The IE "SDU Discard Mode" is "No discard" 

	Lossless
	This IE is mandatory present if the IE "Support for lossless SRNS relocation or for lossless RLC PDU size change" Is TRUE, otherwise it is not needed.


10.3.4.25
Transmission RLC Discard

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE SDU Discard Mode
	MP
	
	
	Different modes for discharge the RLC buffer on the transmitter side;

"Timer based with explicit signalling", "Timer based without explicit signalling", "Discard after Max_DAT retransmissions" or "No_discard". For unacknowledged mode and transparent mode, only Timer based without explicit signalling is applicable. If "No_discard" is used, reset procedure shall be done after Max_DAT retransmissions

	>Timer based explicit
	
	
	
	

	>>Timer_MRW
	MP
	
	Integer(50,60, 70, 80, 90, 100, 120, 140, 160, 180, 200, 300, 400, 500, 700, 900)
	Elapsed time in milliseconds. It is used to trigger the retransmission of a STATUS PDU containing an MRW SUFI field

	>>Timer_discard
	MP
	
	Integer(100, 250, 500, 750, 1000, 1250, 1500, 1750, 2000, 2500, 3000, 3500, 4000, 4500, 5000, 7500)
	Elapsed time in milliseconds before a SDU is discarded. 

	>>MaxMRW
	MP
	
	Integer(1, 4, 6, 8, 12 16, 24, 32)
	Defined in [16]

	>>SendMRW
	OP
	
	Boolean
	TRUE indicates the MRW SUFI should include each discarded RLC SDU.

	>Timer based no explicit
	
	
	
	

	>>Timer_discard
	MP
	
	Integer(10,20,30,40,50,60,70,80,90,100)
	Elapsed time in milliseconds before a SDU is discarded. 

	>Max DAT retransmissions
	
	
	
	

	>>Max_DAT
	MP
	
	Integer(1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 15, 20, 25, 30, 35, 40)
	Defined in [16]

	>>Timer_MRW
	MP
	
	Integer(50, 60, 70, 80, 90, 100, 120, 140, 160, 180, 200, 300, 400, 500, 700, 900)
	Elapsed time in milliseconds. It is used to trigger the retransmission of a STATUS PDU containing an MRW SUFI field

	>>MaxMRW
	MP
	
	Integer(1, 4, 6, 8, 12 16, 24, 32)
	Defined in [16]

	>>SendMRW
	OP
	
	Boolean
	TRUE indicates the MRW SUFI should include each discarded RLC SDU.

	>No discard
	
	
	
	

	>>Max_DAT
	MP
	
	Integer(1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 15, 20, 25, 30, 35, 40)
	Defined in [16]


	CHOICE SDU Discard Mode
	Condition under which the given SDU Discard Mode is chosen

	Timer based explicit
	If the modes for discharge of the RLC buffer on the transmitter side is "Timer based with explicit signalling"

	Timer based no explicit
	If the modes for discharge of the RLC buffer on the transmitter side is "Timer based without explicit signalling"
For unacknowledged mode, only Timer based without explicit signalling is applicable.

	Max DAT retransmissions
	If the modes for discharge of the RLC buffer on the transmitter side is "Discard after Max_DAT retransmissions"

	No discard
	If the modes for discharge the of RLC buffer on the transmitter side is "Reset procedure shall be done after Max_DAT retransmissions"


11.2
PDU definitions
…
-- ***************************************************

--

--     RADIO BEARER INFORMATION ELEMENTS (10.3.4)

--

-- ***************************************************

AlgorithmSpecificInfo ::=


CHOICE {


rfc2507-Info





RFC2507-Info

}

AlgorithmSpecificInfo-r4 ::=

CHOICE {


rfc2507-Info





RFC2507-Info,


rfc3095-Info





RFC3095-Info-r4

}

CID-InclusionInfo-r4 ::=


ENUMERATED {











pdcp-Header,











rfc3095-PacketFormat }

-- Upper limit of COUNT-C is 2^32 - 1

COUNT-C ::=






INTEGER (0..4294967295)

-- Upper limit of COUNT-C-MSB is 2^25 - 1

COUNT-C-MSB ::=





INTEGER (0..33554431)

DefaultConfigIdentity ::=


INTEGER (0..10)

DefaultConfigIdentity-r4 ::=

INTEGER (0..12)

DefaultConfigIdentity-r5 ::=

INTEGER (0..13)

DefaultConfigMode ::=



ENUMERATED {











fdd,











tdd }

DL-AM-RLC-Mode ::=




SEQUENCE {


inSequenceDelivery




BOOLEAN,


receivingWindowSize




ReceivingWindowSize,


dl-RLC-StatusInfo




DL-RLC-StatusInfo

}

DL-AM-RLC-Mode-r5 ::=




SEQUENCE {


dl-RLC-PDU-size





OctetModeRLC-SizeInfoType1,


inSequenceDelivery




BOOLEAN,


receivingWindowSize




ReceivingWindowSize,


dl-RLC-StatusInfo




DL-RLC-StatusInfo

}

DL-CounterSynchronisationInfo ::=

SEQUENCE {


rB-WithPDCP-InfoList




RB-WithPDCP-InfoList
OPTIONAL

}

DL-CounterSynchronisationInfo-r5 ::=
SEQUENCE {


rb-WithPDCP-InfoList




RB-WithPDCP-InfoList


OPTIONAL,


rb-PDCPContextRelocationList


RB-PDCPContextRelocationList
OPTIONAL
}

DL-LogicalChannelMapping ::=

SEQUENCE {


-- TABULAR: DL-TransportChannelType contains TransportChannelIdentity as well.


dl-TransportChannelType



DL-TransportChannelType,


logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL

}

DL-LogicalChannelMapping-r5 ::=

SEQUENCE {


-- TABULAR: DL-TransportChannelType contains TransportChannelIdentity as well.


dl-TransportChannelType



DL-TransportChannelType-r5,


logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL

}

DL-LogicalChannelMappingList ::=
SEQUENCE (SIZE (1..maxLoCHperRLC)) OF











DL-LogicalChannelMapping

DL-LogicalChannelMappingList-r5 ::=
SEQUENCE (SIZE (1..maxLoCHperRLC)) OF











DL-LogicalChannelMapping-r5

DL-RFC3095-r4 ::=




SEQUENCE {

cid-InclusionInfo




CID-InclusionInfo-r4,

max-CID







INTEGER (1..16383)




DEFAULT 15,

reverseDecompressionDepth


INTEGER (0..65535)




DEFAULT 0
}
DL-RLC-Mode ::=





CHOICE {


dl-AM-RLC-Mode





DL-AM-RLC-Mode,


dl-UM-RLC-Mode





NULL,


dl-TM-RLC-Mode





DL-TM-RLC-Mode

}

DL-RLC-Mode-r5 ::=





CHOICE {


dl-AM-RLC-Mode-r5




DL-AM-RLC-Mode-r5,


dl-UM-RLC-Mode-r5




DL-UM-RLC-Mode-r5,


dl-TM-RLC-Mode





DL-TM-RLC-Mode

}

DL-RLC-Mode-r6 ::=





CHOICE {


dl-AM-RLC-Mode-r5




DL-AM-RLC-Mode-r5,


dl-UM-RLC-Mode-r5




DL-UM-RLC-Mode-r6,


dl-TM-RLC-Mode





DL-TM-RLC-Mode

}

DL-RLC-StatusInfo ::=



SEQUENCE {


timerStatusProhibit




TimerStatusProhibit




OPTIONAL,


-- dummy is not used in this version of the specification, it should not be sent 


-- and if received they should be ignored.


dummy






TimerEPC






OPTIONAL,


missingPDU-Indicator




BOOLEAN,


timerStatusPeriodic




TimerStatusPeriodic




OPTIONAL

}

DL-TM-RLC-Mode ::=




SEQUENCE {


segmentationIndication




BOOLEAN

}

DL-TransportChannelType ::=


CHOICE {


dch








TransportChannelIdentity,


fach







NULL,


dsch







TransportChannelIdentity,


dch-and-dsch





TransportChannelIdentityDCHandDSCH

}

DL-TransportChannelType-r5 ::=


CHOICE {


dch








TransportChannelIdentity,


fach







NULL,


dsch







TransportChannelIdentity,


dch-and-dsch





TransportChannelIdentityDCHandDSCH,


hsdsch







MAC-d-FlowIdentity,


dch-and-hsdsch





MAC-d-FlowIdentityDCHandHSDSCH

}

DL-UM-RLC-LI-size ::=




ENUMERATED {











size7, size15 }

DL-UM-RLC-Mode-r5 ::=




SEQUENCE {


dl-UM-RLC-LI-size




DL-UM-RLC-LI-size

}

DL-UM-RLC-Mode-r6 ::=



SEQUENCE {


dl-UM-RLC-LI-size




DL-UM-RLC-LI-size,


dl-UM-RLC-DuplAvoid-Reord-Info

UM-RLC-DuplAvoid-Reord-Info-r6

OPTIONAL,


dl-UM-RLC-OutOSeqDelivery-Info

UM-RLC-OutOSeqDelivery-Info-r6

OPTIONAL

}

ExpectReordering ::=



ENUMERATED {











reorderingNotExpected,











reorderingExpected }

ExplicitDiscard ::=




SEQUENCE {


timerMRW






TimerMRW,


timerDiscard





TimerDiscard,


maxMRW







MaxMRW

SendMRW







SendMRW
}

HeaderCompressionInfo ::=


SEQUENCE {


algorithmSpecificInfo



AlgorithmSpecificInfo

}

HeaderCompressionInfoList ::=

SEQUENCE (SIZE (1..maxPDCPAlgoType)) OF











HeaderCompressionInfo

HeaderCompressionInfo-r4 ::=

SEQUENCE {


algorithmSpecificInfo



AlgorithmSpecificInfo-r4

}

HeaderCompressionInfoList-r4 ::=
SEQUENCE (SIZE (1..maxPDCPAlgoType)) OF











HeaderCompressionInfo-r4

LogicalChannelIdentity ::=


INTEGER (1..15)

LosslessSRNS-RelocSupport ::=

CHOICE {


supported






MaxPDCP-SN-WindowSize,


notSupported





NULL

}

MAC-d-HFN-initial-value ::=


BIT STRING (SIZE (24))
MAC-LogicalChannelPriority ::= 

INTEGER (1..8)

MaxDAT ::=






ENUMERATED {











dat1, dat2, dat3, dat4, dat5, dat6,











dat7, dat8, dat9, dat10, dat15, dat20,











dat25, dat30, dat35, dat40 }

MaxDAT-Retransmissions ::=


SEQUENCE {


maxDAT







MaxDAT,


timerMRW






TimerMRW,


maxMRW







MaxMRW

SendMRW







SendMRW
}

MaxMRW ::=






ENUMERATED {











mm1, mm4, mm6, mm8, mm12, mm16,











mm24, mm32 }

MaxPDCP-SN-WindowSize ::=


ENUMERATED {











sn255, sn65535 }

MaxRST ::=






ENUMERATED {











rst1, rst4, rst6, rst8, rst12,











rst16, rst24, rst32 }

NoExplicitDiscard ::=



ENUMERATED {











dt10, dt20, dt30, dt40, dt50,











dt60, dt70, dt80, dt90, dt100 }

PDCP-Info ::=





SEQUENCE {


losslessSRNS-RelocSupport


LosslessSRNS-RelocSupport


OPTIONAL,


-- TABULAR: pdcp-PDU-Header is MD in the tabular format and it can be encoded


-- in one bit, so the OPTIONAL is removed for compactness.


pdcp-PDU-Header





PDCP-PDU-Header,


headerCompressionInfoList


HeaderCompressionInfoList


OPTIONAL

}

PDCP-Info-r4 ::=




SEQUENCE {


losslessSRNS-RelocSupport


LosslessSRNS-RelocSupport


OPTIONAL,


-- TABULAR: pdcp-PDU-Header is MD in the tabular format and it can be encoded


-- in one bit, so the OPTIONAL is removed for compactness.


pdcp-PDU-Header





PDCP-PDU-Header,


headerCompressionInfoList


HeaderCompressionInfoList-r4

OPTIONAL

}

PDCP-InfoReconfig ::=



SEQUENCE {


pdcp-Info






PDCP-Info,


-- dummy is not used in this version of the specification and


-- it should be ignored.


dummy







INTEGER (0..65535)

}

PDCP-InfoReconfig-r4 ::=


SEQUENCE {


pdcp-Info






PDCP-Info-r4

}

PDCP-PDU-Header ::=




ENUMERATED {











present, absent }

PDCP-SN-Info ::=




INTEGER (0..65535)

Poll-PDU ::=





ENUMERATED {











pdu1, pdu2, pdu4, pdu8, pdu16, 











pdu32, pdu64, pdu128 }

Poll-SDU ::=





ENUMERATED {











sdu1, sdu4, sdu16, sdu64 }

PollingInfo ::=





SEQUENCE {


timerPollProhibit




TimerPollProhibit




OPTIONAL,


timerPoll






TimerPoll






OPTIONAL,


poll-PDU






Poll-PDU






OPTIONAL,


poll-SDU






Poll-SDU






OPTIONAL,


lastTransmissionPDU-Poll


BOOLEAN,


lastRetransmissionPDU-Poll


BOOLEAN,


pollWindow






PollWindow






OPTIONAL,


timerPollPeriodic




TimerPollPeriodic




OPTIONAL

}

PollWindow ::=





ENUMERATED {











pw50, pw60, pw70, pw80, pw85, 











pw90, pw95, pw99 }

PredefinedConfigIdentity ::=

INTEGER (0..15)

PredefinedConfigValueTag ::=

INTEGER (0..15)

PredefinedRB-Configuration ::=

SEQUENCE {


re-EstablishmentTimer



Re-EstablishmentTimer,


srb-InformationList




SRB-InformationSetupList,


rb-InformationList




RB-InformationSetupList

}

PreDefRadioConfiguration ::=

SEQUENCE {


-- Radio bearer IEs



predefinedRB-Configuration


PredefinedRB-Configuration,


-- Transport channel IEs



preDefTransChConfiguration


PreDefTransChConfiguration,


-- Physical channel IEs



preDefPhyChConfiguration


PreDefPhyChConfiguration

}

PredefinedConfigStatusList ::=



SEQUENCE (SIZE (maxPredefConfig)) OF












PredefinedConfigStatusInfo

PredefinedConfigStatusInfo ::=

CHOICE {


storedWithValueTagSameAsPrevius

NULL,


other







CHOICE {



notStored






NULL,



storedWithDifferentValueTag


PredefinedConfigValueTag


}

}

PredefinedConfigStatusListComp ::= SEQUENCE {


setsWithDifferentValueTag


PredefinedConfigSetsWithDifferentValueTag,


otherEntries





PredefinedConfigStatusListVarSz



OPTIONAL

}

PredefinedConfigSetsWithDifferentValueTag ::= SEQUENCE (SIZE (1..2)) OF













PredefinedConfigSetWithDifferentValueTag

PredefinedConfigSetWithDifferentValueTag ::= SEQUENCE {


startPosition







INTEGER (0..10)

DEFAULT 0,


-- numberOfEntries






INTEGER (6..16),

-- numberOfEntries is covered by the size of the list in IE PredefinedConfigValueTagList


valueTagList







PredefinedConfigValueTagList

}

PredefinedConfigValueTagList ::=

SEQUENCE (SIZE (1..maxPredefConfig)) OF












PredefinedConfigValueTag

PredefinedConfigStatusListVarSz ::=

SEQUENCE (SIZE (1..maxPredefConfig)) OF












PredefinedConfigStatusInfo

RAB-Info ::=





SEQUENCE {


rab-Identity





RAB-Identity,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator
OPTIONAL,


re-EstablishmentTimer



Re-EstablishmentTimer

}

RAB-Info-r6-ext ::=




SEQUENCE {


mbms-SessionIdentity



MBMS-SessionIdentity



OPTIONAL

}

RAB-InformationList ::=



SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-Info

RAB-InformationReconfigList ::= 
SEQUENCE (SIZE (1.. maxRABsetup)) OF











RAB-InformationReconfig

RAB-InformationReconfig ::=


SEQUENCE {


rab-Identity





RAB-Identity,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator

}

RAB-Info-Post ::=





SEQUENCE {


rab-Identity





RAB-Identity,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator
OPTIONAL

}

RAB-InformationSetup ::=


SEQUENCE {


rab-Info






RAB-Info,


rb-InformationSetupList



RB-InformationSetupList

}

RAB-InformationSetup-r4 ::=


SEQUENCE {


rab-Info






RAB-Info,


rb-InformationSetupList



RB-InformationSetupList-r4

}

RAB-InformationSetup-r5 ::=


SEQUENCE {


rab-Info






RAB-Info,


rb-InformationSetupList



RB-InformationSetupList-r5

}

RAB-InformationSetup-r6-ext ::=

SEQUENCE {


rab-Info-r6-ext





RAB-Info-r6-ext

}

RAB-InformationSetupList ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup

RAB-InformationSetupList-r4 ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup-r4

RAB-InformationSetupList-r5 ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup-r5

-- The IE 'RAB-InformationSetupList-r6-ext' provides elements of extension information, which

-- are added to the corresponding elements of the IE 'RAB-InformationSetupList/-r4/-r5'.

RAB-InformationSetupList-r6-ext ::= SEQUENCE (SIZE (1..maxRABsetup)) OF










RAB-InformationSetup-r6-ext
RB-ActivationTimeInfo ::=


SEQUENCE {


rb-Identity






RB-Identity,


rlc-SequenceNumber




RLC-SequenceNumber

}


RB-ActivationTimeInfoList ::=

SEQUENCE (SIZE (1..maxRB)) OF











RB-ActivationTimeInfo

RB-COUNT-C-Information ::=


SEQUENCE {


rb-Identity






RB-Identity,


count-C-UL






COUNT-C,


count-C-DL






COUNT-C

}

RB-COUNT-C-InformationList ::=

SEQUENCE (SIZE (1..maxRBallRABs)) OF











RB-COUNT-C-Information

RB-COUNT-C-MSB-Information ::=

SEQUENCE {


rb-Identity






RB-Identity,


count-C-MSB-UL





COUNT-C-MSB,


count-C-MSB-DL





COUNT-C-MSB

}

RB-COUNT-C-MSB-InformationList ::=
SEQUENCE (SIZE (1..maxRBallRABs)) OF











RB-COUNT-C-MSB-Information

RB-Identity ::=





INTEGER (1..32)

RB-IdentityList ::=




SEQUENCE (SIZE (1..maxRB)) OF











RB-Identity

RB-InformationAffected ::=


SEQUENCE {


rb-Identity






RB-Identity,


rb-MappingInfo





RB-MappingInfo

}

RB-InformationAffected-r5 ::=

SEQUENCE {


rb-Identity






RB-Identity,


rb-MappingInfo





RB-MappingInfo-r5

}

RB-InformationAffectedList ::= 

SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationAffected

RB-InformationAffectedList-r5 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationAffected-r5

RB-InformationReconfig ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig




OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info






OPTIONAL,


rb-MappingInfo





RB-MappingInfo





OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfig-r4 ::=

SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig-r4



OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info






OPTIONAL,


rb-MappingInfo





RB-MappingInfo





OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfig-r5 ::=

SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig-r4



OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info-r5






OPTIONAL,


rb-MappingInfo





RB-MappingInfo-r5




OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfigList ::= 

SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig

RB-InformationReconfigList-r4 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig-r4

RB-InformationReconfigList-r5 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig-r5

RB-InformationReleaseList ::=

SEQUENCE (SIZE (1..maxRB)) OF











RB-Identity

RB-InformationSetup ::=



SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}

RB-InformationSetup-r4 ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info-r4





OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}

RB-InformationSetup-r5 ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info-r4





OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r5,


rb-MappingInfo





RB-MappingInfo-r5

}

RB-InformationSetupList ::=


SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup

RB-InformationSetupList-r4 ::=

SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup-r4

RB-InformationSetupList-r5 ::=

SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup-r5

RB-MappingInfo ::=




SEQUENCE (SIZE (1..maxRBMuxOptions)) OF











RB-MappingOption

RB-MappingInfo-r5 ::=




SEQUENCE (SIZE (1..maxRBMuxOptions)) OF











RB-MappingOption-r5

RB-MappingOption ::= 



SEQUENCE {


ul-LogicalChannelMappings


UL-LogicalChannelMappings


OPTIONAL,


dl-LogicalChannelMappingList

DL-LogicalChannelMappingList

OPTIONAL

}

RB-MappingOption-r5 ::= 



SEQUENCE {


ul-LogicalChannelMappings


UL-LogicalChannelMappings


OPTIONAL,


dl-LogicalChannelMappingList

DL-LogicalChannelMappingList-r5

OPTIONAL

}

RB-PDCPContextRelocation ::=


SEQUENCE {


rb-Identity







RB-Identity,


dl-RFC3095-Context-Relocation


BOOLEAN,


ul-RFC3095-Context-Relocation


BOOLEAN

}

RB-PDCPContextRelocationList ::=


SEQUENCE (SIZE (1..maxRBallRABs)) OF












RB-PDCPContextRelocation

RB-StopContinue ::=




ENUMERATED {











stopRB, continueRB }

RB-WithPDCP-Info ::=



SEQUENCE {


rb-Identity






RB-Identity,


pdcp-SN-Info





PDCP-SN-Info

}

RB-WithPDCP-InfoList ::=


SEQUENCE (SIZE (1..maxRBallRABs)) OF











RB-WithPDCP-Info

ReceivingWindowSize ::=



ENUMERATED {











rw1, rw8, rw16, rw32, rw64, rw128, rw256,











rw512, rw768, rw1024, rw1536, rw2047, 











rw2560, rw3072, rw3584, rw4095 }

RFC2507-Info ::=




SEQUENCE {


f-MAX-PERIOD





INTEGER (1..65535)




DEFAULT 256,


f-MAX-TIME






INTEGER (1..255)




DEFAULT 5,


max-HEADER






INTEGER (60..65535)




DEFAULT 168,


tcp-SPACE






INTEGER (3..255)




DEFAULT 15,


non-TCP-SPACE





INTEGER (3..65535)




DEFAULT 15,


-- TABULAR: expectReordering has only two possible values, so using Optional or Default


-- would be wasteful


expectReordering




ExpectReordering

}

RFC3095-Info-r4 ::=



SEQUENCE {


rohcProfileList





ROHC-ProfileList-r4,


ul-RFC3095






UL-RFC3095-r4





OPTIONAL,

dl-RFC3095






DL-RFC3095-r4





OPTIONAL
}

RLC-Info ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode






DL-RLC-Mode






OPTIONAL

}

RLC-Info-r5 ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode-r5





DL-RLC-Mode-r5





OPTIONAL,


rlc-OneSidedReEst




BOOLEAN

}

RLC-Info-r6 ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode-r5





DL-RLC-Mode-r6





OPTIONAL,


rlc-OneSidedReEst




BOOLEAN

}

RLC-InfoChoice ::=




CHOICE {


rlc-Info






RLC-Info,


same-as-RB






RB-Identity

}

RLC-InfoChoice-r5 ::=




CHOICE {


rlc-Info-r5






RLC-Info-r5,


same-as-RB






RB-Identity

}

RLC-SequenceNumber ::=



INTEGER (0..4095)

RLC-SizeInfo ::=




SEQUENCE {


rlc-SizeIndex





INTEGER (1..maxTF)

}

RLC-SizeExplicitList ::=


SEQUENCE (SIZE
(1..maxTF))
OF











RLC-SizeInfo

ROHC-Profile-r4 ::=




INTEGER (1..3)

ROHC-ProfileList-r4 ::=



SEQUENCE (SIZE
(1..maxROHC-Profile-r4))
OF











ROHC-Profile-r4

ROHC-PacketSize-r4 ::=



INTEGER (2..1500)

ROHC-PacketSizeList-r4 ::=


SEQUENCE (SIZE
(1..maxROHC-PacketSizes-r4))
OF











ROHC-PacketSize-r4

SRB-InformationSetup ::=


SEQUENCE {


-- The default value for rb-Identity is the smallest value not used yet.


rb-Identity






RB-Identity






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}

SRB-InformationSetup-r5 ::=


SEQUENCE {


-- The default value for rb-Identity is the smallest value not used yet.


rb-Identity






RB-Identity






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r5,


rb-MappingInfo





RB-MappingInfo-r5

}

SRB-InformationSetupList ::=

SEQUENCE (SIZE (1..maxSRBsetup)) OF











SRB-InformationSetup

SRB-InformationSetupList-r5 ::=

SEQUENCE (SIZE (1..maxSRBsetup)) OF











SRB-InformationSetup-r5

SRB-InformationSetupList2 ::=

SEQUENCE (SIZE (3..4)) OF











SRB-InformationSetup

TimerDAR-r6 ::=





ENUMERATED {











ms40, ms80, ms160, ms320, ms640,











ms1280, ms2560, ms5120}

TimerDiscard ::=




ENUMERATED {











td0-1, td0-25, td0-5, td0-75,











td1, td1-25, td1-5, td1-75,











td2, td2-5, td3, td3-5, td4,











td4-5, td5, td7-5 }

TimerEPC ::=





ENUMERATED {











te50, te60, te70, te80, te90,











te100, te120, te140, te160, te180,











te200, te300, te400, te500, te700,











te900 }

TimerMRW ::=





ENUMERATED {











te50, te60, te70, te80, te90, te100, 











te120, te140, te160, te180, te200, 











te300, te400, te500, te700, te900 }

TimerPoll ::=





ENUMERATED {











tp10, tp20, tp30, tp40, tp50,











tp60, tp70, tp80, tp90, tp100,











tp110, tp120, tp130, tp140, tp150,











tp160, tp170, tp180, tp190, tp200,











tp210, tp220, tp230, tp240, tp250,











tp260, tp270, tp280, tp290, tp300,











tp310, tp320, tp330, tp340, tp350,











tp360, tp370, tp380, tp390, tp400,











tp410, tp420, tp430, tp440, tp450,











tp460, tp470, tp480, tp490, tp500,











tp510, tp520, tp530, tp540, tp550,











tp600, tp650, tp700, tp750, tp800,











tp850, tp900, tp950, tp1000 }

TimerPollPeriodic ::=



ENUMERATED {











tper100, tper200, tper300, tper400,











tper500, tper750, tper1000, tper2000 }

TimerPollProhibit ::=



ENUMERATED {











tpp10, tpp20, tpp30, tpp40, tpp50,











tpp60, tpp70, tpp80, tpp90, tpp100,











tpp110, tpp120, tpp130, tpp140, tpp150,











tpp160, tpp170, tpp180, tpp190, tpp200,











tpp210, tpp220, tpp230, tpp240, tpp250,











tpp260, tpp270, tpp280, tpp290, tpp300,











tpp310, tpp320, tpp330, tpp340, tpp350,











tpp360, tpp370, tpp380, tpp390, tpp400,











tpp410, tpp420, tpp430, tpp440, tpp450,











tpp460, tpp470, tpp480, tpp490, tpp500,











tpp510, tpp520, tpp530, tpp540, tpp550,











tpp600, tpp650, tpp700, tpp750, tpp800,











tpp850, tpp900, tpp950, tpp1000 }

TimerRST ::=





ENUMERATED {











tr50, tr100, tr150, tr200, tr250, tr300, 











tr350, tr400, tr450, tr500, tr550,











tr600, tr700, tr800, tr900, tr1000 }

TimerStatusPeriodic ::=



ENUMERATED {











tsp100, tsp200,
tsp300, tsp400, tsp500,











tsp750, tsp1000, tsp2000 }

TimerStatusProhibit ::=



ENUMERATED {











tsp10,tsp20,tsp30,tsp40,tsp50,











tsp60,tsp70,tsp80,tsp90,tsp100,











tsp110,tsp120,tsp130,tsp140,tsp150,











tsp160,tsp170,tsp180,tsp190,tsp200,











tsp210,tsp220,tsp230,tsp240,tsp250,











tsp260,tsp270,tsp280,tsp290,tsp300,











tsp310,tsp320,tsp330,tsp340,tsp350,











tsp360,tsp370,tsp380,tsp390,tsp400,











tsp410,tsp420,tsp430,tsp440,tsp450,











tsp460,tsp470,tsp480,tsp490,tsp500,











tsp510,tsp520,tsp530,tsp540,tsp550,











tsp600,tsp650,tsp700,tsp750,tsp800,











tsp850,tsp900,tsp950,tsp1000 }

TransmissionRLC-Discard ::=


CHOICE {


timerBasedExplicit




ExplicitDiscard,


timerBasedNoExplicit



NoExplicitDiscard,


maxDAT-Retransmissions



MaxDAT-Retransmissions,


noDiscard






MaxDAT

}

TransmissionWindowSize ::=


ENUMERATED {











tw1, tw8, tw16, tw32, tw64, tw128, tw256,











tw512, tw768, tw1024, tw1536, tw2047, 











tw2560, tw3072, tw3584, tw4095 }

UL-AM-RLC-Mode ::=




SEQUENCE {


transmissionRLC-Discard



TransmissionRLC-Discard,


transmissionWindowSize



TransmissionWindowSize,


timerRST






TimerRST,


max-RST







MaxRST,


pollingInfo






PollingInfo






OPTIONAL

}

UL-CounterSynchronisationInfo ::=

SEQUENCE {


rB-WithPDCP-InfoList




RB-WithPDCP-InfoList 
OPTIONAL,


startList







STARTList

}

UL-LogicalChannelMapping ::=

SEQUENCE {


-- TABULAR: UL-TransportChannelType contains TransportChannelIdentity as well.


ul-TransportChannelType



UL-TransportChannelType,


logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL,


rlc-SizeList





CHOICE {



allSizes






NULL,



configured






NULL,



explicitList





RLC-SizeExplicitList


},


mac-LogicalChannelPriority


MAC-LogicalChannelPriority

}

UL-LogicalChannelMappingList ::=
SEQUENCE {


-- rlc-LogicalChannelMappingIndicator shall be set to TRUE in this version


-- of the specification


rlc-LogicalChannelMappingIndicator
BOOLEAN,


ul-LogicalChannelMapping


SEQUENCE (SIZE (maxLoCHperRLC)) OF











UL-LogicalChannelMapping

}

UL-LogicalChannelMappings ::=

CHOICE {


oneLogicalChannel




UL-LogicalChannelMapping,


twoLogicalChannels




UL-LogicalChannelMappingList

}

UL-RFC3095-r4 ::=




SEQUENCE {

cid-InclusionInfo




CID-InclusionInfo-r4,

max-CID







INTEGER (1..16383)




DEFAULT 15,

rohcPacketSizeList




ROHC-PacketSizeList-r4
}
UL-RLC-Mode ::=





CHOICE {


ul-AM-RLC-Mode





UL-AM-RLC-Mode,


ul-UM-RLC-Mode





UL-UM-RLC-Mode,


ul-TM-RLC-Mode





UL-TM-RLC-Mode,


spare







NULL

}

UL-TM-RLC-Mode ::=




SEQUENCE {


transmissionRLC-Discard



TransmissionRLC-Discard



OPTIONAL,


segmentationIndication



BOOLEAN

}

UL-UM-RLC-Mode ::=




SEQUENCE {


transmissionRLC-Discard



TransmissionRLC-Discard



OPTIONAL

}

UL-TransportChannelType ::=


CHOICE {


dch








TransportChannelIdentity,


rach







NULL,


cpch







NULL,


usch







TransportChannelIdentity

}

UM-RLC-DuplAvoid-Reord-Info-r6 ::=
SEQUENCE {


windowSize-OSSD





WindowSizeOSSD-r6

}

UM-RLC-OutOSeqDelivery-Info-r6 ::=
SEQUENCE {


timer-DAR






TimerDAR-r6,


widowSize-DAR





WindowSizeDAR-r6

}

WindowSizeDAR-r6 ::=



ENUMERATED {











ws32, ws64, ws128, spare1}

WindowSizeOSSD-r6 ::=



ENUMERATED {











ws32, ws64, ws128, spare1}

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

