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1.
Introduction/Overview
TR 25.819 V 0.1.0 (R2-051273) was endorsed at RAN2 #46bis. The TR identified the specifications for which RAN2 has responsibility and which are impacted by the introduction of the 7.68 Mcps TDD option. This contribution identifies a number of specific changes which are needed to 25.321 in order to introduce the 7.68 Mcps TDD option and proposes some text for Section 7.6 of the TR. An initial view of the detailed changes necessary to 25.321 is provided by the attached draft CR
2.
Proposed Changes
2.1
Editorial Changes

Generally 7.68 Mcps MAC procedures are as 3.84 Mcps TDD. Consequently a number of editorial changes are need to replace “3.84 Mcps TDD” with “3.84/7.68 Mcps TDD”.
2.2
Max. Number of PDUs Transmitted in a single TTI
For 7.68 Mcps TDD the maximum number of PDUs transmitted in a single TTI should be 636 (for 3.84 Mcps TDD the maximum number is 318).

2.3 Transport Block Sizes for 7.68 Mcps TDD

Transport block sizes for 7.68 need to be generally double those of 3.84 Mcps TDD in order to take advantage of the doubling of the chip rate. A new formula and table giving transport block sizes needs to be added to Section 9.2.3 of 25.321.
2.4
ASC Selection

The 7.68 Mcps access service class procedure (for control of RACH transmissions) is as for 3.84 Mcps TDD.

3.
Proposal
RAN 2 is requested to agree on the above an to agree that proposals 2.1 through 2.4 should be included in 25.819 as Sections 7.6.1 through 7.6.4
