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1. Introduction

In the Beijing meeting, the MBMS transmission group identity was discussed without any conclusion. We think that if the number of available services increase further, the size of the MODIFIED MBMS SERVICES INFORMATION message will increase as well in a certain case. Thus, the MSI message would be sent for more than one TTI, which will cause UE receiving MTCH to lose more data. For this reason, the MBMS transmission group identity is proposed to reduce the size of the MSI message in case of large number of service available at a cell.
2. Proposal
2.1 Maximum Number of Modified MBMS Services
The maximum number of modified MBMS services in 25.331 means the maximum number of active MBMS sessions that can be modified for one modification period at a cell. Considering background services, the current maximum number, 4 is too restrictive. At least, we think the maximum number of modified MBMS services should be equal to the maximum number of unmodified MBMS services, currently 32. Thus, the CR below propose to change the number 4 to 32. 

Moreover, it should be discussed whether the current maximum number of MBMS session available for one modification period at a cell, 32 is enough or not. The decision will change the maximum number of unmodified MBMS services. LG has no strong opinion. Operators’ opinions on the number are welcome.
2.2 MBMS transmission group identity
The MBMS transmission group identity was proposed to reduce the MSI size. Currently, in the case the number of modified services is 4 or 5, the MSI size is close to 150 bits. And in the case the number of modified services is 8 or 9, the MSI size is close to 300 bits depending on existence of optional IEs. Thus, even if the maximum number of modified services is 32, the MBMS transmission group identity is useful to reduce some burden on the MSI transmission in one TTI, which is also beneficial to UE in term of MTCH data loss and MCCH processing capability.
The CR below covers the follows cases:

· When all services on current cell SCCPCH are changed
· When all services on neighbouring cell are changed
· When all services on preferred frequency are changed
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8.6.9.x MBMS transmission group identity
If the IE "MBMS Transmission group identity" is included the UE shall:
1>
if the MCCH acquisition procedure was successfully performed for this cell before this modification period:
2>
determine which MBMS transmission identity the IE "MBMS Transmission group identity" corresponds to based on the MCCH information previously received in this cell;
1>
otherwise:

2>
perform the MCCH acquisition procedure as specified in subclause 8.7.2;

2>
determine which MBMS transmission identity the IE "MBMS Transmission group identity" corresponds to based on the MCCH information received while performing the MCCH acquisition procedure;
1>
if the IE "MBMS Transmission group identity" corresponds to the MBMS transmission identity corresponding to a service that is included in variable MBMS_ACTIVATED_SERVICES:
2> consider the MBMS transmission identity to be included in the MBMS Modified services Information message and act upon the information about the MBMS transmission corresponding to the MBMS transmission identity as specified elsewhere.
**** Next modified section ****
10.2.16j
MBMS Modified services Information
This information is transmitted periodically by UTRAN to inform UEs about a change applicable for one or more MBMS services available in the current cell and possibly in neighbouring cells.

Logical channel: MCCH, DCCH


Direction: UTRAN ( UE
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message type
	MP
	
	Message Type
	
	REL-6

	Modified service list
	OP
	1.. <maxMBMSservModif>
	
	
	REL-6

	>CHOICE Transmission identity option
	MP
	
	
	
	REL-6

	>>Single identity
	
	
	
	
	REL-6

	>MBMS Transmission identity
	MP
	
	MBMS Transmission identity

10.3.9a.12
	
	REL-6

	>>Group identity
	
	
	
	
	REL-6

	>>>MBMS Transmission group identity
	MP
	
	MBMS Transmission group identity

10.3.9a.xx
	Indicates a group of MBMS services
	REL-6

	>MBMS required UE action
	MP
	
	Enumerated (None, Acquire counting info, Acquire PTM RB info, Establish PMM connection, Release PTM RB)
	Indicates required UE action upon receiving the message.

When sent on the DCCH, only the following values apply: None (FLC), Acquire PTM RB info, Establish PMM connection).
	REL-6

	>MBMS preferred frequency
	OP
	
	
	Indicates the frequency that UEs shall consider as the preferred frequency layer for cell re-selection during a session for an MBMS service the UE has joined, as specified in [25.304] .


	REL-6

	>>PFL index
	CV-MCCH
	
	Integer (1.. <maxMBMS-Freq>)
	Index pointing to an entry in the list included in MBMS GENERAL INFORMATION.
	REL-6

	>>PFL info
	CV- DCCH
	
	Frequency info 10.3.6.36
	
	REL-6

	>Continue MCCH reading
	MP
	
	BOOLEAN
	MCCH in- band notification. Indicates whether or not the UE should continue reading MCCH in the next modification period.

Not applicable when sent on the DCCH
	REL-6

	MBMS re- aquire MCCH
	MP
	
	BOOLEAN
	
	REL-6

	End of modified MCCH information
	OP
	
	Integer (1..15)
	Final TTI including MCCH messages with different content than in the previous modification period
	REL-6


	Condition
	Explanation

	MCCH
	This IE is mandatory present if the message is sent via MCCH and not needed otherwise.

	DCCH
	This IE is mandatory present if the message is sent via DCCH and not needed otherwise.


**** Next modified section ****
10.3.9a.xx

MBMS Transmission group identity
Includes information about the MBMS transmission group identity, which identifies all of the MBMS services provided on the identified channel, cell or frequency at last modification period.
	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Grouping method
	MP
	
	
	
	REL-6

	>All services on current cell SCCPCH
	
	
	
	
	REL-6

	>>Current cell S-CCPCH identity
	MP
	
	MBMS Current cell S-CCPCH identity 10.3.9a.5
	
	REL-6

	>All services on neighbouring cell
	
	
	
	
	REL-6

	>>Neighbouring cell identity
	MP
	
	Integer (1..X)
	Assumption is to use a short index eg. pointer to SIB 11/ 12
	REL-6

	>All services on preferred frequency
	
	
	
	
	REL-6

	>>MBMS preferred frequency
	MP
	
	Integer

(1 .. 
<maxMBMS-Freq>)
	Index pointing to an entry in the MBMS preferred frequency list included in the MBMS preferred frequency information.
	REL-6


**** Next modified section ****
10.3.10
Multiplicity values and type constraint values

The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value
	Version

	CN information
	
	
	

	maxCNdomains
	Maximum number of CN domains
	4
	

	UTRAN mobility information
	
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1
	

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15
	

	maxURA
	Maximum number of URAs in a cell
	8
	

	maxInterSysMessages
	Maximum number of Inter System Messages
	4
	

	maxRABsetup
	Maximum number of RABs to be established
	16
	

	UE information
	
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25
	

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8
	

	maxDRACclasses
	Maximum number of UE classes which would require different DRAC parameters
	8
	

	maxFreqBandsFDD
	Maximum number of frequency bands supported by the UE as defined in [21]
	8
	

	maxFreqBandsTDD
	Maximum number of frequency bands supported by the UE as defined in [22]
	4
	

	maxFreqBandsGSM
	Maximum number of frequency bands supported by the UE as defined in [45]
	16
	

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8
	

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16
	

	MaxURNTIgroup
	Maximum number of U-RNTI groups in one message
	8
	REL-5

	RB information
	
	
	

	maxPredefConfig
	Maximum number of predefined configurations
	16
	

	maxRB
	Maximum number of RBs
	32
	

	maxSRBsetup
	Maximum number of signalling RBs to be established 
	8
	

	maxRBperRAB
	Maximum number of RBs per RAB
	8
	

	maxRBallRABs
	Maximum number of non signalling RBs
	27
	

	maxRBperTrCh
	Maximum number of RB per TrCh
	16
	REL-6

	maxRBMuxOptions
	Maximum number of RB multiplexing options
	8
	

	maxLoCHperRLC
	Maximum number of logical channels per RLC entity
	2
	

	maxRLCPDUsizePerLogChan
	Maximum number of RLC PDU sizes per logical channel
	FFS
	REL-6

	MaxROHC-PacketSizes
	Maximum number of packet sizes that are allowed to be produced by ROHC.
	16
	

	MaxROHC-Profiles
	Maximum number of profiles supported by ROHC on a given RB.
	8
	

	maxRFC 3095-CID
	Maximum number of available CID values per radio bearer
	16384
	REL-5

	TrCH information
	
	
	

	maxE-DCHMACdFlow
	Maximum number of E-DCH MAC-d flows
	FFS
	REL-6

	maxHarqRTT
	Maximum number of E-DCH HARQ processes
	FFS
	REL-6

	MaxHProcesses
	Maximum number of H-ARQ processes
	8
	REL-5

	MaxHSDSCH_TB_index
	Maximum number of TB set size configurations for the HS-DSCH.
	64 (FDD and 1.28 MCPS TDD); 512 (3.84 Mcps TDD)
	REL-5

	maxMACdPDUSizes
	Maximum number of MAC-d PDU sizes per queue permitted for MAC-hs
	8
	REL-5

	maxTrCH
	Maximum number of transport channels used in one direction (UL or DL)
	32
	

	maxTrCHpreconf
	Maximum number of preconfigured Transport channels, per direction
	16
	

	maxCCTrCH
	Maximum number of CCTrCHs
	8
	

	maxQueueID
	Maximum number of Mac-hs queues
	8
	REL-5

	MaxTF
	Maximum number of different transport formats that can be included in the Transport format set for one transport channel
	32
	

	maxTF-CPCH
	Maximum number of TFs in a CPCH set 
	16
	

	maxTFC
	Maximum number of Transport Format Combinations
	1024
	

	maxTFCsub
	Maximum number of Transport Format Combinations Subset
	1024
	

	maxTFCI-1-Combs
	Maximum number of TFCI (field 1) combinations
	512
	

	maxTFCI-2-Combs
	Maximum number of TFCI (field 2) combinations
	512
	

	maxCPCHsets
	Maximum number of CPCH sets per cell
	16
	

	maxSIBperMsg
	Maximum number of complete system information blocks per SYSTEM INFORMATION message
	16
	

	maxSIB
	Maximum number of references to other system information blocks.
	32
	

	maxSIB-FACH
	Maximum number of references to system information blocks on the FACH
	8
	

	PhyCH information
	
	
	

	maxHSSCCHs
	Maximum number of HSSCCH codes that can be assigned to a UE
	4
	REL-5

	maxPCPCH-APsubCH
	Maximum number of available sub-channels for AP signature on PCPCH
	12
	

	maxPCPCH-CDsubCH
	Maximum number of available sub-channels for CD signature on PCPCH
	12
	

	maxPCPCH-APsig
	Maximum number of available signatures for AP on PCPCH
	16
	

	maxPCPCH-CDsig
	Maximum number of available signatures for CD on PCPCH
	16
	

	maxAC
	Maximum number of access classes
	16
	

	maxASC
	Maximum number of access service classes
	8
	

	maxASCmap
	Maximum number of access class to access service classes mappings
	7
	

	maxASCpersist
	Maximum number of access service classes for which persistence scaling factors are specified
	6
	

	maxPRACH
	Maximum number of PRACHs in a cell
	16
	

	MaxPRACH_FPACH
	Maximum number of PRACH / FPACH pairs in a cell (1.28 Mcps TDD)
	8
	REL-4

	maxFACHPCH
	Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
	8
	

	maxTrChperSCCPCH
	Maximum number of TrCh per S-CCPCH
	8
	REL-6

	maxRL
	Maximum number of radio links
	8
	

	maxSCCPCH
	Maximum number of secondary CCPCHs per cell
	16
	

	maxDPDCH-UL
	Maximum number of DPDCHs per cell
	6
	

	maxDPCH-DLchan
	Maximum number of channelisation codes used for DL DPCH

	8
	

	maxPUSCH
	Maximum number of PUSCHs
	(8)
	

	maxPDSCH
	Maximum number of PDSCHs
	8
	

	maxPDSCHcodes
	Maximum number of codes for PDSCH
	16
	

	maxPDSCH-TFCIgroups
	Maximum number of TFCI groups for PDSCH
	256
	

	maxPDSCHcodeGroups
	Maximum number of code groups for PDSCH
	256
	

	maxPCPCHs
	Maximum number of PCPCH channels in a CPCH Set
	64
	

	maxPCPCH-SF
	Maximum number of available SFs on PCPCH
	7
	

	maxTS
	Maximum number of timeslots used in one direction (UL or DL)
	14 (3.84 Mcps TDD)
	

	
	
	6 (1.28 Mcps TDD)
	REL-4

	hiPUSCHidentities
	Maximum number of PUSCH Identities
	64
	

	hiPDSCHidentities
	Maximum number of PDSCH Identities
	64
	

	Measurement information
	
	
	

	maxTGPS
	Maximum number of transmission gap pattern sequences 
	6
	

	maxAdditionalMeas
	Maximum number of additional measurements for a given measurement identity
	4
	

	maxMeasEvent
	Maximum number of events that can be listed in measurement reporting criteria
	8
	

	maxMeasParEvent
	Maximum number of measurement parameters (e.g. thresholds) per event
	2
	

	maxMeasIntervals
	Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
	1
	

	maxCellMeas
	Maximum number of cells to measure
	32
	

	maxReportedGSMCells
	Maximum number of GSM cells to be reported
	8
	

	maxFreq
	Maximum number of frequencies to measure
	8
	

	maxSat
	Maximum number of satellites to measure
	16
	

	maxSatAlmanacStorage
	Maximum number of satellites for which to store GPS Almanac information
	32
	

	HiRM
	Maximum number that could be set as rate matching attribute for a transport channel
	256
	

	Frequency information
	
	
	

	MaxFDDFreqList
	Maximum number of FDD carrier frequencies to be stored in USIM
	4 
	

	MaxTDDFreqList
	Maximum number of TDD carrier frequencies to be stored in USIM
	4
	

	MaxFDDFreqCellList
	Maximum number of neighbouring FDD cells to be stored in USIM
	32
	

	MaxTDDFreqCellList
	Maximum number of neighbouring TDD cells to be stored in USIM
	32
	

	MaxGSMCellList
	Maximum number of GSM cells to be stored in USIM
	32
	

	Other information
	
	
	

	MaxGERANSI
	Maximum number of GERAN SI blocks that can be provided as part of NACC information
	8
	REL-5

	maxNumGSMFreqRanges
	Maximum number of GSM Frequency Ranges to store
	32
	

	MaxNumFDDFreqs
	Maximum number of FDD centre frequencies to store
	8
	

	MaxNumTDDFreqs
	Maximum number of TDD centre frequencies to store
	8
	

	maxNumCDMA200Freqs
	Maximum number of CDMA2000 centre frequencies to store
	8
	

	maxGSMTargetCells
	Maximum number of GSM target cells
	32
	REL-6

	MBMS information
	
	
	

	maxMBMS-CommonCCTrCh
	Maximum number of CCTrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonPhyCh
	Maximum number of PhyCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonRB
	Maximum number of RB configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonTrCh
	Maximum number of TrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-Freq
	Maximum number of MBMS preferred frequencies
	4
	REL-6

	maxMBMS-L1CP
	Maximum number of periods in which layer 1 combining applies
	4
	REL-6

	maxMBMSservCount
	Maximum number of MBMS services in a Access Info message
	4
	REL-6

	maxMBMSservDedic
	Maximum number of MBMS services in a dedicated notification/ Paging type 2 message
	4
	REL-6

	maxMBMSservModif
	Maximum number of MBMS services in a MBMS Modified Services Information message
	32
	REL-6

	maxMBMSservSched
	Maximum number of MBMS services in a MBMS Scheduling Information message
	16
	REL-6

	maxMBMSservUnmodif
	Maximum number of MBMS services in a MBMS Unmodified Services Information message
	32
	REL-6

	maxMBMSTransmis
	Maximum number of transmissions for which scheduling information is provided within a scheduling period
	4
	REL-6


**** Next modified section ****
11.2
PDU definitions

--**************************************************************
--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,

URA-Identity,

-- User Equipment IEs :


UE-RadioAccessCapabBandFDDList2,

UE-RadioAccessCapabBandFDDList-ext,


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringModeInfo,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


GroupReleaseInformation,


H-RNTI,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RejectionCause,


ReleaseCause,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapabilityComp,


DL-PhysChCapabilityFDD-v380ext,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-r5,


UE-SecurityInformation,


URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-Post,


RAB-InformationList,


RAB-InformationReconfigList,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList2,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DRAC-StaticInformationList,


TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

ConstantValue,


ConstantValueTdd,


CPCH-SetInfo,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6,

DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-PDSCH-Information,


DL-TPC-PowerOffsetPerRL-List,


DPC-Mode,


DPCH-CompressedModeStatusInfo,


FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


HARQ-Preamble-Mode,

HS-SICH-Power-Control-Info-TDD384,

MaxAllowedUL-TX-Power,


OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-Identity,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4,

PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-RemovalInformationList,


SpecialBurstScheduling,


SSDT-Information,


SSDT-Information-r4,


TFC-ControlDuration,


SSDT-UL,


TimeslotList,


TimeslotList-r4,

TX-DiversityMode,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirement-r6,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,

UL-ChannelRequirementWithCPCH-SetID-r6,

UL-DPCH-Info,


UL-DPCH-Info-r4,

UL-DPCH-Info-r5,

UL-DPCH-Info-r6,

UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,

UL-EDCH-Information-r6,


UL-SynchronisationParameters-r4,

UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,
-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndicator,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsOnRACH,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-Measurement-v390ext,


UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,
-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,

InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,

ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type,

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-ModifedServiceList-r6,


MBMS-MSCHConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-PhyChInformationList-r6,


MBMS-PL-ServiceRestrictInfo-r6,


MBMS-PreferredFreqRequest-r6,


MBMS-PreferredFrequencyList-r6,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCouneters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6

MBMS-TransmissionGroupIdentity-r6
FROM InformationElements


maxSIBperMsg,


maxURNTI-Group
FROM Constant-definitions;

**** Cut untl the next modification ****
-- ***************************************************

--

-- MBMS ACCESS INFORMATION

--

-- ***************************************************

MBMSAccessInformation ::= SEQUENCE {


-- Access Information IEs



mbms-ServiceAccessInfoList

MBMS-ServiceAccessInfoList-r6,


-- Non critical extensions



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

-- ***************************************************

--

-- MBMS COMMON PTM RB INFORMATION

--

-- ***************************************************

MBMSCommonPTMRBInformation ::= SEQUENCE {


-- Common PTM RB Information IEs



mbms-CommonRBInformationList
MBMS-CommonRBInformationList-r6,



mbms-TranspChInfoForEachTrCh
MBMS-TranspChInfoForEachTrCh-r6,



mbms-TranspChInfoForEachCCTrCh
MBMS-TranspChInfoForEachCCTrCh-r6,



mbms-PhyChInformationList

MBMS-PhyChInformationList-r6,


-- Non critical extensions



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

-- ***************************************************

--

-- MBMS CURRENT CELL PTM RB INFORMATION

--

-- ***************************************************

MBMSCurrentCellPTMRBInformation ::= SEQUENCE {


-- Current Cell PTM RB Information IEs



mbms-CurrentCell-SCCPCHList

MBMS-CurrentCell-SCCPCHList-r6

OPTIONAL,



mbms-SIBType5-SCCPCHList

MBMS-SIBType5-SCCPCHList-r6


OPTIONAL,


-- Non critical extensions



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

-- ***************************************************

--

-- MBMS GENERAL INFORMATION

--

-- ***************************************************

MBMSGeneralInformation ::= SEQUENCE {


-- MBMS General Information IEs



mbms-PreferredFrequencyInfo

MBMS-PreferredFrequencyList-r6

OPTIONAL,



mbms-TimersAndCouneters


MBMS-TimersAndCouneters-r6,



michConfigurationInfo


MBMS-MICHConfigurationInfo-r6,



cellGroupIdentity



MBMS-CellGroupIdentity-r6,



mschDefaultConfigurationInfo
MBMS-MSCHConfigurationInfo-r6

OPTIONAL,


-- Non critical extensions



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

-- ***************************************************

--

-- MBMS MODIFICATION REQUEST

--

-- ***************************************************

MBMSModificationRequest ::= SEQUENCE {


-- MBMS Modification Request IEs



mbms-PreferredFreqRequest

MBMS-PreferredFreqRequest-r6

OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,


-- Non critical extensions



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

-- ***************************************************

--

-- MBMS MODIFIED SERVICES INFORMATION

--

-- ***************************************************

MBMSModifiedServicesInformation ::= SEQUENCE {


-- MBMS Modified Services Information IEs



modifedServiceList



MBMS-ModifedServiceList-r6


OPTIONAL,


mbms-ReacquireMCCH



BOOLEAN,



endOfModifiedMCCHInformation
INTEGER (1..15)





OPTIONAL,


-- Non critical extensions



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

-- ***************************************************

--

-- MBMS NEIGHBOURING CELL PTM RB INFORMATION

--

-- ***************************************************

MBMSNeighbouringCellPTMRBInformation ::= SEQUENCE {


-- MBMS Neighbouring Cell PTM RB Information IEs



neighbouringCellIdentity

INTEGER (1),
-- FFS



neighbouringCellSCCPCHList

MBMS-NeighbouringCellSCCPCHList-r6,


-- Non critical extensions



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

-- ***************************************************

--

-- MBMS SCHEDULING INFORMATION

--

-- ***************************************************

MBMSSchedulingInformation ::= SEQUENCE {


-- MBMS Scheduling Information IEs



serviceSchedulingInfoList

MBMS-ServiceSchedulingInfoList-r6,


-- Non critical extensions



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

-- ***************************************************

--

-- MBMS UNMODIFIED SERVICES INFORMATION

--

-- ***************************************************

MBMSUnmodifiedServicesInformation ::= SEQUENCE {


-- IEs



unmodifiedServiceList


MBMS-UnmodifiedServiceList-r6

OPTIONAL,


-- Non critical extensions



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

END

11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=
-- ***************************************************

--

--     CORE NETWORK INFORMATION ELEMENTS (10.3.1)

--

-- ***************************************************

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxCNdomains,


maxCPCHsets,


maxDPCH-DLchan,


maxDPDCH-UL,


maxDRACclasses,


maxE-DCHMACdFlow,


maxE-DCHMACdFlow-1,

maxFACHPCH,


maxFreq,


maxFreqBandsFDD,


maxFreqBandsTDD,


maxFreqBandsGSM,


maxGERAN-SI,

maxHarqRTT,


maxHProcesses,


maxHSDSCHTBIndex,


maxHSDSCHTBIndex-tdd384,


maxHSSCCHs,


maxInterSysMessages,


maxLoCHperRLC,


maxMAC-d-PDUsizes,


maxMBMS-CommonCCTrCh,


maxMBMS-CommonPhyCh,


maxMBMS-CommonRB,


maxMBMS-CommonTrCh,


maxMBMS-Freq,


maxMBMS-L1CP,


maxMBMSservCount,


maxMBMSservDedic,


maxMBMSservModif,


maxMBMSservSched,


maxMBMSservUnmodif,


maxMBMSTransmis,


maxMeasEvent,


maxMeasIntervals,


maxMeasParEvent,


maxNumCDMA2000Freqs,

maxNumFDDFreqs,

maxNumGSMFreqRanges,

maxGSMTargetCells,


maxNumTDDFreqs,


maxOtherRAT,


maxOtherRAT-16,


maxPage1,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDCPAlgoType,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPRACH-FPACH,


maxPredefConfig,


maxPUSCH,


maxQueueIDs,


maxRABsetup,


maxRAT,


maxRB,


maxRBallRABs,


maxRBperTrCh,


maxRBMuxOptions,


maxRBperRAB,


maxReportedGSMCells,


maxRLCPDUsizePerLogChan,

maxSRBsetup,


maxRL,


maxRL-1,


maxROHC-PacketSizes-r4,


maxROHC-Profile-r4,


maxSCCPCH,


maxSat,


maxSIB,


maxSIB-FACH,


maxSystemCapability,


maxTF,


maxTF-CPCH,


maxTFC,


maxTFCsub,


maxTFCI-2-Combs,


maxTGPS,


maxTrCH,


maxTrChperSCCPCH,


maxTrCHpreconf,


maxTS,


maxTS-1,


maxTS-2,


maxTS-LCR,


maxTS-LCR-1,


maxURA,


maxURNTI-Group
FROM Constant-definitions;

**** Cut untl the next modification ****
-- ***************************************************

--

--     MBMS INFORMATION ELEMENTS (10.3.9a)

--

-- ***************************************************

MBMS-AccessProbabilityFactor ::=
ENUMERATED {











apf0, apf32, apf64, apf96, apf128, apf160, apf192,











apf224, apf256, apf288, apf320, apf352, apf384, apf416,











apf448, apf480, apf512, apf544, apf576, apf608, apf640,











apf672, apf704, apf736, apf768, apf800, apf832, apf864,











apf896, apf928, apf960, apf1000 }

MBMS-CellGroupIdentity-r6 ::=

BIT STRING (SIZE (12))

MBMS-CommonCCTrChIdentity ::=

INTEGER (1..32)

MBMS-CommonPhyChIdentity ::=

INTEGER (1..32)

MBMS-CommonRBIdentity ::=


INTEGER (1..32)

MBMS-CommonRBInformation-r6 ::=

SEQUENCE {


commonRBIdentity




MBMS-CommonRBIdentity,


pdcp-Info






PDCP-Info-r4,


rlc-Info






RLC-Info-r6

}

MBMS-CommonRBInformationList-r6 ::= SEQUENCE (SIZE (1..maxMBMS-CommonRB)) OF











MBMS-CommonRBInformation-r6

MBMS-CommonTrChIdentity ::=


INTEGER (1..32)

MBMS-CurrentCell-SCCPCH-r6 ::=

SEQUENCE {


sccpchIdentity





MBMS-SCCPCHIdentity




OPTIONAL,


secondaryCCPCH-Info




MBMS-CommonPhyChIdentity,


transpCh-InfoCommonForAllTrCh

MBMS-CommonCCTrChIdentity,


transpCHInformation




MBMS-TrCHInformation-CommList

}

MBMS-CurrentCell-SCCPCHList-r6 ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF











MBMS-CurrentCell-SCCPCH-r6

MBMS-FACHCarryingMTCH-List ::=

SEQUENCE (SIZE (1..maxFACHPCH)) OF












TransportFormatSet
MBMS-JoinedInformation-r6 ::=

SEQUENCE {


p-TMSI







P-TMSI-GSM-MAP





OPTIONAL

}

MBMS-L1CombiningSchedule-32 ::=

SEQUENCE {


-- Actual L1 combining schedule values (offset, start, duration) = IE value * 4


cycleOffset






INTEGER (0..7)





OPTIONAL,


mtch-L1CombiningPeriodList


SEQUENCE (SIZE (1..maxMBMS-L1CP)) OF SEQUENCE {



periodStart






INTEGER (0..7),



periodDuration





INTEGER (1..8)


}

}

MBMS-L1CombiningSchedule-64 ::=

SEQUENCE {


-- Actual L1 combining schedule values (offset, start, duration) = IE value * 4


cycleOffset






INTEGER (0..15)





OPTIONAL,


mtch-L1CombiningPeriodList


SEQUENCE (SIZE (1..maxMBMS-L1CP)) OF SEQUENCE {



periodStart






INTEGER (0..15),



periodDuration





INTEGER (1..16)


}

}

MBMS-L1CombiningSchedule-128 ::=
SEQUENCE {


-- Actual L1 combining schedule values (offset, start, duration) = IE value * 4


cycleOffset






INTEGER (0..31)





OPTIONAL,


mtch-L1CombiningPeriodList


SEQUENCE (SIZE (1..maxMBMS-L1CP)) OF SEQUENCE {



periodStart






INTEGER (0..31),



periodDuration





INTEGER (1..32)


}

}

MBMS-L1CombiningSchedule-256 ::=
SEQUENCE {


-- Actual L1 combining schedule values (offset, start, duration) = IE value * 4


cycleOffset






INTEGER (0..63)





OPTIONAL,


mtch-L1CombiningPeriodList


SEQUENCE (SIZE (1..maxMBMS-L1CP)) OF SEQUENCE {



periodStart






INTEGER (0..63),



periodDuration





INTEGER (1..64)


}

}

MBMS-L1CombiningSchedule-512 ::=
SEQUENCE {


-- Actual L1 combining schedule values (offset, start, duration) = IE value * 4


cycleOffset






INTEGER (0..127)





OPTIONAL,


mtch-L1CombiningPeriodList


SEQUENCE (SIZE (1..maxMBMS-L1CP)) OF SEQUENCE {



periodStart






INTEGER (0..127),



periodDuration





INTEGER (1..128)


}

}

MBMS-L1CombiningSchedule-1024 ::=
SEQUENCE {


-- Actual L1 combining schedule values (offset, start, duration) = IE value * 4


cycleOffset






INTEGER (0..255)





OPTIONAL,


mtch-L1CombiningPeriodList


SEQUENCE (SIZE (1..maxMBMS-L1CP)) OF SEQUENCE {



periodStart






INTEGER (0..255),



periodDuration





INTEGER (1..256)


}

}

MBMS-L1CombiningSchedule ::=

CHOICE {


cycleLength-32





MBMS-L1CombiningSchedule-32,


cycleLength-64





MBMS-L1CombiningSchedule-64,


cycleLength-128





MBMS-L1CombiningSchedule-128,


cycleLength-256





MBMS-L1CombiningSchedule-256,


cycleLength-512





MBMS-L1CombiningSchedule-512,


cycleLength-1024




MBMS-L1CombiningSchedule-1024

}

MBMS-L1CombiningTransmTimeDiff ::=
INTEGER (0..3)

MBMS-L23Configuration ::=


CHOICE {


sameAsCurrent





SEQUENCE {



currentCell-SCCPCH




MBMS-SCCPCHIdentity,



mschConfigurationInfo



MBMS-MSCHConfigurationInfo-r6


},


different






SEQUENCE {



transpCh-InfoCommonForAllTrCh

MBMS-CommonCCTrChIdentity,



transpCHInformation




MBMS-TrCHInformation-NeighbList


}

}

MBMS-LogicalChIdentity ::=


INTEGER (1..15)

MBMS-MCCH-ConfigurationInfo-r6 ::=
SEQUENCE {


accessInfoPeriodCoefficient


INTEGER (0..3),


repetitionPeriodCoefficient


INTEGER (0..3),


modificationPeriodCoefficient

INTEGER (7..10),


rlc-Info






RLC-Info-r6,


tctf-Presence





MBMS-TCTF-Presence




OPTIONAL

}

MBMS-MICHConfigurationInfo-r6 ::=
SEQUENCE {


michPowerOffset





MBMS-MICHPowerOffset,


mode







CHOICE {



fdd








SEQUENCE {




channelisationCode256



ChannelisationCode256,




ni-CountPerFrame




MBMS-NI-CountPerFrame,




sttd-Indicator





BOOLEAN



},



tdd384







SEQUENCE {




timeslot






TimeslotNumber,




midambleShiftAndBurstType


MidambleShiftAndBurstType,




channelisationCode




DL-TS-ChannelisationCode,




repetitionPeriodLengthOffset

RepPerLengthOffset-MICH

OPTIONAL,




mbmsNotificationIndLength


MBMS-MICHNotificationIndLength
DEFAULT mn4


},



tdd128







SEQUENCE {




timeslot






TimeslotNumber-LCR-r4,




midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,




channelisationCodeList



SEQUENCE (SIZE (1..2)) OF














DL-TS-ChannelisationCode,




repetitionPeriodLengthOffset

RepPerLengthOffset-MICH

OPTIONAL,




mbmsNotificationIndLength


MBMS-MICHNotificationIndLength
DEFAULT mn4


}


}

}

MBMS-MICHNotificationIndLength ::=
ENUMERATED { mn4, mn8, mn16 }

MBMS-MICHPowerOffset ::=


INTEGER (-10..5)

MBMS-ModifedService-r6 ::=


SEQUENCE {



transmissionIdentityOption


CHOICE {



singleIdentity





SEQUENCE {




mbms-TransmissionIdentity


MBMS-TransmissionIdentity,



},



groupIdentity





SEQUENCE {




mbms-TransmissionGroupIdentity

MBMS-TransmissionGroupIdentity,



},


},

mbms-RequiredUEAction



MBMS-RequiredUEAction-Mod,


mbms-PreferredFrequency



CHOICE {



mcch







MBMS-PFLIndex,



dcch







MBMS-PFLInfo


}

OPTIONAL,


continueMCCHReading




BOOLEAN

}

MBMS-ModifedServiceList-r6 ::=

SEQUENCE (SIZE (1..maxMBMSservModif)) OF











MBMS-ModifedService-r6

MBMS-MSCHConfigurationInfo-r6 ::=
SEQUENCE {


mschShedulingInfo




MBMS-MSCHSchedulingInfo



OPTIONAL,


rlc-Info






RLC-Info-r6






OPTIONAL,


tctf-Presence





MBMS-TCTF-Presence




OPTIONAL

}

MBMS-MSCHSchedulingInfo ::=


CHOICE {


schedulingPeriod-32-Offset


INTEGER (0..31),


schedulingPeriod-64-Offset


INTEGER (0..63),


schedulingPeriod-128-Offset


INTEGER (0..127),


schedulingPeriod-256-Offset


INTEGER (0..255),


schedulingPeriod-512-Offset


INTEGER (0..511),


schedulingPeriod-1024-Offset

INTEGER (0..1023)

}

MBMS-NeighbouringCellSCCPCH-r6 ::=
SEQUENCE {


secondaryCCPCH-Info




MBMS-CommonPhyChIdentity,


rakeCombinableGroupId



MBMS-RakeCombinableGroupId


OPTIONAL,


layer1Combining





CHOICE {



fdd








SEQUENCE {




typeOfL1Combining




MBMS-TypeOfL1Combining,




mbms-L1CombiningSchedule


MBMS-L1CombiningSchedule
OPTIONAL



},



tdd








NULL


}

OPTIONAL,


mbms-L23Configuration



MBMS-L23Configuration

}

MBMS-NeighbouringCellSCCPCHList-r6 ::= SEQUENCE (SIZE (1..maxSCCPCH)) OF











MBMS-NeighbouringCellSCCPCH-r6

MBMS-NI-CountPerFrame ::=


ENUMERATED { ni18, ni36, ni72, ni144 }

MBMS-PFLIndex ::=




INTEGER (1..maxMBMS-Freq)

MBMS-PFLInfo ::=




FrequencyInfo

MBMS-PhyChInformation-r6 ::=

SEQUENCE {


mbms-CommonPhyChIdentity


MBMS-CommonPhyChIdentity,


secondaryCCPCHInfo-MBMS



SecondaryCCPCHInfo-MBMS-r6

}

MBMS-PhyChInformationList-r6 ::=
SEQUENCE (SIZE (1..maxMBMS-CommonPhyCh)) OF











MBMS-PhyChInformation-r6

MBMS-PL-ServiceRestrictInfo-r6 ::=
ENUMERATED { true }

MBMS-PreferredFreqRequest-r6 ::=
SEQUENCE {


preferredFreqRequest



FrequencyInfo

}

MBMS-PreferredFrequencyInfo-r6 ::=
SEQUENCE {


mbmsPreferredFrequency



INTEGER (1..maxMBMS-Freq),


layerConvergenceInformation


CHOICE {



mbms-Qoffset





INTEGER (0..7),



mbms-HCSoffset





INTEGER (0..7)


}

}

MBMS-PreferredFrequencyList-r6 ::=
SEQUENCE (SIZE (1..maxMBMS-Freq)) OF











MBMS-PreferredFrequencyInfo-r6

MBMS-PTM-RBInformation-C ::=

SEQUENCE {


rbInformation





MBMS-CommonRBIdentity,


shortTransmissionID




MBMS-ShortTransmissionID,


logicalChIdentity




MBMS-LogicalChIdentity

}

MBMS-PTM-RBInformation-CList ::=
SEQUENCE (SIZE (1..maxRBperTrCh)) OF











MBMS-PTM-RBInformation-C

MBMS-PTM-RBInformation-N ::=

SEQUENCE {


shortTransmissionID




MBMS-ShortTransmissionID,


logicalChIdentity




MBMS-LogicalChIdentity,


layer1-CombiningStatus



ENUMERATED { true }




OPTIONAL

}

MBMS-PTM-RBInformation-NList ::=
SEQUENCE (SIZE (1..maxRBperTrCh)) OF











MBMS-PTM-RBInformation-N

MBMS-PTM-RBInformation-S ::=

SEQUENCE {


rbInformation





MBMS-CommonRBIdentity,


shortTransmissionID




MBMS-ShortTransmissionID,


logicalChIdentity




MBMS-LogicalChIdentity

}

MBMS-PTM-RBInformation-SList ::=
SEQUENCE (SIZE (1..maxRBperTrCh)) OF











MBMS-PTM-RBInformation-S

MBMS-RakeCombinableGroupId ::=

INTEGER (0..15)

MBMS-RequiredUEAction-Mod ::=

ENUMERATED {











none,











acquireCountingInfo,











acquirePTM-RBInfo,











establishPMMConnection,











releasePTM-RB }

MBMS-RequiredUEAction-UMod ::=

ENUMERATED {











none,











acquirePTM-RBInfo,











establishPMMConnection }

MBMS-SCCPCHIdentity ::=



INTEGER (1..maxSCCPCH)

MBMS-ServiceAccessInfo-r6 ::=

SEQUENCE {


shortTransmissionID




MBMS-ShortTransmissionID,


accessprobabilityFactor-Idle

MBMS-AccessProbabilityFactor,


accessprobabilityFactor-UraPCH

MBMS-AccessProbabilityFactor

OPTIONAL

}

MBMS-ServiceAccessInfoList-r6 ::=
SEQUENCE (SIZE (1..maxMBMSservCount)) OF











MBMS-ServiceAccessInfo-r6

MBMS-ServiceIdentity ::=


SEQUENCE {


serviceIdentity





OCTET STRING (SIZE (3)),


plmn-Identity





CHOICE {



-- The 'sameAsMIB-PLMN-Id' choice refers to the 'PLMN Identity' (R99) in MIB.



sameAsMIB-PLMN-Id




NULL,


other







CHOICE {




-- The 'sameAsMIB-MultiPLMN-Id' choice refers to one of the (1..5) PLMN Identities




-- provided in the 'Multiple PLMN List' (REL-6) in MIB.




sameAsMIB-MultiPLMN-Id



INTEGER (1..5),



explicitPLMN-Id





PLMN-Identity



}


}

}

MBMS-ServiceSchedulingInfo-r6 ::=
SEQUENCE {


mbms-TransmissionIdentity


MBMS-TransmissionIdentity,


mbms-ServiceTransmInfoList


MBMS-ServiceTransmInfoList


OPTIONAL,


nextSchedulingperiod



INTEGER (0..31)

}

MBMS-ServiceSchedulingInfoList-r6 ::= SEQUENCE (SIZE (1..maxMBMSservSched)) OF











MBMS-ServiceSchedulingInfo-r6

MBMS-ServiceTransmInfo ::=


SEQUENCE {


-- Actual values (start, duration) = IE values * 4


start







INTEGER (0..255),


duration






INTEGER (1..256)

}

MBMS-ServiceTransmInfoList ::=

SEQUENCE (SIZE (1..maxMBMSTransmis)) OF











MBMS-ServiceTransmInfo

MBMS-SessionIdentity ::=


OCTET STRING (SIZE (1))

MBMS-ShortTransmissionID ::=

INTEGER (1..32)

MBMS-SIBType5-SCCPCH-r6 ::=


SEQUENCE {


sccpchIdentity





MBMS-SCCPCHIdentity,


transpCHInformation




MBMS-TrCHInformation-SIB5List

}

MBMS-SIBType5-SCCPCHList-r6 ::=

SEQUENCE (SIZE (1..maxSCCPCH)) OF











MBMS-SIBType5-SCCPCH-r6

MBMS-TCTF-Presence ::=



ENUMERATED { false }

MBMS-TimersAndCouneters-r6 ::=

SEQUENCE {


t-318







T-318







DEFAULT ms1000

}

MBMS-TransmissionIdentity ::=

SEQUENCE {


mbms-ServiceIdentity



MBMS-ServiceIdentity,


mbms-SessionIdentity



MBMS-SessionIdentity



OPTIONAL

}

MBMS-TranspChInfoForCCTrCh-r6 ::=
SEQUENCE {


commonCCTrChIdentity



MBMS-CommonCCTrChIdentity,


transportFormatCombinationSet

TFCS

}

MBMS-TranspChInfoForEachCCTrCh-r6 ::= SEQUENCE (SIZE (1..maxMBMS-CommonCCTrCh)) OF











MBMS-TranspChInfoForCCTrCh-r6

MBMS-TranspChInfoForEachTrCh-r6 ::= SEQUENCE (SIZE (1..maxMBMS-CommonTrCh)) OF











MBMS-TranspChInfoForTrCh-r6

MBMS-TranspChInfoForTrCh-r6 ::=

SEQUENCE {


commonTrChIdentity




MBMS-CommonTrChIdentity,


transportFormatSet




TransportFormatSet

}

MBMS-TrCHInformation-Comm ::=

SEQUENCE {


transpCh-Info





MBMS-CommonTrChIdentity,


rbInformation





MBMS-PTM-RBInformation-CList

OPTIONAL,


mschConfigurationInfo



MBMS-MSCHConfigurationInfo-r6

OPTIONAL

}

MBMS-TrCHInformation-CommList ::=
SEQUENCE (SIZE (1..maxTrChperSCCPCH)) OF











MBMS-TrCHInformation-Comm

MBMS-TrCHInformation-Neighb ::=

SEQUENCE {


transpCh-Info





MBMS-CommonTrChIdentity,


transpCh-CombiningStatus


BOOLEAN,


rbInformation





MBMS-PTM-RBInformation-NList

OPTIONAL,


mschConfigurationInfo



MBMS-MSCHConfigurationInfo-r6

OPTIONAL

}

MBMS-TrCHInformation-NeighbList ::=
SEQUENCE (SIZE (1..maxFACHPCH)) OF











MBMS-TrCHInformation-Neighb

MBMS-TrCHInformation-SIB5 ::=

SEQUENCE {


transpCh-Identity




INTEGER (1..maxFACHPCH),


rbInformation





MBMS-PTM-RBInformation-SList

OPTIONAL,


mschConfigurationInfo



MBMS-MSCHConfigurationInfo-r6

OPTIONAL

}

MBMS-TrCHInformation-SIB5List ::=
SEQUENCE (SIZE (1..maxTrChperSCCPCH)) OF











MBMS-TrCHInformation-SIB5

MBMS-TypeOfL1Combining ::=


CHOICE {


rake







NULL,


soft







MBMS-L1CombiningTransmTimeDiff

}

MBMS-UnmodifiedService-r6 ::=

SEQUENCE {


mbms-TransmissionIdentity


MBMS-TransmissionIdentity,


mbms-RequiredUEAction



MBMS-RequiredUEAction-UMod,


mbms-PreferredFrequency



MBMS-PFLIndex





OPTIONAL

}

MBMS-UnmodifiedServiceList-r6 ::=
SEQUENCE (SIZE (1..maxMBMSservUnmodif)) OF











MBMS-UnmodifiedService-r6

MBMS-TransmissionGroupIdentity-r6 ::=
SEQUENCE {

groupingMethod






CHOICE {



allServicesOnCurrentCellSCCPCH


SEQUENCE {




currentCellSCCPCHIdentity



MBMS-SCCPCHIdentity,


},



allServicesOnNeighbouringCell


SEQUENCE {



neighbouringCellIdentity



INTEGER (1),
-- FFS,


},



allServicesOnPreferredFrequency


SEQUENCE {




MBMSPreferredFrequency




MBMS-PFLIndex, 


}

}
}
END

11.4
Constant definitions

Constant-definitions DEFINITIONS AUTOMATIC TAGS ::=
BEGIN

hiPDSCHidentities


INTEGER ::= 64

hiPUSCHidentities


INTEGER ::= 64

hiRM





INTEGER ::= 256

maxAC





INTEGER ::= 16

maxAdditionalMeas 


INTEGER ::= 4

maxASC





INTEGER ::= 8

maxASCmap




INTEGER ::= 7

maxASCpersist



INTEGER ::= 6

maxCCTrCH




INTEGER ::= 8

maxCellMeas 



INTEGER ::= 32

maxCellMeas-1



INTEGER ::= 31

maxCNdomains



INTEGER ::= 4

maxCPCHsets




INTEGER ::= 16

maxDPCH-DLchan



INTEGER ::= 8

maxDPDCH-UL




INTEGER ::= 6

maxDRACclasses



INTEGER ::= 8

maxE-DCHMACdFlow


INTEGER ::= 1
-- FFS

maxE-DCHMACdFlow-1


INTEGER ::= 0
-- FFS
maxFACHPCH




INTEGER ::= 8

maxFreq





INTEGER ::= 8

maxFreqBandsFDD



INTEGER ::= 8

maxFreqBandsTDD



INTEGER ::= 4

maxFreqBandsGSM



INTEGER ::= 16

maxGERAN-SI




INTEGER ::= 8

maxGSMTargetCells


INTEGER ::= 32

maxHarqRTT




INTEGER ::= 1
-- FFS

maxHProcesses 



INTEGER ::= 8

maxHSDSCHTBIndex


INTEGER ::= 64

maxHSDSCHTBIndex-tdd384

INTEGER ::= 512

maxHSSCCHs




INTEGER ::= 4

maxInterSysMessages 

INTEGER ::= 4

maxLoCHperRLC



INTEGER ::= 2

maxMAC-d-PDUsizes


INTEGER ::= 8
maxMBMS-CommonCCTrCh

INTEGER ::= 32

maxMBMS-CommonPhyCh


INTEGER ::= 32

maxMBMS-CommonRB


INTEGER ::= 32

maxMBMS-CommonTrCh


INTEGER ::= 32

maxMBMS-Freq



INTEGER ::= 4

maxMBMS-L1CP



INTEGER ::= 4

maxMBMSservCount


INTEGER ::= 4

maxMBMSservDedic


INTEGER ::= 4

maxMBMSservModif


INTEGER ::= 32
maxMBMSservSched


INTEGER ::= 16

maxMBMSservUnmodif


INTEGER ::= 32

maxMBMSTransmis



INTEGER ::= 4

maxMeasEvent



INTEGER ::= 8

maxMeasIntervals


INTEGER ::= 3

maxMeasParEvent



INTEGER ::= 2

maxNumCDMA2000Freqs


INTEGER ::=  8

maxNumGSMFreqRanges


INTEGER ::= 32

maxNumFDDFreqs



INTEGER ::=  8

maxNumTDDFreqs



INTEGER ::=  8
maxNoOfMeas




INTEGER ::= 16

maxOtherRAT




INTEGER ::= 15

maxOtherRAT-16



INTEGER ::= 16

maxPage1




INTEGER ::= 8

maxPCPCH-APsig



INTEGER ::= 16

maxPCPCH-APsubCh


INTEGER ::= 12

maxPCPCH-CDsig



INTEGER ::= 16

maxPCPCH-CDsubCh


INTEGER ::= 12

maxPCPCH-SF




INTEGER ::= 7

maxPCPCHs




INTEGER ::= 64

maxPDCPAlgoType



INTEGER ::= 8

maxPDSCH




INTEGER ::= 8

maxPDSCH-TFCIgroups
 

INTEGER ::= 256

maxPRACH




INTEGER ::= 16

maxPRACH-FPACH



INTEGER ::= 8

maxPredefConfig



INTEGER ::= 16

maxPUSCH




INTEGER ::= 8

maxQueueIDs




INTEGER ::= 8

maxRABsetup




INTEGER ::= 16

maxRAT





INTEGER ::= 16

maxRB





INTEGER ::= 32

maxRBallRABs



INTEGER ::= 27

maxRBMuxOptions



INTEGER ::= 8

maxRBperRAB




INTEGER ::= 8

maxRBperTrCh



INTEGER ::= 16

maxReportedGSMCells


INTEGER ::= 8

maxRL





INTEGER ::= 8

maxRL-1





INTEGER ::= 7

maxRLCPDUsizePerLogChan

INTEGER ::= 1
-- FFS
maxRFC3095-CID



INTEGER ::= 16384

maxROHC-PacketSizes-r4

INTEGER ::= 16

maxROHC-Profile-r4


INTEGER ::= 8

maxSat





INTEGER ::= 16

maxSCCPCH




INTEGER ::= 16

maxSIB





INTEGER ::= 32

maxSIB-FACH




INTEGER ::= 8

maxSIBperMsg



INTEGER ::= 16

maxSRBsetup




INTEGER ::= 8

maxSystemCapability


INTEGER ::= 16

maxTF





INTEGER ::= 32

maxTF-CPCH




INTEGER ::= 16

maxTFC





INTEGER ::= 1024

maxTFCsub




INTEGER ::= 1024

maxTFCI-2-Combs
 


INTEGER ::= 512

maxTGPS





INTEGER ::= 6

maxTrCH





INTEGER ::= 32

maxTrChperSCCPCH


INTEGER ::= 8

-- maxTrCHpreconf should be 16 but has been set to 32 for compatibility

maxTrCHpreconf



INTEGER ::= 32

maxTS





INTEGER ::= 14

maxTS-1





INTEGER ::= 13 

maxTS-2





INTEGER ::= 12

maxTS-LCR




INTEGER ::= 6

maxTS-LCR-1




INTEGER ::= 5 

maxURA





INTEGER ::= 8

maxURNTI-Group



INTEGER ::= 8

END

**** End of this CR ****
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