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8.1.1.6.11
System Information Block type 11

The UE should store all relevant IEs included in this system information block. The UE shall:

1>
if in idle mode:

2>
clear the variable MEASUREMENT_IDENTITY.

1>
if IE "FACH measurement occasion info" is included:

2>
act as specified in subclause 8.6.7.

1>
else:

2>
may perform inter-frequency/inter-RAT measurements or inter-frequency/inter-RAT cell re-selection evaluation, if the UE capabilities permit such measurements while simultaneously receiving the S-CCPCH of the serving cell.

1>
clear the variable CELL_INFO_LIST;
1>
act upon the received IE "Intra-frequency cell info list"/"Inter-frequency cell info list"/"Inter-RAT cell info list" as described in subclause 8.6.7.3;
1>
if the IEs "Inter-frequency RACH reporting information " is included in the system information block:

2>
read the IE and use that information for the inter-frequency measurements as specified in subclause 8.5.23;
1>
if in idle mode; or

1>
if in connected mode and if System Information Block type 12 is not broadcast in the cell:

2>
if no intra-frequency measurement stored in the variable MEASUREMENT_IDENTITY was set up or modified through a MEASUREMENT CONTROL message:

3>
if included, store the IE "Intra-frequency reporting quantity" and the IE "Intra-frequency measurement reporting criteria" or "Periodical reporting criteria" in order to activate reporting when state CELL_DCH is entered in the variable MEASUREMENT_IDENTITY. The IE "Cells for measurement" is absent for this measurement. The IE "Measurement Validity" is absent for this measurement after a state transition to CELL_DCH;

1>
if in connected mode and if System Information Block type 12 is not broadcast in the cell:

2>
read the IE "Traffic volume measurement information";

2>
if no traffic volume measurement with the measurement identity indicated in the IE "Traffic volume measurement system information" was set up or modified through a MEASUREMENT CONTROL message:

3>
update the variable MEASUREMENT_IDENTITY with the measurement information received in that IE.

1>
if the IE "Cell selection and reselection info" is not included for a new neighbouring cell in the IE "intra-frequency cell info list", the IE "inter-frequency cell info list" or the IE "inter-RAT cell info list" in System Information Block type 11:

2>
use the default values specified for the IE "Cell selection and reselection info" for that cell except for the IE "HCS neighbouring cell information".
1>
if the IE "Use of HCS" is set to "used", indicating that HCS is used, do the following:

2>
if IE "HCS neighbouring cell information" is not included for the first new cell in the IE "Intra-frequency cell info list", the IE "Inter-frequency cell info list" or the IE "Inter-RAT cell info list" in System Information Block type 11:

3>
use the default values specified for the IE "HCS neighbouring cell information" for that cell.

2>
if IE "HCS neighbouring cell information" is not included for any other new cell in the IE "Intra-frequency cell info list", the IE "Inter-frequency cell info list" or the IE "Inter-RAT cell info list" in System Information Block type 11:

3>
for that cell use the same parameter values as used for the preceding cell in the same cell info list in System Information Block type 11.

1>
if the value of the IE "Cell selection and reselection quality measure" is different from the value of the IE "Cell selection and reselection quality measure" obtained from System Information Block type 3 or System Information Block type 4:

2>
use the value of the IE from this System Information Block and ignore the value obtained from System Information Block type 3 or System Information Block type 4.

1>
if in connected mode, and System Information Block type 12 is indicated as used in the cell:

2>
read and act on information sent in System Information Block type 12 as indicated in subclause 8.1.1.6.12.

8.1.1.6.12
System Information Block type 12

If in connected mode, the UE should store all relevant IEs included in this system information block. The UE shall:

1>
after reception of System Information Block type 11:

2>
update the variable MEASUREMENT_IDENTITY with the measurement information in the received IEs unless specified otherwise.

1>
if IE "FACH measurement occasion info" is included:

2>
act as specified in subclause 8.6.7.

1>
else:

2>
may perform inter-frequency/inter-RAT measurements or inter-frequency/inter-RAT cell re-selection evaluation, if the UE capabilities permit such measurements while simultaneously receiving the S-CCPCH of the serving cell.

1>
act upon the received IE "Intra-frequency cell info list"/"Inter-frequency cell info list"/"Inter-RAT cell info list" as described in subclause 8.6.7.3;

1>
if any of the IEs "Intra-frequency measurement quantity", "Intra-frequency reporting quantity for RACH reporting", "Maximum number of reported cells on RACH" or "Reporting information for state CELL_DCH" are not included in the system information block:

2>
read the corresponding IE(s) in system information block type 11 and use that information for the intra-frequency measurement.
1>
if the IE "Inter-frequency RACH reporting information" is included in this system information block or in System Information Block type 11:

2>
if the IE is not included in the system information block, read the corresponding IE(s) in system information block type 11;
2> use the received information for the inter-frequency measurements as specified in subclause 8.5.23.
1>
if included in this system information block or in System Information Block type 11:

2>
if no intra-frequency measurement in the variable MEASUREMENT_IDENTITY was set up or modified through a MEASUREMENT CONTROL message:

3>
store the IE "Intra-frequency reporting quantity" and the IE "Intra-frequency measurement reporting criteria" or "Periodical reporting criteria" in order to activate reporting when state CELL_DCH is entered in the variable MEASUREMENT_IDENTITY. The IE "Cells for measurement" is absent for this measurement. The IE "Measurement Validity" is absent for this measurement after a state transition to CELL_DCH;

1>
if the IE "Traffic volume measurement system information" is not included in this system information block:

2>
read the corresponding IE in System Information Block type 11.

1>
if the IE "Traffic volume measurement system information" was received either in this system information block or in System Information Block type 11:

2>
if no traffic volume measurement with the measurement identity indicated in the IE "Traffic volume measurement system information" was set up or modified through a MEASUREMENT CONTROL message:

3>
update the variable MEASUREMENT_IDENTITY with the measurement information received in that IE.

1>
if in CELL_FACH state:

2>
start or continue the traffic volume measurements stored in the variable MEASUREMENT_IDENTITY that are valid in CELL_FACH state.

1>
if the IE "Cell selection and reselection info" is not included for a new neighbouring cell in the IE "Intra-frequency cell info list", the IE "Inter-frequency cell info list" or the IE "Inter-RAT cell info list" in System Information Block type 12:

2>
use the default values specified for the IE "Cell selection and reselection info" for that cell except for the IE "HCS neighbouring cell information".
1>
if the IE "Use of HCS" is set to "used", indicating that HCS is used, do the following:

2>
if IE "HCS neighbouring cell information" is not included for the first new cell in the IE "Intra-frequency cell info list", the IE "Inter-frequency cell info list" or the IE "Inter-RAT cell info list" in System Information Block type 12:

3>
use the default values specified for the IE "HCS neighbouring cell information" for that cell.

2>
if IE "HCS neighbouring cell information" is not included for any other new cell in the IE "Intra-frequency cell info list", the IE "Inter-frequency cell info list" or the IE "Inter-RAT cell info list" in System Information Block type 12:

3>
for that cell use the same parameter values as used for the preceding cell in the same cell info list in System Information Block type 12.

1>
if the value of the IE "Cell selection and reselection quality measure" is different from the value of the IE "Cell selection and reselection quality measure" obtained from System Information Block type 3 or System Information Block type 4:

2>
use the value of the IE from this System Information Block and ignore the value obtained from System Information Block type 3 or System Information Block type 4.

If in idle mode, the UE shall not use the values of the IEs in this system information block.

8.5.23
Measured results on RACH

When transmitting an uplink RRC message, the UE shall:

1>
if the uplink RRC message is an RRC CONNECTION REQUEST message:

2>
if the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" are included in System Information Block type 11:

3>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 11.

1>
for any other uplink RRC message which optionally includes the IE "Measured results on RACH":

2>
if the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" are included in System Information Block type 12 (or "System Information Block Type 11", if these IEs are not included in the broadcast "System Information Block Type 12" or "System Information Block Type 12" is not being broadcast).

3>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 12 (or "System Information Block Type 11" if these IEs are not included in the broadcast "System Information Block Type 12" or "System Information Block Type 12" is not being broadcast).

1>
for any uplink RRC message which optionally includes the IE "Measured results on RACH":

2>
if the IE "Inter-frequency RACH reporting information" is included in System Information Block type 12 (or "System Information Block Type 11" if this IE is not included in the "System Information Block Type 12" or if "System Information Block Type 12" is not being broadcast).
3>
if valid measurements are available at the time the message is sent, include a measurement report in the IE "Measured results on RACH", as specified for the IE "Inter-frequency RACH reporting information".
1>
include in the IE "Measured results on RACH" all requested reporting quantities for cells for which measurements are reported. 

NOTE: 
The UE only includes measurement results for neighbour cells for which valid measurements are available at the time the message is sent. At cell access following selection or reselection to a cell, the UE may not have had sufficient time to obtain valid measurement results for neighbour cells.

1>
for messages transmitted on CCCH, take care that the maximum allowed message size is not exceeded when forming the IE "Measured results on RACH", i.e. limit the number of included neighbour cells or if required omit the IE "Measured results on RACH" altogether.

If the IE "Measured results on RACH" is present in the message, the UTRAN should extract the contents to be used for radio resource control.
10.3.7.20
Inter-frequency measurement system information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	

	Inter-frequency cell info list
	OP
	
	Inter-frequency cell info list 10.3.7.13
	
	

	Inter-frequency RACH reporting information
	OP
	
	Inter-frequency RACH reporting information 10.3.7.XX
	
	REL-6

	Maximum number of inter-frequency 
Reported cells on RACH
	OP
	
	Maximum number of reported cells on RACH 10.3.7.YY
	
	REL-6


10.3.7.XX
Inter-frequency RACH reporting information
Contains the reporting quantity information for an inter-frequency measurement report, which is sent on the RACH.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	REL-6

	>FDD
	
	
	
	
	REL-6

	>> Inter-frequency RACH reporting quantity
	MP
	
	Enumerated(CPICH Ec/N0, CPICH RSCP)
	
	REL-6

	>TDD
	
	
	
	
	REL-6

	>>Reporting quantity list
	MP
	1 to 2
	
	
	REL-6

	>>> Inter-frequency RACH reporting quantity
	MP
	
	Enumerated(Timeslot ISCP, Primary CCPCH RSCP)
	
	REL-6

	Inter-frequency RACH reporting threshold
	
	
	Integer(-115..0)
	Ranges used depend on measurement quantity.

CPICH Ec/No -24..0dB

CPICH/Primary CCPCH RSCP -115..-25dBm.
	REL-6

	Maximum number of inter-frequency reported cells
	MP
	
	Integer(1..8)
	Indicates the total number for all non- used frequencies
	REL-6


10.3.7.43
Maximum number of reported cells on RACH
Contains the maximum number of intra-frequency cells to be reported on RACH.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Maximum number of reported cells
	MP
	
	Enumerated (no report, current cell, current cell + best neighbour, current cell+2 best neighbours, …, current cell+6 best neighbours)
	


10.3.7.45
Measured results on RACH

For measurements on used frequency, this IE contains the measured results on RACH of the quantity indicated by Reporting quantity in the IE "Intra-frequency reporting quantity for RACH Reporting" in system information broadcast on BCH. The list, measurement results for monitored cells (not including the current cell) shall be in the order of the value of the measurement quantity as indicated by Reporting Quantity in the IE "Intra-frequency reporting quantity for RACH Reporting" (the first cell shall be the best cell). The "best" FDD cell has the largest value when the measurement quantity is "Ec/No" or "RSCP". On the other hand, the "best" cell has the smallest value when the measurement quantity is "Pathloss". The "best" TDD cell has the largest value when measurement quantity is "Primary CCPCH RSCP".
For measurements on non-used frequencies, this IE includes the best cell on each non- used frequency, in order of decreasing quality and up to a maximum number as specified by the IE “Maximum number of inter-frequency reported cells”. The UE should only include cells for which the quantity, indicated by the IE “Reporting quantity” within in the IE "Inter-frequency RACH reporting information”, exceeds the threshold specified by the IE “Inter-frequency RACH reporting threshold”. The "best" FDD cell has the largest value when the measurement quantity is "Ec/No" or "RSCP". The "best" TDD cell has the largest value when measurement quantity is "Primary CCPCH RSCP".
	Information Element/group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Measurement result for current cell
	
	
	
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>CHOICE measurement quantity
	MP
	
	
	One spare value is needed.
	

	>>>CPICH Ec/N0
	
	
	Integer(0..49)
	In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	

	>>>CPICH RSCP
	
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	

	>>>Pathloss
	
	
	Integer(46..158)
	In dB.

Fifteen spare values are needed.
	

	>TDD
	
	
	
	
	

	>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>>>Timeslot List
	OP
	1 to 14
	
	
	

	>>>>>Timeslot ISCP
	MP
	
	Timeslot ISCP info 10.3.7.65
	The UE shall report the Timeslot ISCP in the same order as indicated in the cell info
	

	>>>1.28 Mcps TDD
	
	
	
	
	REL-4

	>>>>Timeslot List
	OP
	1 to 6
	
	
	REL-4

	>>>>>Timeslot ISCP
	MP
	
	Timeslot ISCP info 10.3.7.65
	The UE shall report the Timeslot ISCP in the same order as indicated in the cell info
	REL-4

	>>Primary CCPCH RSCP
	OP
	
	Primary CCPCH RSCP info 10.3.7.54
	
	

	Measurement results for monitored cells on used frequency
	OP
	1 to 8
	
	
	

	>SFN-SFN observed time difference
	OP
	
	SFN-SFN observed time difference 10.3.7.63
	
	

	>CHOICE mode
	MP
	
	
	
	

	>>FDD
	
	
	
	
	

	>>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>>>CHOICE measurement quantity
	OP
	
	
	One spare value is needed.
	

	>>>>CPICH Ec/N0
	
	
	Integer(0..49)
	In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	

	>>>>CPICH RSCP
	
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	

	>>>>Pathloss
	
	
	Integer(46..158)
	In dB.

Fifteen spare values are needed.
	

	>>TDD
	
	
	
	
	

	>>>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	

	>>>Primary CCPCH RSCP
	MP
	
	Primary CCPCH RSCP info 10.3.7.54
	
	

	Measurement results for monitored cells on non-used frequencies
	OP
	1 to <maxFreq>
	
	
	REL-6

	>Inter-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	


NOTE:
Monitored cells consist of neighbouring cells.
11.2
PDU definitions

/…/

-- ***************************************************

--

-- INITIAL DIRECT TRANSFER

--

-- ***************************************************

InitialDirectTransfer ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



intraDomainNasNodeSelector

IntraDomainNasNodeSelector,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



v3a0NonCriticalExtensions

SEQUENCE {


initialDirectTransfer-v3a0ext
InitialDirectTransfer-v3a0ext,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




initialDirectTransfer-r3-add-ext

BIT STRING
OPTIONAL,





v590NonCriticalExtensions

SEQUENCE {






initialDirectTransfer-v590ext
InitialDirectTransfer-v590ext,





v6xyNonCriticalExtensions

SEQUENCE {






initialDirectTransfer-v6xyext
InitialDirectTransfer-v6xyext-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}
OPTIONAL

}

InitialDirectTransfer-v3a0ext ::= SEQUENCE {


-- start-value shall always be included in this version of the protocol


start-Value





START-Value






OPTIONAL

}

InitialDirectTransfer-v590ext ::= SEQUENCE {


establishmentCause

EstablishmentCause
OPTIONAL

}

InitialDirectTransfer-v6xyext-IEs ::= SEQUENCE {


-- Core network IEs



plmn-Identity




PLMN-Identity





OPTIONAL,

-- Measurement IEs



measuredResultsOnRACHinterFreq
MeasuredResultsOnRACHinterFreq

OPTIONAL,

-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}

-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



measuredResults




MeasuredResults





OPTIONAL,



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Non-critical extensions



v390nonCriticalExtensions


SEQUENCE {




measurementReport-v390ext

MeasurementReport-v390ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





measurementReport-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {





measurementReport-v4b0ext

MeasurementReport-v4b0ext-IEs,






-- Extension mechanism for non-Rel4 information






v590NonCriticalExtensions
SEQUENCE {







measurementReport-v590ext

MeasurementReport-v590ext-IEs,







v5b0NonCriticalExtensions

SEQUENCE {








measurementReport-v5b0ext

MeasurementReport-v5b0ext-IEs,








v6xyNonCriticalExtensions


SEQUENCE {








measurementReport-v6xyext

MeasurementReport-v6xyext-IEs,









nonCriticalExtensions


SEQUENCE {}



OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL



}

OPTIONAL


}

OPTIONAL

}

MeasurementReport-v390ext ::= SEQUENCE {



measuredResults-v390ext


MeasuredResults-v390ext



OPTIONAL

}

MeasurementReport-v4b0ext-IEs ::= SEQUENCE {


interFreqEventResults-LCR

InterFreqEventResults-LCR-r4-ext

OPTIONAL,


-- additionalMeasuredResults-LCR shall contain measurement results and additional measurement


-- results list.


additionalMeasuredResults-LCR
MeasuredResultsList-LCR-r4-ext


OPTIONAL,


gsmOTDreferenceCell



PrimaryCPICH-Info





OPTIONAL

}

MeasurementReport-v590ext-IEs ::= SEQUENCE {


measuredResults-v590ext



MeasuredResults-v590ext



OPTIONAL

}

MeasurementReport-v5b0ext-IEs ::= 
SEQUENCE {

interRATCellInfoIndicator


InterRATCellInfoIndicator


OPTIONAL

}
MeasurementReport-v6xyext-IEs ::= SEQUENCE {


measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq

OPTIONAL

}
- ***************************************************

--

-- UPLINK DIRECT TRANSFER

--

-- ***************************************************

UplinkDirectTransfer ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



laterNonCriticalExtensions


SEQUENCE {




-- Container for additional R99 extensions




uplinkDirectTransfer-r3-add-ext

BIT STRING

OPTIONAL,




v6xyNonCriticalExtensions


SEQUENCE {




uplinkDirectTransfer-v6xyext
UplinkDirectTransfer-v6xyext-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}

OPTIONAL



}
OPTIONAL

}
UplinkDirectTransfer-v6xyext-IEs ::= SEQUENCE {
-- Measurement IEs


measuredResultsOnRACHinterFreq


MeasuredResultsOnRACHinterFreq



OPTIONAL

}
-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************

/.../
InterFreqReportingQuantityForRACH ::= SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




interFreqRepQuantityRACH-FDD

InterFreqRepQuantityRACH-FDD



},



tdd








SEQUENCE {




interFreqRepQuantityRACH-TDDList
InterFreqRepQuantityRACH-TDDList



}


}

}

InterFreqRepQuantityRACH-FDD ::=
ENUMERATED {











cpich-EcN0, cpich-RSCP, 











noReport }

InterFreqRepQuantityRACH-TDD ::=
ENUMERATED {











timeslotISCP,











primaryCCPCH-RSCP,











noReport }

InteqFreqRepQuantityRACH-TDDList ::= SEQUENCE (SIZE (1..2)) OF











InterFreqRepQuantityRACH-TDD

MaxReportedCellsOnRACHinterFreq ::=

INTEGER (1..8)
/.../

MeasuredResultsOnRACHinterFreq ::=


SEQUENCE (SIZE (1..maxFreq)) OF


frequencyInfo





FrequencyInfo,

monitoredCellsinterFreq



MonitoredCellRACHinterFreq-Result
}

MonitoredCellRACHinterFreq-Result ::=

SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




measurementQuantity




CHOICE {





cpich-Ec-N0






CPICH-Ec-N0,





cpich-RSCP






CPICH-RSCP,





spare







NULL




}















OPTIONAL



},



tdd








SEQUENCE {




cellParametersID




CellParametersID,




primaryCCPCH-RSCP




PrimaryCCPCH-RSCP



}


}

}

-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************

/.../

SysInfoType11 ::=




SEQUENCE {



sib12indicator




BOOLEAN,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {



sysInfoType11-v4b0ext


SysInfoType11-v4b0ext-IEs

OPTIONAL,



v590NonCriticalExtension

SEQUENCE {





sysInfoType11-v590ext


SysInfoType11-v590ext-IEs,




v6xyNonCriticalExtensions


SEQUENCE {





sysInfoType11-v6xyext


SysInfoType11-v6xyext-IEs

OPTIONAL,





nonCriticalExtensions


SEQUENCE {}





OPTIONAL





}





OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType11-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType11-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType11-v6xyext-IEs ::= SEQUENCE {
-- Measurement IEs


interFreqReportingQuantityForRACH

InterFreqReportingQuantityForRACH

OPTIONAL,


maxReportedCellsOnRACHinterFreq


MaxReportedCellsOnRACHinterFreq


OPTIONAL
}
SysInfoType12 ::=




SEQUENCE {


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {



sysInfoType12-v4b0ext


SysInfoType12-v4b0ext-IEs

OPTIONAL,



v590NonCriticalExtension

SEQUENCE {





sysInfoType12-v590ext


SysInfoType12-v590ext-IEs,




v6xyNonCriticalExtensions


SEQUENCE {





sysInfoType12-v6xyext


SysInfoType12-v6xyext-IEs

OPTIONAL,





nonCriticalExtensions


SEQUENCE {}





OPTIONAL





}





OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType12-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType12-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType12-v6xyext-IEs ::= SEQUENCE {
-- Measurement IEs


interFreqReportingQuantityForRACH

InterFreqReportingQuantityForRACH

OPTIONAL,


maxReportedCellsOnRACHinterFreq


MaxReportedCellsOnRACHinterFreq


OPTIONAL
}
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