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10.3.3.21a
Measurement capability extension
This IE may be used to replace the measurement capability information provided within IE "Measurement capability".

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	FDD measurements
	MP
	1 to <maxFreqBandsFDD>
	
	
	

	>FDD Frequency band
	MD
	
	Enumerated(Band I, Band II,
	The default value is the same as indicated in the IE "Frequency band" included in the IE " UE radio access capability extension". Band numbering is defined in [21].

One spare value is needed
	

	
	
	
	Band III,
	
	REL-5

	
	
	
	Band VI, Band IV, Band V)
	The default value is the same as R99, if the IE “FDD Frequency band 2” below is not included. The default value is the same as the IE “FDD Frequency band 2”, if the IE “FDD Frequency band 2” is included.
	REL-6

	>FDD Frequency band 2
	MD
	
	Enumerated(Band IX, Extension Indicator)
	The default value is the same as indicated in the IE "Frequency band 2" included in the IE " UE radio access capability extension"., if the IE “FDD Frequency band” above is not included. The default value is the same as the IE “FDD Frequency band”, if the IE “FDD Frequency band” is included.

Fourteen spare values are needed
	REL-6

	>Need for DL compressed mode 
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on the FDD frequency band indicated by the IE "FDD Frequency band"
	

	>Need for UL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on the FDD frequency band indicated by the IE "FDD Frequency band"
	

	TDD measurements
	CV-tdd_sup
	1 to <maxFreqBandsTDD>
	
	
	

	>TDD Frequency band
	MP
	
	Enumerated(a, b, c)
	
	

	>Need for DL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on TDD frequency band indicated by the IE "TDD Frequency band"
	

	>Need for UL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on TDD frequency band indicated by the IE "TDD Frequency band"
	

	GSM measurements
	CV-gsm_sup
	1 to <maxFreqBandsGSM>
	
	
	

	>GSM Frequency band
	MP
	
	Enumerated(GSM450, GSM480, GSM850, GSM900P, GSM900E, GSM1800, GSM1900)
	as defined in [45].

Nine spare values are needed.
	

	>Need for DL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM frequency band indicated by the IE "GSM Frequency band"
	

	>Need for UL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM frequency band indicated by the IE "GSM Frequency band"
	

	Multi-carrier measurement
	CV-mc_sup
	
	
	
	

	>Need for DL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on multi-carrier
	

	>Need for UL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on multi-carrier
	


	Condition
	Explanation

	tdd_sup
	The IE is mandatory present if the IE "Multi-mode capability" has the value "TDD" or "FDD/TDD". Otherwise this field is not needed in the message.

	gsm_sup
	The IE is mandatory present if the IE "Support of GSM" has the value TRUE. Otherwise this field is not needed in the message.

	mc_sup
	The IE is mandatory present if the IE "Support of multi-carrier" has the value TRUE. Otherwise this field is not needed in the message.


10.3.3.42a
UE radio access capability extension
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Frequency band specific capability list
	MP
	1 to <maxFreqbandsFDD>
	
	
	

	>Frequency band
	MP
	
	Enumerated(Band I, Band II,
	One spare value is needed
	

	
	
	
	Band III,
	
	REL-5

	
	
	
	Band VI, Band IV, Band V)
	
	REL-6

	>Frequency band 2
	OP
	
	Enumerated(Band IX, Extension Indicator)
	This IE indicates the supported frequency bands beyond Band VIII 
Fourteen spare values are needed
	REL-6

	>RF capability FDD extension
	MD
	
	RF capability FDD extension 10.3.3.33a
	the default values are the same values as in the immediately preceding IE "RF capability FDD extension"; the first occurrence is MP
	

	>Measurement capability extension
	MP
	
	Measurement capability extension 10.3.3.21a
	
	


10.3.6.35c
Frequency band indicator 2

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Frequency band indicator 2
	MP
	
	Enumerated(Band VIII, Band IX, Band X, Band XI, Band XII, Band XIII, Band XIV, Band XV, Band XVI, Band XVII, Band XVIII, Band XIX, Band XX, Band XXI, Band XXII, extension indicator)
	Band X-Band XXII is yet to be defined in this version of the specification
	REL-6
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