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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document specifies the Access Stratum (AS) part of the Idle Mode procedures applicable to a UE. The non-access stratum (NAS) part of Idle mode procedures and processes is specified in [X].

The present document specifies the model for the functional division between the NAS and AS in a UE.

The present document applies to all UEs that support at least EUTRA, including multi-RAT UEs as described in 3GPP specifications, in the following cases:

-
When the UE is camped on an E-UTRA cell;

-
When the UE is searching for a cell to camp on;

NOTE: The details for those cases are described in the specifications of the other RAT.


The present document also specifies how idle-mode and reselection procedures are affected by the provision of MBMS services.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 25.990: "Vocabulary for UTRAN".

[2]
3GPP TS 36.300: "E-UTRA and E-UTRAN Overall Description; Stage 2".
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:
<term>: <definition>
3.2
Symbols

For the purposes of the present document, the following symbols apply:
<symbol>
<Explanation>
3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:
E-UTRA
Evolved Universal Terrestrial Radio Access
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