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10.3.9a.16
MSCH configuration information

Includes information about the MSCH configuration.

	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MSCH Scheduling information
	MP
	
	
	For FDD, scheduling information is provided starting at (SFN ( (SCTO div 10ms)) mod MSCH_REP = MSCH_OFF

For TDD, scheduling information is provided starting at SFN mod MSCH_REP = MSCH_OFF
	REL-6

	>Scheduling period
	MD
	
	Enumerated (32, 64, 128, 256, 512, 1024)
	The period, in number of frames, between MBMS scheduling messages (MSCH_REP)

Default value is the value included in the MBMS GENERAL INFORMATION message
	REL-6

	>Scheduling offset
	MD
	
	Integer (0..(MSCH_REP-1))
	The position of MBMS scheduling messages relative to timing of the corresponding cell (MSCH_OFF)

Default value is the value included in the MBMS GENERAL INFORMATION message
	REL-6

	>RLC info
	MD
	
	RLC info MBMS

10.3.4.23a
	Default value is the one included in the MBMS GENERAL INFORMATION message
	REL-6

	TCTF presence
	OP
	
	Enumerated (false)
	By default the TCTF is present even though the FACH only carries one logical channel (type). When this IE is included, the TCTF is absent
	REL-6


MBMS-MSCH-ConfigurationInfo-r6 ::=
SEQUENCE {


mschShedulingInfo




MBMS-MSCHSchedulingInfo



OPTIONAL,


rlc-Info






RLC-Info-MSCH-r6




OPTIONAL,


tctf-Presence





MBMS-TCTF-Presence




OPTIONAL

}

MBMS-MSCHSchedulingInfo ::=


CHOICE {


schedulingPeriod-32-Offset


INTEGER (0..31),


schedulingPeriod-64-Offset


INTEGER (0..63),


schedulingPeriod-128-Offset


INTEGER (0..127),


schedulingPeriod-256-Offset


INTEGER (0..255),


schedulingPeriod-512-Offset


INTEGER (0..511),


schedulingPeriod-1024-Offset

INTEGER (0..1023)

}
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