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1
Introduction

This contribution is intended to propose some texts for stage 2 TS based on RAN1 reply LS [1]. 
2
Text Proposal
11.1.3
CQI reporting for Scheduling

The time and frequency resources used by the UE to report CQI are under the control of the eNB. 
For efficient support of localized, distributed and MIMO transmissions, EUTRA supports three types of CQI reporting: 
· Wideband type: providing channel quality information of entire system bandwidth of the cell

· Multi-band type: providing channel quality information of some subset(s) of system bandwidth of the cell

· MIMO type: tbd
When the UE is allocated PUSCH resources in a subframe where a CQI report is configured to be sent, the CQI report is transmitted together with uplink data on the PUSCH. Otherwise, the CQI reports are sent on the PUCCH.
[alternative 1 description on configuration]
eNB can configure a periodical CQI reporting which can be aligned with both the downlink and uplink predefined resources if any. For downlink, the periodic CQI reporting could be configured to occur at a suitable time before the pre-defined resources if any. For the uplink, the periodic CQI reporting could be configured to be aligned with the pre-defined resources if any (i.e. the CQI can be sent with the UL data). In addition to the periodic CQI reporting, it is ffs whether eNB trigger-based CQI can be supported.
[alternative 2 description on configuration]
The UE can be configured to transmit CQI either periodically or based on triggers from eNB (FFS).
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