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1. Overall Description:

TSG-RAN WG2 would like to inform TSG-CT WG1 that further progresses have been made regarding the handling of CSG cells in E-UTRAN. In particular TSG-RAN WG2 has agreed the following principles:
-
The NAS provides the UE with a “white list” of CSG TAs identifying the CSG networks the UE has access to. The white list is stored in UE’s memory and used by the UE to access its CSG network(s).
-
A CSG cell indicates on BCCH that it is a “CSG cell” (1 bit indicator), i.e. access restricted. For the UE to be able to access such a CSG cell, it has to match the CSG TA broadcast by the cell with one of the CSG TAs of its white list.
-
The CSG TAs are of fixed size, have a larger number of bits than the macro TAs and are independent from the macro TA. The 1 bit indicator on the BCCH mentioned above, indicates whether the TA of the cell is a CSG TA or a macro TA.
2. Actions:

To TSG CT WG1 group.

ACTION: 
TSG-RAN WG2 kindly asks TSG-CT WG1 if the above mentioned working assumptions are seen as acceptable from their point of view.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #59bis 
8-12 October 2007
Shanghai, China

TSG-RAN WG2 Meeting #60
05-09 November
Korea

�PAGE \# "'Page: '#'�'"  ��to be removed before LS is sent





