Page 1



3GPP TSG-RAN WG2 Meeting #59 
(
R2-073654

Athens, Greece, 20-24 August 2007

	CR-Form-v9.2

	CHANGE REQUEST

	

	(

	25.331
	CR
	3047
	(

rev
	1
	(

Current version:
	7.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Correction to E-DCH STTD operation

	
	

	Source to WG:
(

	Qualcomm Europe

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	E-DCH L23
	
	Date: (

	08/21/2007

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	The RRC text specifying the use of Tx diversity on E-channels does not indicate what should be the Tx diversity mode in use for E-channels which are not part of the E-DCH serving cell. In 25.211 however the use of Tx diversity on E-channels that are not part of the E-DCH serving cell is not restricted.

	
	

	Summary of change:
(

	The scope of the Tx diversity mode is modified to take into account the E-channels which are not part of the E-DCH serving cell

	
	

	Consequences if 
(

not approved:
	The inconsistency will remain in the specification.

Impact analysis: 

This CR does not have any impact if UE and UTRAN followed the 25.211 requirement. 

If UE and UTRAN followed the 25.331 requirement and

           if UTRAN implements this CR while UE doesn’t: UE cannot demodulate E-channels that are using Tx divesity and are not on the serving E-DCH link 

           if UE implements this CR while UTRAN doesn’t: UE cannot demodulate E-channels that are using Tx divesity and are not on the serving E-DCH link 

	
	

	Clauses affected:
(

	8.6.6.24

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.6.6.24
Tx Diversity Mode

If the IE "Tx Diversity Mode" is included the UE shall:

1>
if the value of the IE "Tx Diversity Mode" is STTD:

2>
configure the Layer 1 to use the Tx diversity mode indicated in the IE "Tx Diversity Mode" for the radio links for which the IE "Closed loop timing adjustment mode" is included, ignoring the actual value of IE "Closed loop timing adjustment mode".

1>
if the value of the IE "Tx Diversity Mode" is closed loop mode 1:

2>
configure the Layer 1 to use the Tx diversity mode indicated in the IE "Tx Diversity Mode" for the radio links for which the IE "Closed loop timing adjustment mode" is included, using the actual value of the IE "Closed loop timing adjustment mode".

1>
if the value of the IE "Tx Diversity Mode" is "none":

2>
configure the Layer 1 not to use Tx diversity for all radio links in the active set.

If the IE "Tx Diversity Mode" is not included, the UE shall:

1>
continue to use the already configured Tx diversity mode;

1>
in case no Tx diversity mode has been configured:

2>
do not apply Tx diversity.

For F-DPCH the UE shall:

1>
if the IE "STTD indication" is included in the IE "Downlink F-DPCH info for each RL":

2>
use STTD for F-DPCH on the radio links for which the IE "STTD indication" is set to TRUE.

For HS-SCCH, the UE shall:

1>
if the DPCH associated with a HS-SCCH is using either open or closed loop transmit diversity on the radio link transmitted from the HS-DSCH serving cell:

2>
use STTD for this HS-SCCH;

1>
if the F-DPCH associated with an HS-SCCH is using open loop transmit diversity on the radio link transmitted from the HS-DSCH serving cell:

2>
use STTD for this HS-SCCH.

1>
otherwise: 
2>
not use Tx diversity for this HS-SCCH.

For E-AGCH, E-RGCH, and E-HICH from the same cell, the UE shall:

1>
for each radio link:
2>
if the DPCH associated with E-AGCH, E-RGCH, and E-HICH from the same cell is using either open or closed loop transmit diversity:

3>
use STTD for these E-AGCH, E-RGCH, and E-HICH.

2>
if the F-DPCH associated with E-AGCH, E-RGCH, and E-HICH from the same cell is using open loop transmit diversity:

3>
use STTD for these E-AGCH, E-RGCH, and E-HICH.

2>
otherwise: 
3>
not use Tx diversity for these E-AGCH, E-RGCH, and E-HICH.
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