Page 1



TSG-RAN2#59 Meeting
(
R2-073797
Athens, Greece, 25th- 29th June 2007
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	25.302
	CR
	180
	(

rev
	-
	(

Current version:
	7.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Adding GANSS related services within the list of services provided by the physical layer

	
	

	Source to WG:
(

	

	Source to TSG:
(

	Alcatel-Lucent, Orange

	
	

	Work item code:
(

	LCS3-GNSS-UTRAN
	
	Date: (

	28/05/2007

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	The GANSS services are not taken into account in the TS25.302. In order to align the specification to the changes proposed in TS25.331 the description of measurements to needed to support GANSS services are proposed in the CR.

	
	

	Summary of change:
(

	Addition of Timing measurement services related to GANSS timing information.

	
	

	Consequences if 
(

not approved:
	Measurements in support of GANSS are not listed in TS25.302

	
	

	Clauses affected:
(

	9.2.19, 9.2.20, 9.3.29

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


First modified section

9.2.19
UE GANSS Timing of Cell Frames for UE positioning

This measure is mandatory for UE that has the capability to measure GANSS reference time for a given GANSS system and signal.

	Measurement
	UE GANSS Timing of Cell Frames for UE positioning



	Source
	L1 (UE)

	Destination
	RRC (RNC-UE positioning)

	Reporting Trigger
	On-demand, Event-triggered, Periodic

	Description
	The timing between UTRA cell and GANSS Time of Day. 


Next modified section

9.2.20
UE GANSS code phase
This measure is mandatory for UE with UE-assisted GANSS capability.

NOTE:
The UE transmits the GANSS code phase in the IE "GANSS Code Phase" and in the IE "GANSS Integer Code Phase" defined in [13].

	Measurement
	UE GANSS code phase

	Source
	L1 (UE)

	Destination
	RRC (RNC)

	Reporting Trigger
	On-demand, Event-triggered, Periodic

	Description
	The code phase andoptionally the Integer code phase of the spreading code of the GANSS satellite signal.


Last modified section

9.3.29
UTRAN GANSS Timing of Cell Frames for UE positioning

	Measurement
	UTRAN GANSS Timing of Cell Frames for UE positioning

	Source
	L1 (LMU)

	Destination
	RRC (RNC-UE positioning)

	Reporting Trigger
	On-demand, Event-triggered, Periodic

	Description
	This is the absolute time reference measurement in respect to GANSS Time Of Day for the transmission of a particular frame. This is provided in a specific GANSS system time.
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