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8.6.4.10
PDCP Info

For RFC 3095:

1>
the chosen MAX_CID shall not be greater than the value "Maximum number of ROHC context sessions" as indicated in the IE "PDCP Capability".

If IE "PDCP info" is included, the UE shall:

1>
if the radio bearer is connected to a CS domain radio access bearer:

2>

set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "PDCP PDU header" is set to the value "absent":

2>
if the IE "Support for lossless SRNS relocation or for lossless DL RLC PDU size change" is true:

3>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "PDCP PDU header" is set to the value "present":

2>
include PDCP headers in both uplink and downlink PDCP PDUs;

2>
if the IE "Support for lossless SRNS relocation or for lossless DL RLC PDU size change" is false:

3>
if the IE "Header compression information" is absent:

4>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "Header compression information" is absent:

2>
not use Header compression after the successful completion of this procedure;

2>
remove any stored configuration for the IE "Header compression information".

1>
if the IE "Header compression information" is present:

2>
if the IE "Algorithm Type" is set to "RFC 2507":

3>
if the UE capability "Maximum header compression context space", as specified in [35], is exceeded with this configuration:

4>
set the variable INVALID_CONFIGURATION to TRUE;

3> if the IE "PDCP PDU header" is set to the value "absent":

4>
the behaviour of the UE is unspecified.
2>
if the IE "Algorithm Type" is set to "RFC 3095":

3>
if the uplink RLC mode for this radio bearer is RLC-TM:
4>
the behaviour of the UE is unspecified.

1>
configure the PDCP entity for that radio bearer accordingly;

1>
configure the RLC entity for that radio bearer according to the value of the IE "Support for lossless SRNS relocation or for lossless DL RLC PDU size change";
1>
set the PROFILES parameter, used by inband ROHC profile negotiation, for this PDCP entity for both UL and DL equal to the list of ROHC profiles received in the IE "PDCP info". A UE complying to this version of the protocol shall support ROHC profiles 0x0000 (ROHC uncompressed), 0x0001 (ROHC RTP), 0x0002 (ROHC UDP) and 0x0003 (ROHC ESP) (see [52]).
1>
if the IE "PDCP ROHC target mode" is received:

2>
set the variable " PDCP_ROHC_TARGET_MODE " to the received value.

1>
if the IE "PDCP ROHC target mode" is not received in either of the CELL UPDATE CONFIRM, the RADIO BEARER RECONFIGURATION or the RADIO BEARER SETUP message:

2>
delete the variable "PDCD_ROHC_TARGET_MODE" and act according to actions specified in [36].
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