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1. Overall Description:

CT1 has noted that the informative annex A to 3GPP TS 36.300 contains the description of a state model for the NAS protocol.

CT1 would like to inform RAN2, RAN3 and SA2 that as a result of discussions in the working group, CT1 agreed to adopt a more detailed, two-dimensional, TS 24.008-like state model for the EPS mobility management in the UE, consisting of seven main states (EMM-NULL, EMM-DEREGISTERED, EMM-REGISTERED and four additional transient states), and the two "connection modes" EMM-IDLE and EMM-CONNECTED. 
CT1 also analysed the relationship between CT1's own state model and the model described in the informative annex A to 3GPP TS 36.300.  CT1 notes that the names given by CT1 to the EMM main states in the UE are different from the names used in 3GPP TS 36.300, however, CT1 think that generally speaking 
· the state LTE_DETACHED in 3GPP TS 36.300 corresponds to the combination of the state EMM-DEREGISTERED with EMM-IDLE mode in 3GPP TR 24.801, and
· the state LTE_IDLE in 3GPP TS 36.300 corresponds to the combinations of the state EMM-REGISTERED with EMM-IDLE mode in 3GPP TR 24.801, and
· the state LTE_ACTIVE in 3GPP TS 36.300 corresponds to the combinations of the state EMM-REGISTERED with EMM-CONNECTED mode plus established radio bearers in 3GPP TR 24.801.
CT1 would like to highlight that in general when the UE is in EMM-CONNECTED mode this does not imply that the user plane (radio and S1 bearers) is established. 
2. Actions:

To SA2, RAN2, RAN3
ACTION: 
CT1 kindly asks SA2, RAN2 and RAN3 to take note of the aforementioned information.
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