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4.6.2.3
Channelization code-set mapping

The channelization code-set bits xccs,1, xccs,2, …, xccs,7 are coded according to the following:

Given P (multi-)codes starting at code O, given the HS-SCCH number if 64QAM is configured for the UE and xms,1=1, calculate the information-field using the unsigned binary representation of integers calculated by the expressions,

for the first three bits (code group indicator) of which xccs,1 is the MSB:

xccs,1, xccs,2, xccs,3 = min(P-1,15-P)

If 64QAM is not configured for the UE, or if 64QAM is configured and xms,1=0, then 
for the last four bits (code offset indicator) of which xccs,4 is the MSB:

xccs,4, xccs,5, xccs,6, xccs,7 = |O-1-(P/8( *15|

Otherwise (i.e. if 64QAM is configured for the UE and xms,1=1), 

P and O shall fulfil |O-1-(P/8( *15| mod 2 = (HS‑SCCH number) mod 2, and then 

xccs,4, xccs,5, xccs,6, xccs,dummy = |O-1-(P/8( *15|, where xccs,dummy is a dummy bit that is not transmitted on HS-SCCH. 

Furthermore,  
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The definitions of P and O are given in [3]. The HS-SCCH number is given by the position in the list of HS-SCCH Channelisation Code Informations signalled by higher layers (the list is assumed to be indexed starting from zero). The HS-SCCH number is associated with the code offset indicator and code group indicator as described above if 64QAM is configured for the UE and xms,1=1.
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