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5.2
ARQ procedures

ARQ procedures are only performed by an AM RLC entity.
5.2.1
Retransmission

The transmitting side of an AM RLC entity can receive a negative acknowledgement (notification of reception failure by its peer AM RLC entity) for an AMD PDU or a portion of an AMD PDU by the following:
· STATUS PDU from its peer AM RLC entity;

· HARQ delivery failure from the transmitting MAC entity.

When receiving a negative acknowledgement for an AMD PDU or a portion of an AMD PDU by a STATUS PDU from its peer AM RLC entity, the transmitting side of the AM RLC entity shall:

· if the SN of the corresponding AMD PDU falls within the STATUS receiving window:
· consider the AMD PDU or the portion of the AMD PDU for which a negative acknowledgement was received for retransmission.
When receiving a negative acknowledgement for an AMD PDU or a portion of an AMD PDU by HARQ delivery failure notification from the transmitting MAC entity, the transmitting side of the AM RLC entity may:

· if the SN of the corresponding AMD PDU falls within the STATUS receiving window:
· consider the AMD PDU or the portion of the AMD PDU for which a negative acknowledgement was received for retransmission.
When retransmitting an AMD PDU, the transmitting side of an AM RLC entity shall:
· if the AMD PDU can entirely fit into the TB of the particular transmission opportunity, deliver the AMD PDU as it is except for the P field (the P field should be set according to sub clause 5.2.2);
· otherwise, segment the AMD PDU and form a new AMD PDU segment which will fit into the TB of the particular transmission opportunity, in which case:

When retransmitting a portion of an AMD PDU, the transmitting side of an AM RLC entity shall:
· segment the portion of the AMD PDU as necessary and form a new AMD PDU segment which will fit into the TB of the particular transmission opportunity, in which case:

When forming a new AMD PDU segment, the transmitting side of an AM RLC entity shall:
· only map the Data field of the original AMD PDU to the Data field of the new AMD PDU segment;

· set the header of the new AMD PDU segment in accordance with the description in sub clause 6.:
· set the P field according to sub clause 5.2.2
[…]

5.2.3
Status reporting

An AM RLC entity sends STATUS PDUs to its peer AM RLC entity in order to provide positive and/or negative acknowledgements of RLC PDUs (or portions of them).
RRC configures whether or not the status prohibit function is to be used an AM RLC entity.
Triggers to initiate STATUS reporting include:

· Polling from its peer AM RLC entity:

· The receiving side of an AM RLC entity shall trigger a STATUS report when it receives a RLC data PDU with the P field set to "1" and the HARQ reordering of the corresponding RLC data PDU is completed.

· Detection of reception failure of an RLC data PDU:

· The receiving side of an AM RLC entity shall trigger a STATUS report when T_reordering expires.

NOTE:
The expiry of T_reordering triggers both VR(MS) to be updated and a STATUS report to be triggered, but the STATUS report shall be triggered after VR(MS) is updated.
When STATUS reporting has been triggered, the receiving side of an AM RLC entity shall:

· if T_status_prohibit is not running:

· at the first transmission opportunity indicated by lower layer, construct a STATUS PDU and deliver it to lower layer;
· only construct a single STATUS PDU even if status reporting was triggered several times while T_status_prohibit was running
· else:

· at the first transmission opportunity indicated by lower layer after T_status_prohibit expires, construct a STATUS PDU and deliver it to lower layer;

NOTE:
If T_status_prohibit is not running at the time STATUS reporting was triggered, the STATUS PDU size shall be accounted for in the Buffer Status Report [3] from the time STATUS reporting was triggered. If T_status_prohibit is running at the time STATUS reporting was triggered, the STATUS PDU size shall be accounted for in the Buffer Status Report [3] from the time T_reordering expires.
When a STATUS PDU has been delivered to lower layer, the receiving side of an AM RLC entity shall:

· start T_status_prohibit.

When constructing a STATUS PDU, the AM RLC entity shall:
· set ACK_SN to VR(MS);

· for each AMD PDU with SN such that VR(R) <= SN < VR(MS) that has not been completely received yet:

· if no byte segments have been received yet for an AMD PDU:

· include in the STATUS PDU a NACK_SN which is set to the SN of the AMD PDU;

· else

· include in the STATUS PDU a set of NACK_SN, SOstart and SOend for each consecutive byte segments of the AMD PDU that has not been received yet.
[…]
6
Protocol data units, formats and parameters
6.1
Protocol data units

RLC PDUs can be categorized into RLC data PDUs and RLC control PDUs. RLC data PDUs in sub clause 6.1.1 are used by TM, UM and AM RLC entities to transfer upper layer PDUs (i.e. RLC SDUs). RLC control PDUs in sub clause 6.1.2 are used by AM RLC entity to perform ARQ procedures.

6.1.1
RLC data PDU

 a) TMD PDU

   TMD PDU is used to transfer upper layer PDUs by a TM RLC entity.
 b) UMD PDU

   UMD PDU is used to transfer upper layer PDUs by an UM RLC entity.
 c) AMD PDU

   AMD PDU is used to transfer upper layer PDUs by an AM RLC entity. It is used when the AM RLC entity transmits (part of) the RLC SDU for the first time, or when the AM RLC entity retransmits an AMD PDU without having to perform re-segmentation.
 d) AMD PDU segment

   AMD PDU segment is used to transfer upper layer PDUs by an AM RLC entity. It is used when the AM RLC entity needs to retransmit an AMD PDU segment or an AMD PDU with the need to perform re-segmentation.

 […]

6.2.1.3
UMD PDU

UMD PDU consists of a Data field and an UMD PDU header.
UMD PDU header consists of a fixed part (fields that are present for every UMD PDU) and an extension part (fields that are present for an UMD PDU when necessary). The fixed part of the UMD PDU header itself is byte aligned and consists of a FI, an E and a SN. The extension part of the UMD PDU header itself is byte aligned and consists of E(s) and LI(s).
An UM RLC entity is configured by RRC to use either a 5 bit SN or a 10 bit SN. When the 5 bit SN is configured, the length of the fixed part of the UMD PDU header is one byte. When the 10 bit SN is configured, the fixed part of the UMD PDU header is identical to the fixed part of the AMD PDU header, except for D/C, RF and P fields all being replaced with R1 fields. The extension part of the UMD PDU header is identical to the extension part of the AMD PDU header (regardless of the configured SN size).
An UMD PDU header consists of an extension part only when more than one Data field elements are present in the UMD PDU, in which case an E and a LI are present for every Data field element except the last. Furthermore, when an UMD PDU header consists of an odd number of LI(s), four padding bits follow after the last LI
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Figure 6.2.1.3-1: UMD PDU with 5 bit SN (No LI)
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Figure 6.2.1.3-2: UMD PDU with 10 bit SN (No LI)
[…]
6.2.1.6
STATUS PDU

STATUS PDU consists of a STATUS PDU payload and a RLC control PDU header.
RLC control PDU header consists of a D/C and a CPT field.

The STATUS PDU payload starts from the first bit following the RLC control PDU header, and it consists of one ACK_SN and one E1, zero or more sets of a NACK_SN, an E1 and an E2, and possibly a set of a SOstart and a SOend for each NACK_SN. When necessary one to seven padding bits are included in the end of the STATUS PDU to achieve octet alignment.
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Figure 6.2.1.6-1: STATUS PDU

[…]

6.2.2.3
Sequence Number (SN) field
Length: 10bits for AMD PDU, AMD PDU segments and STATUS PDUs. 5 bits or 10 bits (configurable by RRC) ifor UMD PDU.

The SN field indicates the sequence number of the corresponding UMD or AMD PDU. For an AMD PDU segment, the SN field indicates the sequence number of the original AMD PDU from which the AMD PDU segment was constructed from. The sequence number is incremented by one for every UMD or AMD PDU.
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