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1. Overall Description:

As the realization of the action for RAN3 in the LS R2-075461 (Reply LS to LS on data forwarding discussion at RAN3#57bis) sent from RAN2, RAN3 has further discussed the detailed data forwarding handling for S1 Handover. 

In the last RAN3#59, S1AP procedures to support continuity of PDCP SN in the Source eNB and the Target eNB so called eNB Status Transfer and MME Status Transfer were agreed to be specified for S1 Handover procedure. 
With this procedure, almost similar to X2 Status Transfer the Source eNB is able to convey the following information to eNB:
· DL PDCP SN Next to assign
· DL PDCP HFN Next to assign
· UL First Missing SDU PDCP SN

· UL First Missing SDU HFN

Whereas in X2 Status Transfer, in addition to the above IEs, the following IE is also conveyed from the Source eNB to the Target eNB:

· Receive Status of UL PDCP SDU (in bit map)

The Receive Status of UL PDCP SDU indicates UL SDUs received out of sequence that the UE does not need to retransmit in the target cell. However, for S1 Handover, RAN3 has not included the ‘Receive Status of UL PDCP SDU’, an information that can be used by the Target eNB to create PDCP Status Report to the UE for uplink transmission. It is RAN3 understanding that this information is not necessary to fulfill the requirement to maintain the continuity of PDSP SN at S1 handover of RRC_AM bearers. 
However, RAN3 would like to understand the RAN2 opinion on whether this ’Receive Status of UL PDCP SDU’ should be conveyed at S1 handover for radio resources efficiency.

2. Actions:
To RAN2:

RAN3 kindly asks RAN2 to indicate whether ‘R
eceived Status UL PDCP SDU’ information should be conveyed in S1 Handover as it is in X2 Handover.
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