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1. Introduction

RAN2 would like to thank RAN3 for their LS on introduction of UE History Information in HSPA evolution. 

RAN2 would like to answer provided question in the LS as below.

RAN3 kindly asks RAN2 to

· analyze the effectiveness of the introduction of UE History Information in the HSPA evolution framework;

RAN2 answer: 
RAN2 analyzed the issue and agrees introduction of UE History Information is beneficial.

· provide comments to the proposed parameters for mobility and RRM support and propose other parameters if deemed beneficial.

RAN2 answer: RAN2 also shares the view that UE Historical Information of the following IEs is benefitial: 

· Last visited cell info list:
· Cell ID

· Cell Type(macro, micro etc)

· Time UE Stayed in cell
· UL/DL data volume per RB: this indicates how much data was transmitted over an observed time (amount of time spent in RRC connected) or Activity Indicator per RB (RAN3 to decide between the two, both are fine from RAN2 point of view)

· UE Mobility State indicator

· Amount of time the UE was inactive.
· provide comments on the most suitable container for the exchange of UE History Information.

RAN2 answer: use the SRNS RELOCATION INFO container to transfer the UE history information discussed above and to extend it accordingly. 

RAN2 will continue Stage-3 work for implementing the IEs. 

2. Actions:

RAN2 kindly asks to RAN3 to take the above information into the account.

3. Date of Next TSG-RAN WG2 Meetings:
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Jeju, Korea
