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1. Introduction

In RAN2#63bis, it was agreed that uplink and downlink direct transfer is not allowed to be sent on SRB1 before SRB2 is resumed during RRC connection re-establishment procedure [2]

 REF _Ref210611183 \r \h 
[3]. This document aims to propose a text proposal for that agreement.
Reference

[1] R2-085636, Miscellaneous corrections and clarifications, Samsung (Rapporteur)
[2] R2-085101, SRB for NAS message during RRC connection re-establishment, Panasonic

[3] R2-085217, Clarification of NAS Message Transfer, CATT
Text proposal to 36.331

	Start of Modification in 5.6.1


5.6.1
DL information transfer

5.6.1.1
General
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Figure 5.6.1.1-1: DL information transfer

The purpose of this procedure is to transfer NAS or (tunnelled) non-3GPP dedicated information from E-UTRAN to a UE in RRC_CONNECTED.

5.6.1.2
Initiation

E-UTRAN initiates the DL information transfer procedure whenever there is a need to transfer NAS or non-3GPP dedicated information. E-UTRAN initiates the DL information transfer procedure by sending the DLInformationTransfer message. Before SRB2 is established, E-UTRAN uses SRB1  to send DLInformationTransfer message. Once SRB2 is established, E-UTRAN always uses SRB2 i.e. after connection re-establishment E-UTRAN does not initiate this procedure until SRB2 operation has resumed.
	End of Modification in 5.6.1


	Start of Modification in 5.6.2


5.6.2
UL information transfer

5.6.2.1
General
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Figure 5.6.2.1-1: UL information transfer

The purpose of this procedure is to transfer NAS or (tunnelled) non-3GPP dedicated information from the UE to E-UTRAN.

5.6.2.2
Initiation

A UE in RRC_CONNECTED initiates the UL information transfer procedure whenever there is a need to transfer NAS or non-3GPP dedicated information. The UE initiates the UL information transfer procedure by sending the ULInformationTransfer message. When CDMA2000 information has to be transferred, the UE shall initiate the procedure only if SRB2 is established.
5.6.2.3
Actions related to transmission of ULInformationTransfer message

The UE shall set the contents of the ULInformationTransfer message as follows:

1>
If there is a need to transfer NAS information:

2>
Set the informationType to nas3GPP. 

2>
Include the NAS-DedicatedInformation. 

1>
If there is a need to transfer CDMA2000 information:

2>
Set the informationType to cdma2000;

2>
Include the cdma2000-Type and the cdma2000-DedicatedInfo;

1>
if SRB2 is established:
2>
submit the ULInformationTransfer message to lower layer on SRB2;
NOTE
After RRC connection re-establishment UE shall not initiate this procedure until SRB2 operation has resumed
1>
else:
2>
submit the ULInformationTransfer message to lower layer on SRB1;
	End of Modification in 5.6.2
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