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1
Introduction
2 Summary of proposed change

In this document, an updated note in Section 5.6.3 (UE Capability Transfer) of TS 36.331 is provided to reflect the agreed CR indicated in an LS from SA 2 (R2-084984  [1]) on UE capability handling in TS 23.401.
The following text was agreed after discussion of the original text proposal in R2-085700 [2]:

Change of UE's GERAN and/or UTRAN UE radio capabilities in ECM_IDLE state is supported by use of Tracking Area Update. Change of EUTRAN UE radio capabilities is only supported through detach and reattach.
The text proposal in this document attempts to capture the relevant normative behaviour of the UE
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Appendix

Start of Change
5.6.3
UE capability transfer 

5.6.3.1
General
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Figure 5.6.3.1-1: UE capability transfer
The purpose of this procedure is to transfer UE radio access capability information from the UE to E-UTRAN.

Editor's note:
It is FFS if the security capabilities received via S1 can always be trusted. If this is not the case, there may be a need to support protection against bid down attacks. Awaiting reply from SA3 (in response to R2-080540).
Note: Change of UE's GERAN and/or UTRAN UE radio capabilities in RRC_IDLE state is supported by use of Tracking Area Update. 

If the UE needs to change its E-UTRAN radio capabilities, then it shall perform a ‘detach’ (as described in TS 23.401) and following the release of the RRC connection it shall perform an ‘attach’ (as described in TS 23.401).

5.6.3.2
Initiation

E-UTRAN initiates the procedure to a UE in RRC_CONNECTED when it needs (additional) UE radio access capability information. 

5.6.3.3
Reception of the UECapabilityEnquiry by the UE

The UE shall:
1>
set the contents of UECapabilityInformation message as follows:

2>
If the ue-RadioAccessCapRequest includes E-UTRA:

3>
include the UE-EUTRA-Capability within a ueCapabilitiesRAT-Container and with the rat-Type set to eutra;

2>
If the UE radio access capability request includes GERAN:

3>
include the UE radio access capabilities for GERAN within a ueCapabilitiesRAT-Container and with the rat-Type set to geran;

2>
If the UE radio access capability request includes UTRA:

3>
include the UE radio access capabilities for UTRA within a ueCapabilitiesRAT-Container and with the rat-Type set to utran;

1> submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends.

End of Change
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