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START OF MODIFICATION

–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

Editor's note
RAN1 has agreed (R2-080475) that DL RX Tx power should be indicated on BCCH mapped to DL-SCH. FFS in which SIB and SI this should be provided

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInformation

SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFrequencyReselection


ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,


csg-Identity





BIT STRING (SIZE (27))
OPTIONAL


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






INTEGER (-70..-22),



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP

},



















   -- need FFS

p-Max







P-Max





OPTIONAL,


-- need OP


frequencyBandIndicator



INTEGER (1..64),


schedulingInformation



SchedulingInformation,


tdd-Configuration




TDD-Configuration


OPTIONAL,
-- Cond TDD

si-WindowLength





ENUMERATED {











ms1, ms2, ms5, ms10, ms15, ms20, 












ms40, spare1},

systemInformationValueTag


INTEGER (0..31),


nonCriticalExtension



SEQUENCE {}




OPTIONAL
-- Need OP
}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..6)) OF SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInformation  ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512,












spare1, ...},


sib-MappingInfo





SIB-MappingInfo

}

SIB-MappingInfo  ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	cellReservedForOperatorUse

As defined in TS 36.304 [4]

	trackingAreaCode

Common TAC for all the PLMNs listed

	cellBarred

‘Barred’ means barred for all calls, as defined in TS 36.304 [4]

	intraFrequencyReselection

Used to control cell reselection on intra-frequency cells when the highest ranked cell is barred, or is considered as barred by the UE, as specified in TS 36.304 [4].

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if the CSG identity matches an entry in the ‘white list’ that the UE has stored.

	q-RxLevMin

Parameter Qrxlevmin in 36.304 [4]. Actual value Qrxlevmin = IE value * 2   [dBm]. Specifies the minimum required Rx RSRP level in the cell. 

	q-RxLevMinOffset

Parameter Qrxlevminoffset in 36.304 [4]. Actual value Qrxlevminoffset = IE value * 2   [dB]. If absent, apply the (default) value of 0 [dB] for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	p-Max

Parameter: PEMAX in [36.101] to be used in the cell. If absent the UE shall apply the maximum power PUMAX according to the UE capability.

	frequencyBandIndicator

Defined in [36.101].

	Si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on. If value spare1 is received, it is interpreted as rf512.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInformation list.

	Si-WindowLength

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on. If value spare1 is received, it is interpreted as ms40.

	systemInformationValueTag

Common for all SIBs other than MIB, SIB1, SIB10 and SIB11.

	csg-Identity

Identity of the Closed Subscriber Group within the primary PLMN the cell belongs to. The IE is present in a CSG cell, otherwise the IE is absent


	Conditional presence
	Explanation

	TDD
	This field is mandatory present for TDD; it is not present for FDD.


NEXT MODIFICATION

–
SystemInformationBlockType3

The IE SystemInformationBlockType3 contains cell re-selection information common for intra-frequency, inter-frequency and/ or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.

SystemInformationBlockType3 information element
-- ASN1START

SystemInformationBlockType3 ::=

SEQUENCE {


cellReselectionInfoCommon


SEQUENCE {



q-Hyst







ENUMERATED {













dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,













dB12, dB14, dB16, dB18, dB20, dB22, dB24},



speedDependentReselection


SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




speedDependentScalingParametersHyst
SEQUENCE {





q-HystSF-Medium





ENUMERATED {















db-6, dB-4, db-2, db0,















db2, db4, db6},





q-HystSF-High





ENUMERATED {















db-6, dB-4, db-2, db0, db2,















db4, db6}




}



}









OPTIONAL,







-- Need OP



sameRefSignalsInNeighbour


BOOLEAN


},


cellReselectionServingFreqInfo

SEQUENCE {



s-NonIntraSearch




ReselectionThreshold
OPTIONAL,

-- Need OP


threshServingLow




ReselectionThreshold,



cellReselectionPriority



INTEGER (0..7)


OPTIONAL

-- Need FFS

},


intraFreqCellReselectionInfo

SEQUENCE {



q-RxLevMin






INTEGER (-70..-22),



p-Max







P-Max




OPTIONAL,
     -- need OP



s-IntraSearch





ReselectionThreshold
OPTIONAL,

-- Need OP


measurementBandwidth



MeasurementBandwidth
OPTIONAL,

-- Need OP



neighbourCellConfiguration


NeighbourCellConfiguration,


t-ReselectionEUTRAN




INTEGER (0..7),



speedDependentScalingParameters 

SEQUENCE {




t-ReselectionEUTRAN-SF-Medium 


ENUMERATED {oDot25, oDot5, oDot75, lDot0},



t-ReselectionEUTRAN-SF-High 


ENUMERATED {oDot25, oDot5, oDot75, lDot0}



}














OPTIONAL

-- Need OD


},


...

}

-- ASN1STOP

	SystemInformationBlockType3 field descriptions

	cellReselectionInfoCommon

Cell re-selection information common for cells

	q-Hyst

Parameter Qhyst in 36.304 [4], Value in dB. Value dB1 corresponds to 1 dB, dB2 corresponds to 2 dB and so on.

	speedDependentReselection

Speed dependent reselection parameters. If this field is absent, i.e, mobilityStateParameters is also not present, UE behaviour is specified in TS 36.304 [4]

	q-HystSF-Medium

Parameter “Speed dependent ScalingFactor for Qhyst for medium mobility state” in 36.304 [4]. Additional hysteresis applied in Medium Mobility state to Qhyst as defined in [4]. In db. Value db-6 corresponds to -6dB, db-4 corresponds to -4dB and so on.

	q-HystSF-High

Parameter “Speed dependent ScalingFactor for Qhyst for high mobility state” in 36.304 [4]. Additional hysteresis applied in High Mobility state to Qhyst as defined in [4]. In db. Value db-6 corresponds to -6dB, db-4 corresponds to -4dB and so on.

	speedDependentScalingParameters
Speed dependent scaling parameters. If the field is not present, the UE behaviour is specified in [4].

	speedDependentScalingParametersHyst
Speed dependent scaling parameters for q-Hyst.

	t-ReselectionEUTRAN

Parameter “TreselectionEUTRAN” in 36.304 [4]. Cell reselection timer value TreselectionRAT for E-UTRAN. In seconds

	t-ReselectionEUTRAN-SF-Medium
Parameter “Speed dependent ScalingFactor for TreselectionEUTRAN for medium mobility state” in 36.304 [4]. The field t-ReselectionEUTRAN is multiplied with this factor if the UE is in Medium Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on. 

	t-ReselectionEUTRAN-SF-High
Parameter “Speed dependent ScalingFactor for TreselectionEUTRAN for high mobility state” in 36.304 [4]. The field t-ReselectionEUTRAN is multiplied with this factor if the UE is in High Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	s-IntraSearch 

Parameter Sintrasearch, see [4]. If the field is not present, the UE behaviour is specified in [4].

	sameRefSignalsInNeighbour

Valid only in TDD operation [RAN1 spec; FFS].

If TRUE: the UE may assume that the same reference signals are available in neighbour cells as in serving cell.

	cellReselectionServingFreqInfo 

Information common for Cell re-selection to inter-frequency and inter-RAT cells.

	s-NonIntraSearch 

Parameter Snonintrasearch,see TS 36.304 [4]. If the field is not present, the UE behaviour is specified in [4].

	threshServingLow 

Parameter Threshserving, low [4].

	cellReselectionPriority 

Parameter “priority” in 36.304 [4]. Absolute priority of the serving layer (0 means: lowest priority)

	intraFreqcellReselectionInfo

Cell re-selection information common for intra-frequency cells

	q-RxLevMin

Parameter Qrxlevmin in 36.304 [4]. Actual value Qrxlevmin = IE value * 2   [dBm]. Specifies the minimum required Rx RSRP level for the intra-frequency neighbouring E-UTRA cells. 

	p-Max

Paramter: PEMAX in [36.101] to be used for the intra-frequency neighbouring E-UTRA cells. If absent the UE shall apply the maximum power PUMAX according to the UE capability.

	measurementBandwidth

Measurement bandwidth information common for all neighbouring cells on the serving frequency. If absent, the value corresponding to the downlink bandwidth indicated by the dl-Bandwidth included in MasterInformationBlock applies.


NEXT MODIFICATION

–
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SystemInformationBlockType5 information element
-- ASN1START

SystemInformationBlockType5 ::=

SEQUENCE {


interFreqCarrierFreqList


InterFreqCarrierFreqList,


...

}

InterFreqCarrierFreqList ::=

SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {


eutra-CarrierFreq




EUTRA-DL-CarrierFreq,


q-RxLevMin






INTEGER (-70..-22),


p-Max







P-Max




OPTIONAL,
     -- need OP


t-ReselectionEUTRAN




INTEGER (0..7),


speedDependentScalingParameters 
SEQUENCE {



t-ReselectionEUTRAN-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 



t-ReselectionEUTRAN-SF-High 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}


}















OPTIONAL,

-- need OD

threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


measurementBandwidth



MeasurementBandwidth,


cellReselectionPriority



INTEGER (0..7)





OPTIONAL,
-- Need FFS

q-OffsetFreq





ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare1}




DEFAULT dB0,


interFreqNeighbouringCellList

InterFreqNeighbouringCellList
OPTIONAL, 
-- Need OD

interFreqBlacklistedCellList

InterFreqBlacklistedCellList
OPTIONAL, 
-- Need OD

...

}

InterFreqNeighbouringCellList ::=
SEQUENCE (SIZE (1..maxCellInter)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity,


q-OffsetCell





ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24}

}

InterFreqBlacklistedCellList ::=
SEQUENCE (SIZE (1..maxCellBlack)) OF SEQUENCE {


physicalCellIdentityAndRange

PhysicalCellIdentityAndRange
}

-- ASN1STOP

	SystemInformationBlockType5 field descriptions

	q-RxLevMin

Parameter Qrxlevmin in TS 36.304 [4]. Actual value Qrxlevmin = IE value * 2   [dBm]. Specifies the minimum required Rx RSRP level for the neighbouring E-UTRA cells on this carrier frequency. 

	p-Max

Parameter: PEMAX in [36.101] to be used for the neighbouring E-UTRA cells on this carrier frequency. If absent the UE shall apply the maximum power PUMAX according to the UE capability.

	threshX-High 

Parameter "Thresx,high" [36.304].

	threshX-Low 

Parameter "Thresx,low" [36.304].

	speedDependentScalingParameters
Speed dependent scaling parameters. If the field is not present, the UE behaviour is specified in [4]

	t-ReselectionEUTRAN

Parameter “TreselectionEUTRAN” in TS 36.304 [4]. Cell reselection timer value TreselectionRAT for E-UTRAN. In seconds

	t-ReselectionEUTRAN-SF-Medium
Parameter “Speed dependent ScalingFactor for TreselectionEUTRAN for medium mobility state” in TS 36.304 [4]. The field t-ReselectionEUTRAN is multiplied with this factor if the UE is in Medium Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on. 

	t-ReselectionEUTRAN-SF-High
Parameter “Speed dependent ScalingFactor for TreselectionEUTRAN for high mobility state” in TS 36.304 [4]. The field t-ReselectionEUTRAN is multiplied with this factor if the UE is in High Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	measurementBandwidth

Measurement bandwidth common for all neighbouring cells on the frequency.

	cellReselectionPriority

Parameter “priority” in TS 36.304 [4]. Absolute priority of the E-UTRA carrier frequency (0 means: lowest priority)

	q-OffsetFreq 

Parameter “Qoffsetfrequency” in TS 36.304 [4], value in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	interFreqNeighbouringCellList

List of inter-frequency neighbouring cells with specific cell re-selection parameters. 

	q-OffsetCell 

Parameter “Qoffsets,n” in TS 36.304 [4], value in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	interFreqBlacklistedCellList 

List of blacklisted inter-frequency neighbouring cells


NEXT MODIFICATION

–
MobilityControlInformation
The IE MobilityControlInformation includes parameters relevant for network controlled mobility to/within E‑UTRA.

MobilityControlInformation information element
-- ASN1START

MobilityControlInformation ::=

SEQUENCE {


targetCellIdentity




PhysicalCellIdentity,


eutra-CarrierFreq




EUTRA-CarrierFreq




OPTIONAL,
-- Need OP

eutra-CarrierBandwidth



EUTRA-CarrierBandwidth



OPTIONAL,
-- Need ON

additionalSpectrumEmission


INTEGER (0..31)





OPTIONAL,
-- Need ON

p-Max







P-Max







OPTIONAL,
-- Need OP

t304







ENUMERATED {












ms50, ms100, ms150, ms200, ms500, ms1000,












ms2000, spare1},


newUE-Identity





C-RNTI,


radioResourceConfigCommon


RadioResourceConfigCommon,


rach-ConfigDedicated



RACH-ConfigDedicated



OPTIONAL,
-- Need OP

...

}

EUTRA-CarrierBandwidth ::=


SEQUENCE {


dl-Bandwidth





ENUMERATED {












n6, n15, n25, n50, n75, n100, spare10, 













spare9, spare8, spare7, spare6, spare5, 













spare4, spare3, spare2, spare1}, 


ul-Bandwidth





ENUMERATED {












n6, n15, n25, n50, n75, n100, spare10, 













spare9, spare8, spare7, spare6, spare5, 













spare4, spare3, spare2, spare1}
OPTIONAL -- Need OP
}

-- ASN1STOP

	MobilityControlInformation field descriptions

	additionalSpectrumEmission

Defined in [36.101]

	t304

Timer T304 as described in section 7.3. ms50 corresponds with 50 ms, ms100 corresponds with 100 ms and so on.

	dl-Bandwidth

Parameter: Downlink bandwidth [36.101]. If absent, i.e. if eutra-CarrierBandwidth is absent, apply the same downlink bandwidth as for the current cell.

	ul-Bandwidth

Parameter: Uplink bandwidth [36.101]. For TDD, the parameter is absent and it is equal to downlink bandwidth. If absent for FDD (includes the case eutra-CarrierBandwidth is absent), apply the same uplink bandwidth as for the current cell.

	p-Max

Parameter: PEMAX in [36.101] to be used in the target cell. If absent the UE shall apply the maximum power PUMAX according to the UE capability.

	rach-ConfigDedicated

The dedicated random access parameters. If absent the UE applies contention based random access as specified in TS 36.321 [6].

	eutra-CarrierBandwidth

Provides the parameters Downlink bandwidth, and Uplink bandwidth [36.101].  When this field is not included, the values as captured in the case of absence of the individual fields applies.


NEXT MODIFICATION

–
P-Max
The IE P-Max is used to limit the UE’s uplink transmission power on a carrier frequency and to calculate the parameter Pcompensation defined in [4].
P-Max information element
-- ASN1START

P-Max ::=



INTEGER (-30..33)
-- ASN1STOP

	P-Max field descriptions

	P-Max

Maximum allowed transmission power on an uplink carrier frequency in dBm defined as PEMAX in [36.101]. 


END OF MODIFICATION
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