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5.2
Maintenance of Uplink Time Alignment

The UE has a configurable Time Alignment Timer. The Time Alignment Timer is valid only in the cell for which it was configured and started.

The UE shall:

-
when a Timing Advance Command MAC control element is received:

-
apply the Timing Advance Command;

-
start the Time Alignment Timer (if not running) or restart the Time Alignment Timer (if already running).

-
when a Timing Advance Command is received in a Random Access Response message:
-
if the Random Access Preamble and PRACH resource were explicitly signalled:

-
apply the Timing Advance Command;

-
start the Time Alignment Timer (if not running) or restart the Time Alignment Timer (if already running).

- 
else, if the Time Alignment Timer is not running or has expired:

-
apply the Timing Advance Command;
-
start the Time Alignment Timer;

-
when the contention resolution is considered not successful as described in subclause 5.1.5, stop the Time Alignment Timer.

-
else:

-
ignore the received Timing Advance Command.


-
when the Time Alignment Timer expires:

-
flush all HARQ buffers and consider the next transmission for each process as the very first transmission;
-
notify RRC of PUCCH/SRS release;
-
clear any configured downlink assignments and uplink grants.
Next Modified Section

5.4.1
UL Grant reception

In order to transmit on the UL-SCH the UE must have a valid uplink grant (except for non-adaptive HARQ retransmissions) which it may receive dynamically on the PDCCH or in a Random Access Response or which may be configured semi-persistently. To perform requested transmissions, the MAC layer receives HARQ information from lower layers.

When timeAlignmentTimer is running and the UE has a C-RNTI, Semi-Persistent Scheduling C-RNTI, or Temporary C-RNTI, the UE shall for each TTI during which it monitors PDCCH:

-
if an uplink grant for this TTI has been received on the PDCCH for the UE’s C-RNTI or Temporary C-RNTI; or

-
if an uplink grant for this TTI has been received in a Random Access Response:
-
if either an uplink grant has been received for the UE’s Semi-Persistent Scheduling C-RNTI or a configured uplink grant has occurred since the previous received uplink grant for the UEs C-RNTI for the same HARQ process:
-
consider the NDI to have been toggled regardless of the value of the NDI.
-
deliver the uplink grant and the associated HARQ information to the HARQ entity for this TTI.

-
else, if an uplink grant for this TTI has been received on the PDCCH for the UE’s Semi-Persistent C-RNTI:

-
if the NDI in the received HARQ information is 1:

-
consider the NDI not to have been toggled;

-
deliver the uplink grant and the associated HARQ information to the HARQ entity for this TTI.

-
else if the NDI in the received HARQ information is 0:
-
if PDCCH contents indicate SPS release:

-
clear the configured uplink grant (if any).

-
else:
-
store the uplink grant and the associated HARQ information as configured uplink grant;

-
initialise (if not active) or re-initialise (if already active) the configured uplink grant to start in this TTI and to recur according to rules in subclause 5.10.2;

-
consider the NDI bit to have been toggled;

-
deliver the configured uplink grant and the associated HARQ information to the HARQ entity for this TTI.

-
else, if an uplink grant for this TTI has been configured:

-
consider the NDI bit to have been toggled;

-
deliver the configured uplink grant, and the associated HARQ information to the HARQ entity for this TTI.

NOTE:
The period of configured uplink grants is expressed in TTIs.

NOTE:
If the UE receives both a grant for its RA-RNTI and a grant for its C-RNTI or Semi persistent scheduling C-RNTI, the UE may choose to continue with either the grant for its RA-RNTI or the grant for its C-RNTI or Semi persistent scheduling C-RNTI.
NOTE:
When a configured uplink grant is indicated during a measurement gap and indicates an UL-SCH transmission during a measurement gap, the UE processes the grant but does not transmit on UL-SCH.










































































































































































































































































































































































































































































































































