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	Reason for change:
(

	The SIB 5/5bis and SIB6 has “AICH Power offset” IE. Sementic description of “AICH Power offset” is written that “This AICH Power offset also indicates the power offset for AP-AICH and for CD/CA-ICH.”. However, AP-AICH and CD/CA-ICH physical channels do not exist since Rel-6 specification had been cleaned “CPCH Feafure”.
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	Summary of change:
(

	“This AICH Power offset also indicates the power offset for AP-AICH and for CD/CA-ICH” is removed in semantic description of AICH Power offset IE in SIB5/5bis and SIB6. 
Impact analysis
Impacted functionality:

CPCH feature. The change only impacts the corrected functionality.

Inter-operability: 

1. If the NB is implemented according to the CR and the UE is not, then UE might confuse whether a CPCH channel is still used. 
2. If the UE is implemented according to the CR and the NB is not, then NB might confuses whether a CPCH channel is still used.

	
	

	Consequences if 
(

not approved:
	Semantic description of the “AICH Power offset” indicates not existing AP-AICH and CD/CA-ICH physical channels.
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10.2.48.8.8
System Information Block type 5 and 5bis
The system information block type 5 contains parameters for the configuration of the common physical channels in the cell. System information block type 5bis uses the same structure as System information block type 5. System information block type 5bis is sent instead of system information block type 5 in cells that use Band IV or Band IX or Band X.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SIB6 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB6 is broadcast in the cell.
	

	PhyCH information elements
	
	
	
	
	

	PICH Power offset
	MP
	
	PICH Power offset 10.3.6.50
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>AICH Power offset
	MP
	
	AICH Power offset 10.3.6.3
	
If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	>TDD
	
	
	
	
	

	>>PUSCH system information
	OP
	
	PUSCH system information 10.3.6.66
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	

	>>PUSCH system information VHCR
	OP
	
	PUSCH system information VHCR 10.3.6.66a
	Only for 7.68 Mcps TDD

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-7

	>>PDSCH system information
	OP
	
	PDSCH system information 10.3.6.46
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	

	>>TDD open loop power control
	MP
	
	TDD open loop power control 10.3.6.79
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	Primary CCPCH info
	OP
	
	Primary CCPCH info 10.3.6.57
	Note 1
	

	PRACH system information list
	MP
	
	PRACH system information list 10.3.6.55
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	Common E-DCH system info
	OP
	
	Common E-DCH system info 10.3.6.9a
	
	REL-8

	Secondary CCPCH system information
	MP
	
	Secondary CCPCH system information 10.3.6.72
	Note 2

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	CBS DRX Level 1 information
	CV-CTCH
	
	CBS DRX Level 1 information 10.3.8.3
	
	

	Frequency band indicator
	OP
	
	Frequency band indicator

10.3.6.35b
	
	REL-6

	Frequency band indicator 2
	OP
	
	Frequency band indicator 2

10.3.6.35c
	
	REL-6

	HSDPA cell Indicator
	MD
	
	Enumerated (HSDPA Capable Cell)
	Default is ’HSDPA capability not indicated’.

’HSDPA Capable Cell’ means that the UE may consider this cell as part of the HSDPA coverage area for display indication only.

This indication shall not be used for any other purpose.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	REL-6

	E-DCH cell Indicator
	MD
	
	Enumerated (E-DCH Capable Cell)
	Default is ’E-DCH capability not indicated’.

’E-DCH Capable Cell’ means that the UE may consider this cell as part of the E-DCH coverage area for display indication only.

This indication shall not be used for any other purpose.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	REL-6

	Secondary CCPCH system information MBMS
	OP
	
	Secondary CCPCH system information MBMS 10.3.6.72a
	Included if MCCH is on an S-CCPCH used only for MBMS. Note 2
	REL-6

	CHOICE mode 
	OP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>HS-DSCH common system information
	MP
	
	HS-DSCH common system information 10.3.6.36c
	Included if cell supports HS-DSCH reception in CELL_FACH and during IDLE to RRC Connection state transition. 
	REL-7

	>>HS-DSCH paging system information
	OP
	
	HS-DSCH paging system information 10.3.6.36d
	Included if cell supports for UEs in RRC Connected state paging message reception on HS-DSCH. 
	REL-7

	>TDD
	
	
	
	
	REL-7

	>>HS-DSCH common system information
	MP
	
	HS-DSCH common system information 1.28Mcps TDD

10.3.6.36ca
	Included if cell supports HS-DSCH reception in CELL_FACH and during IDLE to RRC Connection state transition.
	REL-8

	>>HS-DSCH paging system information
	OP
	
	HS-DSCH paging system information 1.28Mcps TDD 10.3.6.36da
	Included if cell supports for UEs in RRC Connected state paging message reception on HS-DSCH.
	REL-8

	TDD MBSFN information
	OP
	
	TDD MBSFN Information 10.3.6.78b
	TDD only: included only if some timeslots are designated to MBSFN.
	REL-7

	HS-DSCH DRX in CELL_FACH Information
	OP
	
	HS-DSCH DRX in CELL_FACH Information 10.3.6.36g
	
	REL-8

	HS-DSCH DRX in CELL_FACH Information 1.28 Mcps TDD
	OP
	
	HS-DSCH DRX in CELL_FACH Information 1.28 Mcps TDD 10.3.6.36h
	
	REL-8


NOTE 1:
DL scrambling code of the Primary CCPCH is the same as the one for Primary CPICH (FDD only).

NOTE 2:
There is only one MCCH in a cell, which may either be mapped on to an S-CCPCH also used for non- MBMS purposes or to an S-CCPCH dedicated to MBMS. In the first case the MCCH configuration is specified within the IE "Secondary CCPCH system information", in the latter case the MCCH configuration is provided within the IE "Secondary CCPCH system information MBMS".

	Condition
	Explanation

	CTCH
	The IE is mandatory present if the IE "CTCH indicator" is equal to TRUE for at least one FACH, otherwise the IE is not needed in the message


10.2.48.8.9
System Information Block type 6
The system information block type 6 contains parameters for the configuration of the common and shared physical channels to be used in connected mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	PhyCH information elements
	
	
	
	
	

	PICH Power offset
	MP
	
	PICH Power offset 10.3.6.50
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>AICH Power offset
	MP
	
	AICH Power offset 10.3.6.3
	
	

	>TDD
	
	
	
	
	

	>>PUSCH system information
	OP
	
	PUSCH system information 10.3.6.66
	
	

	>>PUSCH system information VHCR
	OP
	
	PUSCH system information VHCR 10.3.6.66a
	Only for 7.68 Mcps TDD
	REL-7

	>>PDSCH system information
	OP
	
	PDSCH system information 10.3.6.46
	
	

	>>TDD open loop power control
	MP
	
	TDD open loop power control 10.3.6.79
	
	

	Primary CCPCH info
	OP
	
	Primary CCPCH info 10.3.6.57
	Note 1
	

	PRACH system information list
	OP
	
	PRACH system information list 10.3.6.55
	
	

	Secondary CCPCH system information
	OP
	
	Secondary CCPCH system information 10.3.6.72
	
	

	CBS DRX Level 1 information
	CV-CTCH
	
	CBS DRX Level 1 information 10.3.8.3
	
	

	Frequency band indicator
	OP
	
	Frequency band indicator

10.3.6.35b
	
	REL-6

	Frequency band indicator 2
	OP
	
	Frequency band indicator 2

10.3.6.35c
	
	REL-6


NOTE 1:
DL scrambling code of the Primary CCPCH is the same as the one for Primary CPICH (FDD only).

	Condition
	Explanation

	CTCH
	The IE is mandatory present if the IE "CTCH indicator" is equal to TRUE for at least one FACH, otherwise the IE is not needed


10.3.6.3
AICH Power offset
NOTE:
Only for FDD.

This parameter is used to indicate the power level of AICH channel. This is the power per transmitted Acquisition Indicator.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	AICH Power offset
	MP
	
	Integer(-22..+5)
	Offset in dB
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