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	From R2-092018

If a MAC PDU containing reserved or invalid values is dedicated to a UE, it is agreed for UE to discard the whole MAC PDU. Thus, the MAC PDU received by the configured downlink assignment shall also be discarded if it contains reserved or invalid values.
From R2-092452

The RNTI table in section 7.1 is incorrect and table borders are missing from last row of table 6.1.3.1-1.
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	From R2-092018
MAC PDU received by the configured downlink assigment is added to the PDU discard condition.
From discussion of R2-092447

Add “shall” for the ignoring of Reserved bit.

From R2-092452

The RNTI table in section 7.1 is incorrect and table borders are missing from last row of table 6.1.3.1-1.
Impact analysis
Impacted functionality:

MAC error handling. The change only impacts the corrected functionality.

Inter-operability: 

1. If the eNB is implemented according to the CR and the UE is not, then UE does not discard erroneous MAC PDU received by configured downlink assignment. It may lead to protocol error in UE MAC.

2. If the UE is implemented according to the CR and the eNB is not, then no inter-operability problems are seen.
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5.11
Handling of unknown, unforeseen and erroneous protocol data

When a MAC entity receives a MAC PDU for the UE’s C-RNTI or Semi-Persistent Scheduling C-RNTI, or by the configured downlink assignment, containing reserved or invalid values, the MAC entity shall:

-
discard the received PDU.
6.1.1
General

A MAC PDU is a bit string that is byte aligned (i.e. multiple of 8 bits) in length. In the figures in subclause 6.1, bit strings are represented by tables in which the most significant bit is the leftmost bit of the first line of the table, the least significant bit is the rightmost bit on the last line of the table, and more generally the bit string is to be read from left to right and then in the reading order of the lines. The bit order of each parameter field within a MAC PDU is represented with the first and most significant bit in the leftmost bit and the last and least significant bit in the rightmost bit.

MAC SDUs are bit strings that are byte aligned (i.e. multiple of 8 bits) in length. An SDU is included into a MAC PDU from the first bit onward.
The UE shall ignore the value of Reserved bits in downlink MAC PDUs.
7.1
RNTI values

RNTI values are presented in Table 7.1-1 and their usage and associated Transport Channels and Logical Channels are presented in Table 7.1-2.

Table 7.1-1: RNTI values.
	Value (hexa-decimal)
	RNTI

	0000
	N/A

	0001-003C
	RA-RNTI, C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI and TPC-PUSCH-RNTI (see note)

	003D-FFF3
	C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI and TPC-PUSCH-RNTI

	FFF4-FFFD
	Reserved for future use

	FFFE
	P-RNTI

	FFFF
	SI-RNTI


NOTE:
The values corresponding to the RA-RNTI values of a cell’s PRACH configuration are not used in the cell for any other RNTI (C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI or TPC-PUSCH-RNTI).
	
	
	

	
	
	

	
	


Table 7.1-2: RNTI usage.

	RNTI
	Usage
	Transport Channel
	Logical Channel

	P-RNTI
	Paging and System Information change notification
	PCH
	PCCH

	SI-RNTI
	Broadcast of System Information
	DL-SCH
	BCCH

	RA-RNTI
	Random Access Response
	DL-SCH
	N/A

	Temporary C-RNTI
	Contention Resolution
(when no valid C-RNTI is available)
	DL-SCH
	CCCH

	Temporary C-RNTI
	Msg3 transmission
	UL-SCH
	CCCH, DCCH, DTCH

	C-RNTI
	Dynamically scheduled unicast transmission
	DL-SCH, UL-SCH
	DCCH, DTCH

	C-RNTI
	Triggering of PDCCH ordered random access
	N/A
	N/A

	Semi-Persistent Scheduling C-RNTI
	Semi-Persistently scheduled unicast transmission

(activation, reactivation and retransmission)
	DL-SCH, UL-SCH
	DCCH, DTCH

	Semi-Persistent Scheduling C-RNTI
	Semi-Persistently scheduled unicast transmission

(deactivation)
	N/A
	N/A

	TPC-PUCCH-RNTI
	Physical layer Uplink power control
	N/A
	N/A

	TPC-PUSCH-RNTI
	Physical layer Uplink power control
	N/A
	N/A
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