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	Reason for change:
(

	For RRC MEASUREMENT CONTROL for EUTRA, NW will configure "Both" in the IE E-UTRA reporting quantity (Section 10.3.7.32) and also NW will set "RSRP or RSRQ"in E-UTRA measurement quantity, but the UE ignore the “E-UTRA Measurement quantity”. (See Semantic description in 10.3.7.29)

"Measurement Quantity" should not be ignored, it defines which the Quantity (RSRP, RSRQ) to be used when determining the event trigger.

	
	

	Summary of change:
(

	Correct the semantics description in E-UTRA measurement quantity and reporting quantity for the UE not to ignore the E-UTRA measurement quantity in case the E-UTRA reporting quantity is set to “Both”
Impact analysis
Impacted functionality:

Measurement for E-UTRA function in connected mode. The change only impacts the corrected functionality.

Inter-operability:

1. If the network is implemented according to the CR and the UE is not, the UE does not send MEASUREMENT REPORT with reporting “Both”.  
2. If the UE is implemented according to the CR and the network is not, the network does not configure MEASUREMENT CONTROL with reporting quantity set to “Both”. 

	
	

	Consequences if 
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not approved:
	Handover to E-UTRA is not functional if E-UTRA reporting quantity is set to “Both” 
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10.3.7.29
Inter-RAT measurement quantity
The quantity the UE shall measure in case of inter-RAT measurement. It also includes the filtering of the measurements.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Measurement quantity for UTRAN quality estimate
	OP
	
	Intra-frequency measurement quantity 10.3.7.38
	
	

	CHOICE system
	MP
	
	
	
	

	>GSM
	
	
	
	
	

	>>Measurement quantity
	MP
	
	Enumerated (GSM Carrier RSSI)
	
	

	>>Filter coefficient
	MP
	
	Filter coefficient 10.3.7.9
	
	

	>>BSIC verification required
	MP
	
	Enumerated (required, not required)
	
	

	>IS2000
	
	
	
	
	

	>>TADD Ec/I0
	MP
	
	Integer (0..63)
	Admission criteria for neighbours, see subclause 2.6.6.2.6 of TIA/EIA/IS-2000.5
	

	>>TCOMP Ec/I0
	MP
	
	Integer (0..15)
	Admission criteria for neighbours, see subclause 2.6.6.2.5.2 of TIA/EIA/IS-2000.5
	

	>>SOFT SLOPE
	OP
	
	Integer (0..63)
	Admission criteria for neighbours, see subclause 2.6.6.2.3 and 2.6.6.2.5.2 of TIA/EIA/IS-2000.5
	

	>>ADD_INTERCEPT
	OP
	
	Integer (0..63)
	Admission criteria for neighbours, see subclause 2.6.6.2.5.2 of TIA/EIA/IS-2000.5
	

	>E-UTRA
	
	
	
	
	REL-8

	>>Measurement quantity
	MP
	
	Enumerated (RSRP, RSRQ)
	This IE indicates the quantity that the UE uses to determine the event trigger. 
	REL-8

	>>Filter coefficient
	MP
	
	Filter coefficient 10.3.7.9
	
	REL-8


10.3.7.32
Inter-RAT reporting quantity
For all boolean types TRUE means inclusion in the report is requested.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	UTRAN estimated quality
	MP
	
	Boolean
	This parameter is not used in this release and should be set to FALSE.
	

	CHOICE system
	MP
	
	
	
	

	>GSM
	
	
	
	
	

	>>GSM Carrier RSSI Reporting indicator
	MP
	
	Boolean
	
	

	>E-UTRA
	
	
	
	
	REL-8

	>>Reporting quantity
	MP
	
	Enumerated (‘measurement quantity’, ‘both’)
	This IE indicates the quantity that the UE reports; if this IE is set to ‘measurement quantity’ the UE reports either RSRP or RSRQ which is indicated in the “measurement quantity” (see subclause 10.3.7.29); if this IE is set to ‘both’, the UE reports both RSRP and RSRQ
	REL-8
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